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	Feature / Item:
	

	Affects:
	UICC apps:
no
	ME:

yes
	AN:

yes
	CN:

no
	Others (specify):
no

	Expected Completion Date:
	Stage-3 for RAN4: RAN#89-e (September 2020)

	Service(s) impacted:
	None

	Specification(s) affected:
	TS 38.133, TS 36.133, TS 38.331, TS 36.331, TS 38.306, TS 36.306

	Task(s) within work which are not complete:
	RAN4 part

RRM requirement:

1. BWP switching on multiple CCs
· Definition of N in simultaneous DCI- and timer-based BWP switching on multiple CCs

· Definition of D in simultaneous RRC based BWP switching on multiple CCs

· RRM requirement for partial overlapped timer-based BWP switching on multiple CCs

2. UL spatial relation change
· Whether to consider timing tracking when associated DL-RS for sub1. and sub2.

· Whether and how to define requirement for UL signal which has spatial relation to an unknown DL RS
3.SRS carrier-based switching requirements

· FFS interruption requirements for case 1, case 2 and case 3.

· Case 1: CA is co-location deployed

· Case 2: Single TAG CA, or carriers in the same TAG for multiple TAG CA

· Case 3: uplink time difference does not exceed a threshold X

· X = [5] us

· Note: SRS carrier switching requirement for inter-band FR2 CA is out of scope
4. CGI reading requirements with autonomous gap

· MIB decoding delay for FR2

· SNR conditions for SIB1 decoding delay requirements

· Value of timer T321 for FR2

5. FR2 inter-band CA RRM
· The interruption requirements for CBM UE.

· The scheduling restrictions and measurement restrictions due to incorrect network configuration

· The unknown SCell activation requirement for CBM UE in case2.

· Case 2: SCell being activated belongs to FR2 and if there is no active serving cell on that FR2 band provided that PCell or PSCell is FR2.
· Note: In case the requirements for CBM are not finalized in RAN4 #96e, no Rel-16 requirements will be introduced.


	Consequences if not included in Release 16:
	RRM requirement for above procedures would be missing in R16. There will be potential performance degradation if corresponding procedures are triggered. 


Abstract of document:

This exception sheet for Rel-16 NR RRM enhancement WI – RAN4 core part and provides a list of remaining open items, which are planned to be completed by September 2020. 
Contentious Issues:

