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1. Introduction
In NG-RAN the functionality of flexible gNB-ID length is supported. 
NG-RAN node IDs are contained in NG-RAN cell IDs (CGIs), i.e. 
-	in case of E-UTRA cells, an ng-eNB ID represents the (18/20/21) main significant bits (MSBs) of any of (28bits long) E-UTRA Cell IDs the ng-eNB serves
-	in case of NR cells, a gNB ID represents the (22..32) MSBs of any of the (36bits long) NR Cell IDs the gNB serves as shown below (from TS38.413)
This is for example visible in TS38.413, which defines the gNB-ID as follows:
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This IE is used to globally identify a gNB (see TS 38.300 [8]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
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	>>gNB ID
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	BIT STRING (SIZE(22..32))
	Equal to the leftmost bits of the NR Cell Identity IE contained in the NR CGI IE of each cell served by the gNB.



A flexible NG-RAN Node ID length allows an operator to freely add and mix different types of NG-RAN Nodes within his network. For example, an operator can mix large macro coverage NG-RAN Nodes with small hot spot coverage NG-RAN Nodes. The flexible NG-RAN Node-ID length allows for deployment of large numbers of NG-RAN Nodes. 
Typical use cases where Flexible gNB-IDs provide great advantages are those where the capacity of NG-RAN nodes in terms of served cells needs to be extended or where a network needs to be densified by means of introducing new NG-RAN nodes.
In such cases the gNB-ID of a given NG-RAN node can be shortened (if more cells need to be supported) or the newly introduced NG-RAN nodes can be assigned un-used gNB-IDs within the full range of flexible gNB-ID values.
Of course, in order to exploit the flexible gNB-ID feature, an operator should be able to assign new gNB-IDs to an NG-RAN node without any constraint and without the need of any dedicated and complex infrastructure.
Without the support of flexible gNB-IDs, network expansions in a number of use cases are simply not possible.
Conclusion 1: Unconstrained use of Flexible gNB-IDs eases the process of network expansions. The lack of such feature makes network expansions either very costly or even impossible in some use cases. 
2. Discussion

2.1 History of Flexible gNB-ID discussions in RAN3
At RAN3-110e, RAN3 agreed the following:
Confirm that exploiting the use of flexible gNB-ID lengths within the same network is beneficial to address the cases of ANR, RAN sharing, gNB-ID exhaustion
Confirm that a solution should be specified to allow acquisition of gNB-IDs as part of ANR

This resulted in the agreement of an LS to RAN2 (see R3-207226), where RAN3 asked for the feasibility of a solution where the gNB-ID length is broadcast as part of the SIBs and where the UE can report such length to its serving NG-RAN.
With such solution the serving NG-RAN can disambiguate the identity of neighbouring NG-RAN nodes and establish Xn connections with them.
RAN2 replied to the LS from RAN3 in R2-2102449, where RAN2 confirmed that a solution based on broadcasting of the gNB-ID length is feasible.
As a consequence, RAN3 agreed the following at RAN3-112e:
A solution based on inclusion of the gNB-ID length in the system information block is technically feasible and it addresses the identified issues of cases of ANR, RAN sharing, gNB-ID exhaustion; other solutions are not precluded; we should further work on the details
The above agreement implied that network based solutions might be explored and endorsed, with the understanding that solutions based on gNB-ID length broadcasting would also be supported.
Conclusion 2: The agreements in RAN3 allowed for the endorsement of network-based solutions as a complement to solutions based on broadcast of gNB-ID length 

At RAN3-113e a network based solution was endorsed in R3-214403 and R3-214404. 
On the basis of such endorsements proposals in RAN2 to support a solution based on broadcast of the gNB-ID length were opposed with the claim that a network claimed solution is sufficient (see outcomes of discussions on R2-2110847). This breaks the previous agreements taken by RAN3, where the group converged on “not precluding” network-based solutions but at the same time where the agreement was that a solution based on gNB-ID broadcasting is feasible and it solves all the use cases of relevance and for that it should be supported.
Conclusion 3: Endorsement of a network based solution for gNB-ID disambiguation shall not imply rejection of solutions based on broadcasting of gNB-ID length.

2.2 Technical analysis
The solution endorsed in R3-214403 and R3-214404 can be summarised as follows:
· A gNB receives an unknown CGI from a UE via ANR measurements 
· To discover the IP address to use for setup of the Xn with the newly discovered NG-RAN node, the gNB signals the received CGI to the connected AMF 
· The AMF tries to disambiguate the gNB-ID from the left-most bits of the received CGI and, if successful, it forwards the Xn transport network address discovery message to the neighbour NG-RAN node. If the process is successful an Xn can be established.

Firstly, the solution above is totally relying on AMF functionalities that are out of RAN3 scope. The solution above has not been validated by any WG in charge of AMF and CN functionalities (e.g. SA2).
Conclusion 4: The solutions in R3-214403 and R3-214404 cannot be agreed because they have not been validated by the WG of competence for AMF and CN functionalities

Further, the solutions in R3-214403 and R3-214404 do not address all the use cases that RAN3 has agreed to be in need of a solutions. Below is a list of use cases that remains unaddressed with the solutions endorsed in R3-214403 and R3-214404.

RAN sharing 
In a typical RAN sharing scenario each operator uses its own CN infrastructure. A shared NG-RAN node is connected to different AMFs (from different sharing operators) and such AMFs are typically not connected between each other.
The solution in R3-214403 and R3-214404 implies the need of a cross operators infrastructure to work. The latter is highly questionable and unrealistic to assume. 

ANR between NG RAN nodes connected to different AMFs
In this case the solution in R3-214403 and R3-214404 requires an infrastructure external to the AMF in order to disambiguate the NG-RAN node ID. 
This is because a single AMF does not have visibility over all the NG-RAN nodes in the network and therefore it does not know their gNB-IDs. If a UE discovers a cell of an NG-RAN node not connected to the serving AMF, the NG-RAN node ID cannot be disambiguated by that AMF.

Unconstrained assignment of gNB-IDs
As explained above, the flexible gNB-ID feature should allow for unconstrained assignment of gNB-IDs. Disambiguation at the AMF needs to rely on rules to how gNB-IDs are assigned. This is evident by the assumptions RAN3 had to make in order to justify that the solution in R3-214403 and R3-214404  is feasible. Such assumptions are reported below:
If one node is reserved as gNB ID, then all its children as cell IDs belongs to this node except if a child node is reserved for a new gNB ID.
The above means that an operator is not free to assign any gNB-ID to a node, but instead it has to follow a complex scheme of Parent-Child relation, which may not match with the operator usage of gNB-IDs.

Conclusion 5: the solution in R3-214403 and R3-214404 alone cannot address all the use cases RAN3 has agreed to be in need of a solution, which are “ANR, RAN sharing, gNB-ID exhaustion”. This solution should be revised and endorsed together with a broadcast-based solution.

3. Conclusion
In this contributions it has been explained that RAN3 converged on agreeing that a solution for disambiguation of the gNB-ID based on broadcast of the gNB-ID, is feasible and beneficial to address the reference scenarios of ANR, RAN sharing, gNB-ID exhaustion.
RAN3 agreed to continue discussions on network based solutions with the understanding that a network based solution may be endorsed as a complement to a broadcast based solution.
The paper explained that recent endorsement of a network based solution in RAN3 has been interpreted as a reason not to agree to broadcast based solutions. 
The network-based solution endorsed by RAN3 has not been validated by other WGs responsible for the functionalities on which the solution is based and it does not fulfil all the use cases RAN3 has identified as reference.
Accordingly, the following conclusions were captured:
Conclusion 1: Unconstrained use of Flexible gNB-IDs eases the process of network expansions. The lack of such feature makes network expansions either very costly or even impossible in some use cases. 
Conclusion 2: The agreements in RAN3 allowed for the endorsement of network based solutions as a complement to solutions based on broadcast of gNB-ID length 
Conclusion 3: Endorsement of a network based solution for gNB-ID disambiguation shall not imply rejection of solutions based on broadcasting of gNB-ID length.
Conclusion 4: The solutions in R3-214403 and R3-214404 cannot be agreed because they have not been validated by the WG of competence for AMF and CN functionalities
Conclusion 5: the solution in R3-214403 and R3-214404 alone cannot address all the use cases RAN3 has agreed to be in need of a solution, which are “ANR, RAN sharing, gNB-ID exhaustion”. This solution should be revised and endorsed together with a broadcast-based solution.
On the basis of the above the following is proposed:
Proposal: It is proposed continue discussions on Flexible gNB-IDs in the WGs of competence and to task both RAN3 and RAN2 to define respectively a network based solution and a broadcast based solution for the disambiguation of the gNB-ID from a CGI reported by the UE



