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Introduction

The TEI17_DCAMP Work Item provides the capability for an Application Function (i.e., AF) to request for a UE either service area coverage or the indication that high throughput is desired or both.

Description
The TEI17_DCAMP WID specifies two methods:
a) The AF requests a service area coverage for the UE and/or indicates that high throughput is desired, knowing that certain conditions are met, i.e., the application traffic needs a change of service area coverage or high throughput.
b) The AF provides the service area coverage and/or the indication that high throughput is desired for one or multiple UEs that may or may not already be registered or fulfil certain conditions related to application traffic. 
In method a) the AF contacts the NEF then the NEF contacts the BSF to retrieve the identity of the PCF serving the UE. In method b) the AF contacts the NEF then the NEF stores the AF request in the UDR as Data Set "Application Data" and Data Subset "AM influence information".

In both methods, the AF provides the service area coverage that the PCF takes as input for policy decisions then to determine whether the service area restrictions need to be updated. The AF provides the indication that high throughput is desired that is considered by the PCF to decide if the RFSP value index for a UE needs to be changed. The PCF reports to the AF that the request was executed. The specification work applies for non-roaming scenarios. 

References

List of related CRs: select "TSG Status = Approved" in: 
https://portal.3gpp.org/ChangeRequests.aspx?q=1&workitem=870005

[1]	TS 23.503: "Policy and charging control framework for the 5G System (5GS)"
[2]	TS 23.502: "Procedures for the 5G System (5GS)"
