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	CHANGE REQUEST

	

		Comment by Explanation of field: 
 Enter the specification number in this box. For example, 101 220. Do not prefix the number with anything . i.e. do not use "TS".
	101 220
	CR
	156
		rev	Comment by Explanation of field: 
 Enter the CR number here. This number is allocated by the WG and the ETSI support team.
	
		Current version:	Comment by Explanation of field: 
 Enter the revision number of the CR here. If it is the first version, use a "-".
	17.0.1
		Comment by Explanation of field:  Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to https://www.etsi.org/standards 

	

	[bookmark: _Hlt497126619]For HELP look at the pop-up text over the  symbols.	Comment by Explanation of field: 
 For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.

	

	Proposed change affects:		Comment by Explanation of field: 
 Mark one or more of the boxes with an X.
	secure element
	X
	terminal
	X
	server / network
entity
	
	
	

	

	Title:		Comment by Explanation of field: 
 Enter a concise description of the subject matter of the CR. It should be no longer than one line.
	3GPP Alignment: addition of CAG feature and Tracking Area identification tags

	
	

	Source:		Comment by Explanation of field: 
 Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.
	SET TEC

	
	

	Work item name:		Comment by Explanation of field: 
 Enter the title of the related work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later.
	TEI17
	
	Date: 	Comment by Explanation of field:  Enter the date on which the CR was last revised. Expected format is DD/MM/YYYY
	16/11/2022

	
	
	
	
	

	Category:		Comment by Explanation of field: 
 Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".
	F
	
	Release: 	Comment by Explanation of field: 
 Enter a single release code from the list below.
	REL-17

	
	
Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	
Use one of the following releases:
REL-13	(Release 13) 
REL-14	(Release 14) 
REL-15	(Release 15)
REL-16	(Release 16) 
REL-17	(Release 17) 
REL-18	(Release 18) 
REL-19	(Release 19) 
REL-20	(Release 20) 



	TC SET use of the status "Accepted" for change requests:
· At the TC SET working group level, the status "Accepted" means that a change request is accepted for presentation to TC SET Plenary.
· At the TC SET Plenary level, the status "Accepted" means that a change request is accepted for implementation in the targeted specification.

	
	

	Reason for change:		Comment by Explanation of field: 
 Enter text which explains why the change is necessary.
	Alignment with 3GPP Rel-17, and addition of support of Tags for CAG Cell Selection feature, and E-UTRAN / NG-RAN Tracking Area identification tags

	
	

	Summary of change:		Comment by Explanation of field: 
 Enter text which describes the most important components of the change. i.e. How the change is made.
	Addition of support of Tags for CAG Cell Selection feature, and E-UTRAN / NG-RAN Tracking Area identification tags
NOTE: This CR is based on the expected version 17.0.1 which will correct an editorial problem in table 7.23 which had been introduced in V 17.0.0. V17.0.1 was not yet available on the ETSI portal on 16 November 2022.

	
	

	Consequences if 	
not accepted:	Comment by Explanation of field: 
 Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).
	Misalignment between 3GPP and ETSI

	
	

	New tag value defined within the CR?
	
	If ticked, add document number of related CR to TS 101 220:
	

	
	

	Clauses affected:		Comment by Explanation of field:  Enter each the number of each clause which contains changes. 
If new clauses are added indicate "(new)".
	7.2, table 7.23

	
	

	Other specs		Comment by Explanation of field: 
 Enter an X in the box if any other specifications are affected by this change.
	X
	 Other core specifications		Comment by Explanation of field: 
 List here the specifications which are affected or the CRs which are linked.
	TS 102 223

	Affected:
	
	 Test specifications
	

	
	
	
	

	Other comments:		Comment by Explanation of field: 
 Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.
	Linked to SETTEC(22)000215, based on expected TS 101 220 V17.0.1
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Table 7.23
	COMPREHENSION-TLV tag
(CR and Tag value)
	Card application toolkit data objects
	Length of tag
	Tag value,
bits 1 - 7
(Range: '01' - '7E')
	Reassign

	'01' or '81'
	Command details tag
	1
	'01'
	No

	'02' or '82'
	Device identity tag
	1
	'02'
	No

	'03' or '83'
	Result tag
	1
	'03'
	No

	'04' or '84'
	Duration tag
	1
	'04'
	No

	'05' or '85'
	Alpha identifier tag
	1
	'05'
	No

	'06' or '86'
	Address tag
	1
	'06'
	Yes

	'07' or '87'
	Capability configuration parameters tag
	1
	'07'
	Yes

	'08' or '88'
	Subaddress tag
	1
	'08'
	Yes

	'09' or '89'
	Reserved for 3GPP (SS string tag)
	1
	'09'
	Yes

	
	Reserved for 3GPP (BSSID tag)
	
	
	

	
	Reserved for 3GPP (PLMN ID tag)
	
	
	

	
	Reserved for 3GPP (E-UTRAN Timing Advance tag)
	
	
	

	'0A' or '8A'
	Reserved for 3GPP/3GPP2 (USSD string tag)
	1
	'0A'
	Yes

	
	Reserved for 3GPP (HESSID tag)
	
	
	

	'0B' or '8B'
	Reserved for 3GPP (SMS TPDU tag)
	1
	'0B'
	Yes

	
	Reserved for 3GPP (PDP/PDN/PDU type tag)
	
	
	

	'0C' or '8C'
	Reserved for 3GPP (Cell Broadcast page tag)
	1
	'0C'
	Yes

	
	Reserved for 3GPP (PDU session establishment parameters tag)
	
	
	

	'0D' or '8D'
	Text string tag
	1
	'0D'
	NR

	'0E' or '8E'
	Tone tag
	1
	'0E'
	Yes

	
	eCAT client profile tag
	
	
	

	'0F' or '8F'
	Item tag
	1
	'0F'
	Yes

	
	eCAT client identity tag
	
	
	

	'10' or '90'
	Item identifier tag
	1
	'10'
	Yes

	
	Encapsulated envelope type tag
	
	
	

	'11' or '91'
	Response length tag
	1
	'11'
	Yes

	
	Call control result tag
	
	
	

	'12' or '92'
	File List tag
	1
	'12'
	Yes

	
	CAT service list tag
	
	
	

	
	LSI numbers tag
	
	
	

	'13' or '93'
	Location Information tag
	1
	'13'
	Yes

	'14' or '94'
	IMEI tag
	1
	'14'
	Yes

	'15' or '95'
	Help request tag
	1
	'15'
	Yes

	'16' or '96'
	Network Measurement Results tag
	1
	'16'
	Yes

	'17' or '97'
	Default Text tag
	1
	'17'
	Yes

	'18' only
	Items Next Action Indicator tag
	1
	'18'
	Yes

	'19' or '99'
	Event list tag
	1
	'19'
	Yes

	'1A' or '9A'
	Reserved for 3GPP (Cause tag)
	1
	'1A'
	Yes

	'1B' or '9B'
	Location status tag
	1
	'1B'
	Yes

	'1C' or '9C'
	Transaction identifier tag
	1
	'1C'
	Yes

	'1D' or '9D'
	Reserved for 3GPP (BCCH channel list tag)
	1
	'1D'
	Yes

	
	Reserved for 3GPP (Data connection status tag)
	
	
	

	'1E' or '9E'
	Icon identifier tag
	1
	'1E'
	No

	'1F' or '9F'
	Item Icon identifier list tag
	1
	'1F'
	Yes

	'20' or 'A0'
	Card reader status tag 
	1
	'20'
	Yes

	'21' or 'A1'
	Card ATR tag
	1
	'21'
	Yes

	
	eCAT sequence number tag
	
	
	

	'22' or 'A2'
	C-APDU tag
	1
	'22'
	Yes

	
	Encrypted TLV list tag
	
	
	

	'23' or 'A3'
	R-APDU tag
	1
	'23'
	Yes

	
	SA template tag
	
	
	

	'24' or 'A4'
	Timer identifier tag 
	1
	'24'
	Yes

	'25' or 'A5'
	Timer value tag
	1
	'25'
	Yes

	'26' or 'A6'
	Date-Time and Time zone tag 
	1
	'26'
	Yes

	'27' or 'A7'
	Call control requested action tag
	1
	'27'
	Yes

	'28' or 'A8'
	AT Command tag
	1
	'28'
	Yes

	'29' or 'A9'
	AT Response tag
	1
	'29'
	Yes

	'2A' or 'AA'
	Reserved for 3GPP (BC Repeat Indicator tag)
	1
	'2A'
	Yes

	
	Reserved for 3GPP (Data connection type tag)
	
	
	

	'2B' or 'AB'
	Immediate response tag
	1
	'2B'
	Yes

	'2C' or 'AC'
	DTMF string tag
	1
	'2C'
	Yes

	'2D' or 'AD'
	Language tag
	1
	'2D'
	Yes

	'2E' or 'AE'
	Reserved for 3GPP (Timing Advance tag)
	1
	'2E'
	Yes

	
	Reserved for 3GPP ((E/5G)SM cause tag)
	
	
	

	'2F' or 'AF'
	AID tag
	1
	'2F'
	Yes

	'30' or 'B0'
	Browser Identity tag
	1
	'30'
	Yes

	'31' or 'B1'
	URL tag
	1
	'31'
	Yes

	
	Reserved for 3GPP (IMS URI tag)
	
	
	

	
	Reserved for 3GPP (NG-RAN/Satellite NG-RAN Primary Timing Advance Information)
	
	
	

	'32' or 'B2'
	Bearer tag
	1
	'32'
	Yes

	'33' or 'B3'
	Provisioning Reference File tag
	1
	'33'
	Yes

	'34' or 'B4'
	Browser Termination Cause tag
	1
	'34'
	Yes

	
	Supported Radio Access Technologies tag
	
	
	

	'35' or 'B5'
	Bearer description tag
	1
	'35'
	Yes

	'36' or 'B6'
	Channel data tag
	1
	'36'
	Yes

	'37' or 'B7'
	Channel data length tag
	1
	'37'
	Yes

	'38' or 'B8'
	Channel status tag
	1
	'38'
	Yes

	'39' or 'B9'
	Buffer size tag
	1
	'39'
	Yes

	'3A' or 'BA'
	Card reader identifier tag
	1
	'3A'
	Yes

	
	REFRESH Enforcement Policy tag
	
	
	

	'3B' or 'BB'
	File Update Information tag
	1
	'3B'
	Yes

	
	Application specific refresh data tag
	
	
	

	'3C' or 'BC'
	UICC/terminal interface transport level tag
	1
	'3C'
	Yes

	'3D' or 'BD'
	Not used 
	1
	'3D'
	

	'3E' or 'BE'
	Other address (data destination address) tag
	1
	'3E'
	Yes

	'3F' or 'BF'
	Access Technology tag
	1
	'3F'
	Yes

	'40' or 'C0'
	Display parameters tag
	1
	'40'
	Yes

	
	DNS server address tag
	
	
	

	'41' or 'C1'
	Service Record tag
	1
	'41'
	Yes

	'42' or 'C2'
	Device Filter tag
	1
	'42'
	Yes

	'43' or 'C3'
	Service Search tag
	1
	'43'
	Yes

	'44' or 'C4'
	Attribute information tag
	1
	'44'
	Yes

	'45' or 'C5'
	Service Availability tag
	1
	'45'
	Yes

	'46' or 'C6'
	Reserved for 3GPP2 (3GPP2 tag 1)
	1
	'46'
	

	'47' or 'C7'
	Network Access Name tag
	1
	'47'
	Yes

	'48' or 'C8'
	Reserved for 3GPP2 (3GPP2 tag 2)
	1
	'48'
	

	'49' or 'C9'
	Remote Entity Address tag
	1
	'49'
	Yes

	'4A' or 'CA'
	Reserved for 3GPP (I-WLAN Identifier tag)
	1
	'4A'
	Yes

	
	Reserved for 3GPP (SSID tag)
	
	
	

	'4B' or 'CB'
	Reserved for 3GPP ((I-)WLAN Access Status tag)
	1
	'4B'
	Yes

	
	RFU (only to be assigned if context specific re-use of other values is not possible)
	
	'4C' to '4F'
	

	'50' or 'D0'
	Text attribute tag
	1
	'50'
	No

	'51' or 'D1'
	Item text attribute list tag
	1
	'51'
	Yes

	'52' or 'D2'
	Reserved for 3GPP (PDP context Activation parameters tag)
	1
	'52'
	Yes

	
	Reserved for 3GPP (Surrounding macrocells tag)
	
	
	

	'53' or 'D3'
	Contactless state request tag
	1
	'53'
	Yes

	'54' or 'D4'
	Contactless functionality state tag
	1
	'54'
	Yes

	'55' or 'D5'
	Reserved for 3GPP (CSG cell selection status tag)
	1
	'55'
	Yes

	
	Reserved for 3GPP (IMS call disconnection cause tag)
	
	
	

	
	Reserved for 3GPP (CAG cell selection status tag)
	
	
	

	'56' or 'D6'
	Reserved for 3GPP (CSG ID tag)
	1
	'56'
	Yes

	
	Reserved for 3GPP (Slice information tag)
	
	
	

	
	Reserved for 3GPP (CSG information list tag)
	
	
	

	
	Reserved for 3GPP (E-UTRAN Tracking Area Identification (TAC) list Identifier tag)
	
	
	

	'57' or 'D7'
	Reserved for 3GPP (HNB name tag)
	1
	'57'
	Yes

	
	Reserved for 3GPP (Extended rejection cause code tag)
	
	
	

	
	Reserved for 3GPP (CAG ID human-readable network name list tag)
	
	
	

	
	Reserved for 3GPP (NG-RAN Tracking Area Identification (TAC) list Identifier tag)
	
	
	

	
	RFU (only to be assigned if context specific re-use of other values is not possible)
	
	'58' to '5F'
	

	'60' or 'E0'
	MAC tag
	1
	'60'
	No

	'61' or 'E1'
	Reserved for 3GPP2 (3GPP2 Tag 3)
	1
	'61' 
	

	'62' or 'E2'
	IMEISV tag
	1
	'62'
	Yes

	'63' or 'E3'
	Battery state tag
	1
	'63'
	Yes

	'64' or 'E4'
	Browsing status tag
	1
	'64'
	Yes

	'65' or 'E5'
	Network Search Mode tag
	1
	'65'
	Yes

	'66' or 'E6'
	Frame Layout tag
	1
	'66'
	Yes

	'67' or 'E7'
	Frames Information tag
	1
	'67'
	Yes

	
	Profile ID tag
	1
	
	

	'68' or 'E8'
	Frame identifier tag
	1
	'68'
	No

	'69' or 'E9'
	Reserved for 3GPP (UTRAN/E‑UTRAN/NG‑RAN/Satellite NG-RAN Measurement Qualifier tag)
	1
	'69'
	Yes

	
	Reserved for 3GPP (IP address list tag)
	
	
	

	'6A' or 'EA'
	Multimedia Message Reference tag
	1
	'6A'
	Yes

	'6B' or 'EB'
	Multimedia Message Identifier tag
	1
	'6B'
	Yes

	'6C' or 'EC'
	Multimedia Message Transfer Status tag
	1
	'6C'
	Yes

	'6D' or 'ED'
	Reserved for 3GPP2 (3GPP2 tag 4)
	1
	'6D'
	

	'6E' or 'EE'
	Multimedia Message Content Identifier tag
	1
	'6E'
	Yes

	'6F' or 'EF'
	Multimedia Message Notification tag
	1
	'6F'
	Yes

	'70' or 'F0'
	Last Envelope tag
	1
	'70'
	NR

	'71' or 'F1'
	Registry application data tag
	1
	'71'
	Yes

	'72' or 'F2'
	Reserved for 3GPP (PLMNwAcT List tag)
	1
	'72'
	Yes

	'73' or 'F3'
	Reserved for 3GPP (Routing Area Information tag)
	1
	'73'
	Yes

	
	Reserved for 3GPP (URI truncated tag)
	
	
	

	
	Reserved for 3GPP (SOR-CMCI tag)
	
	
	

	'74' or 'F4'
	Reserved for 3GPP (Update/Attach Type tag)
	1
	'74'
	Yes

	
	Reserved for 3GPP (ProSe Report Data tag)
	1
	
	

	'75' or 'F5'
	Reserved for 3GPP (Rejection Cause Code tag)
	1
	'75'
	Yes

	'76' or 'F6'
	Reserved for 3GPP (Geographical Location Parameters tag)
	1
	'76'
	Yes

	
	Reserved for 3GPP (IARI tag)
	
	
	

	'77' or 'F7'
	Reserved for 3GPP (GAD shapes tag)
	1
	'77'
	Yes

	
	Reserved for 3GPP (IMPU list tag)
	
	
	

	'78' or 'F8'
	Reserved for 3GPP (NMEA sentence tag)
	1
	'78'
	Yes

	
	Reserved for 3GPP (IMS Status-Code tag)
	
	
	

	'79' or 'F9'
	Reserved for 3GPP (PLMN List tag)
	1
	'79'
	Yes

	
	Reserved for 3GPP (E-UTRAN Inter-frequency Network Measurement Results tag)
	
	
	

	'7A' or 'FA'
	Broadcast Network Information tag
	1
	'7A'
	Yes

	
	Extended registry application data tag
	
	
	

	'7B' or 'FB'
	ACTIVATE descriptor tag
	1
	'7B'
	Yes

	'7C' or 'FC'
	Reserved for 3GPP (EPS PDN connection activation parameters tag)
	1
	'7C'
	Yes

	'7D' or 'FD'
	Reserved for 3GPP (Tracking Area Identification tag)
	1
	'7D'
	Yes

	'7E' or 'FE'
	Reserved for 3GPP (CSG ID list tag)
	1
	'7E'
	Yes

	
	Reserved for 3GPP (Media type tag)
	
	
	

	NOTE:	Starting from Release 10, tag values are assigned in a context specific manner, i.e. the same tag value can be used for different data objects, provided that the object can be uniquely identified from the context of the proactive command or ENVELOPE command in which it is used. 
The column "reassign" indicates whether it is expected that a tag can be reassigned in a context specific manner (yes), whether that is not recommended (NR) because of potential future conflicts or if this shall not be done (no).
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