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	Reason for change:
	Clause 4.3.10 specifies the AF provisioning of mapping between Application Layer ID and GPSI:
[bookmark: _Toc136480501][bookmark: _Toc136480614][bookmark: _Toc145941260]4.3.10	AF
In addition to the functions defined in TS 23.501 [2], the AF supports the following:
-	provision mapping between Application Layer ID and GPSI to UDR in application data.
However, the above functionality of mapping is not reflected in clause 6.2.5 (see below):
6.2.5AF-based service parameter provisioning for Ranging/SL Positioning over control plane
For Ranging/SL Positioning service parameter provisioning (i.e. creating, updating and deleting), the procedure defined in clause 4.15.6.7 of TS 23.502 [3] is performed with the following considerations:
-	The AF in TS 23.502 [3] is considered as Ranging/SL Positioning Application Server in this specification.
-	Service Description indicates Ranging/SL Positioning service domain information.
-	Service Parameters include parameters for Ranging/SL Positioning service. The detailed information on the parameters is described in clause 5.1.2.
Besides, in clause 6.2.5, the reference to clause 5.1.2 (Authorisation and policy/parameter provisioning to NG-RAN) should be corrected to clause 5.1.1.2 (Policy/Parameter provisioned to UE).

	
	

	Summary of change:
	Add description that AF provisions also the mapping between Application Layer ID and GPSI. 
Correct the reference from 5.1.2 to 5.1.1.2
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	Incorrect/incomplete specification
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For Ranging/SL Positioning service parameter provisioning (i.e. creating, updating and deleting), the procedure defined in clause 4.15.6.7 of TS 23.502 [3] is performed with the following considerations:
-	The AF in TS 23.502 [3] is considered as Ranging/SL Positioning Application Server in this specification.
-	Service Description indicates Ranging/SL Positioning service domain information.
-	Service Parameters include parameters for Ranging/SL Positioning service, which consist of . The detailed information on the Policy/pParameters that are to be provisioned to the UE is as described in clause 5.1.1.2 and the mapping between Application Layer ID and GPSI as described in clause 4.3.10 .
NOTE:	It is assumed that the Ranging/SL Positioning service domain information is set based on the Service Level Agreement with the operator.
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