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	Reason for change:
	Observations:
In clause 5.4.1, type: QFPacketDelayThresholdsType is used, while in clause clause 5.3, there is no such data type with the exact name. The related datatype is defined with name QFDelayThresholdsType (with no “Packet”)
In 5.3.70, qFPacketDelayThresholds is used as attribute name.
In stage 3 (OpenAPI and Yang SS), QFPacketDelayThresholdsType name is used. 

Change the dataType name is the most simple solution to fix the issue.
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	Change the dataType name to QFPacketDelayThresholdsType.
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[bookmark: _Toc59183070][bookmark: _Toc59184536][bookmark: _Toc59195471][bookmark: _Toc59439898][bookmark: _Toc67990321]5.3.71	QFPacketDelayThresholdsType <<dataType>>
[bookmark: _Toc59183071][bookmark: _Toc59184537][bookmark: _Toc59195472][bookmark: _Toc59439899][bookmark: _Toc67990322]5.3.71.1	Definition
This data type specifies the thresholds for reporting the packet delay for QoS monitoring per QoS flow per UE, see TS 29.244 [56].
[bookmark: _Toc59183072][bookmark: _Toc59184538][bookmark: _Toc59195473][bookmark: _Toc59439900][bookmark: _Toc67990323]5.3.71.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	thresholdDl
	M
	T
	T
	F
	T

	thresholdUl
	M
	T
	T
	F
	T

	thresholdRtt
	M
	T
	T
	F
	T



[bookmark: _Toc59183073][bookmark: _Toc59184539][bookmark: _Toc59195474][bookmark: _Toc59439901][bookmark: _Toc67990324]5.3.71.3	Attribute constraints
None
[bookmark: _Toc59183074][bookmark: _Toc59184540][bookmark: _Toc59195475][bookmark: _Toc59439902][bookmark: _Toc67990325]5.3.71.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	End of modification



