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[bookmark: _Toc155095232][bookmark: _Toc58515541][bookmark: _Toc51776155][bookmark: _Toc51775539][bookmark: _Toc51774925][bookmark: _Toc51750665][bookmark: _Toc51689973][bookmark: _Toc44492044][bookmark: _Toc35956055][bookmark: _Toc27473384][bookmark: _Toc20132335]5.1.3.5	UE Context Release 
[bookmark: _Toc155095233][bookmark: _Toc58515542][bookmark: _Toc51776156][bookmark: _Toc51775540][bookmark: _Toc51774926][bookmark: _Toc51750666][bookmark: _Toc51689974][bookmark: _Toc44492045][bookmark: _Toc35956056][bookmark: _Toc27473385][bookmark: _Toc20132336]5.1.3.5.1	UE Context Release Request (gNB-DU initiated) 
a)	This measurement provides the number of UE CONTEXT Release initiated by gNB-DU for each release cause.
b)	SICC
c)	Transmission of an UE CONTEXT RELEASE REQUEST message initiated by gNB-DU. Each release request is to be added to the relevant cause measurement. This measurement is also counted to the SSB beam which the UE connects to when the UE CONTEXT RELEASE REQUEST message is transmitted. The possible causes are defined in 38.473 [6]. The sum of all supported per causes measurements shall equal the total number of UE CONTEXT Release initiated by gNB-DU. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d)	Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.
e)	The measurement name has the form UECNTX.RelReq.Cause 
	where Cause identifies the release cause.
f)	NRCellDU 
Beam
g)	Valid for packet switched traffic 
h)	5GS
i)	One usage of this performance measurements is to support MDA.
[bookmark: _Toc155095234][bookmark: _Toc58515543][bookmark: _Toc51776157][bookmark: _Toc51775541][bookmark: _Toc51774927][bookmark: _Toc51750667][bookmark: _Toc51689975][bookmark: _Toc44492046][bookmark: _Toc35956057][bookmark: _Toc27473386][bookmark: _Toc20132337]5.1.3.5.2	Number of UE Context Release Requests (gNB-CU initiated) 
a)	This measurement provides the number of UE CONTEXT RELEASE initiated by gNB-CU for each release cause.
b)	SICC
[bookmark: _GoBack]c)	Transmission of an UE CONTEXT RELEASE COMMAND message initiated by gNB-CU. Each release request is to be added to the relevant cause measurement. This measurement is also counted to the SSB beam which the UE connected to when the UE CONTEXT RELEASE COMMAND message is transmitted. The possible causes are defined in 38.473 [6]. The sum of all supported per causes measurements shall equal the total number of UE CONTEXT Release initiated by gNB-CU. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d)	Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.
e)	The measurement name has the form UECNTX.RelCmd.Cause where Cause identifies the release cause.
f)	NRCellCU 
Beam
g)	Valid for packet switched traffic 
h)	5GS
i)	One usage of this performance measurements is to support MDA.
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