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* * * * First Change * * * *
[bookmark: _Toc138238583][bookmark: _Toc154664761]8.25.2.5	Interconnection API unpublish request
Table 8.25.2.5-1 describes the information flow interconnection API unpublish request from a CAPIF core function to another CAPIF core function.
Table 8.25.2.5-1: Interconnection API unpublish request
	Information element
	Status
	Description

	CCF information
	M
	The information of the CAPIF core function which unpublishes service APIs, may include identity, authentication and authorization information

	Service API published information reference (see NOTE)
	OM

	The information which can be used for referencing the information (set) about the published service API by the CCF which publishes service APIs

	NOTE:	Obtained during the interconnection API publish procedure in clause 8.25.3.1.



* * * * Next Change * * * *
[bookmark: _Toc138238588][bookmark: _Toc154664771]8.25.3.4	Service API unpublish for CAPIF interconnection 
This clause describes the procedure for service API unpublish for CAPIF interconnection.
Pre-condition:
1.	CCF-A and CCF-B connect to each other, and either belong to the single trust domain of the same CAPIF provider or trust domains of different CAPIF providers. When CCF-A and CCF-B belong to trust domains of different CAPIF providers, the two CAPIF providers have business agreement for service API sharing.
2.	CCF-B is configured as the designated CAPIF core function in the trust domain of CAPIF provider A.
3.	CCF-A has successfully published service APIs to the designated CCF (i.e., CCF-B) using the procedure in clause 8.25.3.1.




Figure 8.25.3.4-1: Interconnection API unpublish
[bookmark: _Hlk149815746]1.	CCF-A sends an interconnection API unpublish request to CCF-B. The request may includes a service API published information referenceset of (previously published) service API information. If the shareable information IE was present in the interconnection API publish request (see clause 8.25.2.1), the API unpublish request should be forwarded to the provided list of CAPIF provider domain information during the publish procedure.
2.	Upon receiving the interconnection API unpublish request, the CCF-B checks whether the CCF-A is authorized to unpublish service APIs. If the check is successful, CCF-B will remove the requested service API information from the API registry.
[bookmark: _Hlk149816380]3.	CCF-B sends an interconnection API unpublish response to CCF-A containing the operation result and triggers notifications to subscribed API invokers (if any) as described in subclause 8.8.4.

* * * * End of Changes * * * *
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