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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc58920694][bookmark: _Toc153792748]8.4.1	General
The following table shows the GMLC Services and GMLC Service Operations.
[bookmark: _CRTable8_4_11]Table 8.4.1-1: List of GMLC Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Ngmlc_Location
	ProvideLocation
	Request / Response
	GMLC, NEF, NWDAF, LMF

	
	LocationUpdate
	Request / Response
	AMF, GMLC

	
	LocationUpdateNotify
	Notify
	NEF, NWDAF

	
	CancellLocation
	Request / Response
	GMLC, NEF, NWDAF

	
	EventNotify
	Notify
	GMLC, NEF, NWDAF

	
	ProvideRanging
	Request / Response
	AMF, NEF, GMLC



* * * * Second change * * * *
8.4.2.7	Ngmlc_Location_PrivacyCheck_IDMapping service operation
Service operation name: Ngmlc_Location_PrivacyCheck_IDMapping
Description: Consumer NF requests privacy check and ID mapping for certain UEs involved in Ranging.
Input, Required: UEs identifier (GPSI, Application Layer ID).
Input, Optional: Info of SL Positioning Client UE (Application Layer ID).
Output, Required: Success/Failure indication, UEs identifier (Application Layer ID, GPSI).
Output, Optional: Failure Cause (in the case of failure indication provided).
* * * * Third change * * * *
8.4.2.8	Ngmlc_Location_ProvideRanging service operation
Service operation name: Ngmlc_Location_ProvideRanging
Description: Provides Ranging information to the consumer NF.
Input, Required: UE identifiers (GPSI, SUPI), Client Type.
Input, Optional: Required Ranging QoS, LCS Client Identification, SL Positioning Client UE Identifier (SUPI), Ranging type (Ranging for relative distance and/or direction), Scheduled Location Time and:
Output, Required: Success/Failure indication
Output, Optional: Ranging result, Ranging methods used (in the case of success indication provided), failure cause (in the case of failure indication provided), achieved Ranging QoS Accuracy, the timestamp of the Ranging result.
* * * * End of changes * * * *
