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Abstract of the contribution: 

[bookmark: _Hlk514274591]1		Discussion
This solution addresses the objectives of Key Issue 1 and in particular the scenario of multiple USS serving different geographical areas corresponding to the UAV flight path.
The procedure takes into account the following assumptions:
-	A USS is aware of multiple USS provider serving a geographical area where each USS serving area is mapped to a specific DNAI. Such assumption has been also captured in 3GPP TS 23.255 clause 7.6.
The USS initiates an AF Traffic Influence request including a (list of) DNAIs and associated Routing Profile ID(s). When the SMF determines that DNAI change needs to take plae the SMF notifies the USS of the pending UP path change that triggers the USS to move the session to the target USS.
Further details for the solution are provided below:
2		Proposal
The following key issue is proposed.
******************************** First change  *******************************
[bookmark: _Toc22192650][bookmark: _Toc23402388][bookmark: _Toc23402418][bookmark: _Toc26386423][bookmark: _Toc26431229][bookmark: _Toc30694627][bookmark: _Toc43906649][bookmark: _Toc43906765][bookmark: _Toc44311891][bookmark: _Toc50536533][bookmark: _Toc54930305][bookmark: _Toc54968110][bookmark: _Toc57236432][bookmark: _Toc57236595][bookmark: _Toc57530236][bookmark: _Toc57532437][bookmark: _Toc160357038][bookmark: _Toc160357251][bookmark: _Toc160429104][bookmark: _Toc160431690][bookmark: _Toc16839382]6.0	Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
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******************************** Second change (all new text)  *******************************
[bookmark: _Toc157527823]6.X	Solution #X: USS influencing USS change via NEF service
[bookmark: _Toc500949098][bookmark: _Toc92875661][bookmark: _Toc93070685]6.X.1	Key Issue mapping
Editor's Note:	This clause lists the key issue(s) addressed by this solution.
This solution addresses the objectives of Key Issue 1 and in particular the scenario of multiple USS serving different geographical areas corresponding to the UAV flight path.
[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686]6.X.2	Description
[bookmark: _Toc500949101]Editor's Note: This clause will describe the solution principles and architecture assumptions for corresponding key issue(s). Sub-clause(s) may be added to capture details. 
.
The procedure takes into account the following assumptions:
-	A USS is aware of multiple USS provider serving a geographical area where each USS serving area is mapped to a specific DNAI. Such assumption has been also captured in 3GPP TS 23.255 clause 7.6.

The USS initiates an AF Traffic Influence request including a (list of) DNAIs and associated Routing Profile ID(s). When the SMF determines that DNAI change needs to take place the SMF notifies the USS of the pending UP path change that triggers the USS to move the session to the target USS.
.
[bookmark: _Toc92875663][bookmark: _Toc93070687]6.X.3	Procedures
Editor's Note: This clause describes high-level procedures and information flows for the solution.
The procedure is described below:



Figure 6.x.3-1 : Multi-USS support during UAV flight path
1.-	USS initiates an AF Traffic Influence request which may include a list of DNAI(s) and associated Routing Profile ID(s)
2.	If DNAI(s) are not included in step 1, the NEF/UAS NF based on the knowledge of AF Service Identifier to DNAI may add DNAI information in the request. 
3.	When the SMF determines a UP path change is needed (based on DNAIs) the SMF informs the USS of the pending UP path change as per 3GPP TS 23.502 [x] clause 4.3.6.3.
4.	The the session is relocated to USS#2. USS#2 may trigger UAV re-authorisation as per 3GPP TS 23.256

[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688]6.X.4	Impacts on services, entities and interfaces
Editor's Note: This clause captures impacts on existing and/or new 3GPP nodes and functional elements.
No impacts

******************************** End of change *******************************
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