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Abstract of the contribution: This contribution provides evaluation and interim conclusion for key issue #5.
1
Discussion

This contribution provides interim conclusions for KI#5.

2 Proposal

It is proposed to capture the following contents into TR 23.700-77.

FIRST CHANGE 
8
Conclusions


8.X
Interim conclusion of KI#5

The following interim conclusions for KI#5 "Handling of PS data off exemption for services over IMS DC" are agreed:

-
The UE includes an indication of 3GPP PS Data Off status (active/inactive) in (re-)REGISTER request at initial or subsequent IMS registration triggered by user changing the 3GPP PS Data Off status, as specified in 23.228.

-
The UE is provisioned whether IMS data channel is exempted or not as a whole. No list of applications to be exempted is provisioned on the UE based on agreement in SA1.
-
If IMS data channel is not exempted, the UE prevents initiating IMS session with any data channel component;

-
If IMS data channel is exempted, the UE allows initiating IMS session with data channel component.
-
The IMS AS reports status change event of UE PS data off status to the DCSF.
-
The DCSF is provisioned whether IMS data channel is exempted or not and optional list of exempted applications to provide per application control of PS data off exemption.
-
When the 3GPP PS data off is activated, if IMS data channel is not exempted, the DCSF instructs IMS AS to prevents establish any IMS data channel media component;
-
When the 3GPP PS data off is activated, if IMS data channel is exempted, based on the list of exempted applications, the DCSF instructs IMS AS to only establish IMS data channels for exempted applications.

-
Optionally, when the 3GPP PS data off is activated, the DCSF sends the list of exempted applications to the UE when the UE request for DC application list via bootstrap DC.
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