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ANNEX 2

DEFAULT ALPHABET AND CODING SCHEME

The default 7-bits coded alphabet for SMS-PP is the following:

Note: The characters marked "1)" are not used but are displayed
as a space.
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Concerning throughput and overloading, a SMRSE responder is capable
of processing R-OK-load SMRSE operations per minute and properly
rejects (via error) up to R-error-load operations per minute if the
actual processing throughput is exceeded. (Failing SMR-ALERTs do
not cause any response, though.) The maximum number of outstanding
SMR-MO-DATA operations on an application association must not
exceed R/MO-OK-outstanding, if all operations are to be properly
processed. The corresponding limitation for SMR-MT-DATAs is R/MT-
OK-outstanding.
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ANNEX 2

DEFAULT ALPHABET AND CODING SCHEME

The default 7-bits coded alphabet for SMS-PP is the following:

b7 0 0 0 0 1 1 1 1

b6 0 0 1 1 0 0 1 1

b5 0 1 0 1 0 1 0 1

b4 b3 b2 bl 0 1 2 3 4 5 6 7

0 0 0 0 0 @ &utri; SP 0 ; P ¤ p

0 0 0 1 1 £ 1) ! 1 A Q a q

0 0 1 0 2 $ &PHgr; " 2 B R b r

0 0 1 1 3  &tgr; # 3 C S c s

0 1 0 0 4  &lgr;   4 D T d t

0 1 0 1 5  &OHgr; % 5 E U e u

0 1 1 0 6 - &pgr; & 6 F V f v

0 1 1 1 7  &psgr;? ’ ’ 7 G W g w

1 0 0 0 8  &Sgr; ( 8 H X h x

1 0 0 1 9 ? e ) 9 I Y i y

1 0 1 0 10 LF &equiv; * : J Z j z

1 0 1 1 11 ? 1) + ; K A k a

1 1 0 0 12 ? Æ , < L O 1 6

1 1 0 1 13 CR ` - = M ¥ m n

1 1 1 0 14 A ? . > N U n ii

1 1 1 1 15 ?  / ? O § o a

Note: The characters marked "1)" are not used but are displayed
as a space.
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Concerning throughput and overloading, a SMRSE responder is capable
of processing R-OK-load SMRSE operations per minute and properly
rejects (via error) up to R-error-load operations per minute if the
actual processing throughput is exceeded. (Failing SMR-ALERTS do
not cause any response, though.) The maximum number of outstanding
SMR-MO-DATA operations on an application association must not
exceed R/MO-OK-outstanding, if all operations are to be properly
processed. The corresponding limitation for SMR-MT-DATAs is R/MT-
OK-outstanding.
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