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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.



1
Scope

The present document provides the technical realisation for the combination of Circuit Switched calls and IM sessions when using them simultaneously between the same two users. 
The present document describes the use of CS and IMS services in combination, using the existing procedures that have been defined for CS and IMS. It includes the necessary function as Adding IMS session to an ongoing CS call., adding a CS call to an ongoing IMS session, supplementary services as they relate to CSICS and supporting capability exchange.
The present document is applicable to UE and Application Servers providing for the combination of Circuit Switched calls and IM sessions.

2
References

The following documents contain provisions that, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

 
[1]
3GPP TR 21.905: "3G Vocabulary".


3
Definitions, symbols and abbreviations



3.1
Definitions

For the purposes of the present document, the [following] terms , definitions and descriptions of Combinational CS calls and IMS sessions are given in 3GPP TS 22.279 and TS 23.279. 



example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:


<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:


<ACRONYM>
<Explanation>

4
Combination of CS calls and IMS Sessions Overview

5
Combining a CS call with an existing IMS Session
5.1
Introduction

5.2
Functional Entities

5.2.1
User Equipment

5.2.2
Application Server (AS) (OPTIONAL)

The Application Server is Optional, as described in 23.279.

5.3
Roles

5.3.1
CSI User Agent (CUA)

5.3.2
CSI Server (CSIS)

6 
Combining an IMS Session with an existing CS Call

6.1
Introduction

6.2
Functional Entities

6.2.1
User Equipment

6.2.2
Application Server (AS) (OPTIONAL)

The Application Server is Optional, as described in 23.279.

6.3
Roles

6.3.1
CSI User Agent (CUA)

6.3.2
CSI Server (CSIS)

7
Interaction with Supplementary Services

Annex A (informative):
Example Signalling Flows for the Combining of CS Calls with IMS Sessions

A.1
Scope of signalling flows

This annex gives examples of signalling flows for the combination of CS calls with IMS Sessions within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP).

These signalling flows provide detailed signalling flows, which expand on the overview information flows provided in 3GPP TS 23.279.

Annex B (informative):
Proposed changes to 24.008

Editor’s Note: This annex captures all possible generic changes to 24.008.  It will be deleted once the information      captures here is move to 24.008.

Annex C (informative):
Proposed changes to 24.229

Editor’s Note: This annex captures all possible generic changes to 24.008.  It will be deleted once the information captures here is move to 24.008.
Annex D (informative):
Change history
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