S4-000387 TS 28.062 Version 0.0.2: Document History Rev3:

This version is based on document S4-000353 available at the end of TFO Drafting Session held on July 19-21, 2000 in Helsinki. S4-000353 contains the revised versions of the different sections prepared and reviewed during the Drafting Session. These documents were themselves derived from the draft#4 of the AMR TFO CR contained in S4-000349.

The key modifications introduced in version 0.0.2 are:

Section 1 to 4: Few editorial corrections, Introduction of Speech Codec Type and Speech Codec Configuration definition. Section 4 was split in 4.1 Background Information, 4.2 TFO Principle, 4.3 TFO standard version and 4.4 Document Content, very much like the original Draft CR.

All following sections were renumbered starting with section 5.

Section 5 was completed with dedicated 3G items

Open issue: The coding of the Data Bits reserved for TFO should be defined in Annex D for 3G systems.

Rate Control in UMTS (Generation of the RIF in 3G)

Prot_Conf in 3G (should it be set to 000?)

Frame_Class might not be complete for the AMR codec types

Section 6-9: Editorial update mainly

Section 6: What do we do after a handover for AMR (6.5)

Section 6: TFO_REQ_P needs more explanation

Section 10: Re-wrote first part presenting Events and Abbreviations/Definitions

Section 11: New section including the diagrams discussed at the last AdHoc

How do we signal that the mode steering has been complete and TFO can be established.

What is the acceptability rule of the CACS under the contiguity rule?

Section 12: Tried to clarify

Optimization Mode in the Codec Mismatch Resolution

Section 13: New except last sub-clause (must be moved to Annexes)

Section-14: In process of being updated…

Annexes: Editorial modifications only

