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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

The present document is part of a TS-family covering the 3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication management; as identified below:

32.171:
Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP): Requirements

32.172:
Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP): Information Service (IS).
32.175:
Subscription Management (SuM) resources Integration Reference Point (IRP); Network Resources Model (NRM) eXtensible Markup Language (XML) definition;

Subscription Management (SuM) is a feature that permits Service Providers, Value Added Service Providers and Mobile Operators to provision services for a specific subscriber. The feature is necessary to allow Service Providers and Operators to provision, control, monitor, and bill the configuration of services that they offer to their subscribers. SuM focuses on the OAM processes to manage subscription information. The overall SuM requirements and architecture are detailed in 3GPP TS 32.140 [2] and 3GPP TS 32.141 [3].

The Itf-N interface for Subscription Management is built up by a number of Integration Reference Points (IRPs) and a related Name Convention, which realise the functional capabilities over this interface. The basic structure of the IRPs is defined in 3GPP TS 32.150 [1]. For SuM, a number of IRPs (and the Name Convention) are defined herein, used by this as well as other technical specifications for telecom management produced by 3GPP. 

1
Scope

The purpose of this Subscription Management (SuM) resources IRP: XML Solution Set is to define the mapping of the IRP information model (see TS 32.172 [5]) to the protocol specific details necessary for implementation of this IRP in an XML environment.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

[1]
3GPP TS 32.150: Telecommunication management; Integration Reference Point (IRP) Concept and Definitions 

[2]
3GPP TS 32.140: Telecommunication management; Subscription Management (SuM) requirements

[3]
3GPP TS 32.141: Telecommunication management; Subscription Management (SuM) architecture

[4]
3GPP TS 32.171: Telecommunication management; Subscription Management (SuM) resources Integration Reference Point (IRP); Requirements.

[5]
3GPP TS 32.172 Telecommunication management; Subscription Management Network Resource Model (NRM) Integration Reference Point (IRP): Information Service

[6]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[7]
3GPP TS 32.102: "Telecommunication management; Architecture".

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply. For terms and definitions not found here, please refer to 3GPP TS 32.101 [6], 3GPP TS 32.102 [7], 3GPP TS 32.140 [2], TS 32.141 [3], TS 32.171 [4] and TS 32.172 [5].

3.3
Abbreviations

For the purposes of the present document the abbreviations in 3GPP TS 32.101 [6], TS 32.102 [7], TS 32.140 [2], TS 32.141 [3], TS 32.171 [4] and TS 32.172 [5] apply. 

4
Architectural features

The overall architectural feature of Subscription Management (SuM) resources is specified in 3GPP TS 32.172 [5]. 

5
Mapping

5.1
General mappings

Table 5.1: Mapping of information object classes defined in the SuM Network Resource Model onto the equivalent Element Components of the XML definition.

	IS IOC
	SS Element 

	ServiceProviderFunction
	ServiceProviderFunction

	SubscriptionrFunction
	SubscriptionrFunction

	SuMService
	SuMService

	CSService
	CSService

	PSService
	PSService

	IMSService
	IMSService

	SuMSubscriberProfile
	SuMSubscriberProfile

	SuMSubscribedService
	SuMSubscribedService

	CSSubscribedService
	CSSubscribedService

	PSSubscribedService
	PSSubscribedService

	IMSSubscribedService
	IMSSubscribedService

	SuMSubscriptionProfile
	SuMSubscriptionProfile

	SuMServiceProfile
	SuMServiceProfile

	CSServiceProfile
	CSServiceProfile

	PSServiceProfile
	PSServiceProfile

	IMSServiceProfile
	IMSServiceProfile


Attributes modelling associations as defined in the NRM (here also called “reference attributes”) are in this SS mapped to attributes. The names of the reference attributes in the NRM are mapped to the corresponding attribute names in the Element Component. When the cardinality for an association is 0..1 the data type for the reference attribute is defined as a string . The value of the Element Component  reference contains the distinguished name of the associated Element Component. When the cardinality for an association allows more than one referred Element Component instance, several Element Component instances of the reference attribute will exist. 

NOTE:
xs=http://www.w3.org/2001/XMLSchema defines the name space for the general SS types referenced below.

Default name space for SuM in this document is http://www.3GPP.org/SuM.

5.2
SuM NRM Information Object Class (IOC) mapping

5.2.1
IOC SuMService

Table 5.2.1: Mapping from NRM IOC SuMService attributes to SS equivalent Element Component SuMService attributes

	NRM Attributes of IOC SuMService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	agreement-contract
	agreement-contract
	xs:string
	M
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.2
IOC CSService

Table 5.2.2: Mapping from NRM IOC CSService attributes to SS equivalent Element Component SuMService attributes

	NRM Attributes of IOC CSService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	cSServiceId
	cSServiceId
	xs:string
	M
	M
	-

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccessIndicator
	lSAPreferentialAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	mobileStationCategory
	mobileStationCategory
	xs:string
	M
	M
	M

	lMUIdentifier
	lMUIdentifier
	xs:string
	M
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	M
	M
	M

	subscriberStatus
	subscriberStatus
	xs:string
	M
	M
	M

	gsmSCFaddresslistForODB
	gsmSCFaddresslistForODB
	xs:string
	M
	M
	M

	provisionOfBearerService
	provisionOfBearerService
	xs:string
	M
	M
	M

	provisionOfTeleservice
	provisionOfTeleservice
	xs:string
	M
	M
	M

	bCAllocation
	bCAllocation
	xs:string
	O
	M
	M

	barringOfOutgoingCalls
	barringOfOutgoingCalls
	xs:string
	O
	M
	M

	barringOfIncomingCalls
	barringOfIncomingCalls
	xs:string
	O
	M
	M

	barringOfRoaming
	barringOfRoaming
	xs:string
	O
	M
	M

	barringOfPremiumRateCalls
	barringOfPremiumRateCalls
	xs:string
	O
	M
	M

	barringOfSupplementaryServiceManagement
	barringOfSupplementaryServiceManagement
	xs:string
	O
	M
	M

	barringOfRegistrationOfCallForwarding
	barringOfRegistrationOfCallForwarding
	xs:string
	O
	M
	M

	barringOfInvocationOfCallTransfer
	barringOfInvocationOfCallTransfer
	xs:string
	O
	M
	M

	operatorDeterminedBarringPLMNspecificData
	operatorDeterminedBarringPLMNspecificData
	xs:string
	O
	M
	M

	vGCSGroupMembershipList
	vGCSGroupMembershipList
	xs:string
	O
	M
	M

	vBSGroupMembershipList
	vBSGroupMembershipList
	xs:string
	O
	M
	M

	broadcastCallInitiationAllowedList
	broadcastCallInitiationAllowedList
	xs:string
	O
	M
	M

	originatingCAMELSubscriptionInformationOCSI
	originatingCAMELSubscriptionInformationOCSI
	xs:string
	O
	M
	M

	terminatingCAMELSubscriptionInformationTCSI
	terminatingCAMELSubscriptionInformationTCSI
	xs:string
	O
	M
	M

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	xs:string
	O
	M
	M

	locationInformationSubscriberStateInformation
	locationInformationSubscriberStateInformation
	xs:string
	O
	M
	M

	uSSDCAMELSubscriptionInformationUCSI
	uSSDCAMELSubscriptionInformationUCSI
	xs:string
	O
	M
	M

	sSInvocationNotificationSSCSI
	sSInvocationNotificationSSCSI
	xs:string
	O
	M
	M

	translationInformationFlagTIFCSI
	translationInformationFlagTIFCSI
	xs:string
	O
	M
	M

	dialledServiceCAMELSubscriptionInformationDCSI
	dialledServiceCAMELSubscriptionInformationDCSI
	xs:string
	O
	M
	M

	uSSDGeneralCAMELServiceInformationUGCSI
	uSSDGeneralCAMELServiceInformationUGCSI
	xs:string
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	iSTAlertTimer
	iSTAlertTimer
	xs:string
	O
	M
	M

	cSAllocationRetentionpriority
	cSAllocationRetentionpriority
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.3
IOC PSService

Table 5.2.3: Mapping from NRM IOC PSService attributes to SS equivalent Element Component SuMService attributes

	NRM Attributes of IOC SuMService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	pSServiceId
	pSServiceId
	xs:string
	M
	M
	-

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccessIndicator
	lSAPreferentialAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	gGSNNumber
	gGSNNumber
	xs:string
	O
	M
	M

	provisionofTeleservice
	provisionofTeleservice
	xs:string
	O
	M
	M

	transferofSMoption
	transferofSMoption
	xs:string
	M
	M
	M

	barringofPacketOrientedServices
	barringofPacketOrientedServices
	xs:string
	O
	M
	M

	pDPType
	pDPType
	xs:string
	O
	M
	M

	pDPAddress
	pDPAddress
	xs:string
	O
	M
	M

	accessPointName
	accessPointName
	xs:string
	O
	M
	M

	vPLMNAddressAllowed
	vPLMNAddressAllowed
	xs:string
	O
	M
	M

	qualityofServiceSubscribed
	qualityofServiceSubscribed
	xs:string
	O
	M
	M

	pDPContextChargingCharacteristics
	pDPContextChargingCharacteristics
	xs:string
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	gPRSCAMELSubscriptionInformationGPRSCSI
	xs:string
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	mobilityManagementforGPRSeventnotificationMGCSI
	xs:string
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	mGCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	subscribedChargingCharacteristics
	subscribedChargingCharacteristics
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.4
IOC IMSService

Table 5.2.4: Mapping from NRM IOC IMSService attributes to SS equivalent Element Component SuMService attributes

	NRM Attributes of IOC IMSService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	iMSServiceId
	iMSServiceId
	xs:string
	M
	M
	-

	barringIndication
	barringIndication
	xs:string
	M
	M
	M

	listofauthorizedvisitednetworkidentifiers
	listofauthorizedvisitednetworkidentifiers
	xs:string
	M
	M
	M

	registrationStatus
	registrationStatus
	xs:string
	M
	M
	M

	sCSCFName
	sCSCFName
	xs:string
	M
	M
	M

	serverCapabilities
	serverCapabilities
	xs:string
	O
	M
	M

	subscribedMediaProfileIdentifier
	subscribedMediaProfileIdentifier
	xs:string
	O
	M
	M

	initialFilterCriteria
	initialFilterCriteria
	xs:string
	O
	M
	M

	applicationServerInformation
	applicationServerInformation
	xs:string
	O
	M
	M

	serviceIndication
	serviceIndication
	xs:string
	M
	M
	M

	primaryEventChargingFunctionName
	primaryEventChargingFunctionName
	xs:string
	O
	M
	M

	secondaryEventChargingFunctionName
	secondaryEventChargingFunctionName
	xs:string
	O
	M
	M

	primaryChargingCollectionFunctionName
	primaryChargingCollectionFunctionName
	xs:string
	M
	M
	M

	secondaryChargingCollectionFunctionName
	secondaryChargingCollectionFunctionName
	xs:string
	O
	M
	M

	gsmSCFaddressforIMCSI
	gsmSCFaddressforIMCSI
	xs:string
	O
	M
	M

	oIMCSI
	oIMCSI
	xs:string
	O
	M
	M

	vTIMCSI
	vTIMCSI
	xs:string
	O
	M
	M

	dIMCS
	dIMCS
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.5
IOC SuMSubscribedService 

Table 5.2.5: Mapping from NRM IOC SuMSubscribedService attributes and associations to SS equivalent Element Component SuMSubscribedService attributes

	NRM Attributes of IOC SuMSubscribedService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	description-service
	description-service
	xs:string
	M
	M
	O

	agreement-offer
	agreement-offer
	xs:string
	M
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.6
IOC CSSubscribedService 

Table 5.2.6: Mapping from NRM IOC CSSubscribedService attributes and associations to SS equivalent Element Component CSSubscribedService attributes

	NRM Attributes of IOC CSSubscribedService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	cSSubscribedServiceId
	cSSubscribedServiceId
	xs:string
	M
	M
	-

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccessIndicator
	lSAPreferentialAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	mobileStationCategory
	mobileStationCategory
	xs:string
	M
	M
	M

	lMUIdentifier
	lMUIdentifier
	xs:string
	M
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	M
	M
	M

	subscriberStatus
	subscriberStatus
	xs:string
	M
	M
	M

	gsmSCFaddresslistForODB
	gsmSCFaddresslistForODB
	xs:string
	M
	M
	M

	provisionOfBearerService
	provisionOfBearerService
	xs:string
	M
	M
	M

	provisionOfTeleservice
	provisionOfTeleservice
	xs:string
	M
	M
	M

	bCAllocation
	bCAllocation
	xs:string
	O
	M
	M

	barringOfOutgoingCalls
	barringOfOutgoingCalls
	xs:string
	O
	M
	M

	barringOfIncomingCalls
	barringOfIncomingCalls
	xs:string
	O
	M
	M

	barringOfRoaming
	barringOfRoaming
	xs:string
	O
	M
	M

	barringOfPremiumRateCalls
	barringOfPremiumRateCalls
	xs:string
	O
	M
	M

	barringOfSupplementaryServiceManagement
	barringOfSupplementaryServiceManagement
	xs:string
	O
	M
	M

	barringOfRegistrationOfCallForwarding
	barringOfRegistrationOfCallForwarding
	xs:string
	O
	M
	M

	barringOfInvocationOfCallTransfer
	barringOfInvocationOfCallTransfer
	xs:string
	O
	M
	M

	operatorDeterminedBarringPLMNspecificData
	operatorDeterminedBarringPLMNspecificData
	xs:string
	O
	M
	M

	vGCSGroupMembershipList
	vGCSGroupMembershipList
	xs:string
	O
	M
	M

	vBSGroupMembershipList
	vBSGroupMembershipList
	xs:string
	O
	M
	M

	broadcastCallInitiationAllowedList
	broadcastCallInitiationAllowedList
	xs:string
	O
	M
	M

	originatingCAMELSubscriptionInformationOCSI
	originatingCAMELSubscriptionInformationOCSI
	xs:string
	O
	M
	M

	terminatingCAMELSubscriptionInformationTCSI
	terminatingCAMELSubscriptionInformationTCSI
	xs:string
	O
	M
	M

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	xs:string
	O
	M
	M

	locationInformation/SubscriberStateInformation
	locationInformation/SubscriberStateInformation
	xs:string
	O
	M
	M

	uSSDCAMELSubscriptionInformationUCSI
	uSSDCAMELSubscriptionInformationUCSI
	xs:string
	O
	M
	M

	sSInvocationNotificationSSCSI
	sSInvocationNotificationSSCSI
	xs:string
	O
	M
	M

	translationInformationFlagTIFCSI
	translationInformationFlagTIFCSI
	xs:string
	O
	M
	M

	dialledServiceCAMELSubscriptionInformationDCSI
	dialledServiceCAMELSubscriptionInformationDCSI
	xs:string
	O
	M
	M

	uSSDGeneralCAMELServiceInformationUGCSI
	uSSDGeneralCAMELServiceInformationUGCSI
	xs:string
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	iSTAlertTimer
	iSTAlertTimer
	xs:string
	O
	M
	M

	cSAllocationRetentionpriority
	cSAllocationRetentionpriority
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.7
IOC PSSubscribedService 

Table 5.2.7: Mapping from NRM IOC PSSubscribedService attributes and associations to SS equivalent Element Component PSSubscribedService attributes

	NRM Attributes of IOC PSSubscribedService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	pSSubscribedServiceId
	pSSubscribedServiceId
	xs:string
	M
	M
	-

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccessIndicator
	lSAPreferentialAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	gGSNNumber
	gGSNNumber
	xs:string
	O
	M
	M

	provisionofTeleservice
	provisionofTeleservice
	xs:string
	O
	M
	M

	transferofSMoption
	transferofSMoption
	xs:string
	M
	M
	M

	barringofPacketOrientedServices
	barringofPacketOrientedServices
	xs:string
	O
	M
	M

	pDPType
	pDPType
	xs:string
	O
	M
	M

	pDPAddress
	pDPAddress
	xs:string
	O
	M
	M

	accessPointName
	accessPointName
	xs:string
	O
	M
	M

	vPLMNAddressAllowed
	vPLMNAddressAllowed
	xs:string
	O
	M
	M

	qualityofServiceSubscribed
	qualityofServiceSubscribed
	xs:string
	O
	M
	M

	pDPContextChargingCharacteristics
	pDPContextChargingCharacteristics
	xs:string
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	gPRSCAMELSubscriptionInformationGPRSCSI
	xs:string
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	mobilityManagementforGPRSeventnotificationMGCSI
	xs:string
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	mGCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	subscribedChargingCharacteristics
	subscribedChargingCharacteristics
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.8
IOC IMSSubscribedService 

Table 5.2.8: Mapping from NRM IOC IMSSubscribedService attributes and associations to SS equivalent Element Component IMSSubscribedService attributes

	NRM Attributes of IOC IMSSubscribedService in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	iMSSubscribedServiceId
	iMSSubscribedServiceId
	xs:string
	M
	M
	-

	barringIndication
	barringIndication
	xs:string
	M
	M
	M

	listofauthorizedvisitednetworkidentifiers
	listofauthorizedvisitednetworkidentifiers
	xs:string
	M
	M
	M

	registrationStatus
	registrationStatus
	xs:string
	M
	M
	M

	sCSCFName
	sCSCFName
	xs:string
	M
	M
	M

	serverCapabilities
	serverCapabilities
	xs:string
	O
	M
	M

	subscribedMediaProfileIdentifier
	subscribedMediaProfileIdentifier
	xs:string
	O
	M
	M

	initialFilterCriteria
	initialFilterCriteria
	xs:string
	O
	M
	M

	applicationServerInformation
	applicationServerInformation
	xs:string
	O
	M
	M

	serviceIndication
	serviceIndication
	xs:string
	M
	M
	M

	primaryEventChargingFunctionName
	primaryEventChargingFunctionName
	xs:string
	O
	M
	M

	secondaryEventChargingFunctionName
	secondaryEventChargingFunctionName
	xs:string
	O
	M
	M

	primaryChargingCollectionFunctionName
	primaryChargingCollectionFunctionName
	xs:string
	M
	M
	M

	secondaryChargingCollectionFunctionName
	secondaryChargingCollectionFunctionName
	xs:string
	O
	M
	M

	gsmSCFaddressforIMCSI
	gsmSCFaddressforIMCSI
	xs:string
	O
	M
	M

	oIMCSI
	oIMCSI
	xs:string
	O
	M
	M

	vTIMCSI
	vTIMCSI
	xs:string
	O
	M
	M

	dIMCS
	dIMCS
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.9
IOC SuMSubscriberProfile 

Table 5.2.9: Mapping from NRM IOC SuMSubscriberProfile attributes and associations to SS equivalent Element Component SuMSubscriberProfile attributes

	NRM Attributes of IOC SuMSubscriberProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	suMSubscriberProfileId
	suMSubscriberProfileId
	xs:string
	M
	M
	-

	suMSubscriberProfileInfo
	suMSubscriberProfileInfo
	AnyInfoType
	M
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.10
IOC SuMSubscriptionProfile

Table 5.2.10: Mapping from NRM IOC SuMSubscriptionProfile attributes and associations to SS equivalent Element Component SuMSubscriptionProfile attributes

	NRM Attributes of IOC SuMSubscriptionProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	SuMSubscriptionProfileId
	suMSubscriptionProfileId
	xs:string
	M
	M
	-

	SuMSubscriptionProfileInfo
	suMSubscriptionProfileInfo
	AnyInfoType
	M
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.11
IOC SuMServiceProfile 

Table 5.2.11: Mapping from NRM IOC SuMServiceProfile attributes and associations to SS equivalent Element Component SuMServiceProfile attributes

	NRM Attributes of IOC SuMServiceProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	description-Specification
	description-Specification
	xs:string
	M
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.12
IOC CSServiceProfile 

Table 5.2.12: Mapping from NRM IOC CSServiceProfile attributes and associations to SS equivalent Element Component CSServiceProfile attributes

	NRM Attributes of IOC CSServiceProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	cSServiceProfileId
	cSServiceProfileId
	xs:string
	M
	M
	O

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	vLRNumber
	vLRNumber
	xs:string
	M
	M
	-

	mSCNumber
	mSCNumber
	xs:string
	M
	M
	-

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	mSCAreaRestrictedFlag
	mSCAreaRestrictedFlag
	xs:string
	M
	M
	-

	oDBinducedBarringData
	oDBinducedBarringData
	xs:string
	O
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	roamingRestrictionDueToUnsupportedFeature
	xs:string
	M
	M
	-

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccess Indicator
	lSAPreferentialAccess Indicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	ageIndicator
	ageIndicator
	xs:string
	O
	M
	-

	lMSI
	lMSI
	xs:string
	M
	M
	-

	mobileStationCategory
	mobileStationCategory
	xs:string
	M
	M
	M

	lMUIdentifier
	lMUIdentifier
	xs:string
	M
	M
	M

	mSCNumber
	mSCNumber
	xs:string
	M
	M
	-

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	M
	M
	M

	mSCAreaRestrictedFlag
	mSCAreaRestrictedFlag
	xs:string
	M
	M
	-

	oDBinducedBarringData
	oDBinducedBarringData
	xs:string
	M
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	roamingRestrictionDueToUnsupportedFeature
	xs:string
	M
	M
	-

	mNRR
	mNRR
	xs:string
	M
	M
	-

	subscriberStatus
	subscriberStatus
	xs:string
	M
	M
	M

	notificationToCSEFlagForODB
	notificationToCSEFlagForODB
	xs:string
	M
	M
	-

	gsmSCFaddresslistForODB
	gsmSCFaddresslistForODB
	xs:string
	M
	M
	M

	messagesWaitingData
	messagesWaitingData
	xs:string
	M
	M
	-

	mobileStationNotReachableFlag
	mobileStationNotReachableFlag
	xs:string
	M
	M
	-

	memoryCapacityExceededFlag
	memoryCapacityExceededFlag
	xs:string
	M
	M
	-

	traceReference
	traceReference
	xs:string
	O
	M
	-

	traceType
	traceType
	xs:string
	O
	M
	-

	operationsSystemsIdentity
	operationsSystemsIdentity
	xs:string
	O
	M
	-

	hLRTraceType
	hLRTraceType
	xs:string
	O
	M
	-

	mAPErrorOnTrace
	mAPErrorOnTrace
	xs:string
	O
	M
	-

	traceActivatedInVLR
	traceActivatedInVLR
	xs:string
	O
	M
	-

	provisionOfBearerService
	provisionOfBearerService
	xs:string
	M
	M
	M

	provisionOfTeleservice
	provisionOfTeleservice
	xs:string
	M
	M
	M

	bCAllocation
	bCAllocation
	xs:string
	O
	M
	M

	checkSSIndicator
	checkSSIndicator
	xs:string
	M
	M
	-

	mSPurgedForNonGPRSFlag
	mSPurgedForNonGPRSFlag
	xs:string
	M
	M
	-

	barringOfOutgoingCalls
	barringOfOutgoingCalls
	xs:string
	O
	M
	M

	barringOfIncomingCalls
	barringOfIncomingCalls
	xs:string
	O
	M
	M

	barringOfRoaming
	barringOfRoaming
	xs:string
	O
	M
	M

	barringOfPremiumRateCalls
	barringOfPremiumRateCalls
	xs:string
	O
	M
	M

	barringOfSupplementaryServiceManagement
	barringOfSupplementaryServiceManagement
	xs:string
	O
	M
	M

	barringOfRegistrationOfCallForwarding
	barringOfRegistrationOfCallForwarding
	xs:string
	O
	M
	M

	barringOfInvocationOfCallTransfer
	barringOfInvocationOfCallTransfer
	xs:string
	O
	M
	M

	operatorDeterminedBarringPLMNspecificData
	operatorDeterminedBarringPLMNspecificData
	xs:string
	O
	M
	M

	vGCSGroupMembershipList
	vGCSGroupMembershipList
	xs:string
	O
	M
	M

	vBSGroupMembershipList
	vBSGroupMembershipList
	xs:string
	O
	M
	M

	broadcastCallInitiationAllowedList
	broadcastCallInitiationAllowedList
	xs:string
	O
	M
	M

	originatingCAMELSubscriptionInformationOCSI
	originatingCAMELSubscriptionInformationOCSI
	xs:string
	O
	M
	M

	terminatingCAMELSubscriptionInformationTCSI
	terminatingCAMELSubscriptionInformationTCSI
	xs:string
	O
	M
	M

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	xs:string
	O
	M
	M

	locationInformationSubscriberStateInformation
	locationInformationSubscriberStateInformation
	xs:string
	O
	M
	M

	uSSDCAMELSubscriptionInformationUCSI
	uSSDCAMELSubscriptionInformationUCSI
	xs:string
	O
	M
	M

	sSInvocationNotificationSSCSI
	sSInvocationNotificationSSCSI
	xs:string
	O
	M
	M

	translationInformationFlagTIFCSI
	translationInformationFlagTIFCSI
	xs:string
	O
	M
	M

	dialledServiceCAMELSubscriptionInformationDCSI
	dialledServiceCAMELSubscriptionInformationDCSI
	xs:string
	O
	M
	M

	uSSDGeneralCAMELServiceInformationUGCSI
	uSSDGeneralCAMELServiceInformationUGCSI
	xs:string
	O
	M
	M

	oCSINegotiatedCAMELCapabilityHandling
	oCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	sSCSINegotiatedCAMELCapabilityHandling
	sSCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	vTCSINegotiatedCAMELCapabilityHandling
	vTCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mOSMSCSIVLRNegotiatedCAMELCapabilityHandling
	mOSMSCSIVLRNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mCSINegotiatedCAMELCapabilityHandling
	mCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	vLRSupportedCAMELPhases
	vLRSupportedCAMELPhases
	xs:string
	O
	M
	-

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	vLROfferedCAMEL4CSIs
	vLROfferedCAMEL4CSIs
	xs:string
	O
	M
	-

	iSTAlertTimer
	iSTAlertTimer
	xs:string
	O
	M
	M

	cSAllocationRetentionpriority
	cSAllocationRetentionpriority
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.13
IOC PSServiceProfile 

Table 5.2.13: Mapping from NRM IOC PSServiceProfile attributes and associations to SS equivalent Element Component PSServiceProfile attributes

	NRM Attributes of IOC PSServiceProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	pSServiceProfileId
	pSServiceProfileId
	xs:string
	M
	M
	O

	networkAccessMode
	networkAccessMode
	xs:string
	M
	M
	M

	basicMSISDNIndicator
	basicMSISDNIndicator
	xs:string
	O
	M
	M

	mSISDNAlertIndicator
	mSISDNAlertIndicator
	xs:string
	O
	M
	M

	vLRNumber
	vLRNumber
	xs:string
	M
	M
	-

	mSCNumber
	mSCNumber
	xs:string
	M
	M
	-

	subscriptionRestriction
	subscriptionRestriction
	xs:string
	O
	M
	M

	rSZIlists
	rSZIlists
	xs:string
	O
	M
	M

	mSCAreaRestrictedFlag
	mSCAreaRestrictedFlag
	xs:string
	M
	M
	-

	oDBinducedBarringData
	oDBinducedBarringData
	xs:string
	O
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	roamingRestrictionDueToUnsupportedFeature
	xs:string
	M
	M
	-

	lSAIdentity
	lSAIdentity
	xs:string
	O
	M
	M

	lSAPriority
	lSAPriority
	xs:string
	O
	M
	M

	lSAPreferentialAccessIndicator
	lSAPreferentialAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeSupportIndicator
	lSAActiveModeSupportIndicator
	xs:string
	O
	M
	M

	lSAOnlyAccessIndicator
	lSAOnlyAccessIndicator
	xs:string
	O
	M
	M

	lSAActiveModeIndicator
	lSAActiveModeIndicator
	xs:string
	O
	M
	M

	vPLMNIdentifier
	vPLMNIdentifier
	xs:string
	O
	M
	M

	accessRestrictionData
	accessRestrictionData
	xs:string
	O
	M
	M

	privacyExceptionList
	privacyExceptionList
	xs:string
	O
	M
	M

	gMLCNumbers
	gMLCNumbers
	xs:string
	O
	M
	M

	mOLRList
	mOLRList
	xs:string
	O
	M
	M

	serviceTypes
	serviceTypes
	xs:string
	O
	M
	M

	ageIndicator
	ageIndicator
	xs:string
	O
	M
	-

	sGSNNumber
	sGSNNumber
	xs:string
	M
	M
	-

	gGSNNumber
	gGSNNumber
	xs:string
	O
	M
	M

	sGSNarearestrictedflag
	sGSNarearestrictedflag
	xs:string
	M
	M
	-

	roamingRestrictedintheSGSNduetounsupportedfeature
	roamingRestrictedintheSGSNduetounsupportedfeature
	xs:string
	M
	M
	-

	mNRG
	mNRG
	xs:string
	M
	M
	-

	traceActivatedinSGSN
	traceActivatedinSGSN
	xs:string
	O
	M
	-

	provisionofTeleservice
	provisionofTeleservice
	xs:string
	O
	M
	M

	transferofSMoption
	transferofSMoption
	xs:string
	M
	M
	M

	mSpurgedforGPRSflag
	mSpurgedforGPRSflag
	xs:string
	M
	M
	-

	barringofPacketOrientedServices
	barringofPacketOrientedServices
	xs:string
	O
	M
	M

	pDPType
	pDPType
	xs:string
	O
	M
	M

	pDPAddress
	pDPAddress
	xs:string
	O
	M
	M

	accessPointName
	accessPointName
	xs:string
	O
	M
	M

	vPLMNAddressAllowed
	vPLMNAddressAllowed
	xs:string
	O
	M
	M

	gGSNlist
	gGSNlist
	xs:string
	M
	M
	-

	qualityofServiceSubscribed
	qualityofServiceSubscribed
	xs:string
	O
	M
	M

	pDPContextIdentifier
	pDPContextIdentifier
	xs:string
	O
	M
	-

	pDPContextChargingCharacteristics
	pDPContextChargingCharacteristics
	xs:string
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	gPRSCAMELSubscriptionInformationGPRSCSI
	xs:string
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	xs:string
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	xs:string
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	mobilityManagementforGPRSeventnotificationMGCSI
	xs:string
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	mGCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	M

	gPRSCSINegotiatedCAMELCapabilityHandling
	gPRSCSINegotiatedCAMELCapabilityHandling
	xs:string
	O
	M
	-

	sGSNSupportedCAMELPhases
	sGSNSupportedCAMELPhases
	xs:string
	O
	M
	-

	sGSNOfferedCAMEL4CSIs
	sGSNOfferedCAMEL4CSIs
	xs:string
	O
	M
	-

	gsmSCFaddressforCSI
	gsmSCFaddressforCSI
	xs:string
	O
	M
	M

	subscribedChargingCharacteristics
	subscribedChargingCharacteristics
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.14
IOC IMSServiceProfile 

Table 5.2.14: Mapping from NRM IOC IMSServiceProfile attributes and associations to SS equivalent Element Component IMSServiceProfile attributes

	NRM Attributes of IOC IMSServiceProfile in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	iMSServiceProfileId
	iMSServiceProfileId
	xs:string
	M
	M
	O

	barringIndication
	barringIndication
	xs:string
	M
	M
	M

	listofauthorizedvisitednetworkidentifiers
	listofauthorizedvisitednetworkidentifiers
	xs:string
	M
	M
	M

	registrationStatus
	registrationStatus
	xs:string
	M
	M
	M

	sCSCFName
	sCSCFName
	xs:string
	M
	M
	M

	diameterClientAddressofSCSCF
	diameterClientAddressofSCSCF
	xs:string
	M
	M
	-

	serverCapabilities
	serverCapabilities
	xs:string
	O
	M
	M

	subscribedMediaProfileIdentifier
	subscribedMediaProfileIdentifier
	xs:string
	O
	M
	M

	initialFilterCriteria
	initialFilterCriteria
	xs:string
	O
	M
	M

	applicationServerInformation
	applicationServerInformation
	xs:string
	O
	M
	M

	serviceIndication
	serviceIndication
	xs:string
	M
	M
	M

	primaryEventChargingFunctionName
	primaryEventChargingFunctionName
	xs:string
	O
	M
	M

	secondaryEventChargingFunctionName
	secondaryEventChargingFunctionName
	xs:string
	O
	M
	M

	primaryChargingCollectionFunctionName
	primaryChargingCollectionFunctionName
	xs:string
	M
	M
	M

	secondaryChargingCollectionFunctionName
	secondaryChargingCollectionFunctionName
	xs:string
	O
	M
	M

	gsmSCFaddressforIMCSI
	gsmSCFaddressforIMCSI
	xs:string
	O
	M
	M

	iMSSFaddressforIMCSI
	iMSSFaddressforIMCSI
	xs:string
	O
	M
	-

	oIMCSI
	oIMCSI
	xs:string
	O
	M
	M

	vTIMCSI
	vTIMCSI
	xs:string
	O
	M
	M

	dIMCS
	dIMCS
	xs:string
	O
	M
	M

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.172 [5].




5.2.15
IOC ServiceProviderFunction 

Table 5.2.15: Mapping from NRM IOC ServiceProviderFunction attributes and associations to SS equivalent Element Component SuMProviderFunction attributes

	NRM Attributes of IOC ServiceProviderFunction in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	serviceProviderFunctionId
	serviceProviderFunctionId
	xs:string
	M
	M
	-

	userLabel
	userLabel
	xs:string
	M
	M
	M


5.2.16
IOC SubscriptionFunction 

Table 5.2.16: Mapping from NRM IOC SubscriptionFunction attributes and associations to SS equivalent Element Component SubscriptionFunction attributes

	NRM Attributes of IOC SubscriptionFunction in 3GPP TS 32.172 [5]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	subscriptionFunctionId
	subscriptionFunctionId
	xs:string
	M
	M
	-

	userLabel
	userLabel
	xs:string
	M
	M
	M


Annex A (normative):
Subscription Management (SuM), XML definitions (file name "SuMNRMIRP.xsd")

The XML specification for SuM NRM is described in schema “SuMNRMIRP.xsd”

<?xml version="1.0" encoding="UTF-8" ?> 

<xs:schema targetNamespace=”http://www.3gpp.org/SuMNRMIRP” 

xmlns:xs="http://www.w3.org/2001/XMLSchema" 

xmlns=”http://www.3gpp.org/SuMNRMIRP”

elementFormDefault="qualified" attributeFormDefault="unqualified">

<xs:complexType name="AnyInfoType">

<xs:sequence>

 <xs:any namespace="##any" processContents="lax" maxOccurs="unbounded" /> 

</xs:sequence>

</xs:complexType>

<xs:element name="suMService" type="SuMServiceType" /> 

<xs:element name="suMServiceId" type="xs:string" /> 

<xs:element name="suMServiceType" type="xs:string" /> 

<xs:element name="suMServiceInfo" type="AnyInfoType" />

<xs:element name="agreement-contract" type="xs:string" />  

<xs:complexType name="SuMServiceType">

<xs:sequence>

<xs:element ref="suMServiceId" /> 

<xs:element ref="suMServiceType" /> 

<xs:element ref="suMServiceInfo" /> 

<xs:element ref="agreement-contract" minOccurs="0" maxOccurs="unbounded"/>

</xs:sequence>

</xs:complexType>

<xs:element name="suMSubscribedService" type="SuMSubscribedServiceType" /> 

<xs:element name="description-Service" type="xs:string" />

<xs:element name="agreement-Offer" type="xs:string" />

<xs:element name="suMSubscribedServiceId" type="xs:string" /> 

<xs:element name="suMSubscribedServiceInfo" type="AnyInfoType" /> 

<xs:complexType name="SuMSubscribedServiceType">

<xs:sequence>

<xs:element ref="description-Service" minOccurs="0" maxOccurs="unbounded"/> 

<xs:element ref="agreement-Offer" /> 

<xs:element ref="suMSubscribedServiceInfo"/> 

<xs:element ref="suMSubscribedServiceId"/> 

</xs:sequence>

</xs:complexType>

<xs:element name="suMServiceProfile" type="SuMServiceProfileType" /> 

<xs:element name="description-Specification" type="xs:string" /> 

<xs:element name="suMServiceProfileId" type="xs:string" /> 

<xs:element name="suMServiceProfileInfo" type="AnyInfoType" /> 

<xs:complexType name="SuMServiceProfileType">

<xs:sequence>

 <xs:element ref="description-Specification" /> 

 <xs:element ref="suMServiceProfileId" /> 

 <xs:element ref="suMServiceProfileInfo" /> 

</xs:sequence>

</xs:complexType>

<xs:element name="serviceProviderFunction" type=“ServiceProviderFunctionType" /> 

<xs:element name="serviceProviderFunctionId" type="xs:string" /> 

<xs:element name="userLabel" type="xs:string" /> 

<xs:complexType name=“ServiceProviderFunctionType">

<xs:sequence>

 <xs:element ref="serviceProviderFunctionId" /> 

 <xs:element ref="userLabel" /> 

 <xs:element ref="suMServiceId" /> 

 </xs:sequence>

 </xs:complexType>

<xs:element name=“subscriptionFunction" type=“SubscriptionFunctionType" /> 

 <xs:element name=“subscriptionFunctionId" type="xs:string" /> 

  <xs:complexType name=“SubscriptionFunctionType">

 <xs:sequence>

 <xs:element ref=“subscriptionFunctionId" /> 

 <xs:element ref="userLabel" /> 

 <xs:element ref="suMSubscriberProfileId" /> 

 </xs:sequence>

</xs:complexType>

<xs:element name="suMSubscriberProfile" type="SuMSubscriberProfileType" /> 

<xs:element name="suMSubscriberProfileId" type="xs:string" /> 

<xs:element name="suMSubscriberProfileInfo" type="AnyInfoType" /> 

<xs:complexType name="SuMSubscriberProfileType">

<xs:sequence>

<xs:element ref="suMSubscriberProfileId" /> 

<xs:element ref="suMSubscriberProfileInfo" /> 

<xs:element ref="suMSubscribedServiceId" minOccurs="0" maxOccurs="unbounded"/> 

<xs:element ref="suMSubscriptionProfileId"  minOccurs="0" maxOccurs="unbounded"/> 

</xs:sequence>

</xs:complexType>

<xs:element name="suMSubscriptionProfile" type="SuMSubscriptionProfileType" /> 

<xs:element name="suMSubscriptionProfileId" type="xs:string" /> 

<xs:element name="suMSubscriptionProfileInfo" type="AnyInfoType" /> 

<xs:complexType name="SuMSubscriptionProfileType">

<xs:sequence>

<xs:element ref="suMSubscriptionProfileId" /> 

<xs:element ref="suMSubscriptionProfileInfo" /> 

<xs:element ref="suMServiceProfileId"  minOccurs="0" maxOccurs="unbounded"/> 

</xs:sequence>

</xs:complexType></xs:schema>
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