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9
Performance requirements for HSDPA

9.1
General

The performance requirements for the UE in this clause are specified for the measurement channels specified in Annex C, the propagation conditions specified in Annex D and the Down link Physical channels specified in Annex E. Unless stated otherwise, DL power control is OFF.
Unless otherwise stated the performance requirements are specified at the antenna connector of the UE. For UE(s) with more than one receive antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal appled to each of the antenna connectors shall be as defined in the respective sections below.

A UE with one antenna connector may also fulfill the enhanced performance requirements Type 1 and Type 3. The levels of the test signal are applied to the single antenna connector as defined in the respective sections below.

When DCCH has been configured on downlink DCH then DCCH Data shall be continuously transmitted on downlink DCH during the measurement period. When there is no signalling to transmit on downlink DCCH then dummy DCCH transmission as described in Annex C.9 shall be used.
When DTCH has been configured on downlink DCH then DTCH Data shall be continuously transmitted on downlink DCH during the measurement period.
The MAC headers on HS-DSCH shall be according to Annex C.9A.
The common RF test conditions of Performance requirements are defined in clause E.5, and each test conditions in clause 9 should refer to clause E.5. Individual test conditions are defined in the paragraph of each test.

All throughput measurements in clause 9 shall be performed according to the general rules for statistical testing in Annex F.6.3.

Unless otherwise stated, the UE output power for the tests shall be greater than –10 dBm.
The requirement for a FDD UE that support HSDPA shall be tested according to the declared UE HS-DSCH category. For Release 6 and later UEs that support either the optional Type 1 or the Type 2 enhanced performance requirement, the UE shall be tested according to this enhanced performance requirement as well. For Release 7 and later UEs that support optional Type 3 enhanced performance requirement, the UE shall be tested according to this enhanced performance requirement as well.
9.1.1
Definition of Additive White Gaussian Noise (AWGN) Interferer

See clause D.1.1.

9.2
Demodulation of HS-DSCH (Fixed Reference Channel)

The minimum performance requirement for a particular UE belonging to certain HS-DSCH category are determined according to Table 9.2.1. The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to Table 9.2.2.The performance requirements for a particular UE belonging to HS-DSCH either of the categories 7, 8, 13 or 14 and supporting the optional enhanced performance requirements type 2 are determined according to Table 9.2.3. The performance requirements for a particular UE belonging to either of HS-DSCH categories 7, 8, 13 or 14 and supporting the optional enhanced performance requirements type 3 are determined according to Table 9.2.3A.
Table 9.2.1: FRC for minimum performance requirements for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 11
	H-Set 4
	H-Set 4
	H-Set 4

	Category 12
	H-Set 5
	H-Set 5
	H-Set 5

	Note 1:
Single link minimum performance requirements for Categories 7 and 8 in Pedestrian A with 
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.

Note 2:
For UE supporting the minimum performance requirements for HS-DSCH the minimum requirements for HS-SCCH detection for single link are determined in Table 9.4.1.2 and for open loop transmit diversity in Table 9.4.2.2.


Table 9.2.2: FRC for enhanced performance requirements type 1 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Note 1:
Single link enhanced performance requirements type 1 for Categories 7 and 8 in Pedestrian A with 
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.

Note 2:
For UE supporting the enhanced performance requirements type 1 for HS-DSCH the requirements for HS-SCCH detection for single link are determined in Table 9.4.1A.2 and for open loop transmit diversity in Table 9.4.2A.2.


Table 9.2.3: FRC for enhanced performance requirements type 2 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link (Note 1)
	Open Loop Diversity (Note 2)
	Closed Loop Diversity (Note 3)

	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 6, H-Set 3

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 6, H-Set 3

	Category 13
	H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 14
	H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Note 1:
Single link enhanced performance requirements type 2 for Categories 13 and 14 with 
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= 15 and 18 dB is set according to H-Set 8. Single link enhanced performance requirements type 2 for Categories 7, 8, 13 and 14 with 
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3 minimum performance requirements.

Note 2:
Open loop transmit diversity requirements are set according to H-Set 3 minimum performance requirements.

Note 3:
Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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=10dB and 
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=-3dB are set according to H-Set 6. Requirements in other conditions are set according to H-Set 3 minimum performance requirements.
Note 4:
For UE supporting the enhanced performance requirements type 2 for HS-DSCH the minimum requirements for HS-SCCH detection for single link are determined in Table 9.4.1.2 and for open loop transmit diversity in Table 9.4.2.2.


Table 9.2.3A: FRC for enhanced performance requirements type 3 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link (Note 1)
	Open Loop Diversity (Note 2)
	Closed Loop Diversity (Note 3)

	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 13
	H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 14
	H-Set 8, H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Note 1
Single link enhanced performance requirements type 3 for Categories 13 and 14 with 
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= 15 dB and 18 dB is set according to H-Set 8. Single link enhanced performance requirements type 3 for Categories 7, 8, 13 and 8 14 with 
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=10dB and 
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=5dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3 type1 enhanced performance requirements.

Note 2
Open loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 3
Closed loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 4
For UE supporting the enhanced performance requirements type 3 for HS-DSCH the requirements for HS-SCCH detection for single link are determined in Table 9.4.1A.2 and for open loop transmit diversity in Table 9.4.2A.2.


Table 9.2.3B: FRC for UEs from categories that support MIMO

	HS-DSCH category
	Corresponding requirement

	
	Single Link (Note 1)
	Open Loop Diversity (Note 2)
	Closed Loop Diversity (Note 3)
	MIMO

	Category 15
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 3
	H-Set 9

	Category 16
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3
	H-Set 9

	Note 1:
Single link enhanced performance requirements type 3 for Categories 15 and 16 with 
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=10dB and 
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=5dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3 type1 enhanced performance requirements.

Note 2:
Open loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 3:
Closed loop transmit diversity requirements are set according to H-Set 3 type1 enhanced performance requirements.

Note 4:
For UE supporting the enhanced performance requirements type 3 for HS-DSCH the requirements for HS-SCCH Type 1 detection for single link are determined in Table 9.4.1.2 and for open loop transmit diversity in Table 9.4.2A.2.

Note 5:
For UE supporting MIMO for HS-DSCH the requirements for HS-SCCH Type M detection are determined in Tables TBD and Table TBD.


During the Fixed Reference Channel tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4:

Table 9.2.4: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using  1st redundancy and constellation version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


NOTE:
Performance requirements in this section assume a sufficient power allocation to HS-SCCH_1 so that probability of reporting DTX is very low.

The reference for this requirement is TS 25.101 [1] clauses 9.2.

9.2.1
Single Link Performance

The test cases in the following sections 9.2.1A to 9.2.1I define the Single Link Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2, 9.2.3 and 9.2.3A.
9.2.1A
Single Link Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.1A.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 1 to 6. 

9.2.1A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1A.1 and 9.2.1A.3 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1A.2 and 9.2.1A.4.
Table 9.2.1A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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= 0 dB
	T-put 
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= 10 dB

	1
	PA3
	-6
	65
	309

	
	
	-3
	N/A
	423

	2
	PB3
	-6
	23
	181

	
	
	-3
	138
	287

	3
	VA30
	-6
	22
	190

	
	
	-3
	142
	295

	4
	VA120
	-6
	13
	181

	
	
	-3
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1A.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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= 10 dB

	1
	PA3
	-6
	198 

	
	
	-3
	368 

	2
	PB3
	-6
	34 

	
	
	-3
	219 

	3
	VA30
	-6
	47 

	
	
	-3
	214 

	4
	VA120
	-6
	28 

	
	
	-3
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1 and 9.2.1.2. 

9.2.1A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1A.4
Method of test

9.2.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to tables 9.2.1A.1 and 9.2.1A.3 and levels according to  tables 9.2.1A.5 to 9.2.1A.8 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A

9.2.1A.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1A.5 to 9.2.1A.8 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1 and F.6.3.5.2.2. 

9.2.1A.5
Test Requirements

Tables 9.2.1A.5 to 9.2.1A.8 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1A.5: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1A.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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= 0.6 dB
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	1
	PA3
	-5.9
	65
	309

	
	
	-2.9
	N/A
	423

	2
	PB3
	-5.9
	23
	181

	
	
	-2.9
	138
	287

	3
	VA30
	-5.9
	22
	190

	
	
	-2.9
	142
	295

	4
	VA120
	-5.9
	13
	181

	
	
	-2.9
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1A.7: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1A.8: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	 1
	PA3
	-5.9
	198 

	
	
	-2.9
	368 

	2
	PB3
	-5.9
	34 

	
	
	-2.9
	219 

	3
	VA30
	-5.9
	47 

	
	
	-2.9
	214 

	4
	VA120
	-5.9
	28 

	
	
	-2.9
	167 

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1

2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)
3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1B
Single Link Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5

9.2.1B.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 11 and 12.

9.2.1B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Table 9.2.1B.1 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in Tables 9.2.1B.2 and 9.2.1B.3.
Table 9.2.1B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	72
	340

	
	
	-3
	N/A
	439

	2
	PB3
	-6
	24
	186

	
	
	-3
	142
	299

	3
	VA30
	-6
	19
	183

	
	
	-3
	148
	306

	4
	VA120
	-6
	11
	170

	
	
	-3
	144
	284

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.1B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	98
	464

	
	
	-3
	N/A
	635

	2
	PB3
	-6
	35
	272

	
	
	-3
	207
	431

	3
	VA30
	-6
	33
	285

	
	
	-3
	213
	443

	4
	VA120
	-6
	20
	272

	
	
	-3
	210
	413

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.3. 

9.2.1B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1B.4
Method of test

9.2.1B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table 9.2.1B.1 and levels according to tables  9.2.1B.4 to 9.2.1B.6 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 5: The information bit payload block is 3202 bits long. Hence the PRBSequence must be at least 3202 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A

9.2.1B.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1B.4 to 9.2.1B.6 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.3 and F.6.3.5.2.4. 

9.2.1B.5
Test Requirements

Tables 9.2.1B.4 to 9.2.1B.6 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1B.4: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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I


	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1B.5: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	T-put 
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	1
	PA3
	-5.9
	72
	340

	
	
	-2.9
	N/A
	439

	2
	PB3
	-5.9
	24
	186

	
	
	-2.9
	142
	299

	3
	VA30
	-5.9
	19
	183

	
	
	-2.9
	148
	306

	4
	VA120
	-5.9
	11
	170

	
	
	-2.9
	144
	284

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.1B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	98
	464

	
	
	-2.9
	N/A
	635

	2
	PB3
	-5.9
	35
	272

	
	
	-2.9
	207
	431

	3
	VA30
	-5.9
	33
	285

	
	
	-2.9
	213
	443

	4
	VA120
	-5.9
	20
	272

	
	
	-2.9
	210
	413

	* Notes:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


9.2.1C
Single Link Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1C.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 6 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 7 and 8.

9.2.1C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1C.1, 9.2.1C.3, 9.2.1C.5 and 9.2.1C.7 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in Tables 9.2.1C.2, 9.2.1C.4, 9.2.1C.6, and 9.2.1C.8.
Table 9.2.1C.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH

	[image: image54.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-6
	1407

	
	
	-3
	2090


Table 9.2.1C.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	887

	
	
	-3
	1664


Table 9.2.1C.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.6: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-6
	23
	181

	
	
	-3
	138
	287

	3
	VA30
	-6
	22
	190

	
	
	-3
	142
	295

	4
	VA120
	-6
	13
	181

	
	
	-3
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to I+1, i integer)


Table 9.2.1C.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.8: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-6
	34 

	
	
	-3
	219 

	3
	VA30
	-6
	47 

	
	
	-3
	214 

	4
	VA120
	-6
	28 

	
	
	-3
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4 and 9.2.1.5. 

9.2.1C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1C.4
Method of test

9.2.1C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to tables 9.2.1C.1, 9.2.1C.3, 9.2.1C.5 or 9.2.1C.7 and levels according to tables 9.2.1C.9 to 9.2.1C.16 respectively. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 3 (16QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A 

9.2.1C.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1C.9 to  9.2.1C.16 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1, F.6.3.5.2.2, F.6.3.5.2.5 and F.6.3.5.2.6. 

9.2.1C.5
Test Requirements

Tables 9.2.1C.9 to 9.2.1C.16 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1C.9: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.10: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	1407

	
	
	-2.9
	2090


Table 9.2.1C.11: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.12: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	887

	
	
	-2.9
	1664


Table 9.2.1C.13: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.14: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	23
	181

	
	
	-2.9
	138
	287

	3
	VA30
	-5.9
	22
	190

	
	
	-2.9
	142
	295

	4
	VA120
	-5.9
	13
	181

	
	
	-2.9
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1C.15: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.16: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	34 

	
	
	-2.9
	219 

	3
	VA30
	-5.9
	47 

	
	
	-2.9
	214 

	4
	VA120
	-5.9
	28 

	
	
	-2.9
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1D
Single Link Performance - Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.1D.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: the HSDPA UE capability categories 1 to 6 and the optional enhanced performance requirements type 1.
The requirements and this test apply also for Release 7 and later releases to all types of UTRA for the FDD UE that support: the HSDPA UE capability categories 1 to 6 and the optional enhanced performance requirements type 3.
9.2.1D.2
Minimum requirements

The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to the relevant part of Table 9.2.2. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1D.1 and 9.2.1D.3 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1D.2 and 9.2.1D.4.
Table 9.2.1D.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image90.wmf]oc

I


	
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1D.2: Minimum requirement Enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-12
	N/A
	247

	
	
	-9
	N/A
	379

	
	
	-6
	195
	N/A

	
	
	-3
	329
	N/A

	2
	PB3
	-9
	N/A
	195

	
	
	-6
	156
	316

	
	
	-3
	263
	N/A

	3
	VA30
	-9
	N/A
	212

	
	
	-6
	171
	329

	
	
	-3
	273
	N/A

	4
	VA120
	-9
	N/A
	191

	
	
	-6
	168
	293

	
	
	-3
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1D.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1D.4: Minimum requirement Enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-9
	312

	
	
	-6
	487

	2
	PB3
	-6
	275

	
	
	-3
	408

	3
	VA30
	-6
	296

	
	
	-3
	430

	4
	VA120
	-6
	271

	
	
	-3
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1 and 9.2.1.2. 

9.2.1D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1D.4
Method of test

9.2.1D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table 9.2.1D.1 or 9.2.1D.3 and the levels according to tables 9.2.1D.5 to 9.2.1D.8 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and for UEs that support receive diversity as also  described in clause D.2.5.

9.2.1D.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1D.5 to 9.2.1D.8 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1A and F.6.3.5.2.2A. 

9.2.1D.5
Test Requirements

Tables 9.2.1D.5 to 9.2.1D.8 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1D.5: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1D.6: Test requirement enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	T-put 
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	1
	PA3
	-11.9
	N/A
	247

	
	
	-8.9
	N/A
	379

	
	
	-5.9
	195
	N/A

	
	
	-2.9
	329
	N/A

	2
	PB3
	-8.9
	N/A
	195

	
	
	-5.9
	156
	316

	
	
	-2.9
	263
	N/A

	3
	VA30
	-8.9
	N/A
	212

	
	
	-5.9
	171
	329

	
	
	-2.9
	273
	N/A

	4
	VA120
	-8.9
	N/A
	191

	
	
	-5.9
	168
	293

	
	
	-2.9
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1D.7: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1D.8: Test requirement enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image107.wmf]/
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 (dB)
	T-put 
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 (kbps) *
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= 10.6 dB

	1
	PA3
	-8.9
	312

	
	
	-5.9
	487

	2
	PB3
	-5.9
	275

	
	
	-2.9
	408

	3
	VA30
	-5.9
	296

	
	
	-2.9
	430

	4
	VA120
	-5.9
	271

	
	
	-2.9
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1E
Single Link Performance - Enhanced Performance Requirements Type 1- QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1E.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 7 and 8; and the optional enhanced performance requirements type 1.

9.2.1E.2
Minimum requirements

The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to the relevant part of Table 9.2.2. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1E.1, 9.2.1E.3, 9.2.1E.5 and 9.2.1E.7 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1E.2, 9.2.1E.4, 9.2.1E.6 and 9.2.1E.8.
Table 9.2.1E.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH

	[image: image110.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.2: Minimum requirement Enhanced requirements type 1 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
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 (kbps) *
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= 10 dB

	1
	PA3
	-12
	672

	
	
	-9
	1305


Table 9.2.1E.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.4: Minimum requirement Enhanced requirements type 1 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-9
	912

	
	
	-6
	1730


Table 9.2.1E.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image118.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.6: Minimum requirement Enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	2
	PB3
	-9
	N/A
	195

	
	
	-6
	156
	316

	
	
	-3
	263
	N/A

	3
	VA30
	-9
	N/A
	212

	
	
	-6
	171
	329

	
	
	-3
	273
	N/A

	4
	VA120
	-9
	N/A
	191

	
	
	-6
	168
	293

	
	
	-3
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1E.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.8: Minimum requirement Enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-6
	275

	
	
	-3
	408

	3
	VA30
	-6
	296

	
	
	-3
	430

	4
	VA120
	-6
	271

	
	
	-3
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4, and 9.2.1.5. 

9.2.1E.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1E.4
Method of test

9.2.1E.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
The SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.1E.1, 9.2.1E.3 or 9.2.1E.5 and levels according to tables  9.2.1E.9 to 9.2.1E.16 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 3 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and for UEs that support receive diversity as also  described in clause D.2.5.

9.2.1E.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1E.9 to 9.2.1E.16 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1A, F.6.3.5.2.2A, F.6.3.5.2.5A and F.6.3.5.2.6A. 

9.2.1E.5
Test Requirements

Tables 9.2.1E.9 to 9.2.1E.16 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1E.9: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.10: Test requirement enhanced requirements type 1 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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= 10.6 dB

	1
	PA3
	-11.9
	672

	
	
	-8.9
	1305


Table 9.2.1E.11: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.12: Test requirement enhanced requirements type 1 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	912

	
	
	-5.9
	1730


Table 9.2.1E.13: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.14: Test requirement enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	2
	PB3
	-8.9
	N/A
	195

	
	
	-5.9
	156
	316

	
	
	-2.9
	263
	N/A

	3
	VA30
	-8.9
	N/A
	212

	
	
	-5.9
	171
	329

	
	
	-2.9
	273
	N/A

	4
	VA120
	-8.9
	N/A
	191

	
	
	-5.9
	168
	293

	
	
	-2.9
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1E.15: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.16: Test requirement enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	275

	
	
	-2.9
	408

	3
	VA30
	-5.9
	296

	
	
	-2.9
	430

	4
	VA120
	-5.9
	271

	
	
	-2.9
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1F
Single Link Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1F.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.
9.2.1F.2
Minimum requirements

The performance requirements for a particular UE belonging to HS-DSCH categories 7 and 8 and supporting the optional enhanced performance requirements type 2 are determined according to the relevant part of Table 9.2.3. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1F.1, 9.2.1F.3 and 9.2.1F.5 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1F.2, 9.2.1F.4 and 9.2.1F.6.
Table 9.2.1F.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image146.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.2: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	1494

	
	
	-3
	2153

	2
	PB3
	-6
	1038

	
	
	-3
	1744

	3
	VA30
	-6
	1142

	
	
	-3
	1782

	4
	VA120
	-6
	909

	
	
	-3
	1467


Table 9.2.1F.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image150.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.4: Minimum requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image151.wmf]/
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	1
	PA3
	-6
	991

	
	
	-3
	1808

	2
	PB3
	-6
	465

	
	
	-3
	1370

	3
	VA30
	-6
	587

	
	
	-3
	1488

	4
	VA120
	-6
	386

	
	
	-3
	1291


Table 9.2.1F.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image154.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.6: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	65
	N/A

	
	
	-3
	N/A
	N/A

	2
	PB3
	-6
	23
	N/A

	
	
	-3
	138
	N/A

	3
	VA30
	-6
	22
	N/A

	
	
	-3
	142
	N/A

	4
	VA120
	-6
	13
	N/A

	
	
	-3
	140
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2)  For UE supporting enhanced performance requirement type 2 and condition 
[image: image160.wmf]ˆ
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= 10 dB this is tested using the Fixed Reference Channel (FRC) H-Set 6.


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4, and 9.2.1.5. 

9.2.1F.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1F.4
Method of test

9.2.1F.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.1F.1, 9.2.1F.3 or 9.2.1F.5 and levels according to tables  9.2.1F.7 to 9.2.1F.12 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 6 (16 QAM): The information bit payload block is 9377 bits long. Hence the PRBSequence must be at least 9377 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A. 

9.2.1F.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1F.7 to 9.2.1F.12 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1, F.6.3.5.2.5B and F.6.3.5.2.6B. 

9.2.1F.5
Test Requirements

Tables 9.2.1F.7 to 9.2.1F.12 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1F.7: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.8: Test requirement enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
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 (kbps) *
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= 10.6 dB

	1
	PA3
	-5.9
	1494

	
	
	-2.9
	2153

	2
	PB3
	-5.9
	1038

	
	
	-2.9
	1744

	3
	VA30
	-5.9
	1142

	
	
	-2.9
	1782

	4
	VA120
	-5.9
	909

	
	
	-2.9
	1467


Table 9.2.1F.9: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.10: Test requirement enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-5.9
	991

	
	
	-2.9
	1808

	2
	PB3
	-5.9
	465

	
	
	-2.9
	1370

	3
	VA30
	-5.9
	587

	
	
	-2.9
	1488

	4
	VA120
	-5.9
	386

	
	
	-2.9
	1291


Table 9.2.1F.11: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.12: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image170.wmf]/

cor

EI

 (dB)
	T-put 
[image: image171.wmf]R

 (kbps) *
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	T-put 
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	1
	PA3
	-5.9
	65
	N/A

	
	
	-2.9
	N/A
	N/A

	2
	PB3
	-5.9
	23
	N/A

	
	
	-2.9
	138
	N/A

	3
	VA30
	-5.9
	22
	N/A

	
	
	-2.9
	142
	N/A

	4
	VA120
	-5.9
	13
	N/A

	
	
	-2.9
	140
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2) For UE supporting enhanced performance requirement type 2 and condition 
[image: image175.wmf]ˆ
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= 10 dB this is tested using the Fixed Reference Channel (FRC) H-Set 6.


9.2.1G
Single Link Performance - Enhanced Performance Requirements Type 3 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1G.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 7 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 3.
9.2.1G.2
Minimum requirements

The performance requirements for a particular UE belonging to HS-DSCH categories 7 and 8 and supporting the optional enhanced performance requirements type 3 are determined according to the relevant part of Table 9.2.3A. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1G.1 and 9.2.1G.4 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1G.2, 9.2.1G.3, 9.2.1G.5 and 9.2.1G.6.
Table 9.2.1G.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1G.2: Minimum requirement Enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image178.wmf]/

cor

EI

 (dB)
	T-put 
[image: image179.wmf]R

 (kbps) *
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= 10 dB

	1
	PA3
	-9
	1554

	
	
	-6
	2495

	2
	PB3
	-9
	1190

	
	
	-6
	2098

	3
	VA30
	-9
	1229

	
	
	-6
	2013

	4
	VA120
	-9
	1060

	
	
	-6
	1674


Table 9.2.1G.3: Minimum requirement Enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	5
	PB3
	-6
	1248

	
	
	-3
	2044


Table 9.2.1G.4: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1G.5: Minimum requirement Enhanced requirement type 3 16QAM at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	1979

	
	
	-3
	3032

	2
	PB3
	-6
	1619

	
	
	-3
	2464

	3
	VA30
	-6
	1710

	
	
	-3
	2490

	4
	VA120
	-6
	1437

	
	
	-3
	2148


Table 9.2.1G.6: Minimum requirement Enhanced requirement type 3 16QAM at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	5
	PB3
	-6
	779

	
	
	-3
	1688


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4, and 9.2.1.5. 

9.2.1G.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1G.4
Method of test

9.2.1G.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.
2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.
3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.1G.1 or 9.2.1G.4 and levels according to tables  9.2.1G.7 to 9.2.1G.12 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 6 (16 QAM): The information bit payload block is 9377 bits long. Hence the PRBSequence must be at least 9377 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A and clause D.2.6.
9.2.1G.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1G.7 to 9.2.1G.12 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1, F.6.3.5.2.5C and F.6.3.5.2.6C.
9.2.1G.5
Test Requirements

Tables 9.2.1G.7 to 9.2.1G.12 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1G.7: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1G.8: Test requirement enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	1554

	
	
	-5.9
	2495

	2
	PB3
	-8.9
	1190

	
	
	-5.9
	2098

	3
	VA30
	-8.9
	1229

	
	
	-5.9
	2013

	4
	VA120
	-8.9
	1060

	
	
	-5.9
	1674


Table 9.2.1G.9: Test requirement enhanced requirement type 3 QPSK at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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= 5.6 dB

	5
	PB3
	-5.9
	1248

	
	
	-2.9
	2044


Table 9.2.1G.10: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1G.11: Test requirement enhanced requirement type 3 16QAM at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	1979

	
	
	-2.9
	3032

	2
	PB3
	-5.9
	1619

	
	
	-2.9
	2464

	3
	VA30
	-5.9
	1710

	
	
	-2.9
	2490

	4
	VA120
	-5.9
	1437

	
	
	-2.9
	2148


Table 9.2.1G.12: Test requirement enhanced requirement type 3 16QAM at 
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	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	5
	PB3
	-5.9
	779

	
	
	-2.9
	1688


9.2.1H
Single Link Performance - Enhanced Performance Requirements Type 2 - 64QAM, Fixed Reference Channel (FRC) H-Set 8 

9.2.1H.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 7 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 13 and 14 and the optional enhanced performance requirements type 2.

Editor’s note: This test is incomplete.

9.2.1H.2
Minimum requirements

The performance requirements for a particular UE belonging to HS-DSCH categories 13 and 14 and supporting the optional enhanced performance requirements type 2 are determined according to the relevant part of Table 9.2.3. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 8 specified in Annex C.8.1.8, with the addition of the relevant parameters in Table 9.2.1H.1 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1H.2.

Table 9.2.1H.1: Test Parameters for Testing 64QAM FRCs H-Set 8

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	
[image: image213.wmf]or
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	dB
	-24.4

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note :
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. 
HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1H.2: Minimum requirement Enhanced requirement type 2 64QAM, Fixed Reference Channel (FRC) H-Set 8

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH) *
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 (dB)
	T-put 
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 (kbps) 
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cor
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= -2 dB

	1
	PA3
	15
	4507

	
	
	18
	5736

	* Note:
When determining Ior/Ioc, the contribution from 
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 is not included. 


The reference for this requirement is TS 25.101 [1] clause 9.2.1.6. 

9.2.1H.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1H.4
Method of test

9.2.1H.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for test 1 according to table 9.2.1H.1 and levels according to tables 9.2.1H.3 and 9.2.1H.4 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 8 (64 QAM): The information bit payload block is 26600 bits long. Hence the PRBSequence must be at least 26600 * 10 bits long.) Use a PRBS from ITU-T O.153 Ref [27]. 

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in table D.2.2.1.A.   

9.2.1H.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to [FFS] as specified by table [FFS] and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc,1 for all relevant H-sets in  tables 9.2.1H.3 and 9.2.1H.4 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 table F.6.3.5.2.7.  

9.2.1H.5
Test Requirements

Tables 9.2.1H.3 and 9.2.1H.4 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to [FFS] define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table [FFS] indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3) vary.

Table 9.2.1H.3: Test Parameters for Testing 64QAM FRCs H-Set 8

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60  (no test tolerance applied)
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	dB
	-24.4    (no test tolerance applied)   


Table 9.2.1H.4: Test requirement Enhanced requirement type 2 64QAM, Fixed Reference Channel (FRC) H-Set 8

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	15.6
	4507

	
	
	18.6
	5736

	* Note:
When determining Ior/Ioc, the contribution from 
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 is not included. 


9.2.1I
Single Link Performance - Enhanced Performance Requirements Type 3 - 64QAM, Fixed Reference Channel (FRC) H-Set 8

9.2.1I.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 7 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 13 and 14 and the optional enhanced performance requirements type 3.

Editor’s note: This test is incomplete.

9.2.1I.2
Minimum requirements

The performance requirements for a particular UE belonging to HS-DSCH categories 13 and 14 and supporting the optional enhanced performance requirements type 3 are determined according to the relevant part of Table 9.2.3A. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 8 specified in Annex C.8.1.8, with the addition of the relevant parameters in Table 9.2.1I.1 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1I.2. 

Table 9.2.1I.1: Test Parameters for Testing 64QAM FRCs H-Set 8

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60
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	dB
	-24.4

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note :
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. 
HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1I.2: Minimum requirement Enhanced requirement type 3 64QAM, Fixed Reference Channel (FRC) H-Set 8

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH *
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	T-put 
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	1
	PA3
	15
	6412

	
	
	18
	7638

	* Note:
When determining Ior/Ioc, the contribution from 
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 is not included. 


The reference for this requirement is TS 25.101 [1] clause 9.2.1.6. 

9.2.1I.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1I.4
Method of test

9.2.1I.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for test 1 according to table 9.2.1I.1 and levels according to tables 9.2.1I.3 and 9.2.1I.14 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 8 (64QAM): The information bit payload block is 26600 bits long. Hence the PRBSequence must be at least 26600 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in table D.2.2.1.A and clause D.2.6.

9.2.1I.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to [FFS] as specified by table [FFS] and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in tables 9.2.1I.3 and 9.2.1I.4 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 table F.6.3.5.2.7A.  

9.2.1I.5
Test Requirements

Tables 9.2.1I.3 and 9.2.1I.4 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to [FFS] define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table [FFS] indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3) vary.

Table 9.2.1I.3: Test Parameters for Testing 64QAM FRCs H-Set 8

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60  (no test tolerance applied)
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	dB
	-24.4    (no test tolerance applied)   


Table 9.2.1I.4: Test requirement Enhanced requirement type 3 64QAM, Fixed Reference Channel (FRC) H-Set 8

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH *
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	1
	PA3
	15.6 
	6412

	
	
	18.6
	7638

	* Note:
When determining Ior/Ioc, the contribution from 
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 is not included. 


9.2.2
Open Loop Diversity Performance

The test cases in the following sections 9.2.2A to 9.2.2D define the Open Loop Diversity Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2 and 9.2.3.
9.2.2A
Open Loop Diversity Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.2A.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 6. 

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8.

9.2.2A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.2A.1 and 9.2.2A.3  plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2A.2 and 9.2.2A.4.
Table 9.2.2A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	77
	375

	
	
	-3
	180
	475

	2
	PB3
	-6
	20
	183

	
	
	-3
	154
	274

	3
	VA30
	-6
	15
	187

	
	
	-3
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2A.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	295

	
	
	-3
	463

	2
	PB3
	-6
	24

	
	
	-3
	243

	3
	VA30
	-6
	35

	
	
	-3
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1
2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)

3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2. 

9.2.2A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2A.4
Method of test

9.2.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1. Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2A.1 or 9.2.2A.3 and levels according to tables 9.2.2A.6 to 9.2.2A.9. The configuration of the downlink channels is defined in table E.5.2.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.2A.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2A.4.2
Procedure

1.
Set up a HSDPA with looping back 12.2kbps RMC connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.2A.5, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2A.6 to 9.2.2A.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1 and F.6.3.5.3.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2A.5
Test Requirements

Tables 9.2.2A.6 to 9.2.2A.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2A.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2A.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	77
	375

	
	
	-2.9
	180
	475

	2
	PB3
	-5.9
	20
	183

	
	
	-2.9
	154
	274

	3
	VA30
	-5.9
	15
	187

	
	
	-2.9
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2A.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH

	[image: image252.wmf]oc

I


	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2A.9: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	295

	
	
	-2.9
	463

	2
	PB3
	-5.9
	24

	
	
	-2.9
	243

	3
	VA30
	-5.9
	35

	
	
	-2.9
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.2.2B
Open Loop Diversity Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5

9.2.2B.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 11 and 12. 

9.2.2B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of  Table 9.2.1. 

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex  C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Table 9.2.2B.1 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2B.2 and 9.2.2B.3.
Table 9.2.2B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image257.wmf]/

cor

EI

 (dB)
	T-put 
[image: image258.wmf]R

 (kbps) *
 
[image: image259.wmf]ˆ

/

oroc

II

= 0 dB
	T-put 
[image: image260.wmf]R

 (kbps) *

[image: image261.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PA3
	-6
	70
	369

	
	
	-3
	171
	471

	2
	PB3
	-6
	14
	180

	
	
	-3
	150
	276

	3
	VA30
	-6
	11
	184

	
	
	-3
	156
	285

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	116
	563

	
	
	-3
	270
	713

	2
	PB3
	-6
	30
	275

	
	
	-3
	231
	411

	3
	VA30
	-6
	23
	281

	
	
	-3
	243
	426

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clause 9.2.2.3. 

9.2.2B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2B.4
Method of test

9.2.2B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2B.1 and levels according to tables 9.2.2B.5 to 9.2.2B.7. The configuration of the downlink channels is defined in table E.5.2.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.2B.4: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2B.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.2B.4, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2B.5 to 9.2.2B.7 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.3 and F.6.3.5.3.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2B.5
Test Requirements

Tables 9.2.2B.5 to 9.2.2B.7 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2B.5: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH

	[image: image267.wmf]oc

I


	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	70
	369

	
	
	-2.9
	171
	471

	2
	PB3
	-5.9
	14
	180

	
	
	-2.9
	150
	276

	3
	VA30
	-5.9
	11
	184

	
	
	-2.9
	156
	285

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2B.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	116
	563

	
	
	-2.9
	270
	713

	2
	PB3
	-5.9
	30
	275

	
	
	-2.9
	231
	411

	3
	VA30
	-5.9
	23
	281

	
	
	-2.9
	243
	426

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.2.2C
Open Loop Diversity Performance - Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.2C.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 1.
The requirements and this test apply also for Release 7 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 3.
9.2.2C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant parts of Table 9.2.2.1

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and  C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.2C.1 and  9.2.2C.3 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2C.2 and 9.2.2C.4.
Table 9.2.2C.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH

	[image: image278.wmf]oc

I


	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2C.2: Minimum requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3
	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-12
	N/A
	268

	
	
	-9
	N/A
	407

	
	
	-6
	197
	N/A

	
	
	-3
	333
	N/A

	2
	PB3
	-9
	N/A
	183

	
	
	-6
	152
	288

	
	
	-3
	251
	N/A

	3
	VA30
	-9
	N/A
	197

	
	
	-6
	164
	307

	
	
	-3
	261
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2C.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2C.4: Minimum requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3 

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-9
	340

	
	
	-6
	513

	2
	PB3
	-6
	251

	
	
	-3
	374

	3
	VA30
	-6
	280

	
	
	-3
	398

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2. 

9.2.2C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2C.4
Method of test

9.2.2C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2C.1 or 9.2.2C.3 and levels according to tables 9.2.2C.6  to 9.2.2C.9. The configuration of the downlink channels is defined in table E.5.2.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.2C.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2C.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.2C.5, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2C.6 to 9.2.2C.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.5 and F.6.3.5.3.6. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2C.5
Test Requirements

Tables 9.2.2C.6 to 9.2.2C.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2C.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2C.7: Test requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3 

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-11.9
	N/A
	268

	
	
	-8.9
	N/A
	407

	
	
	-5.9
	197
	N/A

	
	
	-2.9
	333
	N/A

	2
	PB3
	-8.9
	N/A
	183

	
	
	-5.9
	152
	288

	
	
	-2.9
	251
	N/A

	3
	VA30
	-8.9
	N/A
	197

	
	
	-5.9
	164
	307

	
	
	-2.9
	261
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2C.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2C.9: Test requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3 

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	340

	
	
	-5.9
	513

	2
	PB3
	-5.9
	251

	
	
	-2.9
	374

	3
	VA30
	-5.9
	280

	
	
	-2.9
	398

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.2.2D
Open Loop Diversity Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 3

9.2.2D.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 6 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.

9.2.2D.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 3 specified in Annex  C.8.1.3, with the addition of the relevant parameters in Tables 9.2.2D.1 and 9.2.2D.3 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2D.2 and 9.2.2D.4.
Table 9.2.2D.1: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2D.2: Minimum requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	77
	375

	
	
	-3
	180
	475

	2
	PB3
	-6
	20
	183

	
	
	-3
	154
	274

	3
	VA30
	-6
	15
	187

	
	
	-3
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2D.3: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2D.4: Minimum requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	295

	
	
	-3
	463

	2
	PB3
	-6
	24

	
	
	-3
	243

	3
	VA30
	-6
	35

	
	
	-3
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2.

9.2.2D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2D.4
Method of test

9.2.2D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2D.1 or 9.2.2D.3 and levels according to tables 9.2.2D.6 to 9.2.2D.9. The configuration of the downlink channels is defined in table E.5.2.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.2D.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2D.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.2D.5, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2D.6 to 9.2.2D.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1 and F.6.3.5.3.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2D.5
Test Requirements

Tables 9.2.2D.6 to 9.2.2D.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2D.6: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2D.7: Test requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	77
	375

	
	
	-2.9
	180
	475

	2
	PB3
	-5.9
	20
	183

	
	
	-2.9
	154
	274

	3
	VA30
	-5.9
	15
	187

	
	
	-2.9
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2D.8: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2D.9: Test requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	295

	
	
	-2.9
	463

	2
	PB3
	-5.9
	24

	
	
	-2.9
	243

	3
	VA30
	-5.9
	35

	
	
	-2.9
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.3
Closed Loop Diversity Performance

The test cases in the following sections 9.2.3A to 9.2.3D define the Closed Loop Diversity Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2 and 9.2.3.
9.2.3A
Closed Loop Diversity Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.3A.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 6.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8.

9.2.3A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in tables 9.2.3A.1 and 9.2.3A.3 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3A.2 and  9.2.3A.4.
Table 9.2.3A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	301

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3A.4 Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	255

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1 and 9.2.3.2. 

9.2.3A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3A.4
Method of test

9.2.3A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS ( Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3A.1 or 9.2.3A.3 and levels according to tables 9.2.3A.6 to 9.2.3A.9. The configuration of the downlink channels is defined in table E.5.3.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.3A.5: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3A.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.3A.5, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3A.6 to 9.2.3A.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1 and F.6.3.5.4.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3A.5
Test Requirements

Tables 9.2.3A.6 to 9.2.3A.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3A.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3A.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image329.wmf]/

cor

EI

 (dB)
	T-put 
[image: image330.wmf]R

 (kbps) *
 
[image: image331.wmf]ˆ

/

oroc

II

= 0.8 dB
	T-put 
[image: image332.wmf]R

 (kbps) *

[image: image333.wmf]ˆ

/

oroc

II

= 10.8 dB

	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	301

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3A.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3A.9 Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	255

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.2.3B
Closed Loop Diversity Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5

9.2.3B.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 11 and 12

9.2.3B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex  C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Tables 9.2.3B.1 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3B.2 and 9.2.3B.3.
Table 9.2.3B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	114
	398

	
	
	-3
	223
	457

	2
	PB3
	-6
	43
	196

	
	
	-3
	167
	292

	3
	VA30
	-6
	40
	199

	
	
	-3
	170
	305

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	177
	599

	
	
	-3
	338
	687

	2
	PB3
	-6
	75
	299

	
	
	-3
	260
	452

	3
	VA30
	-6
	71
	306

	
	
	-3
	258
	458

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clause 9.2.3.3. 

9.2.3B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3B.4
Method of test

9.2.3B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3B.1 and levels according to tables 9.2.3B.5 to 9.2.3B.7. The configuration of the downlink channels is defined in table E.5.3.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.3B.4: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3B.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.3B.4, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3B.5 to 9.2.3B.7 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables  F.6.3.5.4.3 and F.6.3.5.4.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3B.5
Test Requirements

Tables 9.2.3B.5 to 9.2.3B.7 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3B.5: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	114
	398

	
	
	-2.9
	223
	457

	2
	PB3
	-5.9
	43
	196

	
	
	-2.9
	167
	292

	3
	VA30
	-5.9
	40
	199

	
	
	-2.9
	170
	305

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3B.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	177
	599

	
	
	-2.9
	338
	687

	2
	PB3
	-5.9
	75
	299

	
	
	-2.9
	260
	452

	3
	VA30
	-5.9
	71
	306

	
	
	-2.9
	258
	458

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.2.3C
Closed Loop Diversity Performance Enhanced Performance Requirements Type 1, QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.3C.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.
The requirements and this test apply to Release 6 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 1.
The requirements and this test apply also to Release 7 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 3.
9.2.3C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.2.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.3C.1 and  9.2.3C.3 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3C.2 and 9.2.3C.4.
Table 9.2.3C.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3C.2: Minimum requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image361.wmf]/

cor

EI

 (dB)
	T-put 
[image: image362.wmf]R

 (kbps) *
 
[image: image363.wmf]ˆ

/

oroc

II

= 0 dB
	T-put 
[image: image364.wmf]R

 (kbps) *

[image: image365.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	301

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3C.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3C.4 Minimum requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	255

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1 and 9.2.3.2. 

9.2.3C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3C.4
Method of test

9.2.3C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3C.1 or 9.2.3C.3 and levels according to tables 9.2.3C.6 to 9.2.3C.9. The configuration of the downlink channels is defined in table E.5.3.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.3C.5: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3C.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.3C.5, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3C.6 to 9.2.3C.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1 and F.6.3.5.4.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3C.5
Test Requirements

Tables 9.2.3C.6 to 9.2.3C.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3C.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3C.7: Test requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	301

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3C.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3C.9 Test requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	255

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.2.3D
Closed Loop Diversity Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.3D.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.

9.2.3D.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.3.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.3D.1, 9.2.3D.3, 9.2.3D.5 and 9.2.3D.7 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3D.2, 9.2.3D.4, 9.2.3D.6 and 9.2.3D.8.

Table 9.2.3D.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Rate
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.2: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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[image: image383.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PB3
	-3
	1536


Table 9.2.3D.3: Test Parameters for Testing 16-QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Rate
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.4: Minimum requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-3
	1154


Table 9.2.3D.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.6: Minimum requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	*Note 2

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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=-3dB are set according to H-Set 6.




Table 9.2.3D.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.8 Minimum requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	*Note 2

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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=-3dB are set according to H-Set 6.


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1, 9.2.3.2, 9.2.3.4 and 9.2.3.5. 

9.2.3D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3D.4
Method of test

9.2.3D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3D.1, 9.2.3D.3, 9.2.3D.5 or 9.2.3D.7 and levels according to tables 9.2.3D.10 to 9.2.3D.17. The configuration of the downlink channels is defined in table E.5.3.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.7.
Table 9.2.3D.9: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3D.4.2
Procedure

1.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.3D.9, with levels according to table E.5.0.
2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3D.10 to 9.2.3D.17 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1, F.6.3.5.4.2, F.6.3.5.4.5 and F.6.3.5.4.6. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3D.5
Test Requirements

Tables 9.2.3D.10 to 9.2.3D.17 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3D.10: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.11: Test requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-2.9
	1536


Table 9.2.3D.12: Test Parameters for Testing 16-QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.13: Test requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-2.9
	1154


Table 9.2.3D.14: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.15: Test requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	*Note 2

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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=-3dB are set according to H-Set 6.


Table 9.2.3D.16: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.17 Test requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	*Note 2

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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=-3dB are set according to H-Set 6.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.2.4
MIMO Performance

Editor’s note: This test is incomplete.

The test case in section 9.2.4A defines the MIMO Performance test for the Fixed Reference Channel (FRC) H-Set 9.

9.2.4A
MIMO Performance - Fixed Reference Channel (FRC) H-Set 9

9.2.4A.1
Definition and applicability

The MIMO performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments is determined by the information bit throughput R.

The requirements and this test apply to Release 7 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 15 and 16.

9.2.4A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.4. 

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channels H-Set 9 specified in Annex C.8.1.9, with the addition of the parameters in Table 9.2.4A.1 and the downlink physical channel setup according to table E.5.2. 

The primary precoding vector signalled on the HS-SCCH and applied on the associated HS-DSCH subframe shall correspond to the preferred primary precoding vector reported immediately before the start of the HS-SCCH subframe.

The determination of applied precoding vector for single transport block transmission shall be as follows: the reported preferred primary precoding vector shall be applied to the primary transport block. 

The determination of applied precoding vector for two transport block transmission shall be as follows: If the CQI reported by the UE indicates a preference for a single transport block, the preferred primary precoding vector shall be applied to the primary transport block.  If the CQI reported by the UE indicates a preference for two transport blocks, and the preferred primary precoding vector corresponds to the highest reported CQI value, the preferred primary precoding vector shall be applied to the primary transport block. If the CQI reported by the UE indicates a preference for two transport blocks, and the preferred primary precoding vector does not correspond to the highest reported CQI value, the preferred primary precoding vector shall be applied to the secondary transport block.  

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 9.2.4A.2.
Table 9.2.4A.1: Test Parameters for Testing MIMO FRC H-Set 9
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
	P-CPICH
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	dBm/3.84 MHz
	-60
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5} for 16QAM

{0,2,5,6} for QPSK
	{6,2,1,5} for 16QAM

	Maximum number of HARQ transmission
	
	4
	4

	PCI/CQI reporting Error Rate
	%
	0
	0

	Number of transport blocks
	
	2
	1

	Modulation
	
	Primary Transport Block: 16QAM

Secondary Transport Block: QPSK
	Primary Transport Block: 16QAM

Secondary Transport Block is not used.


Table 9.2.4A.2: Minimum requirement MIMO, Fixed Reference Channel (FRC) H-Set 9

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	10
	5563

	2
	VA3
	10
	4347

	3
	PA3
	6
	3933

	4
	VA3
	6
	3011


The reference for this requirement is TS 25.101 [1] clause 9.2.4.1. 

9.2.4A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.4A.4
Method of test

9.2.4A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

2. Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.22.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.4A.1 and levels according to tables 9.2.4A.4 and 9.2.4A.5. The configuration of the downlink channels is defined in table E.5.2.

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 9 dual stream [tests 1 & 2]: The information bit payload block is 17548 bits for the primary blcok using 16QAM and 9719 bits for the secondary block using QPSK. Hence the PRBS must be at least 17548 * 10 bits long for the primary block and 9719 * 10 bits for the secondary block. Also. For fixed reference Channel Definition H-set 9 single stream [tests 3 & 4]: The information bit payload block, there is only one payload block size which is 17548 bits using QPSK, hence the PRBS must be at least 17548 * 10 bits long for the single stream case). Use a PRBS from ITU-T O.153 Ref [27].

4.
Setup the fading simulators with fading conditions as described in table D.2.9.2 and clause D.2 for tests 1&2 and as described in table D.2.9.1 and clause D.2 for tests 3&4.

Table 9.2.4A.3: Specific Message Contents for MIMO

RADIO BEARER SETUP for HSDPA Tests 1 & 2

	Information Element
	Value/remark

	MIMO parameters
	

	- MIMO operation
	Start

	    - MIMO N_cqi_typeA/M_cqi ratio
	1/1

	    - MIMO pilot configuration
	

	    - CHOICE Second CPICH pattern
	

	    >Antenna2 P-CPICH
	

	>Antenna1 S-CPICH
	


RADIO BEARER SETUP for HSDPA Tests 3 & 4

	Information Element
	Value/remark

	MIMO parameters
	

	- MIMO operation
	Start

	    - MIMO N_cqi_typeA/M_cqi ratio
	FFS

	    - MIMO pilot configuration
	

	    - CHOICE Second CPICH pattern
	

	    >Antenna2 P-CPICH
	

	>Antenna1 S-CPICH
	


9.2.4A.4.2
Procedure

1.
Set up a HSDPA with looping back 12.2kbps RMC connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.2.4A.3, with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for H-set 9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1 and F.6.3.5.3.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.4A.5
Test Requirements

Tables 9.2.4A.4 and 9.2.4A.5 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (MIMO performecne) are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.4A.4: Test Parameters for Testing MIMO Fixed Reference Channel (FRC) H-Set 9

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)
	-60 (no test tolerance applied)


Table 9.2.4A.5: Test requirement MIMO Fixed Reference Channel (FRC) H-Set 9 

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	10+TBD
	5563

	2
	VA3
	10+TBD
	4347

	3
	PA3
	6+TBD
	3933

	4
	VA3
	6+TBD
	3011


9.3
Reporting of Channel Quality Indicator

For the cases in this subclause where CQI reporting is evaluated under fading conditions it is expected that the UE will not always detect the HS-SCCH, resulting in a DTX for the uplink ACK/NACK transmission. The downlink configuration for evaluating CQI performance does not use retransmission. Therefore any BLER calculations must exclude any packets where the UE may have attempted to combine data from more than one transmission due to having missed one or more new data indicators from lost HS-SCCH transmissions.

The implication of this situation is covered in the procedure for each test.

9.3.1
Single Link Performance - AWGN Propagation Conditions
9.3.1.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply to all types of UTRA for the FDD UE that support HSDPA.
9.3.1.2
Minimum requirements

For the parameters specified in Table 9.3.1.1, and using the downlink physical channels specified in table E.5.1 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.1.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	0
	5
	10
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-3

	HS-SCCH_1 
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	-10

	DPCH 
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.1.1.

9.3.1.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.
9.3.1.4
Method of test

9.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure  A.9.
2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.1.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0, and with the following exceptions in the RADIO BEARER SETUP message.
Table 9.3.1.2 Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)

	Information Element
	Value/Remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.1.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448 bits (Note 1)

	                        - MAC-d PDU size index
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


2)
Set test conditions according to test 1 in table 9.3.1.1. The configuration of the downlink channels is defined in table E.5.1.

Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.
4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,
5)
If 1800 or more of the CQI values are in the range (Median CQI - 2) ≤ Median CQI ≤ (Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio ( NACK / ACK + NACK) < 0.1


then pass the UE, otherwise fail the UE.
Note:
The statistical selectivity based on 1000 samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between

[true BLER on Median CQI - true BLER on (Median CQI + 2)] and
[true BLER on Median CQI - true BLER on (Median CQI - 1)]

is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of  BLER. 

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.1.1 for Test 2 and Test 3.
9.3.1.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.1.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.2
Single Link Performance - Fading Propagation Conditions

9.3.2.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply  to all types of UTRA for the FDD UE that support HSDPA.
9.3.2.2
Minimum requirements

For the parameters specified in Table 9.3.2.1, and using the downlink physical channels specified in table E.5.1, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.2.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.2.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-8
	-4
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	dB
	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-8.5

	DPCH 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.2.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.1.2.

9.3.2.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.
9.3.2.4
Method of test

9.3.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.
2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.2.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0, and with the following exceptions in the RADIO BEARER SETUP message. Set test conditions according to test 1 in table 9.3.2.1. The configuration of the downlink channels is defined in table E.5.1.
Table 9.3.2.3 Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)

	Information Element
	Value/Remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.2.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448 bits (Note 1)

	                        - MAC-d PDU size index
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


2)
The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 8200 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.
3)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

4)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.2.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.

5)
Measure BLER as described below.

In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%


[image: image442.wmf]TS0

TS1

TS2

TS3

TS4

TS5

TS6

TS7

TS8

TS9

TS10

TS11

TS12

TS13

TS14

TS15

TS16

TS17

7.5 Timeslots

HS-PDSCH

AN

n

CQI

k

CQI

k-3

TB n

TB n+1

TB n+2

TB n+3

TB n+4

TB n+5

TB n+6

AN

n-1

AN

n-2

AN

n+1

AN

n+2

AN

n+3

CQI

k+2

CQI

k+1

CQI

k-1

CQI

k-2

AN

n-3

CQI

k+3

HS-PDSCH

HS-DPCCH

HS-DPCCH

CQI reference

period

Reference

period

k-3

CQI report  k-3 (corresponding to rererence period k-3) and

ACK/NACK message n (corresponding to HS-PDSCH TB n)

are combined to obtain the BLER

Reference

period

k-2

Reference

period

k-1

Reference

period

k


Figure 9.3.2.1 Combination of ACK/NACK message and the CQI report for BLER calculation
For each set of samples R1 and R2 the BLER = (NACK) / (ACK + NACK)
Repeat the same procedure with test conditions according to the test 2 of table 9.3.2.1.
9.3.2.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.2.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.
9.3.3
Open Loop Diversity Performance - AWGN Propagation Conditions
9.3.3.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA.

9.3.3.2
Minimum requirements

For the parameters specified in Table 9.3.3.1, and using the downlink physical channels specified in table E.5.2 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.3.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-3

	HS-SCCH_1 
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	dB
	-10

	DPCH 
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.2.1.

9.3.3.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.

9.3.3.4
Method of test

9.3.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.12a.
2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.3.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with the exceptions for information elements listed in table 9.3.3.2, with levels according to table E.5.0.
2)
Set test conditions according to test 1 according table 9.3.3.1. The configuration of the downlink channels is defined in table E.5.2.
Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.
4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,
5)
If 1800 or more  of the CQI values are in the range (Median CQI - 2) ≤  Median CQI ≤ ( Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.

If the ratio ( NACK / ACK + NACK) < 0.1
then pass the UE, otherwise fail the UE.

Note:
The statistical selectivity based on 1000 samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between

[true BLER on Median CQI - true BLER on (Median CQI + 2)] and
[true BLER on Median CQI - true BLER on (Median CQI - 1)]


is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of BLER.

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.3.1 for Test 2 and Test 3.

Table 9.3.3.2: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP message: AM or UM (HSDPA)
	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.3.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448 bits (Note 1)

	                        - MAC-d PDU size index
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


9.3.3.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.4
Open Loop Diversity Performance - Fading Propagation Conditions

9.3.4.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA.
9.3.4.2
Minimum requirements

For the parameters specified in Table 9.3.4.1, and using the downlink physical channels specified in table E.5.2, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.4.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.4.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-8
	-4
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	dB
	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-8.5

	DPCH 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.4.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.2.2.

9.3.4.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.4.4
Method of test

9.3.4.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.12.
2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

3)
Setup the fading simulators with fading conditions as described in  table D.2.2.1B and clause D.2.7.
9.3.4.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with the exceptions for information elements listed in table 9.3.4.3, with levels according to table E.5.0. Set test conditions according to test 1 according table 9.3.4.1. The configuration of the downlink channels is defined in table E.5.2.
2)
The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 8200 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.


3)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

4)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.4.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.

5)
Measure BLER as described below.
In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%
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Figure 9.3.4.1 Combination of ACK/NACK message and the CQI report for BLER calculation

For each set of events R1 and R2 the BLER = (NACK) / (ACK + NACK)

Repeat the same procedure with test conditions according to the test 2 of table 9.3.4.1.

Table 9.3.4.3: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP message: AM or UM (HSDPA)
	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.4.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448 bits (Note 1)

	                        - MAC-d PDU size index
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


9.3.4.5
Test Requirements
The measured BLER shall not exceed values specified in table 9.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.5
Closed Loop Diversity Performance - AWGN Propagation Conditions
9.3.5.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA.

9.3.5.2
Minimum requirements

For the parameters specified in Table 9.3.5.1, and using the downlink physical channels specified in table E.5.3 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.5.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-3

	HS-SCCH_1 
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	dB
	-10

	DPCH 
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.3.1.

9.3.5.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.

9.3.5.4
Method of test

9.3.5.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.12a.
2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.5.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with the exceptions for information elements listed in table 9.3.5.2, with levels according to table E.5.0.
2)
Set test conditions according to test 1 according table 9.3.5.1. The configuration of the downlink channels is defined in table E.5.3.
Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.
4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
If 1800 or more  of the CQI values are in the range (Median CQI - 2) ≤  Median CQI ≤ ( Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.

If the ratio ( NACK / ACK + NACK) < 0.1 

then pass the UE, otherwise fail the UE.

Note:
The statistical selectivity based on 1000 samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between

[true BLER on Median CQI - true BLER on (Median CQI + 2)] and
[true BLER on Median CQI - true BLER on (Median CQI - 1)]

is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of BLER.

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.5.1 for Test 2 and Test 3.

Table 9.3.5.2: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP message: AM or UM (HSDPA)
	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.5.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448 bits (Note 1)

	                        - MAC-d PDU size index
	1

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


9.3.5.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.5.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.6
Closed Loop Diversity Performance - Fading Propagation Conditions

9.3.6.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA.
9.3.6.2
Minimum requirements

For the parameters specified in Table 9.3.6.1, and using the downlink physical channels specified in table E.5.3, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.6.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.6.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-8
	-4
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	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-8.5

	DPCH 
[image: image463.wmf]/

cor

EI


	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.6.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.3.2.

9.3.6.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.6.4
Method of test

9.3.6.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.12.
2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks.

3)
Setup the fading simulators with fading conditions as described in  table D.2.2.1B and clause D.2.7.
9.3.6.4.2
Procedure

1)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with the exceptions for information elements listed in table 9.3.6.3, with levels according to table E.5.0. Set test conditions according to test 1 according table 9.3.6.1. The configuration of the downlink channels is defined in table E.5.3.
2)
The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 8200 CQI reports have been gathered. In this process the SS collects CQI reports every 2 ms and also cases where UE transmits nothing in its CQI field (CQI0) are counted as CQI reports.

3)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

4)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.6.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.

5)
Measure BLER as described below.
In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%
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Figure 9.3.6.1 Combination of ACK/NACK message and the CQI report for BLER calculation

For each set of events R1 and R2 the BLER = (NACK) / (ACK + NACK)

Repeat the same procedure with test conditions according to the test 2 of table 9.3.6.1.

Table 9.3.6.3: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP message: AM or UM (HSDPA)
	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Info
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	Compatible with the values in table 9.3.6.1 and according to TS 25.214 [5] clause 6A.2

	  - Added or Reconfigured DL TrCH information
	

	        - CHOICE DL parameters
	HS-DSCH

	            - HARQ Info
	

	                - Number of Processes
	2

	            - Added or reconfigured MAC-d flow
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)

	                    - MAC-d PDU size Info
	

	                        - MAC-d PDU size
	112 bits (Note 1)

	                        - MAC-d PDU size index
	0

	                        - MAC-d PDU size
	448

	                        - MAC-d PDU size index
	1

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1

	Note 1:
For UE Categories 1-6, 11 and 12, MAC-d PDU size of 112 is used. For other UE categories, MAC-d PDU sizes of 112 and 448 are used. Less than CQI value of 23 according to [5], 112 is used, and above the CQI values, 448 is used.


9.3.6.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.6.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.7
MIMO Performance

Editor’s note: This test is incomplete.

The test cases in sections 9.3.7A and 9.3.7B define the MIMO Performance test for Reporting of Channel Quality Indicator.

9.3.7A
MIMO Single Stream Conditions

9.3.7A.1
Definition and applicability
The minimum performance requirements of channel quality indicator (CQI) reporting under MIMO single stream conditions are defined based on a CQI Type A versus Type B reporting ratio of 1 / 2, i.e. the parameters N_cqi_typeA and M_cqi (see [5]) are assumed to be set to 1 and 2, respectively. The propagation conditions assumed for minimum performance requirements of CQI reporting under MIMO single stream conditions are defined in Table D.2.2.1.A and clause D.2. The precoding used at the transmitter is one randomly picked but fixed precoding vector for single transport block transmission out of the set of possible precoding vectors as defined in [5]. The same precoding vector shall be used to generate the resulting channel coefficients as described for MIMO single stream conditions in subclause D.2.2.1.A and clause D.2.

The reporting accuracy of CQI under MIMO single stream conditions is determined by the BLER performance when transmitting with a transport format indicated by the reported CQI median determined over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in D.2.2.1.A and clause D.2.

The requirements and this test apply for Release 7 and later for all types of UTRA for the FDD UE that support HSDPA UE capability categories 15 and 16.
9.3.7A.2
Minimum requirements

For the parameters specified in Table 9.3.7A.1, and using the downlink physical channels specified in table E.5.2, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.7A.2. The CQI median shall be determined over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in D.2.2.1.A and clause D.2. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period for all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in D.2.2.1.A and clause D.2 with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes to which the same CQI value was associated.
Table 9.3.7A.1: Test Parameters for CQI test in MIMO single stream conditions
	Parameter
	Unit
	Test 1

	HS-PDSCH
[image: image465.wmf]/

cor

EI


	dB
	-2

	
[image: image466.wmf]ˆ

/

oroc

II


	dB
	6

	[image: image467.wmf]oc

I


	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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using STTD
	dB
	-15

	DPCH 
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using STTD
	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	Ms
	2

	CQI repetition factor
	-
	1

	PCI/CQI reporting Error Rate
	%
	0

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	MIMO single stream conditions

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in subclause TBD is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214. The precoding that shall be used in the transmitter is one randomly picked but fixed precoding vector for single transport block transmission out of the set of possible precoding vectors as defined in [8]. The same precoding vector shall be used to generate the resulting channel coefficients as described for MIMO single stream conditions in subclause TBD.

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.7A.2: Minimum requirement for CQI test in MIMO single stream conditions
	Reported CQI
	Maximum BLER

	
	Test 1

	CQI median
	60%

	CQI median + 3
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.4.1.

9.3.7A.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.7A.4
Method of test

9.3.4.7A.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22.

2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

3)
Setup the fading simulators with fading conditions as described in table D.2.2.1.A and clause D.2.

9.3.7A.4.2
Procedure

TBD

9.3.7A.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.7A.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.7B
MIMO Dual Stream Conditions

9.3.7B.1
Definition and applicability
The minimum performance requirements of channel quality indicator (CQI) reporting under MIMO dual stream conditions are defined based on a Type A reporting fraction of 100%, i.e. the parameters N_cqi_typeA and M_cqi (see [5]) are assumed to be both set to 1. The propagation conditions assumed for minimum performance requirements of CQI reporting under MIMO dual stream conditions are defined in in Table D.2.2.1.A and clause D.2. The precoding used at the transmitter is one randomly picked but fixed precoding matrix for dual transport block transmission out of the set of possible precoding matrices as defined in [5]. The same precoding matrix shall be used to generate the resulting channel coefficients as described for MIMO dual stream conditions in Table D.2.2.1.A and clause D.2.

The reporting accuracy of CQI under MIMO dual stream conditions is determined by the BLER performance of two streams of transport blocks using the transport formats indicated by the respective stream specific reported CQI median over all dual transport block CQI reports for each stream that were reported together with PCI reports matching the precoding matrix embedded in the propagation channel as defined in Table D.2.2.1.A and clause D.2.
The requirements and this test apply for Release 7 and later for all types of UTRA for the FDD UE that support HSDPA UE capability categories 15 and 16.
9.3.7B.2
Minimum requirements

For the parameters specified in Table 9.3.7B.1, and using the downlink physical channels specified in table E.5.2, the requirements are specified in terms of maximum BLERs at particular reported CQIs for each stream when transmitting a fixed transport format per stream given by the stream specific CQI median as shown in Table 9.3.7B.2. The stream specific CQI median shall be determined over all dual transport block CQI reports that were reported together with PCI reports matching the precoding matrix embedded in the propagation channel as defined in Table D.2.2.1.A and clause D.2. When the reported preferred primary precoding vector is matching with the first column of the precoding matrix embedded in the propagation channel as defined in Table D.2.2.1.A and clause D.2, the reported values CQI1  and CQI2  shall be used respectively to determine the median CQI values for stream #1 and stream #2 as depicted in Figure B.5 in subclause B.2.6.2. When the reported preferred primary precoding vector is matching with the second column of the precoding matrix embedded in the propagation channel as defined in subclause B.2.6.2, the reported values CQI1  and CQI2  shall be used to determine the median CQI values for stream #2 and stream #1, respectively.The stream specific BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period for all dual transport block CQI reports that were reported together with a PCI report that was matching the precoding matrix embedded in the propagation channel as defined in subclause B.2.6.2 with the two transport blocks of the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fractions of erroneous HS-PDSCH subframes to which the same CQI values were associated.
Table 9.3.7B.1: Test Parameters for CQI test in MIMO single stream conditions
	Parameter
	Unit
	Test 1

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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using STTD
	dB
	-15

	DPCH 
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using STTD
	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	Ms
	2

	CQI repetition factor
	-
	1

	PCI/CQI reporting Error Rate
	%
	0

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	MIMO single stream conditions

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in subclause TBD is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214. The precoding that shall be used in the transmitter is one randomly picked but fixed precoding vector for single transport block transmission out of the set of possible precoding vectors as defined in [8]. The same precoding vector shall be used to generate the resulting channel coefficients as described for MIMO single stream conditions in subclause TBD.

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.7B.2: Minimum requirement for CQI test in MIMO single stream conditions
	Reported CQI
	Maximum BLER

	
	Test 1

	CQI median
	60%

	CQI median + 3
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.4.1.

9.3.7B.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.7B.4
Method of test

9.3.4.7B.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22.

2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

3)
Setup the fading simulators with fading conditions as described in table D.2.2.1.A and clause D.2.

9.3.7B.4.2
Procedure

TBD

9.3.7A.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.7A.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.4
HS-SCCH Detection Performance

9.4.1
Single Link Performance

9.4.1.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply to all types of UTRA for FDD UE that support HSDPA.

9.4.1.2
Minimum requirements

For the parameters specified in Table 9.4.1.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.1.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).

Table 9.4.1.1: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1.2: Minimum requirement for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-9
	0
	0.05

	2
	PA3
	-9.9
	5
	0.01

	3
	VA30
	-10
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.1. 

9.4.1.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.1.2.

9.4.1.4
Method of test

9.4.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.
2.  Set the test parameters for test 1-3 as specified in table 9.4.1.3 and 9.4.1.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A.
9.4.1.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with levels according to table E.5.0.
3.
Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.1.5
Test Requirements

Tables 9.4.1.3. and 9.4.1.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.1.4. The pass/fail decision is done according to Annex F.6.1. 

Table 9.4.1.3: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-9.9

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2


Table 9.4.1.4: Test requirement for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-8.9
	0.6
	0.05

	2
	PA3
	-9.8
	5.6
	0.01

	3
	VA30
	-9.9
	0.6
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.4.1A
Single Link Performance – Enhanced Performance Requirements Type 1

9.4.1A.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 1.
The requirements and this test apply also for Release 7 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 3.
9.4.1A.2
Minimum requirements

For the parameters specified in Table 9.4.1A.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.1A.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).

Table 9.4.1A.1: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-10
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1A.2: Minimum requirement for Enhanced performance requirements type 1 for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-12.0
	0
	0.01

	2
	VA30
	-15.6
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.1. 

9.4.1A.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.1A.2.

9.4.1A.4
Method of test

9.4.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector(s) as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.
2.
Set the test parameters for test 1-2 as specified in table 9.4.1A.3 and 9.4.1A.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A and for UEs that support receive diversity as also described in clause D.2.5.
9.4.1A.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with levels according to table E.5.0.
3.
Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.1A.5
Test Requirements

Tables 9.4.1A.3. and 9.4.1A.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.1A.4. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.1A.3: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Table 9.4.1A.4: Test requirement for Enhanced performance requirements type 1 for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.9
	0.6
	0.01

	2
	VA30
	-15.5
	0.6
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.4.2
Open Loop Diversity Performance
9.4.2.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA.

9.4.2.2
Minimum requirements

For the test parameters specified in Table 9.4.2.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).
Table 9.4.2.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2.2: Minimum requirement for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.6
	0
	0.05

	2
	PA3
	-13.4
	5
	0.01

	3
	VA30
	-11.5
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2.2.

9.4.2.4
Method of test

9.4.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector as shown in figure A.12.
2.
Set the test parameters for test 1-3 as specified in table 9.4.2.4 and 9.4.2.5. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.7.
9.4.2.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.4.2.3, with levels according to table E.5.0.
3.
Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

Table 9.4.2.3: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.4.2.5
Test Requirements

Tables 9.4.2.4. and 9.4.2.5 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2.5. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2.4: Test parameters for HS-SCCH detection – open loop diversity
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2


Table 9.4.2.5: Test requirement for HS-SCCH detection – open loop diversity
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.5
	0.8
	0.05

	2
	PA3
	-13.3
	5.8
	0.01

	3
	VA30
	-11.4
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.4.2A
Open Loop Diversity Performance - Enhanced Performance Requirements Type 1

9.4.2A.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 1.
The requirements and this test apply also for Release 7 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 3.
9.4.2A.2
Minimum requirements

For the test parameters specified in Table 9.4.2A.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2A.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em). 
Table 9.4.2A.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2A.2: Minimum requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.2
	0
	0.01

	2
	VA30
	-16.4
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2A.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2A.2.

9.4.2A.4
Method of test

9.4.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2.
Set the test parameters for test 1-2 as specified in table 9.4.2A.4 and 9.4.2A.5. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.5. The configuration of the downlink channels is defined in table E.5.4.
9.4.2A.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6 with the exceptions for information elements listed in table 9.4.2A.3, with levels according to table E.5.0.
3.
Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

Table 9.4.2A.3: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed test loop mode1 and HSDPA
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.4.2A.5
Test Requirements

Tables 9.4.2A.4. and 9.4.2A.5 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2A.5. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2A.4: Test parameters for HS-SCCH detection – open loop diversity
	Parameter
	Unit
	Test 1
	Test 2
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2


Table 9.4.2A.5: Test requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.1
	0.8
	0.01

	2
	VA30
	-16.3
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.5
HS-SCCH-less demodulation of HS-DSCH (Fixed Reference Channel)

During the Fixed Reference Channel tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

Performance requirements in this section assume sufficient power allocation to HS-SCCH_1, so that the probability of detection failure, when the HS-SCCH-1 uses the identity of the UE under test, is very low.

9.5.1
Requirement QPSK, Fixed Reference Channel (FRC) H-Set 7

9.5.1.1
Definition and applicability

The receiver performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) with HS-SCCH-less operation in multi-path fading environment is determined by the information bit throughput R. 

The requirements and this test apply to Release 7 and later releases for all types of UTRA for the FDD UE that support the optional HS-SCCH-less HS-DSCH.

Editors Note: This test case is not complete.

9.5.1.2
Minimum requirements

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channels H-Set 7 specified in Annex C.8.1.7, with the addition of the parameters in Table 9.5.1.1 and the downlink physical channel setup according to table E.5.1. 

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 9.5.1.2. 

Table 9.5.1.1: Test Parameters for Testing QPSK FRC H-Set 7

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	-
	{0,3}

	Maximum number of HARQ transmission
	-
	2

	NOTE:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for redundancy version 3 transmissions intended for the UE.


Table 9.5.1.2: Minimum requirement, Fixed Reference Channel (FRC) H-Set 7

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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 (kbps)

	1
	Case 8
	-6
	0
	19.9


The reference for this requirement is TS 25.101 [1] clause 9.5.1.

9.5.1.3
Test purpose

To verify that UE is capable of decoding the HS-PDSCH on the first transmission without the HS-SCCH, and be capable of combining the first transmission and second transmissions. Corresponding throughput requirements are specified.
9.5.1.4
Method of test

9.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.

2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.

3)
Set the test parameters for test 1 according to tables 9.5.1.3 and 9.5.1.4. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (Fixed reference Channel Definition H-Set 7 (QPSK): The information bit payload block is 605 bits long. Hence the PRBSequence must be at least 605 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27].

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the reference measurement channel as specified in Annex C.8.1.7.

6)
Setup the fading simulator with fading conditions as described in table D.2.2.1.B.

9.5.1.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 and start transmitting HSDPA Data.

2)
The SS shall count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.7. 

SPECIFIC MESSAGE CONTENTS ARE TBD.

9.5.1.5
Test Requirements

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 7 specified in Annex C.8.1.7. Tables 9.5.1.3 and 9.5.1.4 define the primary level settings including test tolerance for all relevant throughput tests. Table E.5.6 defines the secondary and subsequently ranked level settings including test tolerance. The pass / fail decision for throughput is done according to Annex F.6.3. 
Using this configuration the throughput shall meet or exceed the test requirements specified in table 9.5.1.4. 

Table 9.5.1.3: Test Parameters for Testing QPSK FRC H-Set 7

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60 (No test tolerance applied)

	Redundancy and constellation version coding sequence
	-
	{0,3}

	Maximum number of HARQ transmission
	-
	2

	NOTE:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for redundancy version 3 transmissions intended for the UE.


Table 9.5.1.4: Test requirement, Fixed Reference Channel (FRC) H-Set 7

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	Case 8
	-5.9
	0.6
	19.9


9.5.1A
Requirement QPSK, Fixed Reference Channel (FRC) H-Set 7 – Enhanced Performance Requirements Type 1

9.5.1A.1
Definition and applicability

The receiver performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) with HS-SCCH-less operation in multi-path fading environment is determined by the information bit throughput R. 

The requirements and this test apply to Release 7 and later releases for all types of UTRA for the FDD UE that support the optional HS-SCCH-less HS-DSCH and the optional performance requirements type 1.

Editors Note: This test case is not complete.

9.5.1A.2
Minimum requirements

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channels H-set 7 specified in Annex C.8.1.7, with the addition of the parameters in Table 9.5.1A.1 and the downlink physical channel setup according to table E.5.1. 

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 9.5.1A.2. Enhanced performance requirements type 1 are based on receiver diversity.

Table 9.5.1A.1: Test Parameters for Testing QPSK FRC H-Set 7

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	-
	{0,3}

	Maximum number of HARQ transmission
	-
	2

	NOTE:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for redundancy version 3 transmissions intended for the UE.


Table 9.5.1A.2: Enhanced requirement type 1, Fixed Reference Channel (FRC) H-Set 7

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	Case 8
	-9
	0
	23.5


The reference for this requirement is TS 25.101 [1] clause 9.5.1.

9.5.1A.3
Test purpose

To verify that UE is capable of decoding the HS-PDSCH on the first transmission without the HS-SCCH, and be capable of combining the first transmission and second transmissions. Corresponding throughput requirements are specified.
9.5.1A.4
Method of test

9.5.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

2)
Set up an HSDPA call with looping back 12.2kbps RMC according to TS 34.108 [3] clause 7.3.6 with levels according to table E.5.0.

3)
Set the test parameters for test 1 according to tables 9.5.1A.3 and 9.5.1A.4. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (Fixed reference Channel Definition H-set 7 (QPSK): The information bit payload block is 605 bits long. Hence the PRBSequence must be at least 605 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27].

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channel as specified in Annex C.8.1.7.

6)
Setup the fading simulator with fading conditions as described in table D.2.2.1.B and for UEs that support receive diversity as also described in clause D.2.5.

9.5.1A.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 and start transmitting HSDPA Data.

2)
The SS shall count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.8. 

SPECIFIC MESSAGE CONTENTS ARE TBD.

9.5.1A.5
Test Requirements

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 7 specified in Annex C.8.1.7. Tables 9.5.1A.3 and 9.5.1A.4 define the primary level settings including test tolerance for all relevant throughput tests. Table E.5.6 defines the secondary and subsequently ranked level settings including test tolerance. The pass / fail decision for throughput is done according to Annex F.6.3. 
Using this configuration the throughput shall meet or exceed the test requirements specified in table 9.5.1A.4. 

Table 9.5.1A.3: Test Parameters for Testing QPSK FRC H-Set 7

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)

	Redundancy and constellation version coding sequence
	-
	{0,3}

	Maximum number of HARQ transmission
	-
	2

	NOTE:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for redundancy version 3 transmissions intended for the UE.


Table 9.5.1A.4: Test requirement, Enhanced requirement type 1, Fixed Reference Channel (FRC) H-Set 7

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image552.wmf]/

cor

EI

 (dB)
	
[image: image553.wmf]ˆ

/

oroc

II

 (dB)
	T-put 
[image: image554.wmf]R

 (kbps)

	1
	Case 8
	-8.9
	0.6
	23.5























































































































3GPP


_1136625945.unknown

_1240345045.unknown

_1255175134.unknown

_1255175136.unknown

_1255175137.unknown

_1255175135.unknown

_1240345117.unknown

_1136625950.unknown

_1136625951.unknown

_1145337639.vsd

_1136625946.unknown

_1136625948.unknown

_1136625949.unknown

_1136625947.unknown

_1136625936.unknown

_1136625940.unknown

_1136625942.unknown

_1136625943.unknown

_1136625944.unknown

_1136625941.unknown

_1136625938.unknown

_1136625939.unknown

_1136625937.unknown

_1136625934.unknown

_1136625935.unknown

_1114868282.unknown

_1113366931.unknown

_1113366930.unknown

_1113296242.unknown

_1072784866.unknown

_1072848282.unknown

_1072784693.unknown

