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8.3.5.1.5.1
3,84 Mcps TDD option
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342
8.6.1.1.4
Method of test
343
8.6.1.1.4.1
3,84 Mcps TDD Option
343
8.6.1.1.4.1.1
Initial conditions
343
8.6.1.1.4.1.2
Procedure
344
8.6.1.1.4.2
1,28 Mcps TDD Option
346
8.6.1.1.4.3
7,68 Mcps TDD Option
352
8.6.1.1.4.3.1
Initial conditions
352
8.6.1.1.4.3.2
Procedure
353
8.6.1.1.5
Test requirements
356
8.6.1.1.5.1
3,84 Mcps TDD Option
356
8.6.1.1.5.2
1,28 Mcps TDD Option
356
8.6.1.1.5.3
7,68 Mcps TDD Option
356
8.6.1.2
Event 1H and 1I triggered reporting in AWGN propagation condition
357
8.6.1.2.1
Definition and applicability
357
8.6.1.2.1.1
3,84 Mcps TDD Option
357
8.6.1.2.1.2
1,28 Mcps TDD Option
357
8.6.1.2.1.3
7,68 Mcps TDD Option
357
8.6.1.2.2
Minimum requirement
357
8.6.1.2.2.1
3,84 Mcps TDD Option
357
8.6.1.2.2.2
1,28 Mcps TDD Option
357
8.6.1.2.2.3
7,68 Mcps TDD Option
357
8.6.1.2.3
Test purpose
358
8.6.1.2.3.1
3,84 Mcps TDD Option
358
8.6.1.2.3.2
1,28 Mcps TDD Option
358
8.6.1.2.3.3
7,68 Mcps TDD Option
358
8.6.1.2.4
Method of test
358
8.6.1.2.4.1
3,84 Mcps TDD Option
358
8.6.1.2.4.1.1
Initial conditions
358
8.6.1.2.4.1.2
Procedure
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8.6.1.2.4.2
1,28 Mcps TDD Option
365
8.6.1.2.4.3
7,68 Mcps TDD Option
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8.6.1.2.4.3.1
Initial conditions
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8.6.1.2.4.3.2
Procedure
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8.6.1.2.5
Test requirements
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8.6.1.2.5.1
3,84 Mcps TDD Option
378
8.6.1.2.5.2
1,28 Mcps TDD Option
378
8.6.1.2.5.3
7,68 Mcps TDD Option
378
8.6.1.3
Correct reporting of neighbours in fading propagation conditions
379
8.6.1.3.1
3,84 Mcps TDD Option
379
8.6.1.3.1.1
Definition and applicability
379
8.6.1.3.1.2
Minimum requirement
379
8.6.1.3.1.3
Test purpose
379
8.6.1.3.1.4
Method of test
379
8.6.1.3.1.4.1
Initial conditions
379
8.6.1.3.1.4.2
Procedure
380
8.6.1.3.1.5
Test requirements
382
8.6.1.3.2
1,28 Mcps TDD Option
382
8.6.1.3.3
7,68 Mcps TDD Option
382
8.6.1.3.3.1
Definition and applicability
382
8.6.1.3.3.2
Minimum requirement
382
8.6.1.3.3.3
Test purpose
382
8.6.1.3.3.4
Method of test
382
8.6.1.3.3.4.1
Initial conditions
382
8.6.1.3.3.4.2
Procedure
383
8.6.1.3.3.5
Test requirements
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8.6.2
TDD inter frequency measurements
385
8.6.2.1
Correct reporting of neighbours in AWGN propagation condition
385
8.6.2.1.1
Definition and applicability
385
8.6.2.1.1.1
3,84 Mcps TDD Option
385
8.6.2.1.1.2
1,28 Mcps TDD Option
385
8.6.2.1.1.3
7,68 Mcps TDD Option
385
8.6.2.1.2
Minimum requirement
385
8.6.2.1.2.1
3,84 Mcps TDD Option
385
8.6.2.1.2.2
1,28 Mcps TDD Option
386
8.6.2.1.2.3
7,68 Mcps TDD Option
387
8.6.2.1.3
Test purpose
387
8.6.2.1.3.1
3,84 Mcps TDD Option
387
8.6.2.1.3.2
1,28 Mcps TDD Option
388
8.6.2.1.3.3
7,68 Mcps TDD Option
388
8.6.2.1.4
Method of test
388
8.6.2.1.4.1
3,84 Mcps TDD Option
388
8.6.2.1.4.1.1
Initial conditions
388
8.6.2.1.4.1.2
Procedure
389
8.6.2.1.4.2
1,28 Mcps TDD Option
391
8.6.2.1.4.3
7,68 Mcps TDD Option
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8.6.2.1.4.3.1
Initial conditions
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8.6.2.1.4.3.2
Procedure
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8.6.2.1.5
Test requirements
399
8.6.2.1.5.1
3,84 Mcps TDD Option
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8.6.2.1.5.2
1,28 Mcps TDD Option
399
8.6.2.1.5.3
7,68 Mcps TDD Option
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8.6.3
FDD measurements
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8.6.3.1
Correct reporting of FDD neighbours in AWGN propagation condition
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8.6.3.1.1
Definition and applicability
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8.6.3.1.1.1
3,84 Mcps TDD Option
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8.6.3.1.1.2
1,28 Mcps TDD Option
400
8.6.3.1.1.3
7,68 Mcps TDD Option
400
8.6.3.1.2
Minimum requirement
400
8.6.3.1.2.1
3,84 Mcps TDD Option
400
8.6.3.1.2.2
1,28 Mcps TDD Option
401
8.6.3.1.2.3
7,68 Mcps TDD Option
401
8.6.3.1.3
Test purpose
402
8.6.3.1.3.1
3,84 Mcps TDD Option
402
8.6.3.1.3.2
1,28 Mcps TDD Option
402
8.6.3.1.3.3
7,68 Mcps TDD Option
402
8.6.3.1.4
Method of test
402
8.6.3.1.4.1
3,84 Mcps TDD Option
402
8.6.3.1.4.1.1
Initial conditions
402
8.6.3.1.4.1.2
Procedure
403
8.6.3.1.4.2
1,28 Mcps TDD Option
406
8.6.3.1.4.2.1
Test Procedure
407
8.6.3.1.4.3
7,68 Mcps TDD Option
410
8.6.3.1.4.3.1
Initial conditions
410
8.6.3.1.4.3.2
Procedure
411
8.6.3.1.5
Test requirements
414
8.6.3.1.5.1
3,84 Mcps TDD Option
414
8.6.3.1.5.2
1,28 Mcps TDD Option
414
8.6.3.1.5.3
7,68 Mcps TDD Option
415
8.6.4
GSM measurements
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8.6.4.1
Correct reporting of GSM neighbours in AWGN propagation condition
415
8.6.4.1.1
3,84 Mcps TDD option
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8.6.4.1.2
1,28 Mcps TDD option
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8.6.4.1.2.1
Definition and applicability
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8.6.4.1.2.3
Test purpose
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8.6.4.1.2.4
Method of test
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8.6.4.1.2.5
Test Procedure
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8.6.4.1.2.6
Test requirements
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8.6.4.1.3
7,68 Mcps TDD option
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8.6.4.1.3.1
Definition and applicability
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8.6.4.1.3.2
Minimum requirement
424
8.6.4.1.3.3
Test purpose
424
8.6.4.1.3.4
Method of test
424
8.6.4.1.3.4
Method of test
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8.7
Measurements Performance Requirements
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8.7.1
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Intra frequency measurement accuracy for 3,84 Mcps TDD Option
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Absolute accuracy requirement
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8.7.1.1.2
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8.7.1.1A
Intra frequency measurement accuracy for 1,28 Mcps TDD Option
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8.7.1.1A.1
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8.7.1.1A.2
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8.7.1.1B
Intra frequency measurement accuracy for 7,68 Mcps TDD Option
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8.7.1.1B.1
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8.7.1.1B.2
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8.7.1.2
Inter frequency measurement accuracy for 3,84 Mcps TDD Option
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8.7.1.2.1
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8.7.1.2A
Inter frequency measurement accuracy for 1,28 Mcps TDD Option
448
8.7.1.2A.1
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8.7.1.2B
Inter frequency measurement accuracy for 7,68 Mcps TDD Option
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8.7.1.2B.1
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8.7.2
CPICH measurements (FDD)
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8.7.2.1
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Definition and applicability
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Test purpose
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8.7.2.1A.1.4
Method of test
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Initial conditions
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8.7.2.1A.1.4.2
Procedure
461
8.7.2.1.1.5
Test requirements
462
8.7.2.1B.1
Absolute measurement accuracy for 7,68 Mcps TDD Option
462
8.7.2.1B.1.1
Definition and applicability
462
8.7.2.1B.1.2
Minimum Requirements
463
8.7.2.1B.1.3
Test purpose
463
8.7.2.1B.1.4
Method of test
463
8.7.2.1B.1.4.1
Initial conditions
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8.7.2.1B.1.4.2
Procedure
464
8.7.2.1B.1.5
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465
8.7.2.2
CPICH Ec/Io
465
8.7.3
Timeslot ISCP
466
8.7.3.1
Intra frequency measurement accuracy for 3,84 Mcps TDD Option
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Intra frequency measurement accuracy for 1,28 Mcps TDD Option
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8.7.3.1A.1
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Definition and applicability
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Test Purpose
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Method of test
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Initial conditions
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8.7.3.1A.1.4.2
Procedure
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8.7.3.1A.1.5
Test requirements
474
8.7.3.1B
Intra frequency measurement accuracy for 7,68 Mcps TDD Option
474
8.7.3.1B.1
Absolute accuracy requirement
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8.7.4
UTRA carrier RSSI
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8.7.4.1
Absolute measurement accuracy for 3,84 Mcps TDD Option
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8.7.4.1.1
Definition and applicability
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8.7.4.1.2
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8.7.4.1.3
Test Purpose
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8.7.4.1.4
Method of test
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8.7.4.1.4.1
Initial conditions
478
8.7.4.1.4.2
Procedure
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8.7.4.1.5
Test requirements
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8.7.4.1A
Absolute measurement accuracy for 1,28 Mcps TDD Option
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8.7.4.1A.1
Definition and applicability
481
8.7.4.1A.2
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8.7.4.1A.3
Test Purpose
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8.7.4.1A.4
Method of test
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8.7.4.1A.4.1
Initial conditions
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8.7.4.1A.4.2
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8.7.4.1A.5
Test requirements
484
8.7.4.1B
Absolute measurement accuracy for 7,68 Mcps TDD Option
485
8.7.4.1B.1
Definition and applicability
485
8.7.4.1B.2
Minimum Requirements
485
8.7.4.1B.3
Test Purpose
485
8.7.4.1B.4
Method of test
485
8.7.4.1B.4.1
Initial conditions
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8.7.4.1B.4.2
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8.7.4.1B.5
Test requirements
487
8.7.4.2
Relative measurement accuracy for 3,84 Mcps TDD Option
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8.7.4.2.1
Definition and applicability
488
8.7.4.2.2
Minimum Requirements
488
8.7.4.2.3
Test Purpose
488
8.7.4.2.4
Method of test
488
8.7.4.2.4.1
Initial conditions
488
8.7.4.2.4.2
Procedure
488
8.7.4.2.5
Test requirements
489
8.7.4.2A
Relative measurement accuracy for 1,28 Mcps TDD Option
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8.7.4.2A.1
Definition and applicability
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Minimum Requirements
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8.7.4.2A.3
Test Purpose
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8.7.4.2A.4
Method of test
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Initial conditions
490
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Test requirements
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Definition and applicability
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Test Purpose
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8.7.4.2B.4
Method of test
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Initial conditions
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Test purpose
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Definition and applicability
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Test purpose
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Method of test
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Initial conditions
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Measurement accuracy for 3,84 Mcps TDD Option
500
8.7.8.1.1.1
Definition and applicability
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8.7.8.1.1.3
Test purpose
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Method of test
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Initial conditions
501
8.7.8.1.1.4.2
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Test purpose
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Method of test
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Method of test
507
8.7.11.1.5
Test requirements
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Method of test
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Definition and applicability
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Method of test
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Test requirements
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8.7.11.2B
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Test Requirements
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Test purpose
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529
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Method of test
530
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Test purpose
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Method of test
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Test Requirements
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Reporting of HS-DSCH Channel Quality Indicator
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Test purpose
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Initial conditions
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Procedure
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Test Requirements
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Definition and applicability
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Minimum requirements
547
9.3.4.3
Test purpose
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Method of test
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Initial conditions
548
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Test Requirements
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549
9.4.1.1
Definition and applicability
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Minimum requirements
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Test purpose
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Method of test
550
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Test Requirements
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HS-DSCH throughput for Variable Reference Channels
551
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551
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Test purpose
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Test Requirements
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Performance requirements (MBMS)
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Method of test
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Procedure
554
10.1.5
Test Requirements
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556
10.2.2.3
7.68 Mcps TDD Option
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Test Purpose
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Initial conditions
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557
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7.68Mcps TDD Option
564
11.1.4.2
Procedure
564
11.1.4.2.1
3.84Mcps TDD Option
564
11.1.4.2.2
1.28Mcps TDD Option
564
11.1.4.2.3
7.68Mcps TDD Option
564
11.1.5
Test Requirements
565
11.2
Demodulation of E-DCH Absolute Grant Channel (E-AGCH)
565
11.2.1
Definition and applicablility
565
11.2.2.1
3.84 Mcps TDD Option
565
11.2.2.2
1.28 Mcps TDD Option
565
11.2.2.3
7.68 Mcps TDD Option
565
11.2.2
Minimum requirement
565
11.2.2.1
3.84 Mcps TDD Option
565
11.2.2.2
1.28Mcps TDD Option
566
11.2.2.3
7.68 Mcps TDD Option
566
11.2.3
Test Purpose
566
11.2.4
Method of test
567
11.2.4.1
Initial conditions
567
11.2.4.1.1
3.84Mcps TDD Option
567
11.2.4.1.2
1.28Mcps TDD Option
567
11.2.4.1.3
7.68Mcps TDD Option
567
11.2.4.2
Procedure
567
11.2.4.2.1
3.84Mcps TDD Option
567
11.2.4.2.2
1.28Mcps TDD Option
567
11.2.4.2.3
7.68Mcps TDD Option
567
11.2.5
Test Requirements
567
11.2.5.2      1.28Mcps TDD Option
568
Annex A (informative):
Connection Diagrams
579
Annex B (normative):
Global In-Channel TX-Test
584
B.1
General
584
B.2
Definition of the process
584
B.2.1
Basic principle
584
B.2.2
Output signal of the TX under test
584
B.2.3
Reference signal
584
B.2.4
void
585
B.2.5
Classification of measurement results
585
B.2.6
Process definition to achieve results of type "deviation"
585
B.2.7
Process definition to achieve results of type "residual"
586
B.2.7.1
Error Vector Magnitude (EVM)
586
B.2.7.2
Peak Code Domain Error (PCDE)
587
B.3
Notes
587
Annex C (normative):
Measurement channels
590
C.1
General
590
C.2
UL Reference measurement channels
590
C.2.1
UL reference measurement channel (12,2 kbps)
590
C.2.1.1
3,84 TDD Option
590
C.2.1.2
UL reference measurement channel (12,2 kbps) for 1,28 Mcps TDD Option
592
C.2.1.3
7,68 TDD Option
593
C.2.2
UL multi code reference measurement channel (12,2 kbps)
594
C.2.2.1
3,84 Mcps TDD Option
594
C.2.2.2
UL multi code reference measurement channel (12,2 kbps) for 1,28 Mcps TDD Option
596
C.2.2.3
7,68 Mcps TDD Option
597
C.2.3
UL reference measurement channel (64 kbps)
599
C.2.3.1
3.84 Mcps TDD Option
599
C.2.3.2
1.28 Mcps TDD Option
601
C.2.3.3
7.68 Mcps TDD Option
602
C.2.4
UL reference measurement channel (144 kbps)
605
C.2.4.1
3.84 Mcps TDD Option
605
C.2.4.2
1.28 Mcps TDD Option
606
C.2.4.3
7.68 Mcps TDD Option
607
C.2.5
UL reference measurement channel (384 kbps)
610
C.2.5.1
3.84 Mcps TDD Option
610
C.2.5.2
1.28 Mcps TDD Option
612
C.2.5.3
7.68 Mcps TDD Option
613
C.3
DL Reference measurement channels
615
C.3.1
DL reference measurement channel (12,2 kbps)
615
C.3.1.1
3,84 Mcps TDD Option
615
C.3.1.2
DL reference measurement channel (12,2 kbps) for 1,28 Mcps TDD Option
616
C.3.1.3
7,68 Mcps TDD Option
617
C.3.2
DL reference measurement channel (64 kbps)
619
C.3.2.1
 3,84 Mcps TDD Option
619
C.3.2.2
DL reference measurement channel (64 kbps) for 1,28 Mcps TDD Option
621
C.3.2.3
7,68 Mcps TDD Option
622
C.3.3
DL reference measurement channel (144 kbps)
624
C.3.3.1
3,84 Mcps TDD Option
624
C.3.3.2
DL reference measurement channel (144 kbps) for 1,28 Mcps TDD Option
627
C.3.3.3
7,68 Mcps TDD Option
628
C.3.4
DL reference measurement channel (384 kbps)
630
C.3.4.1
3,84 Mcps TDD Option
630
C.3.4.2
DL reference measurement channel (384 kbps) for 1,28 Mcps TDD Option
632
C.3.4.3
7,68 Mcps TDD Option
633
C.3.5
BCH reference measurement channel
635
C.3.5.1
3,84 Mcps TDD Option
635
C.3.5.2
BCH reference measurement channel (12.3 kbps) for 1,28 Mcps TDD Option
635
C.3.5.3
7,68 Mcps TDD Option
636
C.3.6
DL reference measurement channel (2 Mbps) for 3,84 Mcps TDD Option
637
C.3.7
DL reference measurement channel (2 Mbps) for 7,68 Mcps TDD Option
640
C.4
HSDPA reference measurement channels
642
C.4.1
HSDPA reference measurement channels for 3,84 Mcps TDD option
642
C.4.1.1
Reference measurement channels for 7,3 Mbps – Category 8 - UE
642
C.4.1.1.1
QPSK modulation scheme for test 1, 2, 3
642
C.4.1.1.2
QPSK modulation scheme for test 4
643
C.4.1.1.3
16QAM modulation scheme for test 1, 2, 3
643
C.4.1.1.4
16QAM modulation scheme for test 4
644
C.4.2
HSDPA reference measurement channels for 1.28 Mcps TDD option
645
C.4.2.1
Reference measurement channels for 0.5Mbps UE class
645
C.4.2.1.1
QPSK modulation scheme
645
C.4.2.2
Reference measurement channels for 1.1Mbps UE class
646
C.4.2.2.1
QPSK modulation scheme
646
C.4.2.2.2
16QAM modulation scheme
646
C.4.2.3
Reference measurement channels for 1.6Mbps UE class
647
C.4.2.3.1
QPSK modulation scheme
647
C.4.2.3.2
16QAM modulation scheme
648
C.4.2.4
Reference measurement channels for 2.2Mbps UE class
649
C.4.2.4.1
QPSK modulation scheme
649
C.4.2.4.2
16QAM modulation scheme
650
C.4.2.5
Reference measurement channels for 2.8Mbps UE class
651
C.4.2.5.1
QPSK modulation scheme
651
C.4.2.5.2
16QAM modulation scheme
652
C.4.2A
HSDPA reference measurement channels for 7,68 Mcps TDD option
653
C.4.2A.1
Reference measurement channels for 5,3 Mbps - Category 8 - UE
653
C.4.2A.1.1
QPSK modulation scheme for test 1, 2, 3 & 4
653
C.4.2A.1.2
16QAM modulation scheme for test 1, 2, 3 & 4
654
C.4.3
Variable Reference Channel definition for 3,84 Mcps and 1,28 Mcps TDD options
655
C.5
Downlink reference parameters for MBMS tests
655
C.5.1
MCCH
655
C.5.1.1
3.84 Mcps TDD Option
655
C.5.1.2
1.28 Mcps TDD Option
656
C.5.1.3
7.68 Mcps TDD Option
656
C.5.2
MTCH
657
C.5.2.1
3.84 Mcps TDD Option
657
C.5.2.2
1.28 Mcps TDD Option
657
C.5.2.3
7.68 Mcps TDD Option
658
C.6
E-DCH Reference measurement channels
659
C.6.1
E-DCH Fixed Reference Channels
659
C.6.1.1
3,84 Mcps TDD Option
659
C.6.1.1.1
Fixed Reference Channel 1 (FRC1)
659
C.6.1.1.2
Fixed Reference Channel 2 (FRC2)
660
C.6.1.1.3
Fixed Reference Channel 3 (FRC3)
661
C.6.1.2
1.28Mcps TDD Option
662
C6.1.2.1 E-DCH Fixed reference channel 1(FRC1)
662
C6.1.2.2 Fixed reference channel 2(FRC2)
663
Figure A.13: Coding for E-DCH FRC2 (1.28 Mcps TDD Option)C.6.1.3
7,68 Mcps TDD Option
664
C.6.1.3.1
Fixed Reference Channel 1 (FRC1)
664
C.6.1.3.2
Fixed Reference Channel 2 (FRC2)
665
C.6.1.3.3
Fixed Reference Channel 3 (FRC3)
666
Annex D (normative):
Propagation conditions
668
D.1
Test Environments
668
D.2
Propagation Conditions
668
D.2.1
Static propagation condition
668
D.2.2
Multi-path fading propagation conditions
668
D.2.2.1
3,84 Mcps TDD Option
668
D.2.2.2 
1,28 Mcps TDD Option
669
D.2.2.3
7,68 Mcps TDD Option
670
Annex E (normative):
Common RF test conditions
672
E.1
General
672
E.2
Connection Set-up
672
E.3
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672
E.3.1
Measurement of Tx Characteristics
672
E.3.2
Measurement of Rx Characteristics
673
E.3.3
Measurement of Performance requirements
673
Annex F (normative):
General test conditions and declarations
674
F.1
Acceptable uncertainty of Test System
674
F.1.1
Measurement of test environments
674
F.1.2
Measurement of transmitter
675
F.1.3
Measurement of receiver
676
F.1.4
Performance requirement
676
F.1.5
Requirements for support of RRM
676
F.1.6
Performance requirement (HSDPA)
677
F.2
Test Tolerances (This clause is informative)
677
F.2.1
Transmitter
678
F.2.2
Receiver
678
F.2.3
Performance requirements
679
F.2.4
Requirements for support of RRM
679
F.2.4.1
TDD/TDD Cell Reselection on intra-frequency cells
679
F.2.4.1.1
3,84 Mcps TDD Option
679
F.2.4.1.2
1,28 Mcps Option
679
F.2.4.1.3
7,68 Mcps TDD Option
679
F.2.5
Performance requirements (HSDPA)
680
F.3
Interpretation of measurement results
680
F.4
Derivation of Test Requirements (This clause is informative)
680
F.4.1
3.84Mcps TDD Option
681
F.4.2
1.28Mcps TDD Option
685
F.4.2.1
Transmitter
685
F.4.2.2
Receiver
688
F.4.2.3
Performance requirement
689
F.4.2.4
Performance of HSDPA
690
F.4.3
7.68Mcps TDD Option
691
F.5
Acceptable uncertainty of Test Equipment (This clause is informative)
694
F.5.1
Transmitter measurements
695
F.5.2
Receiver measurements
695
F.5.3
Performance measurements
695
F.5.5
Performance measurements (HSDPA)
696
F.6
General rules for statistical testing
696
F.6.1
Statistical testing of receiver BER/BLER performance
696
F.6.1.1
Error Definition
696
F.6.1.2
Test Method
696
F.6.1.3
Test Criteria
696
F.6.1.4
Calculation assumptions
697
F.6.1.4.1
Statistical independence
697
F.6.1.4.2
Applied formulas
697
F.6.1.4.3
Test procedure
697
F.6.1.5
Definition of good pass fail decision
697
F.6.1.6
Good balance between testtime and statistical significance
698
F.6.1.7
Pass fail decision rules
699
F.6.1.8
Test conditions for BER,BLER tests
700
F.6.1.9
Practical Use (informative)
702
F.6.2
Statistical testing of RRM delay performance
703
F.6.2.1
Test Method
703
F.6.2.2
Bad Delay Ratio (ER)
703
F.6.2.3
Test Criteria
703
F.6.2.4
Calculation assumptions
704
F.6.2.4.1
Statistical independence
704
F.6.2.4.2
Applied formulas
704
F.6.2.4.3
Approximation of the distribution
704
F.6.2.5
Definition of good pass fail decision.
704
F.6.2.6
Good balance between test-time and statistical significance
705
F.6.2.7
Pass fail decision rules
705
F.6.2.8
Test conditions for RRM delay tests
706
F.6.2.9
Practical Use (informative)
708
F.6.3
Statistical Testing of HSDPA Receiver Performance
709
F.6.3.1
Definition
709
F.6.3.2
Mapping throughput to block error ratio
709
F.6.3.3
Bad DUT factor
710
F.6.3.3.1
Bad DUT factor, range of applicability
711
F.6.3.4
Minimum Test time
712
F.6.3.5
Pass fail decision rules
712
Annex G (normative):
Environmental conditions
722
G.1
General
722
G.2
Environmental requirements
722
G.2.1
Temperature
722
G.2.2
Voltage
722
G.2.3
Vibration
723
G.2.4
Specified frequency range
723
Annex H (normative):
Terminal Baseline and Service Implementation Capabilities (TDD)
724
H.1
Baseline Implementation Capabilities of 3.84 Mcps TDD
724
H.1A
Baseline Implementation Capabilities of 1.28 Mcps TDD
724
H.1B
Baseline Implementation Capabilities of 7.68 Mcps TDD
725
H.2
Service Implementation Capabilities:
725
Annex I (normative):
Default Message Contents
726
Annex J (informative):
Change history
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