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RRC

8.1
RRC connection management procedures

8.1.1
Paging

8.1.1.1
RRC / Paging for connection in idle mode

8.1.1.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE receives a Paging message including an ue-Identity set an unmatched S-TMSI i.e. other than the one allocated to the UE at the UE registration procedure }

    then { UE does not establish an RRC connection }

            }

(2)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE receives a Paging message including an ue-Identity set to the S-TMSI which was allocated to the UE at the UE registration procedure }

    then { UE establishes an RRC connection }

            }

8.1.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.3.3.2, 5.3.3.3 and 5.3.3.4. 

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity, and the cn-Domain to the upper layers.

...

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

...

1>if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;
2> apply the CCCH configuration as specified in 9.1.1.2;
2>
apply the timeAlignmentTimerCommon included in SystemInfoBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

...

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else:
3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1:
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

[TS 36.331, clause 5.3.3.4]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;
1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers:
4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the ‘Registered MME’ received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.

8.1.1.1.3
Test description

8.1.1.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1.
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.1.1.3.2
Test procedure sequence

Table 8.1.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including an unmatched identity (incorrect S-TMSI).
	<--
	Paging
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message within 5 s?
	-->
	RRCConnectionRequest
	1
	F

	3
	The SS transmits a Paging message including a matched identity.
	<--
	Paging
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	2
	P

	5
	The SS transmits an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionSetupComplete message including SERVICE REQUEST to confirm the successful completion of the connection establishment?
	-->
	RRCConnectionSetupComplete
	2
	P

	6A-6D
	Steps 6 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1, 2
	-


8.1.1.1.3.3
Specific message contents

Table 8.1.1.1.3.3-1: Paging (step 1, Table 8.1.1.1.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	1 entry
	
	

	    ue-Identity[1] CHOICE {
	
	
	

	      s-TMSI SEQUENCE {
	
	
	

	        mmec
	Set to the different value from the S-TMSI of the UE
	
	

	        m-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.1.3.3-2: RRCConnectionRequest (step 4, Table 8.1.1.1.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.1.2
RRC / Paging for notification of BCCH modification in idle mode

8.1.1.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE receives a Paging message including a systemInfoModification }

    then { UE re-acquires and applies the new system information about the correct prach-ConfigIndex in random access }

            }

8.1.1.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.2.2.3, and 5.2.2.4.

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and the cn-Domain to the upper layers;
1>
if the systemInfoModification is included:

2> re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

...

[TS 36.331, clause 5.2.2.3]

The UE shall:
1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:
2>
if in RRC_IDLE:

3>
the MasterInformationBlock and SystemInformationBlockType1 as well as SystemInformationBlockType2 through SystemInformationBlockType8, depending on support of the concerned RATs;

...

[TS 36.331, clause 5.2.2.4]

The UE shall:
1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the procedure is triggered by a system information change notification:

2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;

...

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 3:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
8.1.1.2.3
Test description

8.1.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1.
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.1.2.3.2
Test procedure sequence

Table 8.1.1.2.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity.
	<--
	Paging
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmits an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	3A
	The UE transmits an RRCConnectionSetupComplete message.
This message includes a SERVICE REQUEST message.
	-->
	RRCConnectionSetupComplete
	-
	-

	3B
	The SS transmits a SecurityModeCommand message.
	<--
	SecurityModeCommand
	-
	-

	3C
	The UE transmits a SecurityModeComplete message.
	-->
	SecurityModeComplete
	-
	-

	3D
	The SS transmits an RRCConnectionReconfiguration message.
	<--
	RRCConnectionReconfiguration
	-
	-

	3E
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3F
	The SS transmits an RRCConnectionRelease message.
	<--
	RRCConnectionRelease
	-
	-

	3G
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	4
	The SS changes the prach-ConfigIndex in the system information
	-
	-
	-
	-

	5
	The SS transmits a Paging message including a systemInfoModification.
	<--
	Paging
	-
	-

	6
	Wait for 15s for the UE to receive system information.
	-
	-
	-
	-

	7
	The SS transmits a Paging message including a matched identity.
	<--
	Paging
	-
	-

	7A
	Check: Does the UE re-transmit a random access using prach-ConfigIndex given in step 4?
	-
	-
	1
	P

	8
	The UE transmit an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	9
	The SS transmits an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	9A
	The UE transmits an RRCConnectionSetupComplete message.
This message includes a SERVICE REQUEST message.
	-->
	RRCConnectionSetupComplete
	-
	-

	9B
	The SS transmits a SecurityModeCommand message.
	<--
	SecurityModeCommand
	-
	-

	9C
	The UE transmits a SecurityModeComplete message.
	-->
	SecurityModeComplete
	-
	-

	9D
	The SS transmits an RRCConnectionReconfiguration message.
	<--
	RRCConnectionReconfiguration
	-
	-

	9E
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	9F
	The SS transmits an RRCConnectionRelease message.
	<--
	RRCConnectionRelease
	-
	-

	9G
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	10
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1
	-


8.1.1.2.3.3
Specific message contents

Table 8.1.1.2.3.3-1: RRCConnectionRequest (step 2 and step 8, Table 8.1.1.2.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.2.3.3-2A: RRCConnectionReconfiguration (step 3D and step 9D, Table 8.1.1.2.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-8, condition SRB2-DRB(1, 0)


Table 8.1.1.2.3.3-2: Paging (step 5, Table 8.1.1.2.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList
	Not present
	
	

	  systemInfoModification
	true
	
	

	}
	
	
	


Table 8.1.1.2.3.3-2A: SystemInformationBlockType1 (step 6, table 8.1.1.2.3.2-1)

	Derivation path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	Default value is 0
	

	}
	
	
	


Table 8.1.1.2.3.3-3: SystemInformationBlockType2 (step 6, Table 8.1.1.2.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    prach-Config SEQUENCE {
	
	
	

	      prach-ConfigInfo SEQUENCE {
	
	
	

	        prach-ConfigIndex
	5
	
	FDD

	        prach-ConfigIndex
	52
	Set to index which denote subframe numbers different from the default one.
	TDD

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


8.1.1.3
RRC / Paging for connection in idle mode / Multiple paging records

8.1.1.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE receives a Paging message including only unmatched identities }

    then { UE does not establish any RRC connection }

            }

(2)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE receives a Paging message including any matched indentity }

    then { UE establishes an RRC connection }

            }

8.1.1.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.3.3.2, 5.3.3.3 and 5.3.3.4.

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall

1>
If in RRC_IDLE, for each of the Paging records included in the Paging message:

2>
If the ue-identity included in the pagingRecordList matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity, the cn-Domain and the pagingCause to the upper layers.

...

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE state.

Upon initiation of the procedure, the UE shall:

...

1>
If access to the cell, as specified above, is not barred:

2>
apply the default configuration applicable for the antennaInformation as specified in 9.2.3, until explicitly receiving a configuration;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

...

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the IE ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
Set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

[TS 36.331, clause 5.3.3.4]

NOTE:
Prior to this, lower layers allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
establish SRB1 in accordance with the received radioResourceConfiguration and as specified in 5.3.10;

1>
if stored, discard the Inter-frequency priority information and the Inter-RAT priority information provided via dedicated signalling using the IE idleModeMobilityControlInfo;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED state;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers [TS 23.122, TS 24.008] from the PLMN(s) included in the plmn-IdentityList broadcast, within SystemInformationBlockType1, in the cell where the RRC connection was established;

2>

if upper layers provide the ‘Registered MME’, set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers, set the IE plmnIdentity to the value received from upper layers;

3> set the IEs mmegi and mmec to the value received from upper layers;

2>
set the nas-DedicatedInformation to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.

8.1.1.3.3
Test description

8.1.1.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.1.3.3.2
Test procedure sequence

Table 8.1.1.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including only unmatched identities (incorrect S-TMSI).
	<--
	Paging
	1
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message within 10s?
	-->
	RRCConnectionRequest
	1
	F

	3
	The SS transmits a Paging message including two unmatched identities and a matched identity.
	<--
	Paging
	2
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	2
	P

	5
	The SS transmits an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	6
	The UE transmits an RRCConnectionSetupComplete message including SERVICE REQUEST to confirm the successful completion of the connection establishment.
	-->
	RRCConnectionSetupComplete
	-
	-

	6A-6D
	Steps 6 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1,2
	-


8.1.1.3.3.3
Specific message contents

Table 8.1.1.3.3.3-1: Paging (step 1, Table 8.1.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	3 entries
	
	

	    ue-Identity[1] CHOICE {
	
	
	

	      s-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [1]
	ps
	
	

	    ue-Identity[2] CHOICE {
	
	
	

	      s-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [2]
	ps
	
	

	    ue-Identity[3] CHOICE {
	
	
	

	      s-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [3]
	ps
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.3.3.3-2: Paging (step 3, Table 8.1.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	3 entries
	
	

	    ue-Identity[1] CHOICE {
	
	
	

	      s-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [1]
	ps
	
	

	    ue-Identity[2] CHOICE {
	
	
	

	      s-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [2]
	ps
	
	

	    ue-Identity[3] CHOICE {
	
	
	

	      s-TMSI
	Set to the value of the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain [3]
	ps
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.3.3.3-3: RRCConnectionRequest (step 4, Table 8.1.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.1.4
RRC / Paging for connection in idle mode / Shared network environment

8.1.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having been registered in the TA of the current cell which has broadcasted a SystemInformationBlockType1 message including multiple PLMN identities }

ensure that {
  when { UE receives a Paging message including an IE ue-Identity set to the S-TMSI which was allocated to the UE at the UE registration procedure }

    then { UE establishes an RRC connection }

            }

8.1.1.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.3.3.2, 5.3.3.3 and 5.3.3.4.

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the  PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and the cn-Domain to the upper layers.

...

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

...

1> if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2> start timer T300

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

...

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

[TS 36.331, clause 5.3.3.4]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;
1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers  (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers;
4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.

8.1.1.4.3
Test description

8.1.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.1.4.3.2
Test procedure sequence

Table 8.1.1.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity.
	<--
	Paging
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmit an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionSetupComplete message including SERVICE REQUEST and an IE selectedPLMN-Identity corresponding to the PLMN on which the UE has been registered to confirm the successful completion of the connection establishment?
	-->
	RRCConnectionSetupComplete
	1
	P

	4A-4D
	Steps 6 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	- 
	1
	-


8.1.1.4.3.3
Specific message contents

Table 8.1.1.4.3.3-1: SystemInformationBlockType1 (all steps, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The PLMN Identity list broadcasted on the BCCH in Cell 1 shall be configured as defined in the table below.

Table 8.1.1.4.3.3-1A: PLMN Identity List broadcasted for Cell 1
	Cell
	PLMN Identity (1)
	PLMN Identity (2)

	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	1
	 PLMN 1
	PLMN 1
	PLMN 2
	PLMN 2


The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	(NOTE 2)
	(NOTE 2)

	2
	(NOTE 3)
	0
	2
	-


NOTE 1: “–“ (dash) denotes “not present”
NOTE 2: Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card for PLMN 1.

NOTE 3: Set to the same Mobile Country Code stored in EFIMSI on the test USIM card for PLMN 2.
Table 8.1.1.4.3.3-2: RRCConnectionRequest (step 2, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.4.3.3-3: RRCConnectionSetupComplete (step 4, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	Set to the PLMN selected by upper layers
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.1.5
Void

8.1.1.6
RRC / BCCH modification in connected mode

8.1.1.6.1
Test Purpose (TP)

with { the UE is in E-UTRA RRC_CONNECTED }

ensure that {

  when { the UE receives a Paging message including the systemInfoModification }
    then { the UE re-acquires the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 }

8.1.1.6.2
Conformance requirements

References: The conformance requirements covered in the present test case are specified in: TS 36.331 clauses 5.3.2.3, 5.2.2.3 and 5.2.2.4.

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

...

1>
if the systemInfoModification is included:

2> re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

...

[TS 36.331, clause 5.2.2.3]

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

...

2>
if in RRC_CONNECTED:
3>
the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8, depending on support of CDMA2000;

...

[TS 36.331, clause 5.2.2.4]

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

...

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 2:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
8.1.1.6.3
Test description

8.1.1.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18], and using the condition no_periodic_BSR_or_PHR.

8.1.1.6.3.2
Test procedure sequence

Table 8.1.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message paging occasion including a systemInfoModification.
	<--
	Paging
	-
	-

	2
	From the beginning of the next modification period the SS transmits a modified SystemInformationBlockType1 and SystemInformationBlockType2 as specified.
	-
	-
	-
	-

	3
	During the first on duration period after the end of the modification period where SystemInformationBlockType2 was modified (see step 2), the SS transmits a PDCCH order including a dedicated preamble.
	-
	-
	-
	-

	4
	Check: Does the UE initiate a random access procedure using prach-ConfigIndex given in step 2 (i.e. for FDD n subframe number 7 and  for TDD in subframe number 6)?
	-
	-
	1
	P

	5
	The SS transmits Random Access Response with RAPID corresponding to preamble in steps 3 and 4.
	-
	-
	-
	-


8.1.1.6.3.3
Specific message contents

Table 8.1.1.6.3.3-1: RRCConnectionReconfiguration (preamble, step 8, TS 36.508 table 4.5.3.3-1)

	Derivation path: 36.508 table 4.6.1-8

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 {
	
	
	

	        radioResourceConfigDedicated {
	
	
	

	          mac-MainConfig {
	
	
	

	            explicitValue {
	
	
	

	              drx-Config
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.6.3.3-2: SystemInformationBlockType1 (step 2, table 8.1.1.6.3.2-1)

	Derivation path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	Default value is 0
	

	}
	
	
	


Table 8.1.1.6.3.3-3: SystemInformationBlockType2 (step 2, table 8.1.1.6.3.2-1)

	Derivation path: 36.508 Table 4.4.3.3-1

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    prach-Config SEQUENCE {
	
	
	

	      prach-ConfigInfo SEQUENCE {
	
	
	

	        prach-ConfigIndex
	5
	The default is 3
	FDD

	        prach-ConfigIndex
	52
	The default is 51
	TDD

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2
RRC connection establishment
8.1.2.1
RRC connection establishment / Ks=1.25/ Success

8.1.2.1.1
Test Purpose (TP)

(1)

with {UE in E-UTRA RRC_IDLE state}

ensure that {
  when { UE is requested to make an outgoing call }

   then { UE establishes an RRC Connection }

            }

8.1.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.3.2, 5.3.3.3 and 5.3.3.4.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of a signalling connection while the UE is in RRC_IDLE state. 

Upon initiation of the procedure, the UE shall:

...

1> If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2> start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;
NOTE 2
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

...

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the IE ue-Identity as follows:
2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.
1>
Set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

...

 [TS 36.331, clause 5.3.3.4]

...

The UE shall:

1> perform the radio resource configuration procedure in accordance with the received radioResourceConfiguration and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;
1>
stop timer T303, if running;

1>
stop timer T305, if running;
1>
perform the actions as specified in 5.3.3.7;
1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;
1>
stop the cell re-selection procedure;

1>
set the contents of RRCConnectionSetupComplete message as follows:

2> set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMNs included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:
3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers: 
4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the ‘Registered MME’ received from upper layers;
3> set the mmegi and mmec to the value received from upper layers;
2>
set the nas-DedicatedInformation to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.

8.1.2.1.3
Test description

8.1.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.2.1.3
Test procedure sequence

Table 8.1.2.1.3-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists.
	<--
	Paging
	-
	-

	2
	Check: does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmit an RRCConnectionSetup message with SRB1 configuration (Note 1).
	<--
	RRCConnectionSetup
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionSetupComplete including SERVICE REQUEST message to confirm the successful completion of the connection establishment?
	-->
	RRCConnectionSetupComplete
	1
	P

	4A-4D
	Steps 6 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	- 
	1
	-

	Note 1: Contains a SERVICE REQUEST NAS message.


8.1.2.1.3.3
Specific message contents
Table 8.1.2.1.3.3-1: RRCConnectionSetup-DeltaMCS (step 3, Table 8.1.2.1.3-1)

	Derivation Path: 36.508, Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetup-DeltaMCS ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetup-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SRB1-DeltaMCS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.1.3.3-2: RadioResourceConfigDedicated-SRB1-DeltaMCS (Table 8.1.2.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.3-15, 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB1-DeltaMCS ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated--DeltaMCS using condition SRB1
	
	

	}
	
	
	


Table 8.1.2.1.3.3-3: PhysicalConfigDedicated—DeltaMCS (Table 8.1.2.1.3.3-2)
	Derivation Path: 36.508, Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated--DeltaMCS ::= SEQUENCE {
	
	
	

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated--DeltaMCS
	
	SRB1

	}
	
	
	


Table 8.1.2.1.3.3-4: UplinkPowerControlDedicated--DeltaMCS (Table 8.1.2.1.3.3-3)

	Derivation Path: 36.508, Table 4.6.3-26

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated--DeltaMCS ::= SEQUENCE {
	
	
	

	  deltaMCS-Enabled
	en1
	Corresponds to Ks value 1.25 corresponding to “enabled”.
	

	}
	
	
	


8.1.2.2
RRC connection establishment / Reject with wait time

8.1.2.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state and has sent an RRCConnectionRequest message }

ensure that {

  when { UE receives an RRCConnectionReject message including an IE waitTime set to non-zero value }

   then { UE doesn't re-send RRCConnectionRequest before the waitTime is expired}

            }

8.1.2.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.3.2, 5.3.3.3 and 5.3.3.8.

[TS 36.331, clause 5.3.3.2]

…

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

...

1>
If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

...

 [TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the IE ue-Identity as follows:
2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
Set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.
...

[TS 36.331, clause 5.3.3.8]

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
start timer T302, with the timer value set to the waitTime;
1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling and mobile terminating access is applicable, upon which the procedure ends.
 8.1.2.2.3
Test description

8.1.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 (serving cell) according to [18].
8.1.2.2.3.2
Test procedure sequence

Table 8.1.2.2.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	1A
	Wait for 1 s after the IP packet has been transmitted in step 1. (Note 3)
	
	
	
	

	1B
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	
	

	1C
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	
	

	2
	The UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS responds with RRCConnectionReject message with IE waitTime set to 10s.
	<--
	RRCConnectionReject
	-
	-

	-
	EXCEPTION: the behaviour in table 8.1.2.2.3.2-2 runs in parallel with steps 4 and 5 below.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	-
	-

	6
	The SS starts timer Timer_1 = 5 s (Note 1)
	-
	-
	-
	-

	-
	EXCEPTION: Steps 7a1 to 7 b2 describe a transaction that depends on the UE behaviour; the "lower case letter" identifies a step sequence that takes place if a specific behaviour happens.(Note 2)
	-
	-
	-
	-

	7a1
	Check: Does UE transmit RRCConnectionRequest message when Cell 1 is treated as normal cell and access is granted for originating call?
	-
	RRCConnectionRequest
	1
	P

	7a2-7a6
	Steps 4 to 8 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed.
	-
	-
	-
	-

	
	EXCEPTION: Step 7a7 and 7a8 can occur in any order
	
	
	
	

	7a7
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	
	

	7a8
	The UE loop backs the IP packet received in step 1 on the DRB associated with the default EPS bearer context on Cell 1.
	
	
	
	

	7a9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	
	
	1
	

	7b1
	The SS waits for Timer_1 expiry
	-
	-
	-
	-

	7b2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1
	-

	Note 1:
Test step 6 is always executed 10s after step 3, i.e. when the reject timer is expired in the UE and the UE is allowed to answer paging and initiate calls again. This is because test steps 4 and 5 of the main behaviour run in parallel with test step 1 of the parallel behaviour, which lasts 10s unless the verdict is "Failed".
Note 2:
A UE may send RRCConnectionRequest for the pending data sent at step 1.

Note 3:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 1 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 1B.


Table 8.1.2.2.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit an RRCConnectionRequest message within 10s.
	-->
	RRCConnectionRequest
	1
	F


8.1.2.2.3.3
Specific message contents
Table 8.1.2.2.3.3-1: RRCConnectionReject (step 3, table 8.1.2.2.3.2-1)

	Derivation path: 36.508 table 4.6.1-14

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReject-r8 SEQUENCE {
	
	
	

	        waitTime
	10
	10 seconds
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.2.3.3-2: CLOSE UE TEST LOOP (preamble, Table 8.1.2.2.3.2-1)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


8.1.2.3
RRC connection establishment / Return to idle state after T300 timeout

8.1.2.3.1
Test Purpose (TP)

(1)

with {UE in E-UTRA RRC_IDLE state having sent an RRCConnectionRequest message}

ensure that {
  when { the SS does not answer to the UE during T300}

   then {UE goes to RRC_IDLE}

            }

8.1.2.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.3.6.
[TS 36.331, clause 5.3.3.6]
The UE shall:

1> if timer T300 expires

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

 8.1.2.3.3
Test description

8.1.2.3.3.1
Pre-test conditions

System Simulator:
-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.2.3.3.2
Test procedure sequence

Table 8.1.2.3.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A
	SS is configured not to transmit MAC control element with matched UE Contention Resolution Identity
	-
	-
	-
	-

	1
	 SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists.
	<--
	 Paging
	-
	-

	2
	TheUEtransmitsanRRCConnectionRequestmessage.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS waits for 2s.

Note: the UE may transmit one or more RRCConnectionRequest messages but the SS does not answer to these messages.
	-->
	RRCConnectionRequest
	-
	-

	3A
	SS is configured to transmit MAC control element with matched UE Contention Resolution Identity
	-
	-
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1
	-


8.1.2.3.3.3
Specific message contents
Table 8.1.2.3.3.3-1: RRCConnectionRequest (step 2 and step 3, Table 8.1.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.4
Void

8.1.2.5
RRC connection establishment / 0% access probability for MO calls, no restriction for MO signalling

8.1.2.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received a SystemInformationBlockType2 indicating 0% access probability for MO calls }

ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts a SystemInformationBlockType2 indicating no restriction for MO signalling }

    then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T303 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Data:

T303= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;

...

8.1.2.5.3
Test description

8.1.2.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 11 (HPLMN in different TA).
UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 (serving cell) according to [18].

8.1.2.5.3.2
Test procedure sequence

Table 8.1.2.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The configuration marked "T1" is applied at the point indicated in the Main behaviour description in Table 8.1.2.5.3.2-2.

Table 8.1.2.5.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.


Table 8.1.2.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Void
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	2A
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2B
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	3
	The SS changes Cell 1 and Cell 11 level according to the row "T1" in table 8.1.2.5.3.2-1.
	-
	-
	-
	-

	3A
	Check: Does the UE transmit an RRCConnectionRequest on Cell 11?
	-->
	RRCConnectionRequest
	2
	P

	3B-3F
	Steps 2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 11.

Note: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	4-9
	Void
	-
	-
	-
	-

	10
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	10A
	Generic test procedure in TS 36.508 subclause 4.5.3.3 is performed on Cell 11.

NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	10B
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 11.
	-
	-
	-
	-

	10C
	Wait for 1 s after the IP packet has been transmitted in step 10B. (Note 1)
	-
	-
	-
	-

	11-13
	Void
	-
	-
	-
	-

	14
	The SS transmits an RRCConnectionRelease message on Cell 11.
	<--
	RRCConnectionRelease
	-
	-

	15
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 11 within 30s?
	-->
	RRCConnectionRequest
	1
	F

	16
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Step 26 and Step 27a1 can happen in any order
	-
	-
	-
	-

	17 - 26
	Check: Does the test result of steps 1 to 10 generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 11?
	-
	-
	1,2
	-

	-
	EXCEPTION: Step 27a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	27a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 10C on the DRB associated with the default EPS bearer context on Cell 11 within 10s.
	-
	-
	-
	-

	Note 1:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 10B to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 14.


8.1.2.5.3.3
Specific message contents

Table 8.1.2.5.3.3-1: SystemInformationBlockType2 for Cell 11 (preamble and all steps, Table 8.1.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling
	Not present
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.5.3.3-1A: CLOSE UE TEST LOOP (preamble, Table 8.1.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


Table 8.1.2.5.3.3-2: RRCConnectionRequest (step 3A, Table 8.1.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mo-Signalling
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.6
RRC connection establishment / Non-zero percent access probability for MO calls, no restriction for MO signalling
8.1.2.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received a SystemInformationBlockType2 indicating non zero percent access probability for MO calls }
ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message or UE transmits an RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts a SystemInformationBlockType2 indicating no restriction for MO signalling }

    then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:
4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

...

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T303 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Data:

T303= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:
3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;
8.1.2.6.3
Test description
8.1.2.6.3.1
Pre-test conditions

System Simulator:
-
Cell 1 and Cell 11.

UE:
-
USIM set to Type A in 34.108[5] subclause 8.3.2.15 is inserted.

Preamble:

-
UE is in state Generic RB Established, UE Test Mode Activated (state 3A) on Cell 1 according to [18].
8.1.2.6.3.2
Test procedure sequence

Table 8.1.2.6.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.


Table 8.1.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS initializes an internal counter K to 0 and L to 0.
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	-
	EXCEPTION:
Step 2Aa1 to 3b9 shall be repeated maximum 50 times unless K > 0 and L >0. (Note 1)
	-
	-
	-
	-

	-
	EXCEPTION:
Step 2Aa1 describe behaviour that depend on the internal counters.
	-
	-
	-
	-

	2Aa1
	IF K>0 or L>0 THEN The SS opens the UE test loop mode.
	-
	-
	-
	-

	2B
	The SS closes the UE test loop mode.
	-
	-
	-
	-

	2C
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	2D
	Wait for 1 s after the IP packet has been transmitted in step 2C.
	-
	-
	-
	-

	2E
	SS transmits an RRCConnectionRelease message to release the RRC connection.
	<--
	RRCConnectionRelease
	-
	-

	2F
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3b9 describe behaviours which vary depending on whether the UE transmits an RRCConnectionRequest message or not.
	-
	-
	-
	-

	3a1
	IF the UE does not transmit any RRCConnectionRequest message within 5s (Note 3) THEN the SS  increments the counter K by 1.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 3a9 to 3a10 can occur in any order
	-
	-
	-
	-

	3a2-3a9
	Steps 2 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed (Note 2).
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a10 describes behaviour that depends on UE implementation; step 3a10 takes place if the UE has user data pending.
	-
	-
	-
	-

	3a10
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 2D on the DRB associated with the default EPS bearer context on Cell 1 within 10 s.
	-
	-
	-
	-

	3b1
	ELSE IF the UE transmits an RRCConnectionRequest message on Cell 1 THEN the SS increments the counter L by 1.
	-->
	RRCConnectionRequest
	-
	-

	3b2
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 3b8 to 3b9 can occur in any order
	-
	-
	-
	-

	3b3-3b8
	Steps 4 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed.
	-
	-
	-
	-

	3b9
	The UE loop backs the IP packet received in step 4 on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	3b10-3b14
	Void
	-
	-
	-
	-

	4
	Check: Is the counter K > 0 and L > 0?
	-
	-
	1
	P

	4A
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	4B
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	5
	The SS changes the power level setting according to the row “T1” in table 8.1.2.6.3.2-1.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 11?
	-->
	RRCConnectionRequest
	2
	P

	7-11
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 11.

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	12
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 11?
	-
	-
	1,2
	-

	Note 1:
There is an extremely low probability that the UE originating calls are barred, or not barred, 50 times consecutively. (The probability is 1.78(10-15). Therefore, 50 times is enough number of trials for this test case.
Note 2:
After UE enters RRC_CONNECTED T303 is stopped.

Note 3:
The UE starts T303.


8.1.2.6.3.3
Specific message contents

Table 8.1.2.6.3.3-1: SystemInformationBlockType2 for Cell 1 and Cell 11 (preamble and all steps, Table 8.1.2.6.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling
	Not present
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p50
	
	

	      ac-BarringTime
	s64
	
	

	      ac-BarringForSpecialAC
	‘00000’B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.6.3.3-2: RRCConnectionRequest (step 3b1, Table 8.1.2.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mo-Data
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.6.3.3-3: Void
Table 8.1.2.6.3.3-4: RRCConnectionRequest (step 6, Table 8.1.2.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mo-Signalling
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.6.3.3-5: CLOSE UE TEST LOOP (step 2B, Table 8.1.2.6.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0111'B
	7 seconds
	


8.1.2.7
RRC connection establishment / 0% access probability for AC 0 to 9, AC 10 is barred, AC 11 to 15 are not barred, access for UE with access class in the range 11 to 15 is allowed

8.1.2.7.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having an Access Class with a value in the range 11..15 and having received a SystemInformationBlockType2 indicating 0% access probability for AC 0..9 for both MO call and MO signalling, access restriction for AC 10 and no restriction for AC 11..15 for both MO call and MO signalling }

ensure that {
  when { UE has user data pending }

    then { UE transmits an RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having an Access Class with a value in the range 11..15 }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts a SystemInformationBlockType2 indicating 0% access probability for AC 0..9 for both MO call and MO signalling, access restriction for AC 10 and no restriction for AC 11..15 for both MO call and MO signalling }

    then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

...

2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

...

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

...

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

...

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

...

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;
2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;
2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

...

8.1.2.7.3
Test description

8.1.2.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 11 (HPLMN in different TA).
UE:

-
USIM set to Type C in 34.108[5] subclause 8.3.2.15 is inserted.
Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].

8.1.2.7.3.2
Test procedure sequence

Table 8.1.2.7.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.1.2.7.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are assigned to satisfy SrxlevCell 1 > SrxlevCell 11.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.


Table 8.1.2.7.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	0A
	Wait for 1 s after the IP packet has been transmitted in step 0. (Note 1)
	-
	-
	-
	-

	1
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmits an RRCConnectionSetup message on Cell 1.
	<--
	RRCConnectionSetup
	-
	-

	3A
	The UE transmits an RRCConnectionSetupComplete message on Cell 1.
This message includes a SERVICE REQUEST message.
	-->
	RRCConnectionSetupComplete
	-
	-

	3B
	The SS transmits a SecurityModeCommand message on Cell 1.
	<--
	SecurityModeCommand
	-
	-

	3C
	The UE transmits a SecurityModeComplete message on Cell 1.
	-->
	SecurityModeComplete
	-
	-

	3D
	The SS transmits an RRCConnectionReconfiguration message on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION: Step 3E and 3EA can occur in any order
	-
	-
	-
	-

	3E
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3EA
	The UE loop backs the IP packet received in step 0 on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	3F
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	3G
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	4
	The SS changes Cell 1 and Cell 11 level according to the row "T1" in table 8.1.2.7.3.2-1.
	-
	-
	-
	-

	4A
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 11 and that the UE has performed TAU procedure with establishment cause ‘high priority access’?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	2
	-

	5-10
	Void
	-
	-
	-
	-

	11
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	12-20
	Void
	-
	-
	-
	-

	21
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 11 and that the UE responds to paging with establishment cause ‘high priority access’?
	-
	-
	1,2
	-

	Note 1: The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 0 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 1.


8.1.2.7.3.3
Specific message contents

Table 8.1.2.7.3.3-1: SystemInformationBlockType2 for Cell 1 and Cell 11 (preamble, Table 8.1.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	TRUE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s4
	
	

	      ac-BarringForSpecialAC
	'00000'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s4
	
	

	      ac-BarringForSpecialAC
	'00000'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.7.3.3-1A: CLOSE UE TEST LOOP (preamble, Table 8.1.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 1010'B
	10 seconds
	


Table 8.1.2.7.3.3-2: RRCConnectionRequest (step 2, step 4A and step 21, Table 8.1.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	highPriorityAccess
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.7.3.3-3: Void
Table 8.1.2.7.3.3-4: Void
Table 8.1.2.7.3.3-5: Void
Table 8.1.2.7.3.3-6: Void
Table 8.1.2.7.3.3-7: Void
Table 8.1.2.7.3.3-8: RRCConnectionReconfiguration (step 3D, Table 8.1.2.7.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SRB2-DRB(1, 0)


8.1.2.8
RRC connection establishment / Range of access baring time

8.1.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state with T303 running }

ensure that {
  when { UE is requested to make an outgoing call }

    then { UE does not transmit any RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 with no restriction }

ensure that {
  when { UE is requested to make an outgoing call }

    then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.8.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to FALSE:

4>
consider access to the cell as not barred;

3>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:

NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

4>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of the valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:

5>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as not barred;

3>
else:

4>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T303 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Data:

T303= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

2>
else if the UE is establishing the RRC connection for emergency calls:

3>
inform upper layers about the failure to establish the RRC connection and that access barring for emergency calls is applicable, upon which the procedure ends;

2>
else:

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
8.1.2.8.3
Test description

8.1.2.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in Registered, Idle mode state (state 2) according to [18].

8.1.2.8.3.2
Test procedure sequence

Table 8.1.2.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including systemInfoModification. (Note 3)
	<--
	Paging
	-
	-

	2
	The SS changes SystemInformationBlockType2 parameters to 0% access probability for MO calls.
	-
	-
	-
	-

	3
	Wait for 15 s for the UE to receive system information.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	Cause the UE to request connectivity to an additional PDN. (Note 5)
	-
	-
	-
	-

	5A
	The UE does not transmit any RRCConnectionRequest message (The UE starts T303) (Note 2)
	-
	-
	-
	-

	5B
	Void
	-
	-
	-
	-

	6
	 Cause the UE to request connectivity to an additional PDN. (Note 5)
	-
	-
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionRequest message within 5s?
	-->
	RRCConnectionRequest
	1
	F

	8
	Wait for 20 s to ensure that T303 expires.
	-
	-
	-
	-

	9
	The SS transmits a Paging message including systemInfoModification (Note 3).
	<--
	Paging
	-
	-

	10
	The SS changes SystemInformationBlockType2 parameters to default values (Note 4).
	-
	-
	-
	-

	11
	The SS starts timer Timer_1 = 20 s.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 12a1 to 12 b3 describe a transaction that depends on the UE behaviour; the "lower case letter" identifies a step sequence that takes place if a specific behaviour happens.(Note 6)
	-
	-
	-
	-

	12a1
	Check: Does the UE transmit an RRCConnectionRequest message?

SS stops timer Timer_1
	-->
	RRCConnectionRequest
	2
	P

	12b1
	The SS waits for Timer_1 expiry
	-
	-
	-
	-

	12 b2
	Cause the UE to request connectivity to an additional PDN. (Note 5)
	-
	-
	-
	-

	12b3
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	2
	P

	13
	 Void
	-
	-
	-
	-

	14-23
	Steps 2a2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.3.2 are performed on Cell 1
	-
	-
	-
	-

	Note 1:
Void.

Note 2:
The UE is establishing the RRC connection for mobile originating calls, and consider access to the cell as barred, the UE should draw a rand number “rand” in the range 0 ≤ rand < 1, and start T303 with value set to the maximum value: T303= (0.7+ 0.6 * rand) * ac-BarringTime.

Note 3:
To guarantee that the UE will receive at least one Paging in the Modification Period preceding the SysInfo change, SS should send the Paging message in every eligible PO in this Modification Period.

Note 4:
The default values refer to TS36.508 table 4.4.3.3-1. 

Note 5:
The triggers in step 5, step 6 and step 12 b2 are the same as in the generic procedure in 36.508 clause 6.4.3.2. 

Note 6:
A UE may send RRCConnectionRequest for the pending procedure triggered at step 6.


8.1.2.8.3.3
Specific message contents

Table 8.1.2.8.3.3-1: Paging (step 1 and step 9, Table 8.1.2.8.3.2-1)

	Derivation path: 36.508 table 4.6.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList
	Not present
	
	

	  systemInfoModification
	True
	
	

	}
	
	
	


Table 8.1.2.8.3.3-2: SystemInformationBlockType2 (step 2, Table 8.1.2.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	For AC 10
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s16
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s16
	
	

	      ac-BarringForSpecialAC
	'11111'B
	For AC 11..15
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.9
RRC Connection Establishment / 0% access probability for MO calls, non-zero percent access probability for MO signalling

8.1.2.9.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts SystemInformationBlockType2 indicating non zero percent access probability for MO signalling }

    then { UE does not transmit any RRCConnectionRequest message or UE transmits an RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call }

ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message }

            }

8.1.2.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:
3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

...

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

8.1.2.9.3
Test description
8.1.2.9.3.1
Pre-test conditions

System Simulator:
-
Cell 1 and Cell 11.

UE:
-
USIM set to Type A in 34.108[5] subclause 8.3.2.15 is inserted.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
8.1.2.9.3.2
Test procedure sequence

Table 8.1.2.9.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are assigned to satisfy RCell 1 > RCell 11.


Table 8.1.2.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	3
	The SS initializes internal counters: K to 0 and L to 0.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 4 to 5b15 shall be repeated maximum 50 times unless K > 0 and L >0. (Note 1)
	-
	-
	-
	-

	4
	The SS changes the power level setting according to the row “T1” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 5a1 to 5b15 describe behaviours which vary depending on whether the UE transmits an RRCConnectionRequest message or not.
	-
	-
	-
	-

	5a1
	IF the UE does not transmit any RRCConnectionRequest message within 5 s (Note 2) THEN the SS increments the counter K by 1.
	-
	-
	-
	-

	5a2
	The SS changes the power level setting according to the row “T2” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	5a3
	The SS waits for 20s for the UE to perform cell reselection procedure. (Note 3)
	-
	-
	-
	-

	5b1
	ELSE IF the UE transmits an RRCConnectionRequest message on Cell 11 THEN the SS increments the counter L by 1.
	-->
	RRCConnectionRequest
	-
	-

	5b2-5b6
	Steps 2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 11.

Note: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	5b7
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	5b8
	The SS changes the power level setting according to the row “T2” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	5b9
	The UE transmits an RRCConnectionRequest message on Cell 1.
	-->
	RRCConnectionRequest
	-
	-

	5b10-5b14
	Steps 2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 1.

Note: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	5b15
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	6
	Check: Is the counter K > 0 and L > 0?
	-
	-
	1
	P

	7
	Generic test procedure in TS 36.508 subclause 4.5.3.3 is performed on Cell 1.
NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	8
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	9
	Wait for 1 s after the IP packet has been transmitted in step 8. (Note 4)
	-
	-
	-
	-

	10
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	11
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 30s?
	-->
	RRCConnectionRequest
	2
	F

	-
	EXCEPTION: Step 21 and Step 22a1 can happen in any order.
	-
	-
	-
	-

	12-21
	Check: Does the test result of steps 1 to 10 generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1,2
	-

	-
	EXCEPTION: Step 22a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	22a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 8 on the DRB associated with the default EPS bearer context on Cell 1 within 10 s.
	-
	-
	-
	-

	Note 1:
There is an extremely low probability that the UE originating calls are barred, or not barred, 50 times consecutively. (The probability is 1.78(10-15). Therefore, 50 times is enough number of trials for this test case.
Note 2:
The UE starts T305.
Note 3:
The UE stops T305 upon cell reselection.
Note 4:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 8 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 10.


8.1.2.9.3.3
Specific message contents
Table 8.1.2.9.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all steps, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {}
	Not present
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p00
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.9.3.3-2: SystemInformationBlockType2 for Cell 11 (preamble and all steps, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p50
	
	

	      ac-BarringTime
	s8
	
	

	      ac-BarringForSpecialAC
	'00000'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.9.3.3-3: CLOSE UE TEST LOOP (preamble, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


Table 8.1.2.9.3.3-4: RRCConnectionRequest (step 5b1 and step 5b9, Table 8.1.2.9.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mo-Signalling
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.10
Void
8.1.2.11
RRC connection establishment of emergency call

8.1.2.11.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE is requested to make an outgoing emergency call }

   then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.11.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331 clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

…

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
…

2>
else:

3>
consider access to the cell as not barred;
…

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

…

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

8.1.2.11.3
Test description

8.1.2.11.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.2.11.3.2
Test procedure sequence

Table 8.1.2.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE attempt an IMS emergency call
	-
	-
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	-
	EXCEPTION: The behaviour in table 11.2.1.3.2-2 (Emergency registration and session setup procedure according TS 34.229-1) occurs in parallel 
	-
	-
	-
	-

	3-6
	Steps 4 to 7 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed for connection establishment including the SERVICE REQUEST message.
	-
	-
	-
	-

	7-9
	Steps 4-6 in table 11.2.1.3.2-1 are executed to establish an emergency PDN connection.
	-
	-
	-
	-

	10-12
	Steps 8 to 10a1 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	13
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


Table 8.1.2.11.3.2-2: Void
8.1.2.11.3.3
Specific message contents
Table 8.1.2.11.3.3-1: RRCConnectionRequest (step 2, Table 8.1.2.11.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	emergency
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.12
RRC connection establishment of emergency call / Limited Service

8.1.2.12.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE camp on an acceptable cell and is requested to make an outgoing emergency call }

   then { UE transmits an RRCConnectionRequest message }

            }

8.1.2.12.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.304 clause 4.3, 5.2.3.1 and TS 36.331 clause 5.3.3.2.

[TS 36.304, clause 4.3]

This clause defines the level of service that may be provided by the network to a UE in Idle mode.

The action of camping on a cell is necessary to get access to some services. Three levels of services are defined for UE:

-
Limited service (emergency calls, ETWS and CMAS on an acceptable cell)

-
Normal service (for public use on a suitable cell)

-
Operator service (for operators only on a reserved cell)

Furthermore, the cells are categorised according to which services they offer:

acceptable cell:

An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in a E-UTRAN network:

-
The cell is not barred, see subclause 5.3.1;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.2;

suitable cell:

A "suitable cell" is a cell on which the UE may camp on to obtain normal service. The UE shall have a valid USIM and such a cell shall fulfil all the following requirements.

· The cell is part of either: 

· the selected PLMN, or: 

· the registered PLMN, or:

· a PLMN of the Equivalent PLMN list

according to the latest information provided by NAS:

-
The cell is not barred, see subclause 5.3.1;

-
The cell is part of at least one TA that is not part of the list of "forbidden tracking areas for roaming", which belongs to a PLMN that fulfils the first bullet above;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.2;

-
For a CSG cell, the CSG ID is part of the CSG whitelist of the UE.

If more than one PLMN identity is broadcast in the cell, the cell is considered to be part of all TAs with TAIs constructed from the PLMN identities and the TAC broadcast in the cell.

[TS 36.304, clause 5.2.3.1]

The UE shall use one of the following two cell selection procedures:

a)
Initial Cell Selection


This procedure requires no prior knowledge of which RF channels are E-UTRA carriers. The UE shall scan all RF channels in the E-UTRA bands according to its capabilities to find a suitable cell. On each carrier frequency, the UE need only search for the strongest cell. Once a suitable cell is found this cell shall be selected.

b)
Stored Information Cell Selection


This procedure requires stored information of carrier frequencies and optionally also information on cell parameters, from previously received measurement control information elements or from previously detected cells. Once the UE has found a suitable cell the UE shall select it. If no suitable cell is found the Initial Cell Selection procedure shall be started.

NOTE: Priorities between different frequencies or RATs provided to the UE by system information or dedicated signalling are not used in the cell selection process.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

…

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
…

2>
else:

3>
consider access to the cell as not barred;
…

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2>
apply the default MAC main configuration as specified in 9.2.2;

2>
apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

…

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission. 

[TS 36.331, clause 6.2.2]
	SystemInformationBlockType1 field descriptions

	…

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.


8.1.2.12.3
Test description

8.1.2.12.3.1
Pre-test conditions

System Simulator:

-
Cell 1

-
The PLMN is defined in Table 8.1.2.12.3.1-1.

Table 8.1.2.12.3.1–1: PLMN identifier

	Cell
	PLMN name

	1
	PLMN4


UE:

-
The UE is equipped with a USIM containing default values except for those listed in Table 8.1.2.12.3.1-2.

Table 8.1.2.12.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFFPLMN
	
	PLMN4
	 

	EFPLMNwAcT
	1
	Default
	 E-UTRAN

	EFOPLMNwACT
	1
	PLMN1
	 E-UTRAN

	EFHPLMNwAcT
	1
	PLMN1
	 E-UTRAN


Preamble:

-
The UE is Switched OFF (State 1) according to [18].

8.1.2.12.3.2
Test procedure sequence

Table 8.1.2.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Power on the UE.
	-
	-
	-
	-

	2
	Wait 60s for the UE to camp on Cell 1 as an acceptable cell.
	-
	-
	-
	-

	3
	Make the UE attempt an IMS emergency call
	-
	-
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	-
	EXCEPTION: In parallel to the event described from step 17 to 25 (from generic UE registration procedure step 16) below the procedure for IMS signalling in the U-plane specified in table 8.1.2.12.3.2-2 takes place. (Note 1)
	-
	-
	-
	-

	5-17
	Steps 2 to 4 and 7 to 16 of the generic UE registration procedure (TS 36.508 4.5.2.3-1) are executed to complete the attach request procedure. (Note 1)
	-
	-
	-
	-

	18-22
	Steps 6 to 10a1 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed.
	-
	-
	-
	-

	23
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-

	Note 1: The exception step in table 8.1.2.12.3.2-1 supersedes the IMS exception step prior to step 16 in TS 36.508 table 4.5.2.3-1. 


Table 8.1.2.12.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1-5
	Emergency session setup steps 1-5 expected sequence procedure according TS 34. annex C.22229-1 [35].
	-
	-
	-
	-


8.1.2.12.3.3
Specific message contents
Table 8.1.2.12.3.3-1: RRCConnectionRequest (step 3, Table 8.1.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	emergency
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.12.3.3-2: SystemInformationBlockType1 (all steps, Table 8.1.2.12.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      ims-EmergencySupport-r9
	TRUE
	
	

	      cellSelectionInfo-v920
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.2.13
RRC connection establishment / 0% access probability for MO calls, 0% access probability for MO signalling

8.1.2.13.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts SystemInformationBlockType2 indicating 0% access probability for MO signalling }

    then { UE does not transmit any RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call and for MO signalling }

ensure that {
  when { UE receives a Paging message }

    then { UE transmits an RRCConnectionRequest message }

            }

(3)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call }

ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message }

            }

8.1.2.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:
3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2: Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

...

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

8.1.2.13.3
Test description
8.1.2.13.3.1
Pre-test conditions

System Simulator:
-
Cell 1 and Cell 11.

UE:
None.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
8.1.2.13.3.2
Test procedure sequence

Table 8.1.2.13.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are assigned to satisfy RCell 1 > RCell 11.


Table 8.1.2.13.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	3
	The SS changes the power level setting according to the row “T1” in table 8.1.2.13.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 11 within 40s? (Note 1)
	-->
	RRCConnectionRequest
	1
	F

	5
	The SS transmits a Paging message including a matched identity allocated in Cell 1.
	<--
	Paging
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 30s? (Note 2)
	-->
	RRCConnectionRequest
	1
	F

	7
	The SS changes the SystemInformationBlockType1 and SystemInformationBlockType2 on Cell 1 according to Table 8.1.2.13.3.3-1.
	-
	-
	-
	-

	7A
	Wait for 2.1* modification period (Note 5) to allow the new system information to take effect.
	-
	-
	-
	-

	7B
	The SS changes the power level setting according to the row “T2” in table 8.1.2.13.3.2-1.
	-
	-
	-
	-

	8
	The SS waits for 40s the UE to perform cell reselection procedure (Note 3).
	-
	-
	-
	-

	9
	The SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists on Cell 1.
	<--
	Paging
	-
	-

	10
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1?
	-->
	RRCConnectionRequest
	2
	P

	11-16
	Steps 4 to 9 of the generic test procedure in TS 36.508 subclause 4.5.3.3 are performed on Cell 1.
NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	17
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	18
	Wait for 1 s after the IP packet has been transmitted in step 17. (Note 4)
	-
	-
	-
	-

	19
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	20
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 10s?
	-->
	RRCConnectionRequest
	3
	F

	-
	EXCEPTION: Step 30 and Step 31a1 can happen in any order.
	-
	-
	-
	-

	21-30
	Check: Does the test result of steps 1 to 10 generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1,2,3
	-

	-
	EXCEPTION: Step 31a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	31a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 17 on the DRB associated with the default EPS bearer context on Cell 1 within 10 s.
	-
	-
	-
	-

	Note 1:
The UE starts T305.
Note 2:
In case that the UE did not response to paging on Cell 1, it is considered that the UE is camped on Cell 11.
Note 3:
The UE stops T305 upon cell reselection.

Note 4:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 17 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 19.
Note 5:
The wait time of 2.1* modification period in step 7A is to allow for the network to paging the system information change during the next modification period, and update the system information at the subsequent modification period. UE should acquire the updated system information within 100ms of the start of modification period.


8.1.2.13.3.3
Specific message contents
Table 8.1.2.13.3.3-1: SystemInformationBlockType2 for Cell 1 (step 7, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s8
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.13.3.3-2: SystemInformationBlockType1 for Cell 1 (step 7, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	
	

	}
	
	
	


Table 8.1.2.13.3.3-3: SystemInformationBlockType2 for Cell 11 (preamble and all steps, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.13.3.3-4: CLOSE UE TEST LOOP (preamble, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


8.1.3
RRC connection release
8.1.3.1
RRC connection release / Success

8.1.3.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state}

ensure that {
  when { UE receives an RRCConnectionRelease message }

   then { UE releases the signalling connection, the established EPS bearer and all radio resources and enters in RRC_IDLE state }

            }

8.1.3.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.8.3 and 5.3.12.
[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;
...

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘load balancing TAU required’;
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320;
1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;
1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

8.1.3.1.3
Test description

8.1.3.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.1.3.1.3.2
Test procedure sequence

Table 8.1.3.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message to release the RRC connection.
	<--
	RRCConnectionRelease
	-
	-

	2
	SS waits for 5s.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1
	-


8.1.3.1.3.3
Specific message content

None.

8.1.3.2
Void

8.1.3.3
Void
8.1.3.4
RRC connection release / Redirection to another E-UTRAN frequency

8.1.3.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE RedirectionInformation with E-UTRA-CarrierFreq different from the frequency UE was on in RRC_CONNECTED state}

   then { UE enters RRC_IDLE state on new frequency included in IE RedirectionInformation }
            }

8.1.3.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.8.3, 5.3.12 and TS 36.304, clauses 5.2.4.1, 5.2.7.
[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.

[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.4.1]

…

UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

…

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, UE shall select a suitable cell to camp on according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. Otherwise UE shall select a suitable cell on an EUTRA carrier. If no suitable cell is found, the UE shall perform a cell selection starting with Stored Information Cell Selection procedure in order to find a suitable cell to camp on.
...

8.1.3.4.3
Test description

8.1.3.4.3.1
Pre-test conditions

System Simulator:

-
2 cells on different E-UTRA frequencies and different tracking areas: 

-
Cell 1 serving cell 

-
Cell 23 suitable neighbour inter-frequency cell
-
Cell power levels are selected according to [18] so that camping on Cell 1 is guaranteed
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on cell 1.

8.1.3.4.3.2
Test procedure sequence

Table 8.1.3.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectionInformation including eutra-CarrierFreq of Cell 23). 


	<--
	RRCConnectionRelease
	-
	-

	2
	Check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 23?
	-
	-
	1
	-


8.1.3.4.3.3
Specific message contents
Table 8.1.3.4.3.3-1: Conditions for table 8.1.3.4.3.3-3 

	Condition descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 23

This condition applies to system information transmitted on Cell 23.


Table 8.1.3.4.3.3-2: Void
Table 8.1.3.4.3.3-3: SystemInformationBlockType5 for cells 1 and 23 (preamble and all steps, Table 8.1.3.4.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-4

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    dl-CarrierFreq[n]
	Same downlink EARFCN as used for Cell 23
	
	Cell 1

	
	Same downlink EARFCN as used for Cell 1
	
	Cell 23

	    cellReselectionPriority[n]
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.4.3.3-4 RRCConnectionRelease message (step 1, Table 8.1.3.4.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo ::= CHOICE {
	
	
	

	          eutra
	Downlink EARFCN of cell 23
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.5
RRC connection release / Success / With priority information

8.1.3.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received an RRCConnectionRelease message with the freqPriorityListEUTRA with higher priority frequency}

ensure that {
  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

8.1.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.8.3 and TS 36.304, clause 5.2.4.1, 5.2.4.2 and 5.2.4.5.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;
2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

...

1>
if the releaseCause received in the RRCConnectionRelease message indicates 'loadBalancingTAURequired':

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
[TS 36.304, clause 5.2.4.1]

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency. The UE shall delete priorities provided by dedicated signalling when:

-
the UE enters RRC_CONNECTED state; or

-
the optional validity time of dedicated priorities (T320) expires; or

-
a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

The UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.
The UE shall not consider any black listed cells as candidate for cell reselection.
The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and T3230 in GERAN), if configured, at inter-RAT cell (re)selection.

NOTE: The network may assign dedicated cell reselection priorities for frequencies not configured by system information.

[TS 36.304, clause 5.2.4.2]

When evaluating Srxlev and Squal of non-serving cells for reselection purposes, the UE shall use parameters provided by the serving cell.

Following rules are used by the UE to limit needed measurements:

-
If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, the UE may choose not to perform intra-frequency measurements.

-
Otherwise, the UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for E-UTRAN inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:

-
For an E-UTRAN inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current E-UTRA frequency the UE shall perform measurements of higher priority E-UTRAN inter-frequency or inter-RAT frequencies according to [10].

-
For an E-UTRAN inter-frequency with an equal or lower reselection priority than the reselection priority of the current E-UTRA frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current E-UTRAN frequency:
-
If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE may choose not to perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority.

-
Otherwise, the UE shall perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority according to [10].

[TS 36.304, clause 5.2.4.5]

If threshServingLowQ is provided in SystemInformationBlockType3, cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority EUTRAN or UTRAN RAT/ frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT; or

-
A cell of a higher priority GERAN or CDMA2000 RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and

· More than 1 second has elapsed since the UE camped on the current serving cell.
Otherwise, cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and

More than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a cell on an equal priority E-UTRAN frequency shall be based on ranking for Intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

If threshServingLowQ is provided in SystemInformationBlockType3, cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority EUTRAN or UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT; or

-
The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority GERAN or CDMA2000 RAT/ frequency fulfils Srxlev > ThreshX, LowP during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.

Otherwise, cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP  during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a higher priority RAT/ frequency shall take precedence over a lower priority RAT/ frequency, if multiple cells of different priorities fulfil the cell reselection criteria.

For cdma2000 RATs, Srxlev is equal to -FLOOR(-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in [18], with Ec/Io referring to the value measured from the evaluated cell.
For cdma2000 RATs, ThreshX, HighP and ThreshX, LowP are equal to -1 times the values signalled for the corresponding parameters in the system information.
In all the above criteria the value of TreselectionRAT is scaled when the UE is in the medium or high mobility state as defined in subclause 5.2.4.3.1. If more than one cell meets the above criteria, the UE shall reselect a cell as follows:
-
If the highest-priority frequency is an E-UTRAN frequency, a cell ranked as the best cell among the cells on the highest priority frequency(ies) meeting the criteria according to section 5.2.4.6;

-
If the highest-priority frequency is from another RAT, a cell ranked as the best cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.

8.1.3.5.3
Test description

8.1.3.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 3 and Cell6. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
NOTE: For Cell 3 and 6 TAI is set to TAI-2
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.1.3.5.3.2
Test procedure sequence

Table 8.1.3.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.1.3.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 6
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"off”
	"off”
	The power level values are assigned to satisfy SrxlevCell 1 > Sintrasearch. (NOTE 1)

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	-73
	The power level values are assigned to satisfy both Threshx, low < SrxlevCell 3 and Threshx, high <SrxlevCell 6.

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.1.3.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message including the freqPriorityListEUTRA on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state on Cell 1.
	-
	-
	-
	-

	3
	The SS changes Cell 1, Cell 3 and Cell 6 level according to the row "T1" in table 8.1.3.5.3.2-1.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 6?
	-
	-
	1
	-


8.1.3.5.3.3
Specific message contents

Table 8.1.3.5.3.3-1: RRCConnectionRelease (step 1, Table 8.1.3.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        idleModeMobilityControlInfo SEQUENCE {
	
	
	

	          freqPriorityListEUTRA SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	3 entries
	
	

	            carrierFreq[1]
	Same downlink EARFCN as used for Cell 1
	
	

	            cellReselectionPriority[1]
	4
	
	

	            carrierFreq[2]
	Same downlink EARFCN as used for Cell 3
	
	

	            cellReselectionPriority[2]
	1
	
	

	            carrierFreq[3]
	Same downlink EARFCN as used for Cell 6
	
	

	            cellReselectionPriority[3]
	5
	
	

	          }
	
	
	

	          freqPriorityListGERAN
	Not present
	
	

	          freqPriorityListUTRA-FDD
	Not present
	
	

	          freqPriorityListUTRA-TDD
	Not present
	
	

	          bandClassPriorityListHRPD
	Not present
	
	

	          bandClassPriorityList1XRTT
	Not present
	
	

	          t320
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.5.3.3-2: SystemInformationBlockType5 for Cell 1 (preamble and all steps, Table 8.1.3.5.3.2-2)

	Derivation path: 36.508 table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    dl-CarrierFreq[n]
	Same downlink EARFCN as used for Cell 3
	
	

	    dl-CarrierFreq[m]
	Same downlink EARFCN as used for Cell 6
	
	

	threshX-Low[n]
	11
	
	

	    threshX-High[m]
	11
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.5.3.3-3: SystemInformationBlockType5 for Cell 6 (all steps, Table 8.1.3.5.3.2-2)

	Derivation path: 36.508 table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	2 entries
	
	

	    dl-CarrierFreq[1]
	Same downlink EARFCN as used for Cell 1
	
	

	    dl-CarrierFreq[2]
	Same downlink EARFCN as used for Cell 3
	
	

	cellReselectionPriority [2]
	1
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.6
RRC connection release / Redirection from E-UTRAN to UTRAN

8.1.3.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectionInformation with utra-CarrierFreq UTRA frequency }

   then { UE enters RRC_IDLE state on UTRA frequency included in IE redirectionInformation }
            }

8.1.3.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, UE shall select a suitable cell to camp on according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. Otherwise UE shall select a suitable cell on an EUTRA carrier.
...

8.1.3.6.3
Test description

8.1.3.6.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one UTRA cell and different location areas:

-
Cell 1 E-UTRA serving cell 

-
Cell 5 suitable neighbour UTRA cell
-
The parameters settings and power levels for Cell 1 and Cell 5 are selected according to [18], [5] and Table 8.1.3.6.3.2-0 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 5 can take place (utra priority is lower than serving and S Cell 1 > Thresh Cell 1,low). 

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.6.3.2
Test procedure sequence

Table 8.1.3.6.3.2-0 shows the cell power levels after the preamble.
Table 8.1.3.6.3.2-0: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	CPICH_Ec
	dBm/3.84 MHz
	-
	-70
	

	
	P-CCPCH
	dBm/1.28 MHz
	-
	-72
	


Table 8.1.3.6.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectionInformation including UTRA-CarrierFreq of Cell 5).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.8 indicate that the UE is camped on UTRAN Cell 5?
	-
	-
	1
	-


8.1.3.6.3.3
Specific message or IE contents
Table 8.1.3.6.3.3-1: Void
Table 8.1.3.6.3.3-2: Void
Table 8.1.3.6.3.3-3: SystemInformationBlockType6 for cell 1 (preamble and all steps, Table 8.1.3.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.1.3.6.3.3-4 RRCConnectionRelease message (step 1, Table 8.1.3.6.3.2-1)

	Derivation Path: 36.508 table 4.6.1.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	    rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	      redirectedCarrierInfo ::= CHOICE {
	
	
	

	        utra-FDD
	Downlink UARFCN of cell 5
	
	UTRA-FDD

	        utra-TDD
	Downlink UARFCN of cell 5
	
	UTRA-TDD

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.1.3.6.3.3-5: System Information Block type 19 for Cell 5 (preamble and all steps, Table 8.1.3.6.3.2-1)

	Derivation Path: 36.508 table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	  Utra-PriorityInfoList ::= SEQUENCE {
	
	
	

	    utra-ServingCell ::= SEQUENCE {
	
	
	

	      priority
	5
	
	

	    }
	
	
	

	  }
	
	
	


8.1.3.7
RRC connection release / Redirection from UTRAN to E-UTRAN

8.1.3.7.1
Test Purpose (TP)

(1)

with { UE in UTRA Idle state }

ensure that {

  when { UE is requested to make an outgoing PS call }

   then { UE includes in the RRC CONNECTION REQUEST the IE Pre-Redirection info" }
            }

(2)

with { UE in UTRA CELL_DCH state }

ensure that {

  when { UE receives an RRC CONNECTION RELEASE message including an IE Redirection info with E-UTRA target info E-UTRA frequency }

   then { UE enters RRC_IDLE state on E-UTRAN Carrier included in IE Redirection info }
            }

8.1.3.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 25.331, clause  8.1.3.3, 8.1.4.3 and clause 8.5.2. 

[TS 25.331, clause 8.1.3.3]

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
if the UE supports E-UTRA:

2>
if the variable EUTRA_FREQUENCY_INFO_LIST contains no E-UTRA frequencies;
3>
include the IE "Pre-Redirection info";

3>
if the UE supports E-UTRA FDD:

4>
set the IE "Support of E-UTRA FDD" to TRUE.
3>
if the UE supports E-UTRA TDD:

4>
set the IE "Support of E-UTRA TDD" to TRUE.
2>
if the UE supports any of the bands that the E-UTRA frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to;
3>
include the IE "Pre-Redirection info";
3>
if the UE supports any of the bands that the E-UTRA FDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA FDD" to TRUE.

3>
if the UE supports any of the bands that the E-UTRA TDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA TDD" to TRUE.

[TS 25.331, clause 8.1.4.3]

The UE shall receive and act on an RRC CONNECTION RELEASE message in states CELL_DCH and CELL_FACH and CELL_PCH (FDD only). Furthermore this procedure can interrupt any ongoing procedures with the UE in the above listed states.

When the UE receives the first RRC CONNECTION RELEASE message; and

1>
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

1>
if the message is received on DCCH:

the UE shall perform the RRC connection release procedure as specified below.

When the UE receives the first RRC CONNECTION RELEASE message; and 

1>
if the message is received on the CCCH, the IE "UTRAN group identity" is present and there is a group identity match according to subclause 8.6.3.13:

the UE shall perform the RRC connection release procedure as specified below.

The UE shall:

1>
in state CELL_DCH:

2>
initialise the counter V308 to zero;

2>
set the IE "RRC transaction identifier" in the RRC CONNECTION RELEASE COMPLETE message to the value of "RRC transaction identifier" in the entry for the RRC CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;

2>
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using UM RLC on the DCCH to the UTRAN;

2>
if the IE "Rplmn information" is present:

3>
the UE may:

4>
store the IE on the ME together with the PLMN id for which it applies;

3>
the UE may then:

4>
utilise this information, typically indicating where a number of BCCH frequency ranges of a RAT may be expected to be found, during subsequent Rplmn selections of the indicated PLMN.

2>
if the IE "UE Mobility State Indicator" is present:

3>
consider the High-mobility state to have being detected when entering idle mode.
2>
start timer T308 when the RRC CONNECTION RELEASE COMPLETE message is sent on the radio interface.

1>
in state CELL_FACH:

2>
if the RRC CONNECTION RELEASE message was received on the DCCH:

3>
set the IE "RRC transaction identifier" in the RRC CONNECTION RELEASE COMPLETE message to
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;

3>
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using AM RLC on the DCCH to the UTRAN.

3>
when the successful transmission of the RRC CONNECTION RELEASE COMPLETE message has been confirmed by the lower layers:

4>
release all its radio resources; and

4>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers; and

4>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

4>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
clear the variable ESTABLISHED_RABS;

4>
pass the value of the IE "Release cause" received in the RRC CONNECTION RELEASE message to upper layers;

4>
enter idle mode;

4>
perform the actions specified in subclause 8.5.2 when entering idle mode.

3>
and the procedure ends.

2>
if the RRC CONNECTION RELEASE message was received on the CCCH:

3>
release all its radio resources;

3>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to the upper layers;

3>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
pass the value of the IE "Release cause" received in the RRC CONNECTION RELEASE message to upper layers;

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode;

3>
and the procedure ends.
[TS 25.331, clause 8.5.2]

When entering idle mode from connected mode, the UE shall:

1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4;

1>
if the RRC CONNECTION RELEASE message was received and the IE "Redirection info" was present therein:

2>
if the IE "Frequency info" is present, attempt to camp on a suitable cell on the indicated UTRA carrier included in the RRC CONNECTION RELEASE message;

2>
if the IE "GSM target cell info" is present, attempt to camp on a suitable cell of the list of cells for the indicated RAT included in the RRC CONNECTION RELEASE message. If no cells were indicated for that RAT or no suitable cell of the indicated cells for that RAT is found within 10s, attempt to camp on any suitable cell of that RAT; or

2>
if the IE "E-UTRA target info" is present, attempt to camp on any of the frequencies for the indicated RAT included in the RRC CONNECTION RELEASE message, excluding any cell indicated in the list of not allowed cells for that RAT, if present. If no suitable cell on the indicated frequencies for that RAT is found within 10s, attempt to camp on any suitable cell of that RAT, excluding any cell indicated in the list of not allowed cells for that RAT; or

2>
if no suitable cell is found on the indicated UTRA carrier or RAT camp on any suitable cell.
8.1.3.7.3
Test description

8.1.3.7.3.1
Pre-test conditions

System Simulator:

-
2 cells, one UTRA and one E-UTRA cell: 

-
Cell 5 UTRA serving cell (priority 4 default)

-
Cell 1 suitable neighbour E-UTRA cell (priority 3) 

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

UTRAN Idle state
Preamble:

State 3 or state 7 as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

8.1.3.7.3.2
Test procedure sequence
Table 8.1.3.7.3.2-0 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" is applied at the point indicated in the Main behaviour description in Table 8.1.3.7.3.2-1.

Table 8.1.3.7.3.2-0: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering condition for event 3c is satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-100
	


Table 8.1.3.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE initiate an outgoing PS call.
	-
	-
	-
	-

	2
	Check: does the UE include the IE Pre-redirection info with Support of E-UTRA set to TRUE?
	-->
	RRC CONNECTION REQUEST
	1
	P

	3
	The SS transmit a RRC CONNECTION SETUP on SRB1 on Cell 5.
	<--
	RRC CONNECTION SETUP
	-
	-

	4
	The UE transmits an RRC CONNECTION SETUP COMPLETE message
	-->
	RRC CONNECTION SETUP COMPLETE
	-
	-

	5
	The UE transmits the SERVICE REQUEST message for PS data call
	-->
	INITIAL DIRECT TRANSFER
	-
	-

	-
	EXCEPTION: Steps 6a and 6b describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
UTRAN FDD:
IF pc_UTRA_CompressedModeRequired THEN Steps 6a1, 6a2

IF pc_UTRA_FeatrGrp_2 THEN 6b1 to 6b2.
UTRAN TDD: go to step 6b1
	
	
	
	

	6a1
	The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	6a2
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	6b1
	The SS configures the Inter-RAT measurement with E-UTRA frequency list including the DL Carrier frequency of Cell 1
	<--
	MEASUREMENT CONTROL
	-
	-

	6b2
	The SS changes Cell 1 and Cell 5 power level according to the row "T1" in table 8.1.3.7.3.2-0.

Note: The UE starts sending MEASUREMENT REPORT messages during the Authentication Phase
	-
	-
	-
	-

	7-9
	Void
	
	
	
	

	10
	The SS starts the Authentication and Ciphering Request procedure
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	11
	The UE transmits the Authentication and Ciphering Response
	-->
	UPLINK DIRECT TRANSFER
	-
	-

	12
	The SS transmits a SECURITY MODE COMMAND message
	<--
	SECURITY MODE COMMAND
	-
	-

	13
	The UE transmits a SECURITY MODE COMPLETE message
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION:
Step 14a describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	
	
	
	

	14 a
	IF  pc_UTRA_FeatrGrp_2 THEN if MEASUREMENT REPORT is received during the authentication and security phase (from step 7 to 13) goto next step otherwise the SS waits for MEASUREMENT REPORT message.
	-->
	MEASUREMENT REPORT
	-
	-

	15
	The SS transmits an RRC CONNECTION RELEASE message (IE E-UTRA target info including DL Carrier frequency of Cell 1).
	<--
	RRC CONNECTION RELEASE
	-
	-

	16
	The UE transmits a RRC CONNECTION RELEASE COMPLETE message
	-->
	RRC CONNECTION RELEASE COMPLETE
	-
	-

	17
	The UE transmits a RRC CONNECTION RELEASE COMPLETE message
	-->
	RRC CONNECTION RELEASE COMPLETE
	-
	-

	18
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-2 indicate that the UE is camped on E-UTRAN Cell 1?
	-
	-
	2
	-

	NOTE: pc_FeatrGrp_2 is always set to TRUE when pc_UTRA_CompressedModeRequired is TRUE


8.1.3.7.3.3
Specific message or IE contents

Table 8.1.3.7.3.3-1 System Information Block type 19 for Cell 5 (preamble and all steps, Table 8.1.3.7.3.2-1)

	Derivation Path: 36.508 table Table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	4
	
	

	      }
	
	
	

	      eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	1 entry
	
	

	        earfcn[1]
	Downlink EARFCN of Cell 1
	
	

	        priority[1]
	3
	
	

	    }
	
	
	

	}
	
	
	


Table 8.1.3.7.3.3-2: RRC CONNECTION REQUEST (step 2, Table 8.1.3.7.3.2-1)
	Derivation path: 34.108 default RRC CONNECTION REQUEST in section 9.1.1 for UTRA FDD or 9.1.2 for UTRA TDD

	Information Element
	Value/Remark
	Comment
	Condition

	Pre-redirection info
	
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to
	

	  Support of E-UTRA FDD
	TRUE
	
	E-UTRA-FDD

	  Support of E-UTRA TDD
	TRUE
	
	E-UTRA-TDD


Table 8.1.3.7.3.3-3: MEASUREMENT CONTROL (step 6b1, Table 8.1.3.7.3.2-1)
	Derivation Path: 36.508, clause 4.7B.1 Table 4.7B.1-3

	Information Element
	Value/remark
	Comment
	Condition

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	    CHOICE report criteria
	Inter-RAT measurement reporting criteria
	
	

	      Parameters required for each event
	1 entry
	
	

	        Inter-RAT event identity
	3c
	
	

	        Threshold own system
	Not present
	
	

	        W
	Not present
	
	


Table 8.1.3.7.3.3-4: RRC CONNECTION RELEASE (step 15, Table 8.1.3.7.3.2-1)
	Derivation path: 34.108 default RRC CONNECTION RELEASE in section 9.1.1 for UTRA FDD or 9.1.2 for UTRA TDD

	Information Element
	Value/Remark
	Comment
	Condition

	N308
	1
	
	

	Redirection info
	
	
	

	  Frequency info
	Omitted
	
	

	  Inter-RAT info
	E-UTRA
	
	

	    E-UTRA target info
	
	
	

	       E-UTRA Target Frequency Info List
	1 Entry
	
	

	         FDD
	
	
	E-UTRA-FDD

	           DL Carrier frequency
	The DL Carrier frequency of Cell 1
	
	

	              Blacklisted cells per freq list
	Omitted
	
	

	         TDD
	
	
	E-UTRA-TDD

	           DL Carrier frequency
	The DL Carrier frequency of Cell 1
	
	

	              Blacklisted cells per freq list
	Omitted
	
	


8.1.3.8
RRC connection release / Redirection from E-UTRAN to GERAN

8.1.3.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to geran }

   then { UE enters Idle mode on GERAN Cell included in IE redirectedCarrierInfo  }
            }

8.1.3.8.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.8.3
Test description

8.1.3.8.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one GERAN cell and different location areas: 

-
Cell 1 E-UTRA serving cell (priority 4 default)
-
Cell 24 GERAN neighbouring cell (priority 3)
-
The parameters settings and power levels for Cell 1 and Cell 24 are selected according to [18], [5], [25] and Table 8.1.3.8.3.2-0 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 24 can take place (GERAN priority is lower than serving and S Cell 1 > Thresh Cell 1,low) 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.8.3.2
Test procedure sequence

Table 8.1.3.6.3.2-0 shows the cell power levels after the preamble.
Table 8.1.3.8.3.2-0: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	GERAN Cell Power
	dBm
	-
	-70
	


Table 8.1.3.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectedCarrierInfo including startingARFCN of Cell 24).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?
NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	-


8.1.3.8.3.3
Specific message or IE contents

Table 8.1.3.8.3.3-1: Void
Table 8.1.3.8.3.3-2: SystemInformationBlockType7 for cell 1 (preamble and all steps, Table 8.1.3.8.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-6

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType7 ::= SEQUENCE {
	
	
	

	  carrierFreqsInfoList SEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {
	
	
	

	    carrierFreqs SEQUENCE [n] {
	
	
	

	      startingARFCN
	Same as cell 24
	
	

	      bandIndicator
	Same as cell 24
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 24
	
	

	          numberOfFollowingARFCNs
	Same as cell 24
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.8.3.3-3: RRCConnectionRelease message (step 1, Table 8.1.3.8.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	          geran SEQUENCE {
	
	
	

	              startingARFCN
	Downlink ARFCN of Cell 24
	
	

	              bandIndicator
	The same band indicator of the Cell 24
	
	

	              followingARFCNs CHOICE {
	
	
	

	                explicitListOfARFCNs
	0 Entries
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.9
RRC connection release / Redirection from E-UTRAN to CDMA2000-HRPD

8.1.3.9.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to cdma2000-HRPD }

   then { UE enters cdma2000-HRPD mode }
            }

8.1.3.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
use the idle mobility parameters broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.9.3
Test description

8.1.3.9.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one HRPD cell: 

-
Cell 1 E-UTRA serving cell 

-
Cell 15 suitable neighbour HRPD cell

-
The parameters settings and power levels for Cell 1 and Cell 15 are selected according to [18], [xx] and Table 8.1.3.9.3.2-1 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 15 can take place (hrpd priority is lower than serving and S Cell 1 > Thresh Cell 1,low).
-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

Note: UE is not pre-registered in Cell 15.

8.1.3.9.3.2
Test procedure sequence

Table 8.1.3.9.3.2-1 shows the cell power levels after the preamble.
Table 8.1.3.9.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec /Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.1.3.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectedCarrierInfo including cdma2000-HRPD of Cell 15).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the UE transmit an Access Probe on Cell 15 to initiate registration? 
	-->
	Access Probe
	1
	P


8.1.3.9.3.3
Specific message or IE contents

Table 8.1.3.9.3.3-1: Void
Table 8.1.3.9.3.3-2: RRCConnectionRelease (step 1, Table 8.1.3.9.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	              cdma2000-HRPD
	cdma2000-CarrierInfo for Cell 15
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.10
RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT
8.1.3.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to cdma2000-1xRTT }

   then { UE enters cdma2000-1xRTT mode }
            }

8.1.3.10.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.10.3
Test description

8.1.3.10.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one 1xRTT cell: 

-
Cell 1 E-UTRA serving cell 

-
Cell 19 suitable neighbour 1xRTT cell

-
The parameters settings and power levels for Cell 1 and Cell 19 are selected according to [18], [yy] and Table 8.1.3.10.3.2-1 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 19 can take place (1xRTT priority is lower than serving and S Cell 1 > Thresh Cell 1,low). 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

- 
UE is not pre-registered in Cell 19.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.10.3.2
Test procedure sequence

Table 8.1.3.10.3.2-1 shows the cell power levels after the preamble.
Table 8.1.3.10.3.2-1: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.1.3.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message.
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the UE transmit an Access Probe on Cell 19 to initiate registration? 
	-->
	Access Probe
	1
	P


8.1.3.10.3.3
Specific message or IE contents

Table 8.1.3.10.3.3-1: Void
Table 8.1.3.10.3.3-2: RRCConnectionRelease (step 1, Table 8.1.3.10.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	              cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2
RRC connection reconfiguration
8.2.1
Radio bearer establishment
8.2.1.1
RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC_CONNECTED / Success / Default bearer / Early bearer establishment

8.2.1.1.1
Test Purpose (TP)

(1)

with { UE having completed the RRC connection establishment procedure }

ensure that {
  when { SS sends in sequence a SecurityModeCommand and an RRCConnectionReconfiguration message }

    then { UE establishes the initial security configuration in accordance with the received securityConfigSMC included in SecurityModeCommand and successfully completes the connection reconfiguration }

            }

8.2.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.1.2, 5.3.1.1, 5.3.5.3, 5.3.10.1 and 5.3.10.3. The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.1.2]

The UE shall:

1> process the received messages in order of reception by RRC, i.e. the processing of a message shall be completed before starting the processing of a subsequent message;

NOTE: 1
E-UTRAN may initiate a subsequent procedure prior to receiving the UEs response of a previously initiated procedure.

[TS 36.331, clause 5.3.1.1]

After having initiated the initial security activation procedure, E-UTRAN initiates the establishment of SRB2 and DRBs, i.e. E-UTRAN may do this prior to receiving the confirmation of the initial security activation from the UE. In any case, E-UTRAN will apply both ciphering and integrity protection for the RRC connection reconfiguration messages used to establish SRB2 and DRBs. 
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

...

1>
else:

2>
If the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated: 

3>
perform the radio resource configuration procedure as specified in 5.3.10;
NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

...

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.3.10.1]

The UE shall:

1>
for each srb-Identity value included in the srb-ToAddModList that is not part of the current UE configuration (SRB establishment):

2>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;

2> establish a PDCP entity and configure it with the current security configuration, if applicable;

2>
establish an RLC entity in accordance with the received rlc-Config;

2>
establish a DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2
[TS 36.331, clause 5.3.10.3]

The UE shall:

1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment):

2>
establish a PDCP entity and configure it with the current security configuration and in accordance with the received pdcp-Config;

2>
establish an RLC entity in accordance with the received rlc-Config;

2>
establish a DTCH logical channel in accordance with the received logicalChannelIdentity and the received logicalChannelConfig;

1>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

8.2.1.1.3
Test description

8.2.1.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.2.1.1.3.2
Test procedure sequence

Table 8.2.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	 SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists.
	<--
	 Paging
	-
	-

	2
	UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	SS transmit an RRCConnectionSetup message 
	<--
	RRCConnectionSetup
	-
	-

	4
	The UE transmits an RRCConnectionSetupComplete to confirm the successful completion of the connection establishment. (Note 1)
	-->
	RRCConnectionSetupComplete
	-
	-

	5
	SS transmits a SecurityModeCommand message to activate AS security.
	<--
	SecurityModeCommand
	-
	-

	6
	Using the same TTI as the SecurityModeCommand message in step 5, the SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: Does the UE transmit a SecurityModeComplete message?
	-->
	SecurityModeComplete
	1
	P

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message to confirm the establishment of data radio bearer?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	Check: Does the test result of CALL generic procedure in TS 36.508 subclause 6.4.2.3 indicate that UE is in E-UTRA RRC_CONNECTED state?
	-
	-
	1
	-

	Note 1: Contains a SERVICE REQUEST NAS message.


8.2.1.1.3.3
Specific message contents

Table 8.2.1.1.3.3-1: RRCConnectionReconfiguration (step 6, Table 8.2.1.1.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8, condition SRB2-DRB(1, 0)


8.2.1.2
Void
8.2.1.3
RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer

8.2.1.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { SS sends an RRCConnectionReconfiguration message including a drb-Identity that is not part of the current UE configuration and a dedicatedInfoNASList}

    then { UE successfully establish the radio bearer according to IE radioResourceConfigDedicated }

            }

8.2.1.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.3 and 5.3.10.3.

The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
If the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated: 

3>
perform the radio resource configuration procedure as specified in 5.3.10;
NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList: 

2>
forward each element of the dedicatedInfoNASList to upper layers;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.3.10.3]

The UE shall:
1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment):

2>
establish a PDCP entity and configure it with the current security configuration and in accordance with the received pdcp-Config;

2>
establish an RLC entity in accordance with the received rlc-Config;

2>
establish a DTCH logical channel in accordance with the received logicalChannelIdentity and the received logicalChannelConfig;

1>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

8.2.1.3.3
Test description

8.2.1.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.2.1.3.3.2
Test procedure sequence

Table 8.2.1.3.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?

	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	The UE transmits an ULInformationTransfer message. This message includes an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	ULInformationTransfer
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.2.1.3.3.3
Specific message contents

Table 8.2.1.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.1.3.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8, condition DRB(1,0)

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        dedicatedInfoNASList SEQUENCE (SIZE(1..maxDRB)) OF
	1 entry
	
	

	        dedicatedInfoNAS [1]
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST with EPS bearer identity corresponding to drb-Identity 2
	According 36.508 table 4.7.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.1.4
Void
8.2.1.5
RRC connection reconfiguration / Radio bearer establishment for transition from RRC_Idle to RRC CONNECTED / Success / Latency check
8.2.1.5.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_IDLE state and has sent an RRCConnectionRequest message }

ensure that {

  when { UE receive a RRCConnectionSetup message and 15 subframes later receives an UL grant }

then { UE successfully transmit RRCConnectionSetupComplete message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receive a SecurityModeCommand message and 10 subframes later receives an UL grant }

then { UE successfully establish the initial AS security activation according to IE securityConfigSMC }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receive a RRCConnectionReconfiguration message including a drb-Identity that is not part of the current UE configuration and a nas-DedicatedInformation and 15 subframes later receives an UL grant }

then { UE successfully establish the radio bearer according to IE radioResourceConfiguration }

            }

(4)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives an UECapabilityEnquiry message after AS security is activated and at 10 subframes later receives an UL grant }

then { UE successfully transmits an UECapabilityInformation message including UE radio access capability information corresponding to the ue-RadioAccessCapRequest variable }

            }

8.2.1.5.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.4, 5.3.4.3, 5.3.5.3, 5.6.3.3 and 11.2. 

[TS 36.331, clause 5.3.3.4]

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the ‘Registered MME’ received from upper layers;

3>
set the mmegi and the mmec to the value received from upper layers;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;
[TS 36.331, clause 5.3.4.3]

The UE shall:

1>
derive the KeNB key, as specified in TS 33.401 [32];

1> derive the KRRCint key associated with the integrityProtAlgorithm indicated in the SecurityModeCommand message, as specified in TS 33.401 [32];

1>
request lower layers to verify the integrity protection of the SecurityModeCommand message, using the algorithm indicated by the integrityProtAlgorithm as included in the SecurityModeCommand message and the KRRCint key;

1>
if the SecurityModeCommand message passes the integrity protection check:

2> derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm indicated in the SecurityModeCommand message, as specified in TS 33.401 [32];
2>
configure lower layers to apply integrity protection using the indicated algorithm and the KRRCint key immediately, i.e. integrity protection shall be applied to all subsequent messages received and sent by the UE, including the SecurityModeComplete message;

2>
configure lower layers to apply ciphering using the indicated algorithm, the KRRCenc key and the KUPenc key after completing the procedure, i.e. ciphering shall be applied to all subsequent messages received and sent by the UE, except for the SecurityModeComplete message which is sent unciphered;

2>
consider AS security to be activated;

2>
submit the SecurityModeComplete message to lower layers for transmission, upon which the procedure ends;
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.6.3.3]

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes ‘eutra’:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to ‘eutra’;

2>
if the ue-CapabilityRequest includes ‘geran-cs’ and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to ‘geran-cs’;

2>
if the ue-CapabilityRequest includes ‘geran-ps’ and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to ‘geran-ps’;

2>
if the ue-CapabilityRequest includes ‘utra’ and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ue-CapabilityRAT-Container and with the rat-Type set to ‘utra’;

…

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;

[TS 36.331, clause 11.2]

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment
	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection re-configuration (radio resource configuration)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	


8.2.1.5.3
Test description
8.2.1.5.3.1
Pre-test conditions
System Simulator:

-
Cell 1 
UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.2.1.5.3.2
Test procedure sequence
Table 8.2.1.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordList.
	<--
	Paging
	-
	-

	2
	The UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS transmit an RRCConnectionSetup message. (Note 3)
	<--
	RRCConnectionSetup
	
	

	4
	Check: Does the UE transmit an RRCConnectionSetupComplete message within 19 (FDD)/22 (TDD) subframes after successful completion of step 3? (Note 2) 
	-->
	RRCConnectionSetupComplete
	1
	P

	5
	The SS transmits a SecurityModeCommand message to activate AS security. (Note 3)
	<--
	SecurityModeCommand
	
	

	6
	Check: Does the UE transmit a SecurityModeComplete message within 14 (FDD)/17 (TDD) subframes after successful completion of step 5? (Note 2)
	-->
	SecurityModeComplete
	2
	P

	7
	The SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer. (Note 3)
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message within 19 (FDD)/22 (TDD) subframes after successful completion of step 7? (Note 2)
	-->
	RRCConnectionReconfigurationComplete
	3
	P

	9
	The SS transmits a UECapabilityEnquiry message to request UE radio access capability information for E UTRA only. (Note 3)
	<--
	UECapabilityEnquiry
	-
	-

	10
	Check: Does the UE transmit a UECapabilityInformation message within 14 (FDD)/17 (TDD) subframes after successful completion of step 9? (Note 2)
	-->
	UECapabilityInformation
	4
	P

	Note 1:
The SS is configured for RRC procedure delay testing according to TS 36.523-3 clause 7.12.1.
Note 2:
4 (FDD) / 7 (TDD) subframes is added on top of RRC processing delay requirement, because of transmission delay after UL grant. For TDD, consider the max 7 TTI transmission delay after UL grant.
Note 3:
The DL resource allocation sent on PDCCH is big enough to guarantee transmission of all DL RRC PDU in single TTI.


8.2.1.5.3.3 Specific message contents

Table 8.2.1.5.3.3-1: RRCConnectionRequest (step 2, Table 8.2.1.5.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.5.3.3-2: RRCConnectionSetup (step 3, Table 8.2.1.5.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetup ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetup-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	         mac-MainConfig CHOICE {
	
	
	

	           timeAlignmentTimerDedicated
	Infinity
	
	

	             }
	
	
	

	         }
	
	
	

	       }
	
	
	

	     }
	
	
	

	   }
	
	
	

	 }
	
	
	


Table 8.2.1.5.3.3-3: RRCConnectionReconfiguration (step 7, Table 8..1.5.3.2-1)

	Derivation Path: 36.508 table 4.6.1-8, condition SRB2-DRB(1, 0)

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


8.2.1.6
RRC connection reconfiguration / Radio bearer establishment for transition from RRC_Idle to RRC CONNECTED / Success / Latency check / SecurityModeCommand and RRCConnectionReconfiguration transmitted in the same TTI
8.2.1.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE received SecurityModeCommand message and RRCConnectionReconfiguration message including a drb-Identity that is not part of the current UE configuration and a nas-DedicatedInformation in the same TTI and 20 subframes later receives an UL grant }

then { UE successfully establish the initial AS security activation according to IE securityConfigSMC and the radio bearer according to IE radioResourceConfiguration }

            }

8.2.1.6.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause  5.3.4.3, 5.3.5.3 and 11.2. 

[TS 36.331, clause 5.3.4.3]

The UE shall:

1>
derive the KeNB key, as specified in TS 33.401 [32];

1> derive the KRRCint key associated with the integrityProtAlgorithm indicated in the SecurityModeCommand message, as specified in TS 33.401 [32];

1>
request lower layers to verify the integrity protection of the SecurityModeCommand message, using the algorithm indicated by the integrityProtAlgorithm as included in the SecurityModeCommand message and the KRRCint key;

1>
if the SecurityModeCommand message passes the integrity protection check:

2> derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm indicated in the SecurityModeCommand message, as specified in TS 33.401 [32];
2>
configure lower layers to apply integrity protection using the indicated algorithm and the KRRCint key immediately, i.e. integrity protection shall be applied to all subsequent messages received and sent by the UE, including the SecurityModeComplete message;

2>
configure lower layers to apply ciphering using the indicated algorithm, the KRRCenc key and the KUPenc key after completing the procedure, i.e. ciphering shall be applied to all subsequent messages received and sent by the UE, except for the SecurityModeComplete message which is sent unciphered;

2>
consider AS security to be activated;

2>
submit the SecurityModeComplete message to lower layers for transmission, upon which the procedure ends;
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 11.2]

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI


8.2.1.6.3
Test description
8.2.1.6.3.1
Pre-test conditions
System Simulator:

-
Cell 1 
UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.2.1.6.3.2
Test procedure sequence
Table 8.2.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordList.
	<--
	Paging
	-
	-

	2
	The UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS transmit an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	4
	The UE transmit an RRCConnectionSetupComplete message.
	-->
	RRCConnectionSetupComplete
	-
	-

	5
	The SS transmits a SecurityModeCommand message to activate AS security. (Note 3)
	<--
	SecurityModeCommand
	-
	-

	6
	The SS transmits a RRCConnectionReconfiguration message to establish a data radio bearer. (Note 3)
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: Does the UE transmit an SecurityModeComplete message within 24 (FDD)/27 (TDD) subframes after successful completion of step 5? (Note 2)
	-->
	SecurityModeComplete
	1
	P

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message within 24 (FDD)/27 (TDD) subframes after successful completion of step 6? (Note 2)
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	Note 1:
The SS is configured for RRC procedure delay testing according to TS 36.523-3 clause 7.12.1.

Note 2:
4 (FDD) / 7 (TDD) subframes is added on top of RRC processing delay requirement, because of transmission delay after UL grant. For TDD, consider the max 7 TTI transmission delay after UL grant.
Note 3:
The DL resource allocation sent on PDCCH is big enough to guarantee transmission of all DL RRC PDU in single TTI.


8.2.1.6.3.3
Specific message contents

Table 8.2.1.6.3.3-1: RRCConnectionRequest (step 2, Table 8.2.1.6.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.6.3.3-2: RRCConnectionSetup (step 3, Table 8.2.1.6.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetup ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetup-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	         mac-MainConfig CHOICE {
	
	
	

	           timeAlignmentTimerDedicated
	Infinity
	
	

	             }
	
	
	

	         }
	
	
	

	       }
	
	
	

	     }
	
	
	

	   }
	
	
	

	 }
	
	
	


Table 8.2.1.6.3.3-3: RRCConnectionReconfiguration (step 6, Table 8.2.1.6.3.2-1)

	Derivation Path: 36.508 table 4.6.1-8, condition SRB2-DRB(1, 0)

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


8.2.1.7
RRC connection reconfiguration / Radio bearer establishment / Success / SRB2

8.2.1.7.1
Test Purpose (TP)

with { UE in E-UTRA RRC_CONNECTED state without SRB2}

ensure that {
  when { SS sends an RRCConnectionReconfiguration message including SRB2 configuration }

   then { UE successfully establish the signalling radio bearer }

}

8.2.1.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.3, and 5.3.10.1.

 The following represent an extraction of the requirements relevant to the test purpose.

 [TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.3.10.1]

The UE shall:

1>
for each srb-Identity value included in the srb-ToAddModList that is not part of the current UE configuration (SRB establishment):

2>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;

2> establish a PDCP entity and configure it with the current security configuration, if applicable;

2>
establish an RLC entity in accordance with the received rlc-Config;

· 2>
establish a DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2;

8.2.1.7.3
Test description

8.2.1.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Registered, Idle Mode (State 2) according to [18]. 

8.2.1.7.3.2
Test procedure sequence

Table 8.2.1.7.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-7
	Generic Radio Bearer Establishment (State 3) step 1 to 7 in TS 36.508 subclause 4.5.3.3.
	
	
	-
	-

	8
	The SS transmits an RRCConnectionReconfiguration message to establish SRB2.
	<--
	RRCConnectionReconfiguration
	-
	-

	9
	Check: Does the UE transmits an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	10
	Check: Does the test result of CALL generic procedure in TS 36.508 subclause 6.4.2.3 indicates that UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.2.1.7.3.3
Specific message contents

Table 8.2.1.7.3.3-1: RRCConnectionReconfiguration (step 8, Table 8.2.1.7.3.2-1))
	Derivation Path: 36.508 table 4.6.1-6,  condition SRB2-DRB(1, 0)

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	           srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	
	
	

	             srb-ToAddMod[1]  SEQUENCE {
	
	
	

	                rlc-Config CHOICE {
	
	
	

	                  explicitValue
	RLC-Config-NON-DEFAULT-SRB2
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.7.3.3-2: RLC-Config-NON-DEFAULT-SRB2 ( Table 8.2.1.7.3.3-1))

	Derivation Path: 36.331 clauses 6.3.2,  9.2.1.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-NON-DEFAULT-SRB2 ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms100
	
	

	      pollPDU
	p16
	
	

	      pollByte
	kb500
	
	

	      maxRetxThreshold
	t6
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms100
	
	

	      t-StatusProhibit
	ms200
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.1.8
RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer / ROHC configured
8.2.1.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including IE headerCompression set to "rohc" }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.1.8.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, clause 5.3.10.0, clause 5.3.10.3, TS 36.323, clause 5.5.1, 5.5.2 and TS 36.306, clause 4.3.1.1.

[TS 36.331, clause 5.3.5.3]
If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

...
1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

[TS 36.331, clause 5.3.10.0]
The UE shall:

...
1>
if the received radioResourceConfigDedicated includes the drb-ToAddModList:

2>
perform DRB addition or reconfiguration as specified in 5.3.10.3;

[TS 36.331, clause 5.3.10.3]
The UE shall:

1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):

2>
establish a PDCP entity and configure it with the current security configuration and in accordance with the received pdcp-Config;

[TS 36.323, clause 5.5.1]
The header compression protocol is based on the Robust Header Compression (ROHC) framework [7]. There are multiple header compression algorithms, called profiles, defined for the ROHC framework. Each profile is specific to the particular network layer, transport layer or upper layer protocol combination e.g. TCP/IP and RTP/UDP/IP.

The detailed definition of the ROHC channel is specified as part of the ROHC framework in RFC 4995 [7]. This includes how to multiplex different flows (header compressed or not) over the ROHC channel, as well as how to associate a specific IP flow with a specific context state during initialization of the compression algorithm for that flow.

The implementation of the functionality of the ROHC framework and of the functionality of the supported header compression profiles is not covered in this specification.

In this version of the specification the support of the following profiles is described:

Table 5.5.1.1: Supported header compression protocols and profiles
	Profile Identifier
	Usage:
	Reference

	0x0000
	No compression
	RFC 4995

	0x0001
	RTP/UDP/IP
	RFC 3095, RFC 4815

	0x0002
	UDP/IP
	RFC 3095, RFC 4815

	0x0003
	ESP/IP
	RFC 3095, RFC 4815

	0x0004
	IP
	RFC 3843, RFC 4815

	0x0006
	TCP/IP
	RFC 4996

	0x0101
	RTP/UDP/IP
	RFC 5225

	0x0102
	UDP/IP
	RFC 5225

	0x0103
	ESP/IP
	RFC 5225

	0x0104
	IP
	RFC 5225


[TS 36.323, clause 5.5.2]

PDCP entities associated with DRBs can be configured by upper layers [3] to use header compression.
[TS 36.306, clause 4.3.1.1]

This field defines which ROHC profiles from the list below are supported by the UE.
-
0x0000 ROHC uncompressed (RFC 4995)

-
0x0001 ROHC RTP (RFC 3095, RFC 4815)

-
0x0002 ROHC UDP (RFC 3095, RFC 4815)
...
'IMS capable UEs supporting voice' shall support ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.

8.2.1.8.3
Test description

8.2.1.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
8.2.1.8.3.2
Test procedure sequence

Table 8.2.1.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	The UE transmits an ULInformationTransfer message. This message includes an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	ULInformationTransfer
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state?
	-
	-
	1
	-


8.2.1.8.3.3
Specific message contents

Table 8.2.1.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.1.8.3.2-1)

	Derivation Path: TS 36.508 Table 4.6.1-8, condition DRB(0, 1)

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        dedicatedInfoNASList SEQUENCE (SIZE(1..maxDRB)) OF
	1 entry
	
	

	          DedicatedInfoNAS[1]
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST with EPS bearer identity corresponding to drb-Identity 2
	According 36.508 table 4.7.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.8.3.3-2: PDCP-Config (Table 8.2.1.8.3.3-1)
	Derivation Path: TS 36.508 Table 4.8.2.1.2.1-1

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config-DRB-UM ::= SEQUENCE {
	
	
	

	  rlc-UM SEQUENCE {
	
	
	

	    pdcp-SN-Size
	len7bits
	
	

	  }
	
	
	

	  headerCompression CHOICE {
	
	
	

	    rohc SEQUENCE {
	
	
	

	      maxCID
	15
	DEFAULT 15
	

	      profiles SEQUENCE {
	
	IMS capable UEs supporting voice shall support ROHC profiles 0x0000, 0x0001, 0x0002.
	

	        profile0x0001
	TRUE
	
	

	        profile0x0002
	TRUE
	
	

	        profile0x0003
	FALSE
	
	

	        profile0x0004
	FALSE
	
	

	        profile0x0006
	FALSE
	
	

	        profile0x0101
	FALSE
	
	

	        profile0x0102
	FALSE
	
	

	        profile0x0103
	FALSE
	
	

	        profile0x0104
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2
Radio resource reconfiguration
8.2.2.1
RRC connection reconfiguration / Radio resource reconfiguration / Success

8.2.2.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a radioResourceConfigDedicated with SRB, DRB, transport channel and physical channel reconfiguration }

    then { UE reconfigures the data and signalling radio bearers and sends an RRCConnectionReconfigurationComplete message }

            }

8.2.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331 clause 5.3.5.3, 5.3.10.1, 5.3.10.3, 5.3.10.4 and 5.3.10.6.

 The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1> if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
If the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated: 

3>
perform the radio resource configuration procedure as specified in 5.3.10;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.3.10.1]

The UE shall:

…

1>
for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration (SRB reconfiguration):

2>
reconfigure the RLC entity in accordance with the received rlc-Config;

2>
reconfigure the DCCH logical channel in accordance with the received logicalChannelConfig;

[TS 36.331, clause 5.3.10.3]

…

1>
for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration (DRB reconfiguration):

2>
if the pdcp-Config is included:

3>
reconfigure the PDCP entity in accordance with the received pdcp-Config;

2>
if the rlc-Config is included:

3>
reconfigure the RLC entity or entities in accordance with the received rlc-Config;

2>
if the logicalChannelConfig is included:

3>
reconfigure the DTCH logical channel in accordance with the received logicalChannelConfig;

NOTE:
Removal and addition of the same drb-Identity in single radioResourceConfiguration is not supported.

[TS 36.331, clause 5.3.10.4]

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

8.2.2.1.3
Test description

8.2.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
- 
The condition SRB2-DRB(2, 0) is used for step 8 in 4.5.3.3 according to [18].

8.2.2.1.3.2
Test procedure sequence

Table 8.2.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a radioResourceConfigDedicated with SRBs, DRB, transport channel and physical channel reconfiguration.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.2.2.1.3.3
Specific message contents

Table 8.2.2.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.1.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-RECONFIG
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.1.3.3-2: RadioResourceConfigDedicated-RECONFIG (Table 8.2.2.1.3.3-1)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	SRB-ToAddModList-RECONFIG
	TS 36.508 Table 4.6.3-22A
	

	  drb-ToAddModList
	DRB-ToAddModList-RECONFIG
	TS 36.508 Table 4.6.3-2A
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	      explicitValue
	MAC-MainConfig-RECONFIG
	
	

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-RECONFIG
	
	

	}
	
	
	


Table 8.2.2.1.3.3-3: MAC-MainConfig-RECONFIG (Table 8.2.2.1.3.3-2)
	Derivation Path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	sf32
	
	

	    retxBSR-Timer
	sf2560
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      periodicPHR-Timer
	sf1000
	
	

	      prohibitPHR-Timer
	sf500
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.1.3.3-4: PhysicalConfigDedicated-RECONFIG (Table 8.2.2.1.3.3-2)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-RECONFIG
	
	

	  pucch-ConfigDedicated
	Not present
	
	

	  pusch-ConfigDedicated
	Not present
	
	

	  uplinkPowerControlDedicated
	Not present
	
	

	  tpc-PDCCH-ConfigPUCCH
	Not present
	
	

	  tpc-PDCCH-ConfigPUSCH
	Not present
	
	

	  cqi-ReportConfig
	Not present
	
	

	  soundingRsUL-ConfigDedicated
	Not present
	
	

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig
	Not present
	
	

	}
	
	
	


Table 8.2.2.1.3.3-5: PDSCH-ConfigDedicated-RECONFIG (Table 8.2.2.1.3.3-4)

	Derivation Path: 36.508 table 4.6.3-6

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated ::= SEQUENCE {
	
	
	

	 p-a
	dB1
	
	

	}
	
	
	


8.2.2.2
RRC connection reconfiguration / SRB/DRB reconfiguration / Success

8.2.2.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state}

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing SRB reconfiguration }
    then { UE reconfigures affected SRBs and sends an RRCConnectionReconfigurationComplete message }

            }
(2)

with { UE in E-UTRA RRC_CONNECTED state}

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing DRB reconfiguration }

    then { UE reconfigures affected DRBs and sends an RRCConnectionReconfigurationComplete message }

            }
8.2.2.2.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3, 5.3.10.1 and 5.3.10.3.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
else:
2> if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
3>perform the Radio resource configuration procedure as specified in 5.3.10; 

 [TS 36.331, clause 5.3.10.1]

The UE shall:

…

1>
for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration (SRB reconfiguration):

2>
reconfigure the RLC entity in accordance with the received rlc-Config;

2>
reconfigure the DCCH logical channel in accordance with the received logicalChannelConfig;

[TS 36.331, clause 5.3.10.3]

The UE shall:

…

1>
for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration (DRB reconfiguration):

2>
if the pdcp-Config is included:

3>
reconfigure the PDCP entity in accordance with the received pdcp-Config;

2>
if the rlc-Config is included:

3>
reconfigure the RLC entity or entities in accordance with the received rlc-Config;

2>
if the logicalChannelConfig is included:

3>
reconfigure the DTCH logical channel in accordance with the received logicalChannelConfig;

NOTE:
Removal and addition of the same drb-Identity in single radioResourceConfiguration is not supported.

8.2.2.2.3
Test Description

8.2.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
-
The condition SRB2-DRB(2, 0) is used for step 8 in 4.5.3.3 according to [8].

8.2.2.2.3.2
Test procedure sequence

Table 8.2.2.2.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRConnectionReconfiguration message containing a radioResourceConfigDedicated with SRB reconfiguration. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	SS transmits RRCConnectionReconfiguration message containing a radioResourceConfigDedicated with DRB reconfiguration. 
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	2
	P


8.2.2.2.3.3
Specific message contents
Table 8.2.2.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.2.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SRBRECONFIG
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.2.3.3-2: RadioResourceConfigDedicated-SRBRECONFIG (Table 8.2.2.2.3.3-1)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	SRB-ToAddModList-RECONFIG
	TS 36.508 Table 4.6.3-22A
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.2.2.2.3.3-3: RRCConnectionReconfiguration (step 3, Table 8.2.2.2.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRBRECONFIG
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.2.3.3-4: RadioResourceConfigDedicated-DRBRECONFIG (Table 8.2.2.2.3.3-3)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	DRB-ToAddModList-RECONFIG
	TS 36.508 Table 4.6.3-2A
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.2.2.2.3.3-5: Void
Table 8.2.2.2.3.3-6: Void
8.2.3
Radio bearer release
8.2.3.1
RRC connection reconfiguration / Radio bearer release / Success

8.2.3.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a drb-ToReleaseList }

    then { for each drb-Identity release the PDCP entity and RLC entity and DTCH logical channel

and
indicate release of the DRB(s) to upper layers }

            }

8.2.3.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.5.3 and 5.3.10.2.

[TS 36.331, clause 5.3.5.3]
If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
2> if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

…

1>
else:

2>
If the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated: 

3>
perform the radio resource configuration procedure as specified in 5.3.10;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

[TS 36.331, clause 5.3.10.2]

The UE shall:

1>
for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release):

2>
release the PDCP entity;

2>
release the RLC entity;

2>
release the DTCH logical channel;

1>
indicate the release of the DRB(s) and the eps-BearerIdentity of the released DRB(s) to upper layers;

8.2.3.1.3
Test description

8.2.3.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
- 
The condition SRB2-DRB(2, 0) is used for step 8 in 4.5.3.3 according to [18].
8.2.3.1.3.2
Test procedure sequence

Table 8.2.3.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message with a drb-ToReleaseList.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	2a
	The UE transmits an ULInformationTransfer message.
	-->
	ULInformationTransfer
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.2.3.1.3.3
Specific message contents

Table 8.2.3.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.1.3.2-1)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        dedicatedInfoNASList SEQUENCE (SIZE(1..maxDRB)) OF 
	1 entry
	
	

	          DedicatedInfoNAS[1]
	DEACTIVATE EPS BEARER CONTEXT REQUEST with EPS bearer identity corresponding to drb-Identity 2 and ESM cause #36
	According 36.508 table 4.7.3-12 and  regular deactivation of a second DRB
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRB-RELEASE
	Table 8.2.3.1.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.3.3-2: RadioResourceConfigDedicated-DRB-RELEASE (Table 8.2.3.1.3.3-1)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList SEQUENCE (SIZE (1..maxDRB)) OF 
	1 entry
	
	

	  drb-Identity[1]
	2
	
	

	  mac-MainConfig CHOICE { }
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


8.2.4
Handover

8.2.4.1
RRC connection reconfiguration / Handover / Success / Dedicated preamble

8.2.4.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the intra frequency measurement}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo with a rach-ConfigDedicated }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

(2)
with { UE having completed the radio bearer establishment and initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a nextHopChainingCount which is different from the NCC associated with the currently active KeNB }

    then { UE derives new KeNB key from the nextHopChainingCount }

            }

(3)
with { UE having completed the radio bearer establishment and initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a nextHopChainingCount which is same as the NCC associated with the currently active KeNB }

    then { UE derives new KeNB key from the currently active KeNB }

            }

8.2.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':
2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.1.3
Test description

8.2.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 4 and Cell 11.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.1.3.2
Test procedure sequence

Table 8.2.4.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2", and "T3" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 4
	Cell 11
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	”Off”
	The power level values are such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy exit condition for event A3 (M4 < M1)(NOTE 1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	”Off”
	The power level values are such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy entry condition for event A3 (M4 > M1)(NOTE 1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy entry condition for event A3 (M1 > M4)(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	“Off”
	-79
	The power level value are such that measurement results for Cell 1 (M1) and Cell 11 (M11) satisfy entry condition for event A3 (M11 > M1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.2.4.1.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra frequency measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T1" in table 8.2.4.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message to report event A3 on Cell 1 with the measured RSRP, RSRQ value for Cell 4.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 4.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 4 using dedicated preamble to confirm the successful completion of the intra frequency handover?
Check2: Does the UE transmit an RRCConnectionReconfigurationComplete using the security key derived from the currently active KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1,3
	P

	7
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T2" in table 8.2.4.1.3.2-1.
	-
	-
	-
	-

	8
	The UE transmits a MeasurementReport message to report event A3 on Cell 4 with the measured RSRP, RSRQ value for Cell 1.
	-->
	MeasurementReport
	-
	-

	9
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	10
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 using dedicated preamble to confirm the successful completion of the intra frequency handover?

Check2: Does the UE transmit an RRCConnectionReconfigurationComplete using the security key derived from the nextHopChainingCount?
	-->
	RRCConnectionReconfigurationComplete
	1,2
	P

	11
	The SS changes Cell 1 and Cell 11 parameters and switches Cell 4 off according to the row "T3" in table 8.2.4.1.3.2-1.
	-
	-
	-
	-

	12
	The UE transmits a MeasurementReport message to report event A3 on Cell 1 with the measured RSRP,RSRQ value for Cell 11.
	-->
	MeasurementReport
	-
	-

	13
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 11.
	<--
	RRCConnectionReconfiguration
	-
	-

	14
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 11 using dedicated preamble to confirm the successful completion of the intra frequency handover?

Check2: Does the UE transmit an RRCConnectionReconfigurationComplete using the security key derived from the nextHopChainingCount?
	-->
	RRCConnectionReconfigurationComplete
	1,2
	P

	14A
	The UE transmit a TRACKING AREA UPDATE REQUEST message on Cell 11.
	-
	-
	-
	-

	14B
	SS responds with a TRACKING AREA UPDATE ACCEPT message. 
	-
	-
	-
	-

	14C
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-
	-
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 11?
	-
	-
	1
	-


8.2.4.1.3.3
Specific message contents

Table 8.2.4.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.1.3.3-2: MeasConfig (Table 8.2.4.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-3: MeasurementReport (step 4, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 4
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.1.3.3-5: MobilityControlInfo (Table 8.2.4.1.3.3-4)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 4
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-6: MeasurementReport (step 8, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-7: RRCConnectionReconfiguration (step 9, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.1.3.3-8: MobilityControlInfo (Table 8.2.4.1.3.3-7)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	-

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-9: SecurityConfigHO (step 9, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    intraLTE SEQUENCE {
	
	
	

	      nextHopChainingCount
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-10: MeasurementReport (step 12, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 11
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.1.3.3-11: RRCConnectionReconfiguration (step 13, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.1.3.3-12: MobilityControlInfo (Table 8.2.4.1.3.3-11)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 11
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.2.4.1.3.3-13: SecurityConfigHO (Table 8.2.4.1.3.3-11)
	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    intraLTE SEQUENCE {
	
	
	

	      nextHopChainingCount
	3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.2
RRC connection reconfiguration / Handover / Success / Common preamble

8.2.4.2.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo without a rach-ConfigDedicated }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:
2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;
2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;

2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.2.3
Test description

8.2.4.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
8.2.4.2.3.2
Test procedure sequence

Table 8.2.4.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).


Table 8.2.4.2.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup intra frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.2.4.2.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 2.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2 using common preamble to confirm the successful completion of the intra frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-


8.2.4.2.3.3
Specific message contents

Table 8.2.4.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.2.3.3-2: MeasConfig (Table 8.2.4.2.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.2.3.3-3 MeasurementReport (step 4, Table 8.2.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.2.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.2.3.3-5: MobilityControlInfo (Table 8.2.4.2.3.3-4)

	Derivation Path: 36.508 clause 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


8.2.4.3
RRC connection reconfiguration / Handover / Success / Intra-cell / Security reconfiguration

8.2.4.3.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a securityConfigHO }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity; as the C-RNTI
1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
the procedure ends;
...

8.2.4.3.3
Test description

8.2.4.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.3.3.2
Test procedure sequence

Table 8.2.4.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	DLInformationTransfer
	-
	-

	2
	The UE transmits an AUTHENTICATION RESPONSE message and re-establishes mutual authentication.
	-->
	ULInformationTransfer
	-
	-

	3
	The SS transmits a NAS SECURITY MODE COMMAND message to reactivate NAS security.
	<--
	DLInformationTransfer
	-
	-

	4
	The UE transmits a NAS SECURITY MODE COMPLETE message and re-establishes the security configuration.
	-->
	ULInformationTransfer
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message using the security key indicated by the keyChangeIndicator and nextHopChainingCount, as well as the indicated algorithms, to confirm the successful completion of the intra cell handover and security reconfiguration?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state?
	-
	-
	1
	-


8.2.4.3.3.3
Specific message contents

Table 8.2.4.3.3.3-1: RRCConnectionReconfiguration (step 5, Table 8.2.4.3.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.3.3.3-2: MobilityControlInfo (Table 8.2.4.3.3.3-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.2.4.3.3.3-3: SecurityConfigHO (Table 8.2.4.3.3.3-1)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    intraLTE SEQUENCE {
	
	
	

	      keyChangeIndicator
	TRUE
	
	

	      nextHopChainingCount
	0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.4
RRC connection reconfiguration  / Handover / Failure / Intra-cell / Security reconfiguration
8.2.4.4.1
Test Purpose (TP)
(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a SecurityConfigHO }

ensure that {
  when { UE detects handover failure and the initial cell is selectable }

    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }

            }

8.2.4.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.3, 5.3.5.4, 5.3.5.6, 5.3.7.4 and 5.3.7.5.
[TS 36.331, clause 5.3.5.3]
If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
3>
perform the radio resource configuration procedure as specified in 5.3.10;
2> resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

…
[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:
2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:
2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
…
[TS 36.331, clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure):
NOTE:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.
2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;
[TS 36.331, clause 5.3.7.4]

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:
2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from E-UTRA failure) or used in the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:
2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):
3>
set the reestablishmentCause to the value 'reconfigurationFailure';

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):
3>
set the reestablishmentCause to the value 'handoverFailure';

2>
else:
3>
set the reestablishmentCause to the value 'otherFailure';

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

[TS 36.331, clause 5.3.7.5]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
re-establish PDCP for SRB1;

1>
re-establish RLC for SRB1;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
resume SRB1;

1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1> submit the RRCConnectionReestablishmentComplete message to lower layers for transmission, upon which the procedure ends;
8.2.4.4.3
Test description
8.2.4.4.3.1
Pre-test conditions
System Simulator:

-
Cell 1.

UE:
None.
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.2.4.4.3.2
Test procedure sequence
Table 8.2.4.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 2 the steps specified in Table 8.2.4.4.3.2-2 should take place.
	-
	-
	-
	-

	2
	Wait for 1 s to ensure that T304 expires.
	-
	-
	-
	-

	3
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	4
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and reactivate security.
	<--
	RRCConnectionReestablishment
	-
	-

	5
	The UE transmits an RRCConnectionReestablishmentComplete message.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message to resume the existing radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state?
	-
	-
	1
	-


Table 8.2.4.4.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra cell handover using MAC Random Access Preamble.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.2.4.4.3.3
Specific message contents
Table 8.2.4.4.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.4.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.4.3.3-2: MobilityControlInfo (Table 8.2.4.4.3.3-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.2.4.4.3.3-3: SecurityConfigHO (Table 8.2.4.4.3.3-1)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    intraLTE SEQUENCE {
	
	
	

	      nextHopChainingCount
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.4.3.3-4: RRCConnectionReestablishmentRequest (step 3, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.4.3.3-5: RRCConnectionReconfiguration (step 6, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.5
RRC connection reconfiguration / Handover / All parameters included
8.2.4.5.1
Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment and initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo is provided with all parameters included }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:
2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...
[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.5.3
Test description

8.2.4.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.5.3.2
Test procedure sequence

Table 8.2.4.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).


Table 8.2.4.5.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup intra frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of intra frequency measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.2.4.5.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP and RSRQ values for Cell 2.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2 to confirm the successful completion of the intra frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-


8.2.4.5.3.3
Specific message contents

Table 8.2.4.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.5.3.3-2: MeasConfig (Table 8.2.4.5.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.5.3.3-3: MeasurementReport (step 4, Table 8.2.4.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.5.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.5.3.3-5: MobilityControlInfo (Table 8.2.4.5.3.3-4)

	Derivation Path: 36.331 clause 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 2
	
	

	    ul-CarrierFreq
	Same uplink EARFCN as used for Cell 2
	
	FDD

	    ul-CarrierFreq
	Not present
	
	TDD

	  }
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 2
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 2
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 2
	
	

	  t304
	ms1000
	
	

	  newUE-Identity
	SS arbitrarily selects a value between ‘003C’H and ‘FFF2’H.
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	    prach-Config
	PRACH-Config-DEFAULT
	
	

	    pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	    pusch-ConfiCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	    phich-Config
	PHICH-Config-DEFAULT
	
	

	    pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	    soundingRS-UL-ConfigCommon
	SoundingRsUl-ConfigCommon-DEFAULT
	
	

	    uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	    antennaInfoCommon SEQUENCE {
	
	
	

	      antennaPortsCount
	an1
	
	

	    }
	
	
	

	    p-Max
	Not present
	
	

	    tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	    ul-CyclicPrefixLength
	len1
	
	

	  }
	
	
	

	  rach-ConfigDedicated
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


8.2.4.6
RRC connection reconfiguration / Handover / Success / Inter-frequency

8.2.4.6.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA frequency}

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:
2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...

[TS 36.331, clause 5.3.10.4]
The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.6.3
Test description

8.2.4.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 3. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.6.3.2
Test procedure sequence

Table 8.2.4.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.6.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy exit condition for event A3 (M3 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).


Table 8.2.4.6.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 3 parameters according to the row "T1" in table 8.2.4.6.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 3 to confirm the successful completion of the inter frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?
	-
	-
	1
	-


8.2.4.6.3.3
Specific message contents

Table 8.2.4.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.6.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.6.3.3-2: MeasConfig (Table 8.2.4.6.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1 condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.6.3.3-3: MeasurementReport (step 4, Table 8.2.4.6.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.6.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.6.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.6.3.3-5: MobilityControlInfo (Table 8.2.4.6.3.3-5)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.7
RRC connection reconfiguration / Handover / Failure / Re-establishment successful

8.2.4.7.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell having attempted intra frequency handover }

ensure that {
  when { UE detects handover failure and the initial cell is selectable }

    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }

            }

(2)
with { UE having transmitted an RRCConnectionReestablishmentRequest message }

ensure that {
  when { UE receives an RRCConnectionReestablishment message with a nextHopChainingCount which is different from the NCC associated with the currently active KeNB }

    then { UE derives new KeNB from the nextHopChainingCount }

            }

(3)
with { UE having transmitted an RRCConnectionReestablishmentRequest message }

ensure that {
  when { UE receives an RRCConnectionReestablishment message with a nextHopChainingCount which is same as the NCC associated with the currently active KeNB }

    then { UE derives new KeNB from the currently active KeNB }

            }

8.2.4.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.5.6, 5.3.7.2, 5.3.7.4, 5.3.7.5, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...

[TS 36.331, clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure):

NOTE:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;
[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

...

1>
upon handover failure, in accordance with 5.3.5.6; or

...
Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;
1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
[TS 36.331, clause 5.3.7.4]

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from  E-UTRA failure) or used in the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>
set the reestablishmentCause as follows:
2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):
3>
set the reestablishmentCause to the value 'reconfigurationFailure';
2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value 'handoverFailure';

...

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

[TS 36.331, clause 5.3.7.5]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
re-establish PDCP for SRB1;

1>
re-establish RLC for SRB1;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
resume SRB1;

1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;
1> submit the RRCConnectionReestablishmentComplete message to lower layers for transmission, upon which the procedure ends;

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.7.3
Test description

8.2.4.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 4 and Cell 11.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
8.2.4.7.3.2
Test procedure sequence

Table 8.2.4.7.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2", "T3", "T4", "T5" and "T6" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.7.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 4
	Cell 11
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	-91
	The power level values are such that measurement results for Cell 1 (M1) Cell 4 (M4) and Cell 11(M11) satisfy exit condition for event A3 (M4 < M1 and M11 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy entry condition for event A3 (M4 > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-79
	"Off"
	The power level values are assigned to satisfy SrxlevCell 1 < 0 and SrxlevCell 11 < 0 such that selecting Cell 4 is guaranteed

(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	-79
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy entry condition for event A3 (M1> M4).

(NOTE 1).

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	"Off"
	"Off"
	The power level values are assigned to satisfy SrxlevCell 4 < 0 and SrxlevCell 11 < 0 such that selecting Cell 1 is guaranteed.
(NOTE 1).

	T5
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	"Off"
	-67
	The power level values are such that measurement results for Cell 1 (M1) and Cell 11 (M11) satisfy entry condition for event A3 (M11> M1).

(NOTE 1).

	T6
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	"Off"
	-67
	The power level values are assigned to satisfy SrxlevCell 1 < 0 and SrxlevCell 4 < 0 such that selecting Cell 11 is guaranteed.
(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.2.4.7.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra frequency measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T1" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 4.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 4.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 6 the steps specified in Table 8.2.4.7.3.2-3 should take place.
	-
	-
	-
	-

	6
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T2" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 4?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	8
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 4.
	<--
	RRCConnectionReestablishment
	-
	-

	9
	Check: Does the UE transmit an RRCConnectionReestablishmentComplete message using the security key derived from the currently active KeNB on Cell 4?
	-->
	RRCConnectionReestablishmentComplete
	3
	P

	10
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 4.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 4.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-

	12
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T3" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	13
	The UE transmits a MeasurementReport message on Cell 4 to report event A3 with the measured RSRP, RSRQ value for Cell 1.
	-->
	MeasurementReport
	-
	-

	14
	The SS transmits an RRCConnectionReconfiguration message on Cell 4 to order the UE to perform intra frequency handover to Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 15 the steps specified in Table 8.2.4.7.3.2-4 should take place.
	-
	-
	-
	-

	15
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T4" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	16
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 1?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	17
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 1.
	<--
	RRCConnectionReestablishment
	-
	-

	18
	Check: Does the UE transmit an RRCConnectionReestablishmentComplete message using the security key derived from the nextHopChainingCount on Cell 1?
	-->
	RRCConnectionReestablishmentComplete
	2
	P

	19
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	20
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-

	21
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T5" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	22
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 11.
	-->
	MeasurementReport
	-
	-

	23
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 11.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 24 the steps specified in Table 8.2.4.7.3.2-5 should take place.
	-
	-
	-
	-

	24
	The SS changes Cell 1, Cell 4 and Cell 11 parameters according to the row "T6" in table 8.2.4.7.3.2-1.
	-
	-
	-
	-

	25
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 11?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	26
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 11.
	<--
	RRCConnectionReestablishment
	-
	-

	27
	Check: Does the UE transmit an RRCConnectionReestablishmentComplete message using the security key derived from the nextHopChainingCount on Cell 11?
	-->
	RRCConnectionReestablishmentComplete
	2
	P

	28
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 11.
	<--
	RRCConnectionReconfiguration
	-
	-

	29
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 11.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-

	29A
	The UE transmit a TRACKING AREA UPDATE REQUEST message on Cell 11.
	-
	-
	-
	-

	29B
	SS responds with TRACKING AREA UPDATE ACCEPT message. 
	-
	-
	-
	-

	29C
	The UE transmits a TRACKING AREA UPDATE COMPLETE.
	-
	-
	-
	-

	30
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 11?
	-
	-
	1
	-


Table 8.2.4.7.3.2-3: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 4.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


Table 8.2.4.7.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 1.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


Table 8.2.4.7.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 11.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.2.4.7.3.3
Specific message contents 

Table 8.2.4.7.3.3-0: SystemInformationBlockType2 for Cell 1, cell 4 and Cell 11 (preamble and all the steps in Table 8.2.4.7.3.2-2)
	Derivation Path: 36.508, Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n50
	
	

	  }
	
	
	


Table 8.2.4.7.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.7.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.7.3.3-2: MeasConfig (Table 8.2.4.7.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-3: MeasurementReport (step 4, Table 8.2.4.7.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 4
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.7.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.7.3.3-5: MobilityControlInfo (Table 8.2.4.7.3.3-4)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 4
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-6: RRCConnectionReestablishmentRequest (step 7, Table 8.2.4.7.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-7: RRCConnectionReestablishment (step 8, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-8: RRCConnectionReconfiguration (step 10, step 19 and step 28, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-9: MeasurementReport (step 13, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-10: RRCConnectionReconfiguration (step 14, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.7.3.3-11: MobilityControlInfo (Table 8.2.4.7.3.3-10)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-12: RRCConnectionReestablishmentRequest (step 16, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 4
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-13: RRCConnectionReestablishment (step 17, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	2
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-14: MeasurementReport (step 22, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 11
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-15: RRCConnectionReconfiguration (step 23, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.7.3.3-16: MobilityControlInfo (Table 8.2.4.7.3.3-15)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 11
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-17: RRCConnectionReestablishmentRequest (step 25, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-18: RRCConnectionReestablishment (step 26, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	3
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.8
RRC connection reconfiguration / Handover / Failure / Re-establishment failure

8.2.4.8.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including an IE mobilityControlInformation indicating a different E-UTRA cell having attempted intra frequency handover }

ensure that {

  when { UE detects handover failure and fails an RRC connection re-establishment procedure }

    then { UE enters the E-UTRA RRC_IDLE state and trigger TAU procedure in order to recover RRC connection }

            }

8.2.4.8.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.4, 5.3.5.6, 5.3.7.2, 5.3.7.3, 5.3.7.4, 5.3.7.7 and 5.3.12.

[TS 36.331, clause 5.3.5.4]

...

If the RRCConnectionReconfiguration message includes the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInformation;

1>
request PDCP to initiate the PDCP Re-establishment procedure for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the L2 re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
If the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>
perform the Radio resource configuration procedure as specified in 5.3.10;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
if the eutra-CarrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetCellIdentity;

1>
if the dl-Bandwidth is included:

2>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
else:

2>
for the target cell, apply the same downlink bandwidth as for the current cell;

1>
if the ul-Bandwidth is included:

2>
for the target cell, apply the uplink bandwidth indicated by the ul-Bandwidth;

1>
else:

2>
for the target cell, apply the same uplink bandwidth as for the current cell;

1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
If the RRCConnectionReconfiguration message includes the securityConfiguration: 

2>
apply the AS-derived keys associated with the AS-base key indicated by the keyIndicator;

2>
configure lower layers to apply the indicated integrity protection algorithm, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE in the target cell, including the message used to indicate the successful completion of the procedure;

2>
configure lower layers to apply the indicated ciphering algorithm, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE in the target cell, including the message used to indicate the successful completion of the procedure;

1>
If the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

1>
synchronise to the DL of the target cell;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
If MAC successfully completes the random access procedure: 

2>
stop timer T304;

2>
If the physicalConfigDedicated is included in the RRCConnectionReconfiguration message:

3>
If the UE needs the SFN of the target cell to apply the PUCCH and Sounding RS configuration:

4>
apply the new PUCCH and Sounding RS configuration upon acquiring the SFN of the target cell;

3>
else:

4>
apply the new PUCCH and Sounding RS configuration;

2> indicate to PDCP to complete the PDCP Re-establishment procedure for all DRBs that are established, if any;

2>
the procedure ends.

...

[TS 36.331, clause 5.3.5.6]

The UE shall:

1>
If T304 expires (handover failure): 

NOTE 1:
Following T304 expiry dedicated preambles, if provided within the rach-ConfigDedicated, are not available for use by the UE anymore. 

2>
revert back to the configuration used in the source cell, excluding the physical layer configuration;

NOTE 2:
The UE reverts to the RRC configuration as well as the layer 2 configuration (PDCP/RLC/MAC) used in the source cell.

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends.

[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure when security has been activated. The UE initiates the procedure when one of the following conditions is met:

...

1>
upon handover failure, in accordance with 5.3.5.6; or

...

Upon initiation of the procedure, the UE shall:

...

1>
start timer T311;

1>
request PDCP to initiate the PDCP Re-establishment procedure for all RBs that are established;

NOTE 1:
The handling of the radio bearers after the successful completion of the L2 re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
select a suitable cell in accordance with the cell selection process as specified in [4];

[TS 36.331, clause 5.3.7.3]

...

2>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

...

[TS 36.331, clause 5.3.7.4]

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the IE ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the cellIdentity to the Physical layer identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the concatenation of the ASN.1 encoded CellIdentity of the current cell, PhysicalCellIdentity of the cell the UE was connected to prior to the failure and C-RNTI that the UE had in the cell it was connected to prior to the failure;

3>
with the integrity protection key and integrity protection algorithm that was used in the cell the UE was connected to prior to the failure; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones.

1>
set the IE reestablishmentCause as follows:

...

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value ‘handoverFailure’;

...

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

[TS 36.331, clause 5.3.7.7]

Upon T311 expiry, the UE shall:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

...

[TS 36.331, clause 5.3.12]

Upon moving from RRC_CONNECTED to RRC_IDLE, the UE shall:

1>
reset MAC and re-establish RLC for all RBs that are established;

...

1>
stop all timers that are running except T320;

1>
release all radio resources, including release of the RLC entity and the associated PDCP entity for all established RBs;

1>
indicate the release of the RRC connection to upper layers;

1>
enter RRC_IDLE.

8.2.4.8.3
Test description

8.2.4.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2

UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.8.3.2
Test procedure sequence

Table 8.2.4.8.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.8.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M1 > M2)

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1)

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	The power level values are such that SrxlevCell 1 > SrxlevCell 2 and SrxlevCell 2 <0.(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.2.4.8.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra frequency measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.2.4.8.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP and RSRQ value for Cell 2.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 6 the steps specified in Table 8.2.4.8.3.2-3 should take place.
	-
	-
	-
	-

	6
	The SS changes Cell 1 and Cell 2 parameters according to the row "T2" in table 8.2.4.8.3.2-1.
	-
	-
	-
	-

	7
	The UE transmits an RRCConnectionReestablishmentRequest message on Cell 1.
	-->
	RRCConnectionReestablishmentRequest
	-
	-

	8
	The SS does not respond to any RRCConnectionReestablishmentRequest message and waits for 2s to ensure that T301 expires and the UE goes to RRC_IDLE state on Cell 1.
	-
	-
	-
	-

	9-13
	The UE will perform TAU procedure based on steps 1 to 5 of subclause 6.4.2.7 in TS 36.508 on Cell 1.
NOTE: The UE performs a TAU procedure due to NAS signalling connection recovery.
	-
	-
	-
	-

	14
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-


Table 8.2.4.8.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 2
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.2.4.8.3.3
Specific message contents

Table 8.2.4.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.8.3.2-2)

	Derivation path: 36.508 Table 4.6.1-8, condition MEAS


Table 8.2.4.8.3.3-1A: MeasConfig (Table 8.2.4.8.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.8.3.3-2: MeasurementReport (step 4, Table 8.2.4.8.3.2-2)

	Derivation path: 36.508 Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.8.3.3-3: RRCConnectionReconfiguration (step 5, Table 8.2.4.8.3.2-2)

	Derivation path: 36.508 Table 4.6.1-8, condition HO


Table 8.2.4.8.3.3-3A: MobilityControlInfo (Table 8.2.4.8.3.3-4)

	Derivation Path: 36.508 Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.2.4.8.3.3-4: Void
Table 8.2.4.8.3.3-5: RRCConnectionReestablishmentRequest (step 7, Table 8.2.4.8.3.2-2)

	Derivation path: 36.508 Table 4.6.1-13

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	The value of the C-RNTI of the UE.
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.9
RRC connection reconfiguration / Handover / Inter-band blind handover / Success

8.2.4.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating an E-UTRA frequency on different frequency band }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

...

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;
NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...
[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.9.3
Test description

8.2.4.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 10. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.9.3.2
Test procedure sequence

Table 8.2.4.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter band handover to Cell 10.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 10?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 10?
	-
	-
	1
	-


8.2.4.9.3.3
Specific message contents

Table 8.2.4.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.9.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.9.3.3-2: MobilityControlInfo (Table 8.2.4.9.3.3-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 10
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 10
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.10
RRC connection reconfiguration / Handover (between FDD and TDD)
8.2.4.10.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement in FDD mode}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including an IE mobilityControlInformation with TDD configuration parameters included }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

(2)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement in TDD mode}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including an IE mobilityControlInformation with FDD configuration parameters included }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.10.3
Test description

8.2.4.10.3.1
Pre-test conditions
System Simulator:

-
Cell 1 in FDD and Cell 10 in TDD
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE: 

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].
8.2.4.10.3.2
Test procedure sequence
Table 8.2.4.10.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including TDD-Config to order the UE to perform inter band handover to Cell 10.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 10?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 10?
	-
	-
	1
	-

	4
	The SS transmits an RRCConnectionReconfiguration message without including TDD-Config to order the UE to perform inter band handover to Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	5
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1?
	-->
	RRCConnectionReconfigurationComplete
	2
	P

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	2
	-


8.2.4.10.3.3
Specific message content

Table 8.2.4.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.10.3.3-2: MobilityControlInfo (Table 8.2.4.10.3.3-1)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 10
	
	

	  carrierFreq SEQUENCE {
	
	
	

	dl-CarrierFreq
	Same downlink EARFCN as used for Cell 10
	
	

	    ul-CarrierFreq
	Not present
	
	

	}
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 10
	
	

	    ul-Bandwidth
	Not present
	
	

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 10
	
	

	    tdd-Config
	TDD-Config-DEFAULT
	
	

	}
	
	
	


Table 8.2.4.10.3.3-3: RRCConnectionReconfiguration (step 4, Table 8.2.4.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.10.3.3-4: MobilityControlInfo (Table 8.2.4.10.3.3-3)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1
	
	

	    ul-CarrierFreq
	Same uplink EARFCN as used for Cell 1
	
	

	}
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 1
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 1
	
	

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 1
	
	

	    tdd-Config
	Not present
	
	

	}
	
	
	


8.2.4.11
Void
8.2.4.12
RRC connection reconfiguration / Handover / Setup and release of MIMO
8.2.4.12.1
Test Purpose (TP)
(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a cell with 2 antenna ports }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

(2)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a cell with 1 antenna port }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.12.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

…

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323.

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

…

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

…

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

…

1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' or 'tm8':

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

2>
if the configured transmissionMode is 'tm8' and pmi-RI-Report is not present:

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.12.3  Test description

8.2.4.12.3.1
Pre-test conditions
System Simulator:

· Cell 1 and Cell 2 (2 antenna ports MIMO)

UE:
None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].
8.2.4.12.3.2
Test procedure sequence
Table 8.2.4.12.3.2-0 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.12.3.2-0: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91


Table 8.2.4.12.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-

	3A
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.2.4.12.3.2-0.
	-
	-
	-
	-

	4
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	5
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1?
	-->
	RRCConnectionReconfigurationComplete
	2
	P

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	2
	-


8.2.4.12.3.3
Specific message content

Table 8.2.4.12.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.12.3.3-2: MobilityControlInfo (Table 8.2.4.12.3.3-1)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	  radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	}
	
	
	


Table 8.2.4.12.3.3-3: RadioResourceConfigCommon-DEFAULT (Table 8.2.4.12.3.3-2)
	Derivation Path: 36.508, Table 4.6.3-13, condition 2TX


Table 8.2.4.12.3.3-4: RRCConnectionReconfiguration (step 4, Table 8.4.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.12.3.3-5: MobilityControlInfo (Table 8.2.4.12.3.3-4)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq
	Not present
	
	

	  radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	}
	
	
	


Table 8.2.4.12.3.3-6: RadioResourceConfigCommon-DEFAULT (Table 8.2.4.12.3.3-5)

	Derivation Path: 36.508, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	  antennaInfoCommon SEQUENCE {
	
	
	

	    antennaPortsCount
	an1
	
	

	  }
	
	
	


8.3
Measurement configuration control and reporting
8.3.1
Intra E-UTRAN measurements

8.3.1.1
Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1

8.3.1.1.1
Test Purpose (TP)

(1)
with { UE in E-UTRA RRC_CONNECTED state and measurement configured for event A1 with event based periodical reporting }

ensure that {

  when { Serving cell becomes better than absolute threshold plus hysteresis }

   then { UE sends MeasurementReport message at regular intervals while entering conditions for event A1 are satisfied }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state and periodical measurement reporting triggered by event A1 ongoing}

ensure that {

  when { Serving cell becomes worse than absolute threshold minus hysteresis }

   then { UE stops sending MeasurementReport message }

}

8.3.1.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.2 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:
...

3>
if the corresponding measObject concerns EUTRA:
4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

...

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an entry for this measId (a first cell triggers the event):
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
…

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;
…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.
 
…

[TS 36.331, clause 5.5.4.2]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A1-2, as specified below, is fulfilled;

InequalityA1-1 (Entering condition)
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InequalityA1-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Thresh is the threshold parameter for this event (i.e. a1-Threshold as defined within reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
 [TS 36.331, clause 5.5.5]

…

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:
...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;
1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfigfor this measId; 

2>
start the periodical reporting timer with the value of reportInterval as defined within the reportConfig for this measId;

…
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.1.1.3
Test description

8.3.1.1.3.1
Pre-test conditions

System Simulator:

- Cell 1
Preamble:

· The UE is in state Generic RB Established (state 3) according to [18].
8.3.1.1.3.2
Test procedure sequence

Table 8.3.1.1.3.2-1 illustrates the downlink power levels to be applied for Cell 1 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.1.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Power level is such that Ms + Hys < Thresh

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-59
	Power level is such that entry condition for event A1 is satisfied Ms – Hys > Thresh

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Power level is such that exit condition for event A1 is satisfied Ms + Hys < Thresh

	Note:
The total test tolerance used is the sum of downlink signal level uncertainty (TS 36.508 clause 6.2.2.1) and absolute UE measurement accuracy (TS 36.133 clause 9).


Table 8.3.1.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including MeasConfig to setup intra LTE measurement and reporting for event A1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.1.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A1 with the measured RSRP and RSRQ value for Cell 1?
	-->
	MeasurementReport
	1
	P

	-
	EXCEPTION: Step 5 below is repeated until 3 MeasurementReport messages are received from the UE
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message, with the measured RSRP and RSRQ value for Cell 1?
	-->
	MeasurementReport
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.1.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for Cell 1.
	-
	-
	-
	-

	8
	Check: Does the UE attempt to transmit an uplink message within the next 10s?
	-
	-
	2
	F


8.3.1.1.3.3
Specific message contents
Table 8.3.1.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.1.3.3-2: MeasConfig (step 1, Table 8.3.1.1.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A1
	
	

	    reportConfig[1]
	ReportConfig-A1-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.1.3.3-3: ReportConfig-A1-H (step 1, Table 8.3.1.1.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-4 ReportConfigEUTRA-A1(-72)

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      hysteresis
	6
	3dB
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	infinity
	
	

	}
	
	
	


Table 8.3.1.1.3.3-4: MeasurementReport (steps 4 and 5, Table 8.3.1.1.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.2
Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A2

8.3.1.2.1
Test Purpose (TP)

(1)
with { UE in E-UTRA RRC_CONNECTED state and measurement configured for event A2 with event based periodical reporting }

ensure that {

  when { Serving cell becomes worse than absolute threshold minus hysteresis }

   then { UE sends MeasurementReport message at regular intervals while entering conditions for event A2 are satisfied }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state and periodical meausurement reporting triggered by event A2 ongoing}

ensure that {

  when { Serving cell becomes better than absolute threshold plus hysteresis }

   then { UE stops sending MeasurementReport message }

}

8.3.1.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.3 and 5.5.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

3>
if the corresponding measObject concerns EUTRA:
4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

...

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during  timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
…

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;
…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

…

[TS 36.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

InequalityA2-1 (Entering condition)
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InequalityA2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within the reportConfigEUTRA for this event).
Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within the reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 36.331, clause 5.5.5]

…

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;
1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:
...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;
1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfigfor this measId :

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

...

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.1.2.3
Test description

8.3.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
8.3.1.2.3.2
Test procedure sequence

Table 8.3.1.2.3.2-1 illustrates the downlink power levels to be applied for Cell 1 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.2.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	
	
	-70
	Power level is such that Ms  > Thresh + Hys

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh

	T2
	
	
	-70
	Power level is such that exit condition for event A2 is satisfied Ms  > Thresh + Hys

	Note:
The total tolerance used is the sum of downlink signal level uncertainty (TS 36.508 clause 6.2.2.1) and absolute UE measurement accuracy (TS 36.133 clause 9).


Table 8.3.1.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A2.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmit an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.2.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A2 with the measured RSRP and RSRQ value for Cell 1?
	-->
	MeasurementReport
	1
	P

	-
	EXCEPTION: Step 5 below is repeated until 3 MeasurementReport messages are received from the UE
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message, with the measured RSRP and RSRQ value for Cell 1?
	-->
	MeasurementReport
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.2.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for Cell 1.
	-
	-
	-
	-

	8
	Check: Does the UE attempt to transmit an uplink message within the next 10s?
	-
	
	2
	F


8.3.1.2.3.3
Specific message contents

Table 8.3.1.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS 


Table 8.3.1.2.3.3-2: MeasConfig (step 1, Table 8.3.1.2.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfig-A2-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.2.3.3-3: ReportConfig-A2-H (step 1, Table 8.3.1.2.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-5 ReportConfigEUTRA-A2(-83)

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      hysteresis
	6
	3 dB
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	infinity
	
	

	}
	
	
	


Table 8.3.1.2.3.3-4: MeasurementReport (steps 4 and 5, Table 8.3.1.2.3.2-2)

	Derivation path: 36.508 table clause 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.3
Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)

8.3.1.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Entry condition for event A3 is not met }

   then { UE does not send MeasurementReport }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport with correct measId for event A3 }

}

8.3.1.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.4 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of  cellGlobalId for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.5]


[image: image9.emf] 

Mea s u r ementReport  

UE   EUTRAN  


Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cellGlobalId for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.1.3.3
Test description

8.3.1.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
8.3.1.3.3.2
Test procedure sequence

Table 8.3.1.3.3.2-1 illustrates the downlink power levels to be applied for Cell 1, Cell 2 and Cell 3 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1"and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.3.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2
(DL only)
	Cell 3
(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Off
	Power levels are such that entry condition for event A3 (measId 1 & 2) is not satisfied:
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Off
	Power levels are such that entry condition for event A3 (measId 1) is satisfied:
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	-73
	Power levels are such that entry condition for event A3 (measId 2) is satisfied:
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Table 8.3.1.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including MeasConfig to setup intra E-UTRAN measurement and reporting for two event A3 (measId 1 and measId 2) (intra and inter frequency measurement).
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.3.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 1) with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	2
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.3.3.2-1.
	-
	-
	-
	-

	7
	Void
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 2) with the measured RSRP value for Cell 3?
	-->
	MeasurementReport
	2
	P


8.3.1.3.3.3
Specific message contents

Table 8.3.1.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.3.3.3-2: MeasConfig (step 1, Table 8.3.1.3.3.2-2)
	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.3.3.3-3: ReportConfig-A3-H (step 1, Table 8.3.1.3.3.2-2)
	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.3.3.3-4: MeasurementReport (step 5, Table 8.3.1.3.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	physCellId of the Cell 2.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.3.3.3-5: MeasurementReport (step 8, Table 8.3.1.3.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97) 
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	physCellId of the Cell 3.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.4
Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra and inter-frequency measurements)

8.3.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of intra frequency cells and inter frequency cells on specified frequency }

ensure that {

  when { The UE receives reference signal power for cells on the serving frequency and cells on the frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these cells }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of intra and inter frequency cells was sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available intra and inter frequency cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing measIds for periodic reporting }

   then { UE stops sending MeasurementReport messages for these measIds }

}

8.3.1.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId value included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
…
2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;
…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

...
[TS 36.331, clause 5.5.5]

…

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than to reportAmount as defined corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

...

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

8.3.1.4.3
Test description

8.3.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 3, Cell 4 and Cell 6
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.
8.3.1.4.3.2
Test procedure sequence

Table 8.3.1.4.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.4.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2
(DL only)
	Cell 3
(DL only)
	Cell 4
(DL only)
	Cell 6
(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	 -85
	Off
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	 -85
	 Off
	 -85
	 -91
	 Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	 -85
	Off
	Off
	 -91
	 -85
	


Table 8.3.1.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurements and periodical reporting for intra and inter frequency cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to events described in step 3 the steps specified in table 8.3.1.4.3.2-3,  8.3.1.4.3.2-4 and the table 8.3.1.4.3.2-4A shall take place
	
	
	
	

	3
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1
	-

	4
	SS sets the cell-specific reference signal levels and switches Cell 2 “Off” and Cell 4 “On” according to row "T1" in table 8.3.1.4.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in step 6 the steps specified in table 8.3.1.4.3.2-4, 8.3.1.4.3.2-4A and table 8.3.1.4.3.2-5 shall take place.
	
	
	
	

	6
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1, 2
	-

	7
	SS sets the cell-specific reference signal levels and switches Cell 3 “Off” and Cell 6 ”On” according to row "T2" in table 8.3.1.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 9 to 11 the steps specified in table 8.3.1.4.3.2-5 8.3.1.4.3.2-6 and the table 8.3.1.4.3.2-6A shall take place
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1, 2
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measConfig to remove measIds for periodical reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.1.4.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 2(NOTE1)?
	-->
	MeasurementReport
	1
	P


NOTE 1: In the first report UE may not include measResultNeighCells for cell 2.
Table 8.3.1.4.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting for Cell 3(NOTE2)?
	-->
	MeasurementReport
	1
	P


NOTE 2: In the first report UE may not include measResultNeighCells for the cell 3.

Table 8.3.1.4.3.2-4A: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting configured for cell 6 and without measResultNeighCells for the cell 6?
	-->
	MeasurementReport
	1
	P


Table 8.3.1.4.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 4( NOTE3)?
	-->
	MeasurementReport
	1, 2
	P


NOTE 3: In the first report UE may not include measResultNeighCells for the cell 4.
Table 8.3.1.4.3.2-6: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting for Cell 6 ( NOTE4)?
	-->
	MeasurementReport
	1, 2
	P


NOTE 4: In the first report UE may not include measResultNeighCells for the cell 6.

Table 8.3.1.4.3.2-6A: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting configured for cell 3 and without measResultNeighCells for the cell 3?
	-->
	MeasurementReport
	-
	-


8.3.1.4.3.3
Specific message contents

Table 8.3.1.4.3.3-1: RRCConnectionReconfiguration (step 1 and step 10, Table 8.3.1.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.4.3.3-2: MeasConfig (step 1, Table 8.3.1.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	measObjectId[2]
	IdMeasObject-f2
	
	

	measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	measObjectId[2]
	IdMeasObject-f3
	
	

	measObject[2]
	MeasObjectEUTRA-GENERIC(f3)
	
	

	  }
	
	
	

	  reportConfigToAddModiList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigEUTRA-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-PERIODICAL
	
	

	    measId[3]
	3
	
	

	    measObjectId[3]
	IdMeasObject-f3
	
	

	    reportConfigId[3]
	IdReportConfig-PERIODICAL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-3  Void
Table 8.3.1.4.3.3-4: MeasConfig (step 10, Table 8.3.1.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    MeasId[1]
	1
	
	

	    MeasId[2]
	2
	
	

	    MeasId[3]
	3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-5: MeasurementReport (step 1, Table 8.3.1.4.3.2-3)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId [1]
	physicalCellIdentity-Cell2
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-6: MeasurementReport (step 1, Table 8.3.1.4.3.2-5) 

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 4
	

	              physCellId [1]
	physicalCellIdentity-Cell4
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-7: MeasurementReport (step 1, Table 8.3.1.4.3.2-4)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId [1]
	physicalCellIdentity-Cell3
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-7A: MeasurementReport (step 1, Table 8.3.1.4.3.2-4A)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-8: MeasurementReport (step 1, Table 8.3.1.4.3.2-6) 

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 6
	

	              physCellId [1]
	physicalCellIdentity-Cell6
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-9: MeasurementReport (step 1, Table 8.3.1.4.3.2-6A)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.5
Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous event A3 (intra-frequency measurements)

8.3.1.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Entry condition for event A3 is not met }

   then { UE does not send MeasurementReport }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport with correct measId for event A3 }

}

8.3.1.5.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.4 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]
The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of  cellGlobalId for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.5]
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cellGlobalId for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.1.5.3
Test description

8.3.1.5.3.1
Pre-test conditions

System Simulator:

- Cell 1 and Cell 2
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18]

8.3.1.5.3.2
Test procedure sequence

Table 8.3.1.5.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1"and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.5.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2
(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-110
	Power levels are such that entry condition for event A3 (measId 1 & 2) is not satisfied:
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Power levels are such that entry condition for event A3 (measId 1) is satisfied:
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Power levels are such that entry condition for event A3 (measId 2) is satisfied:
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Table 8.3.1.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including MeasConfig to setup intra E-UTRAN measurement and reporting for two event A3 (measId 1 and measId 2) with different parameters. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.5.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 1) with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	2
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.5.3.2-1.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 2) with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	2
	P


8.3.1.5.3.3
Specific message contents

Table 8.3.1.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.5.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.5.3.3-2: MeasConfig (step 1, Table 8.3.1.5.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList  SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	2 entries
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1]
	ReportConfig-A3- Lowerthreshold
	
	

	    reportConfigId[2]
	2
	
	

	    reportConfig[2]
	ReportConfig-A3- Higherthreshold
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3-Lowerthreshold
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f1
	
	

	    reportConfigId[2]
	IdReportConfig-A3-Higherthreshold
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.5.3.3-3: ReportConfig-A3-Lowerthreshold (step 1, Table 8.3.1.5.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	-20
	-10 dB
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.5.3.3-4: ReportConfig-A3-Higherthreshold (step 1, Table 8.3.1.5.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	0
	0 dB
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.5.3.3-5: MeasurementReport (step 5, Table 8.3.1.5.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        MeasResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	PhysCellId of the Cell 2.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.5.3.3-6: MeasurementReport (step 7, Table 8.3.1.5.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        MeasResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	PhysCellId of the Cell 2.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.6
Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-frequency measurements)

8.3.1.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for event A2 and event A3 }

ensure that {

  when { Serving becomes worse than threshold }

   then { UE sends MeasurementReport for event A2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for event A2 and event A3 }

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport for event A3 }

}

8.3.1.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.3, 5.5.4.4 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical, eventA1 or eventA2 is configured in the corresponding reportConfig:
5>
consider only the serving cell to be applicable;
4>
else:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

…
2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
[TS 36.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to 'event':
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

…
…
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.1.6.3
Test description

8.3.1.6.3.1
Pre-test conditions

System Simulator:

- Cell 1 and Cell 3
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
8.3.1.6.3.2
Test procedure sequence

Table 8.3.1.6.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 3 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1"and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.6.3.2-1 : Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 3
(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Power levels are  such that entry condition for event A2 and event A3 is not satisfied:
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-93
	-105
	Power level of Cell 1 is such that entry condition for event A2 is satisfied:
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AND

Power levels of Cell 1 and Cell 3 are such that entry condition for event A3 is not satisfied:
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	Power levels are such that entry condition for event A3 is satisfied:
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Table 8.3.1.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A2 and event A3 (inter frequency measurement) 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.6.32.-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report event A2 with the measured RSRP value for Cell 1?
	-->
	MeasurementReport
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.6.32.-1.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for Cell 3?
	-->
	MeasurementReport
	2
	P


8.3.1.6.3.3
Specific message contents

Table 8.3.1.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.6.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.6.3.3-2: MeasConfig (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	2 entries
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfig-A2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	    reportConfig[2]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-3: ReportConfig-A2 (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-5 ReportConfigEUTRA-A2(-83)

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      hysteresis
	6
	3 dB
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-4: ReportConfig-A3 (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	         a3-Offset
	0
	0 dB
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.6.3.3-5: MeasurementReport (step 5, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-6: MeasurementReport (step 7, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	PhysCellId of the Cell 3.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.7
Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting
8.3.1.7.1
Test Purpose (TP)

(1)
with { UE in E-UTRA RRC_CONNECTED state and meausurement configured for event A3 reporting }

ensure that {

  when { Blacklisted neighbour cell satisfies entry condition for event A3 }

   then { It is not considered in event evaluation and UE does not send MeasurementReport message }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state and meausurement reporting triggered by event A3 is ongoing}

ensure that {

  when { Blacklisted neighbour cell satisfies entry condition for event A3 }

   then { It is not considered in measurement reporting }

}

8.3.1.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.5.1, 5.5.4.1, and 5.5.5.
[TS 36.331, clause 5.5.1]

The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED state by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration message.

...
-
For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets and a list of ‘blacklisted’ cells. Blacklisted cells are not considered in event evaluation or measurement reporting. 

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

3>
 if the corresponding measObject concerns EUTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

…
2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeaConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during  timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4> stop the periodical reporting timer for this measId, if running;

…

[TS 36.331, clause 5.5.5]

…

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:
2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

…

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell include the layer 3 filtered measured results in accordance with the reportConfigList for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>

set the measResult to include the quantity(ies) indicated in the reportQuantity   within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

…
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.1.7.3
Test description

8.3.1.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 4:
-
Cell 1 is the serving cell

-
Cell 2 and Cell 4 are intra-frequency neighbour cells

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].
8.3.1.7.3.2
Test procedure sequence
Table 8.3.1.7.3.2-1 illustrates the downlink power levels to be applied for Cell 1, Cell 2 and Cell 4 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.7.3.2-1 : Power level

	
	Parameter
	Unit
	Cell 1
	Cell 2
(DL only)
	Cell 4
(DL only)
	Remark

	T0
	
	
	-85
	-97
	-97
	Power levels are such that that exit condition for event A3 is satisfied for all cells (M2 + Hys < M1 + Off and M4 + Hys < M1 + Off) with all offset parameters set to 0 dB.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	-97
	Power level of Cell 2 is set  such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 - Hys > M1 + Off).

	T2
	
	
	-85
	-79
	-79
	Power level of Cell 4 is set such that measurement results for Cell 1 (M1) and Cell 4 (M4) satisfy entry condition for event A3 (M4 - Hys > M1 + Off).


Table 8.3.1.7.3.2-2 : Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intraLTE measurement and reporting for event A3.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 8.3.1.7.3.2.-1.
	-
	-
	-
	-

	4
	Check: does the UE transmit a MeasurementReport messages within the next 10s?
	-
	MeasurementReport
	1
	F

	5
	SS re-adjusts the cell-specific reference signal levels according to row "T2" in table 8.3.1.7.3.2.-1.
	-
	-
	-
	-

	6
	Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1 and Cell 4 without Cell 2 results?
	-->
	MeasurementReport
	2
	P

	7
	SS transmits an RRCConnectionReconfiguration message including measConfig to remove Cell 2 from the blacklisted cell list.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	The UE transmits an RRCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: Steps 8Aa1 describe behaviour when UE detects event A3 for Cell 4 before event A3 for Cell 2.
	-
	-
	-
	-

	8Aa1
	The UE may transmit MeasurementReport message to report event A3 with the measured RSRP values for Cell 1 and Cell 4.
	-->
	MeasurementReport
	-
	-

	9
	Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1, Cell 2 and Cell 4?
	-->
	MeasurementReport
	1, 2
	P


8.3.1.7.3.3
Specific message contents
Table 8.3.1.7.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.7.3.2-2)
	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.7.3.3-2: MeasConfig (Table 8.3.1.7.3.3-1)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-3; MeasObjectEUTRA-GENERIC (Table 8.3.1.7.3.3-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-3 MeasObjectEUTRA-GENERIC(f1)

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(f1) ::= SEQUENCE {
	
	
	

	  blackCellsToAddModList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	1 entry
	Add Cell 2
	

	    cellIndex[1]
	1
	
	

	    physCellIdRange[1]
	physicalCellIdentity-Cell2
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-4: ReportConfig-A3 (Table 8.3.1.7.3.3-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  maxReportCells
	3
	Report Cell 1, Cell 2 and Cell 4
	

	  reportInterval
	Not present
	
	

	}
	
	
	


Table 8.3.1.7.3.3-5: RRCConnectionReconfiguration (step 7, Table 8.3.1.7.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.7.3.3-6: MeasConfig (Table 8.3.1.7.3.3-5)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-7: MeasObjectEUTRA-GENERIC (Table 8.3.1.7.3.3-6)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-3 MeasObjectEUTRA-GENERIC(f1)

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(f1) ::= SEQUENCE {
	
	
	

	  blackCellsToRemoveList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	1 entry
	Remove Cell 2
	

	    CellIndex[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-8: MeasurementReport (step 6, Table 8.3.1.7.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 4
	

	              physCellId [1]
	physicalCellIdentity-Cell4
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-9: MeasurementReport (step 9, Table 8.3.1.7.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2 and Cell 4
	

	              physCellId [1]
	physicalCellIdentity-Cell2
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	              physCellId[2]
	physicalCellIdentity-Cell4
	
	

	              measResult [2] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note: IE “measresult” for cells 2 and 4 can appear in any order (i.e. cell 2 then cell 4 or cell 4 then cell 2)


Table 8.3.1.7.3.3-10: MeasurementReport (step 8Aa1, Table 8.3.1.7.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 4
	

	              physCellId[2]
	physicalCellIdentity-Cell4
	
	

	              measResult [2] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.8
Measurement configuration control and reporting / Intra E-UTRAN measurements / Handover / IE measurement configuration present
8.3.1.8.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and a measConfig for removing intra frequency measurement }

    then { UE performs intra frequency handover and stops the intra frequency measurement }

            }

8.3.1.8.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.4, 5.5.2.2, 5.5.2.6 and 5.5.4.4.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].
1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
…

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

…

[TS 36.331, clause 5.5.2.6]

The UE shall:

1>
for each reportConfigId included in the received reportConfigToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>
remove all measId associated with the reportConfigId from the measIdList within the VarMeasConfig, if any;

2>
if a measId is removed from the measIdList:
3>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

3>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the reportConfigToRemoveList includes any reportConfigId value that is not part of the current UE configuration.
[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
8.3.1.8.3
Test description

8.3.1.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.8.3.2
Test procedure sequence

Table 8.3.1.8.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.8.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement re85sults for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).


Table 8.3.1.8.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup intra frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of intra frequency measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 2 parameters according to the row “T1” in table 8.3.1.8.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message with a measConfig on Cell 1 for removing event A3 reporting, to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	The SS changes Cell 1 and Cell 2 parameters according to the row “T0” in table 8.3.1.8.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to perform event A3 reporting during the next 30s?
	-->
	MeasurementReport
	1
	F

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-


8.3.1.8.3.3
Specific message contents

Table 8.3.1.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.8.3.3-2: MeasConfig (Table 8.3.1.8.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.8.3.3-3: MeasurementReport (step 4, Table 8.3.1.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.8.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.3.1.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO and MEAS


Table 8.3.1.8.3.3-5: MeasConfig (Table 8.3.1.8.3.3-4)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList SEQUENCE (SIZE (1.. maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	  }
	
	
	

	  reportConfigToRemoveList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.8.3.3-6: MobilityControlInfo (Table 8.3.1.8.3.3-4)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


8.3.1.9
Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present

8.3.1.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the intra frequency measurement }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the inter frequency measurement after the activation of the measurement gaps }

            }

8.3.1.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.4 and 5.5.6.1.

[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.6.1]

E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this sub-clause and in 5.3.5.4;
...
The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to 'periodical':

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.

8.3.1.9.3
Test description

8.3.1.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.9.3.2
Test procedure sequence

Table 8.3.1.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.9.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3 (DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) do not satisfy entry condition for event A3 (M3 < M1).
(NOTE 1)

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

(NOTE 1)

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

(NOTE 1)

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-85
	-73
	The power level values are such that measurement results for Cell 2 (M2) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M2).

(NOTE 1)

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M1 > M2).

(NOTE 1)

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.3.1.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FeatrGrp_25 THEN the SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T1" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	3a2
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 3.
	-->
	MeasurementReport
	-
	-

	4
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T2" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	5
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 2.
	-->
	MeasurementReport
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message without a measConfig message on Cell 1, to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	-
	EXCEPTION:
Steps 8a1 to 8a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	8a1
	IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	8a2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	8a3
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T3" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	8a4
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 3?
	-->
	MeasurementReport
	2
	P

	9
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T4" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 1?
	-->
	MeasurementReport
	1
	P

	11
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1,2
	-


8.3.1.9.3.3
Specific message contents

Table 8.3.1.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-2: MeasConfig (Table 8.3.1.9.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1entry or 2 entries
	number of entry depending on the UE capability
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	pc_FeatrGrp_25

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1entry or 2 entries
	number of entry depending on the UE capability
	

	    measId[1]
	1
	Intra frequency
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	Inter frequency
	pc_FeatrGrp_25

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    reportConfigId[2]
	IdReportConfig-A3
	
	pc_FeatrGrp_25

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-3: MeasurementReport (step 3a2 and 8a4, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-4: MeasurementReport (step 5, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-5: RRCConnectionReconfiguration (step 6, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.9.3.3-6: MobilityControlInfo (Table 8.1.3.9.3.3-5)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.9.3.3-7: RRCConnectionReconfiguration (step 8a1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-8: MeasConfig (Table 8.1.3.9.3.3-7)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.9.3.3-9: MeasurementReport (step 10, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.10
Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present

8.3.1.10.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency and inter frequency measurements }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA frequency and not including a measConfig }

    then { UE performs inter frequency handover, continues the intra frequency measurement and continues inter frequency measurement after the activation of the measurement gaps }

            }

8.3.1.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.6.1.

[TS 36.331, clause 5.5.6.1]

E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this subclause and in 5.3.5.4;

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to 'periodical':

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:
5>
link this measId value to the measObjectId value corresponding to the target carrierfrequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:
5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;
2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;
1>
remove all measurement reporting entries within VarMeasReportList;
1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;
NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.
8.3.1.10.3
Test description

8.3.1.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 3 and Cell 12. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.10.3.2
Test procedure sequence

Table 8.3.1.10.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3", and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.10.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2 (DL only)
	Cell 3
	Cell 12 (DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	-97
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) do not satisfy entry condition for event A3 (M2 < M1).

(NOTE 1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	-97
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

(NOTE 1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-73
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-97
	"Off"
	-85
	-79
	The power level values are such that measurement results for Cell 3 (M3) and Cell 12 (M12) satisfy entry condition for event A3 (M12 > M3).

(NOTE 1).

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	"Off"
	-85
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M1 > M3).

(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.3.1.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes the cell-specific reference signal levels of Cell 2 according to the row "T1" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 intra frequency reporting for Cell 2 during the next 30 s.
	-
	MeasurementReport
	-
	-

	5
	The SS changes the cell-specific reference signal levels of Cell 3 and switches "Off" Cell 2 according to row "T2" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 inter frequency reporting for Cell 3 during the next 30 s.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message without a measConfig, to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message to Cell 3?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	The SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	10
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 3.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	11
	The SS changes the cell-specific reference signal levels of Cell 1 and Cell 3 and switches "On" Cell 12  according to the row "T3" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	12
	Check: Does the UE transmit a MeasurementReport message on Cell 3 to perform event A3 intra frequency reporting for Cell 12 during the next 30 s?
	-->
	MeasurementReport
	1
	P

	13
	The SS changes the cell-specific reference signal levels of Cell 1 and switches Cell 12 off according to row "T4" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a MeasurementReport message on Cell 3 to perform event A3 inter frequency reporting for Cell 1 during the next 30 s?
	-->
	MeasurementReport
	1
	P

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?
	-
	-
	1
	-


8.3.1.10.3.3
Specific message contents

Table 8.3.1.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.10.3.3-2: MeasConfig (Table 8.3.1.10.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-3: Void
Table 8.3.1.10.3.3-4: MeasurementReport (step 4, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-5: MeasurementReport (step 6, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-6: RRCConnectionReconfiguration (step 7, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.10.3.3-7: MobilityControlInfo (Table 8.3.1.10.3.3-6)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq
	 Same DL EARFCN as used for Cell 3
	
	

	}
	
	
	


Table 8.3.1.10.3.3-8: RRCConnectionReconfiguration (step 9, Table 8.3.1.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.10.3.3-9: MeasConfig (Table 8.3.1.10.3.3-8)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.10.3.3-10: MeasurementReport (step 12, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 12
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-11: MeasurementReport (step 14, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.11
Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
8.3.1.11.1
Test Purpose (TP)
(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell having attempted intra frequency handover}

ensure that {
  when { UE detects handover failure and the intra frequency cell is selectable }

then {UE performs RRC Connection Re-establishment, continues the intra frequency measurement }

}
(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter frequency measurement and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell having attempted intra frequency handover}

ensure that {
  when { UE detects handover failure and the intra frequency cell is selectable }

then {UE performs RRC Connection Re-establishment, continues the inter frequency measurement after the activation of the measurement gaps }

}
8.3.1.11.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.4, 5.3.5.6, 5.3.7.2 and 5.5.6.1.
[TS 36.331,clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;
…
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
the procedure ends;
NOTE 3:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.
[TS 36.331,clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure):

NOTE:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;

[TS 36.331,clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
[TS 36.331,clause 5.5.6.1]

E-UTRAN applies the re-establishment procedure as follows:

-
when performing the connection re-establishment procedure, as specified in 5.3.7, ensure that a measObjectId corresponding to the target carrier frequency is configured as a result of the procedure described in this sub-clause and the subsequent connection reconfiguration procedure immediately following the re-establishment procedure;

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to ‘periodical’:

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.
8.3.1.11.3
Test description

8.3.1.11.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.11.3.2
Test procedure sequence

Table 8.3.1.11.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3", "T4", "T5" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.11.3.2-1: Time instances of cell power levels
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3 (DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	”off”
	”off”
	 

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	”off”
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 - Hys > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	”off”
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 - Hys > M1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	”off”
	-79
	”off”
	The power level values are assigned values to satisfy SrxlevCell 1 < 0 and SrxlevCell 3 < 0 such that selecting Cell 2 is guaranteed

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	”off”
	The power level values are such that measurement results for Cell 2 (M2) and Cell 1 (M1) satisfy entry condition for event A3 (M1 - Hys > M2).

	T5
	Cell-specific RS EPRE
	dBm/15kHz
	”off”
	-85
	-73
	The power level values are such that measurement results for Cell 2 (M2) and Cell 3 (M3) satisfy entry condition for event A3 (M3 - Hys > M2).


Table 8.3.1.11.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FeatrGrp_25 THEN the SS changes Cell 3 power levels according to the row "T1" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	3a2
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 3.
	-->
	MeasurementReport
	-
	-

	4
	The SS changes Cell 2 and Cell 3 power levels according to the row "T2" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	5
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 intra frequency reporting for Cell 2.
	-->
	MeasurementReport
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message including a mobilityControlInfo, to order the UE to perform intra frequency handover to Cell 2. 
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 7 the steps specified in Table 8.3.1.11.3.2-3 should take place.
	-
	-
	-
	-

	7
	The SS changes Cell 1 power levels according to the row "T3" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 2?
	-->
	RRCConnectionReestablishmentRequest
	1,2
	P

	9
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 2.
	<--
	RRCConnectionReestablishment
	-
	-

	10
	The UE transmits an RRCConnectionReestablishmentComplete message on Cell 2.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	11
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	12
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	13
	The SS changes Cell 1 and Cell 2 power levels according to the row "T4" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to perform event A3 intra frequency reporting for Cell 1?
	-->
	MeasurementReport
	1
	P

	-
	EXCEPTION:
Steps 15a1 to 15a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	15a1
	IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	15a2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	15a3
	The SS changes Cell 1 and Cell 3 power levels according to the row "T5" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	15a4
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 3?
	-->
	MeasurementReport
	2
	P

	16
	Check: Does the test result of CALL generic test procedure in 36.508 subclause 6.2.4.3  indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1,2
	-


Table 8.3.1.11.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 2.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.3.1.11.3.3
Specific message contents
Table 8.3.1.11.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.11.3.3-2: MeasConfig (step 1, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	pc_FeatrGrp_25

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	pc_FeatrGrp_25

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    reportConfigId[2]
	IdReportConfig-A3
	
	pc_FeatrGrp_25

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-3: Void
Table 8.3.1.11.3.3-4: MeasurementReport (step 3a2,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	 (0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-5: MeasurementReport (step 5, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	 (0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-6: RRCConnectionReconfiguration (step 6,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.11.3.3-7: MobilityControlInfo (step 6, Table 8.1.3.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.11.3.3-8: RRCConnectionReestablishmentRequest (step 8, Table  8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-9: RRCConnectionReestablishment (step 9, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-10: RRCConnectionReconfiguration (step 11, Table 8.3.1.11.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-11: MeasurementReport (step 14,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	 (0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-12: RRCConnectionReconfiguration (step 15a1,Table 8.3.1.11.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8 condition MEAS


Table 8.3.1.11.3.3-13: MeasConfig (step 15a1,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.11.3.3-14: MeasurementReport (step 15a4, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2
Inter-RAT measurements

8.3.2.1
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells

8.3.2.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

…

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.1.3
Test description

8.3.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 24. 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.1.3.2
Test procedure sequence

Table 8.3.2.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	RSSI 
	dBm
	-
	[-65]
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	RSSI 
	dBm
	-
	[-85]
	


Table 8.3.2.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1 and Cell 24 parameters according to the row "T1" in table 8.3.2.1.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 24?
	-->
	MeasurementReport
	2
	P

	6
	The SS changes Cell 1 and Cell 24 parameters according to the row "T2" in table 8.3.2.1.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for Cells 1 and Cell 24.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1, 2, 3
	-


8.3.2.1.3.3
Specific message contents

Table 8.3.2.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.1.3.3-2: MeasConfig (Table 8.3.2.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.3.3-2A: ReportConfigInterRAT-B2-GERAN (Table 8.3.2.1.3.3-2)

	Derivation path: 36.508, Table 4.6.6-7E ReportConfigInterRAT-B2-GERAN(-69, [-79])

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-GERAN ::= SEQUENCE {
	
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 8.3.2.1.3.3-3: MeasurementReport (step 5, Table 8.3.2.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                  rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.2
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of GERAN cells

8.3.2.2.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell }

ensure that {

  when { The UE receives reference signal power for cells on the GERAN frequencies where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for these GERAN cells }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of GERAN cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available GERAN cells }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of GERAN cells }

    then { UE stops sending MeasurementReport message for GERAN cells }

            }

8.3.2.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
…

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2> perform the measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

…

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

…

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

...

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.2.3
Test description

8.3.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 25 and Cell 26. 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.2.3.2
Test procedure sequence

Table 8.3.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 25
	Cell 26
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that camping on Cell 1 is guarantee.

	
	RSSI 
	dBm
	-
	Off
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 25 is satisfied for periodic reporting.

	
	RSSI 
	dBm
	-
	[-70]
	Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 26 is satisfied for periodic reporting and Cell 25 become unavailable.

	
	RSSI 
	dBm
	-
	Off
	[-70]
	


Table 8.3.2.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS power "On" Cell 25 according to the row "T1" in table 8.3.2.2.3.2-1.
	-
	-
	-
	-

	4
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 25.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 5 to 6 the steps specified in table 8.3.2.2.3.2-3 shall take place
	-
	-
	-
	-

	5
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	6
	The SS power "Off" Cell 25 and power "On" Cell 26 according to the row "T2" in table 8.3.2.2.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5s to allow power "Off" and power "On" for Cell 25 and Cell 26 respectively.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 8 to 9 the steps specified in table 8.3.2.2.3.2-4 shall take place
	-
	-
	-
	-

	8
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	9
	The SS transmits an RRCConnectionReconfiguration message to remove inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	10
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the remove of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	11
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.2.2.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 25?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.2.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 26(NOTE1)?
	-->
	MeasurementReport
	1, 2
	P


NOTE1: Cell 25 may be included in the MeasurementReport due to UE averages power levels over a period of time.

8.3.2.2.3.3
Specific message contents

Table 8.3.2.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.2.3.3-2: MeasConfig (Table 8.3.2.2.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f12
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f12)
	
	

	    measObjectId[3]
	IdMeasObject-f13
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f13)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f12
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f13
	
	

	    reportConfigId[2]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-3: MeasurementReport (step 1, Table 8.3.2.2.3.2-3)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 25
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-4: MeasurementReport (step 1, Table 8.3.2.2.3.2-4)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 26
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-5: RRCConnectionReconfiguration (step 9, Table 8.3.2.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.2.3.3-6: MeasConfig (Table 8.3.2.2.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measId[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.3
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells

8.3.2.3.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfig includes a purpose set to 'reportStrongestCellsForSON':

...
2>
else:

3>
if the corresponding measObject concerns E-UTRA:

...
3>
else if the corresponding measObject concerns UTRA or CDMA2000:
4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);
3>
else if the corresponding measObject concerns GERAN:
4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the  for this measId;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId:(a first cell triggers the event)
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

...

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportListfor this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfigfor this event:
3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cellGlobalId for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

...
[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event)

Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event)

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event)

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell

Ofn, Hys are expressed in dB

Thresh1 is expressed in the same unit as Ms
Thresh2 is expressed in the same unit as Mn
[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the triggerType is set to 'event':
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId
3>
else:

4>
include the applicable calls for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

...
5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId
2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>
else: 

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;
1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer’s HRPD preRegistrationStatus; 

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to 'FALSE';
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.2.3.3
Test description

8.3.2.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 7. 

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.3.3.2
Test procedure sequence

Table 8.3.2.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.3.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 7
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -83.5[dBm/3.84MHz]
	dB
	-
	-23.5
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -72.3[dBm/3.84MHz]
	dB
	-
	-12.3
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -83.5[dBm/3.84MHz]
	dB
	-
	-23.5
	


NOTE 1:
This parameter is not directly settable, but are derived by calculation from the other parameters set by the SS.
Table 8.3.2.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message on Cell 1 to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1 and Cell 7 parameters according to the row "T1" in table 8.3.2.3.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 7?
	-->
	MeasurementReport
	2
	P

	6
	The SS changes Cell 1 and Cell 7 parameters according to the row "T2" in table 8.3.2.3.3.2-1.
	-
	-
	-
	-

	6A
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for Cells 1 and Cell 7.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message on Cell 1 to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1,2,3
	-


8.3.2.3.3.3
Specific message contents

Table 8.3.2.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.3.3.3-2: MeasConfig (Table 8.3.2.3.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1, condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-UTRA(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.3.3.3-2A: QuantityConfig (Table 8.3.2.3.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-3A, condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig SEQUENCE {
	
	
	

	  quantityConfigUTRA SEQUENCE {
	
	
	

	    measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	    measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.3.3.3-2B MeasObjectUTRA-f8 (Table 8.3.2.3.3.3-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 7
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.2.3.3.3-3: ReportConfigInterRAT-B2-UTRA (Table 8.3.2.3.3.3-2)
	Derivation path: 36.508, Table 4.6.6-8 ReportConfigInterRAT-B2-UTRA(-69, -18)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA ::= SEQUENCE {
	
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 8.3.2.3.3.3-4: MeasurementReport (step 5, Table 8.3.2.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 7
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


8.3.2.4
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells

8.3.2.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of UTRA cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported UTRA frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available UTRA cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRA cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRA cells }

   then { UE stops sending MeasurementReport message for UTRA cells }

}

8.3.2.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId value included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:
2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);
2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.
2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…
NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;
5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than to reportAmount as defined corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…
1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

8.3.2.4.3
Test description

8.3.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 7
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.
8.3.2.4.3.2
Test procedure sequence

Table 8.3.2.4.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.4.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Parameter
	Unit
	Cell 5
	Cell 7
	Remark

	
	E-UTRA Cell
	UTRA Cells
	

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	CPICH_Ec
	dBm/3.84 MHz
	 -85
	Off
	Power levels shall be such that  camping on Cell 1 is guaranteed

	T1
	
	
	-75
	
	
	-85
	 -85
	

	T2
	
	
	-75
	
	
	Off
	 -85
	


Table 8.3.2.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup measurements and periodical reporting for UTRA cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 3 to 4 the steps specified in table 8.3.2.4.3.2-3 shall take place
	
	
	
	

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1
	-

	4
	The SS sets the cell-specific reference signal levels and switches Cell 7 on according to row "T1" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 6 to 7 the steps specified in table 8.3.2.4.3.2-4 shall take place
	
	
	
	

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1, 2
	-

	7
	The SS sets the cell-specific reference signal levels and switches Cell 5 "Off" according to row "T2" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 9 to 10 the steps specified in table 8.3.2.4.3.2-5 shall take place
	
	
	
	

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1, 2
	-

	10
	The SS transmits an RRCConnectionReconfiguration message including measConfig to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.2.4.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.4.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5 and Cell 7?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.4.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 7(NOTE1)?
	-->
	MeasurementReport
	1, 2
	P


NOTE1: Cell 5 may be included in the MeasurementReport due to UE averages power levels over a period of time.

8.3.2.4.3.3
Specific message contents

Table 8.3.2.4.3.3-1 RRCConnectionReconfiguration (step 1 and step 10, Table 8.3.2.4.3.2-2)

	Derivation path: 36.508 table 4.6.1-8 with condition MEAS


Table 8.3.2.4.3.3-2 MeasConfig (step 1, Table 8.3.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE { 
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-3 MeasObjectUTRA-f8 (step 1, Table 8.3.2.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	
	UTRA DL carrier frequency of Cell 5 and Cell 7
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-4 ReportConfigInterRAT-PERIODICAL-UTRA (step 1, Table 8.3.2.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL-UTRA ::= SEQUENCE {
	
	
	

	  maxReportCells
	2
	Report Cell 5 and Cell 7
	

	}
	
	
	


Table 8.3.2.4.3.3-5: MeasConfig (step 10, Table 8.3.2.4.3.2-2) 

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3.3-6: MeasurementReport (step 1, Table 8.3.2.4.3.2-3)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-7: MeasurementReport (step 1, Table 8.3.2.4.3.2-4)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	              physCellId[2] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-TDD

	              }
	
	
	

	              measResult [2] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-8: MeasurementReport (step 1, Table 8.3.2.4.3.2-5)
	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


8.3.2.5
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells

8.3.2.5.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRAN and GERAN cells }

ensure that {

  when { The UE receives reference signal power for cells on either UTRAN or GERAN frequency where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for UTRAN or GERAN cell }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of UTRAN or GERAN cell on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available UTRAN or GERAN cell }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN or GERAN cells ongoing }

ensure that {

when { The UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport messages at regular intervals for the available UTRAN and GERAN cells }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN and GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRAN and GERAN cells }

    then { UE stops sending MeasurementReport message for UTRAN and GERAN cells }

            }

8.3.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
…

1>
if the RRCConnectionReconfiguration message includes the measConfig:

3> perform the measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
...

2>
else:

...

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

...

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

...

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

...

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.5.3
Test description

8.3.2.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 24. 

-
System information combination 10 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.5.3.2
Test procedure sequence

Table 8.3.2.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that camping on Cell 1 is guarantee.

	
	CPICH_Ec/Io
	dB
	-
	Off
	-
	

	
	RSSI 
	dBm
	-
	-
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 5 is satisfied for periodic reporting.

	
	CPICH_Ec/Io
	dB
	-
	-18
	-
	

	
	RSSI 
	dBm
	-
	-
	Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 24 is satisfied for periodic reporting and Cell 5 become unavailable.

	
	CPICH_Ec/Io
	dB
	-
	Off
	-
	

	
	RSSI 
	dBm
	-
	-
	-70
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 5 and Cell 24 are satisfied for periodic reporting.

	
	CPICH_Ec/Io
	dB
	-
	-18
	-
	

	
	RSSI 
	dBm
	-
	-
	-70
	


Table 8.3.2.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS power "On" Cell 5 according to the row "T1" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	4
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 5.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in step 5 the steps specified in table 8.3.2.5.3.2-3 shall take place
	-
	-
	-
	-

	5
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	6
	The SS power "Off" Cell 5 and power "On" Cell 24 according to the row "T2" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5s to allow power "Off" and power "On" for Cell 5 and Cell 24 respectively.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in step 8 the steps specified in table 8.3.2.5.3.2-4 shall take place
	-
	-
	-
	-

	8
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	9
	The SS power "On" for Cell 5 according to the row "T3" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	10
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 5.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 11 to 12 the steps specified in table 8.3.2.5.3.2-3  and 8.3.2.5.3.2-4 shall take place
	-
	-
	-
	-

	11
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	12
	The SS transmits an RRCConnectionReconfiguration message to remove inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the remove of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	14
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	4
	F


Table 8.3.2.5.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5?
	-->
	MeasurementReport
	1, 3
	P


Table 8.3.2.5.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 24?
	-->
	MeasurementReport
	1, 2, 3
	P


8.3.2.5.3.3
Specific message contents

Table 8.3.2.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.5.3.3-2: MeasConfig (Table 8.3.2.5.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	    measObjectId[3]
	IdMeasObject-f11
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    reportConfigId[2]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp1
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.5.3.3-2A MeasObjectUTRA-f8 (Table 8.3.2.5.3.3-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.2.5.3.3-3: MeasurementReport (step 1, Table 8.3.2.5.3.2-3)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	PhysicalCellIdentity of Cell 5
	
	UTRA-FDD

	                tdd
	PhysicalCellIdentity of Cell 5
	
	UTRA-TDD

	              }
	
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.5.3.3-4: MeasurementReport (step 1, Table 8.3.2.5.3.2-4)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.5.3.3-5: RRCConnectionReconfiguration (step 12, Table 8.3.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.5.3.3-6: MeasConfig (Table 8.3.2.5.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measId[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.6
Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells

8.3.2.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the events A2 and B2 are not met }

    then { UE does not transmit any MeasurementReport messages}

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event A2 is met }

    then { UE transmits a MeasurementReport message}

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event B2 for UTRAN is met }

    then { UE transmits a MeasurementReport message }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event B2 for GERAN is met }

    then { UE transmits a MeasurementReport message }

            }

8.3.2.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.3, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 36.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)


[image: image42.wmf]1

Thresh

Hys

Ms

<

+


Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

…

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

…

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.2.6.3
Test description

8.3.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 24. 

-
System information combination 10 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.6.3.2
Test procedure sequence

Table 8.3.2.6.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.6.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Cell 24
	Remark

	T0
	RS EPRE
	dBm/15kHz
	-85
	-
	-
	Entry conditions for A2 and B2 events are not fulfilled.

	
	CPICH_Ec/ PCCPCH RSCP
	dBm/3.84 MHz/dBm
	-
	-80
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-85
	

	T1
	RS EPRE
	dBm/15kHz
	-105
	-
	-
	Entry conditions for A2 and B2 events are fulfilled.

	
	CPICH_Ec/ PCCPCH RSCP
	dBm/3.84 MHz/dBm
	-
	-60
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-65
	


Table 8.3.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter RAT measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit any MeasurementReport messages during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 5 and Cell 24 parameters according to row “T1” in table 8.3.2.6.3.2-1.
	-
	-
	-
	-

	-
	EXCEPTION:
In parallel to step 5 the steps specified in Table 8.3.2.6.3.2-3 shall take place.
	-
	-
	-
	-

	5
	The SS waits for 10s.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1, 2, 3, 4
	-


Table 8.3.2.6.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1-3 may occur in any order.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to report event A2 for Cell 1 ?
	-->
	MeasurementReport
	2
	P

	2
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 5 ?
	-->
	MeasurementReport
	3
	P

	3
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 24 ?
	-->
	MeasurementReport
	4
	P


8.3.2.6.3.3
Specific message contents

Table 8.3.2.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.6.3.2-2)

	Derivation Path: 36.508 table 4.6.1-8 with condition MEAS


Table 8.3.2.6.3.3-2: MeasConfig (Table 8.3.2.6.3.3-1)

	Derivation path: 36.508 table 4.6.6-1 with condition INTER-RAT

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	    measObjectId[3]
	IdMeasObject-GERAN
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	3 entries
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A2(-95)
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[2]
	ReportConfigInterRAT-B2-UTRA(-95, -70)
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[3]
	ReportConfigInterRAT-B2-GERAN(-95,-75)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    measId[3]
	3
	
	

	    measObjectId[3]
	IdMeasObject-GERAN
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	   }
	
	
	

	quantityConfig SEQUENCE {
	
	
	

	quantityConfigUTRA SEQUENCE {
	
	
	

	   measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	   measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	   filterCoefficient
	fc4
	
	

	  }
	
	
	

	quantityConfigGERAN SEQUENCE {
	
	
	

	   measQuantityGERAN
	rssi
	
	

	   filterCoefficient
	fc2
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.6.3.3-3:  MeasObjectUTRA-f8 (Table 8.3.2.6.3.3-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.2.6.3.3-4: Void
Table 8.3.2.6.3.3-5: Void
Table 8.3.2.6.3.3-6: MeasurementReport (step 1 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-7: MeasurementReport (step 2 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 5
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA SEQUENCE {
	1 entry
	
	

	               physCellId [1]
	physCellId of cell 5
	
	

	               cgi-Info [1]
	Not present
	
	

	               measResult [1] SEQUENCE {
	
	
	

	                 utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                 utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-8: MeasurementReport (step 3 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 24
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN SEQUENCE {
	1 entry
	
	

	             carrierFreq [1]
	Not checked
	
	

	             physCellId [1] 
	physCellId of cell 24
	
	

	             cgi-Info [1]
	Not present
	
	

	             measResult [1] SEQUENCE {
	
	
	

	               rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.7
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 (measurement HRPD cells)

8.3.2.7.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }
(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }
(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.7.2
Conformance Requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.5.4.1, 5.5.4.8, and 5.5.5. 

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:…

2>else:

…
3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

…
2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
…
NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup .
[TS 36.331, clause 5.5.4.8] 

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
apply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
apply inequality B2-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)


[image: image47.wmf]2

Thresh

Hys

Ofn

Mn

>

-

+


Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)


[image: image49.wmf]2

Thresh

Hys

Ofn

Mn

<

+

+


The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offset.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).

Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.

Mn is expressed in dBm or dB, depending on the measurement quantity of the inter RAT neighbour cell.
Ofn, Hys are expressed in dB.

Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

 For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;
1> 
set the measResultServCell to include the quantities of serving cell;
1> 
if there is at least one applicable neighbouring cell to report:
2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId;

…

>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>

set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>

set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

…
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfigfor this measId :

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ` FALSE'’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.2.7.3
Test description

8.3.2.7.3.1
Pre-test conditions

System Simulator:

· Cell 1 is high quality cell on E-UTRA
· Cell 15 and Cell 16 are high quality cell on HRPD.

· System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.7.3.2
Test procedure sequence

Table 8.3.2.7.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" and “T2” are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.7.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Cell 16
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	Îor/Ioc
	dB
	-
	-20
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15 kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-5
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-6
	-20
	

	T2
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-20
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	-20
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.7.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T1” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 15, not including Cell 16?
	-->
	MeasurementReport
	2
	P

	6
	Void
	-
	-
	-
	-

	7
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T2” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9-13
	Void
	-
	-
	-
	-

	14
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1,2,3
	-


8.3.2.7.3.3
Specific Message Contents

Table 8.3.2.7.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.7.3.3-2: MeasConfig (Table 8.3.2.7.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2ies entr
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.7.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.7.3.3-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	cellsToAddModList CHOICE {
	
	
	

	cellsToAddModListCDMA2000 ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 15
	
	

	}
	
	
	

	}
	
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.7.3.3-4: MeasurementReport (steps 5, Table 8.3.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId [1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotPnPhase
	Not present
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.8
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells)

8.3.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of HRPD cells }

ensure that {

  when { The UE receives reference signal power for cells on the HRPD frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these HRPD cells }

            }
(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of HRPD cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported HRPD frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available HRPD cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of HRPD cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measID of periodic reporting of HRPD cells }

   then { UE stops sending MeasurementReport message for HRPD cells }

}

8.3.2.8.2
Conformance Requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
………..

1>
if the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.2]
The UE shall:

1>
for each measId value included in the measIdToRemoveList:

2>
remove the entry, from the parameter measIdList within VarMeasurementConfiguration, with the corresponding measId value;

2>
remove the entry within the VarMeasurementReports for this measId, if included;

2>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for this measId.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’:

3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
else if the corresponding measObject concerns EUTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’:

4>
consider any neighbouring cell detected on the associated frequency to be applicable

3>
if the corresponding reportingConfig includes a purpose set to ‘reportCGI’:

4>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which  has a physicalCellIdentity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasurementConfiguration to be applicable

3>
else:

4>
if the corresponding measObject concerns UTRA or CDMA2000:

5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

………..

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available for one or more applicable cells:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report immediately after the requested reportQuantity becomes available for at least either serving cell or one of the applicable cells

2>
Upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the neighbouringMeasResults to include the best neighbouring cells up to maxReportCells in accordance with the following:
2>
if the triggerType is set to ‘event’:
3>
include the cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId;

2>
else:

3>
set the neighbouringMeasResults to include the applicable cells for which the requested reportQuantity has been available since the last periodical reporting or since the measurement was initiated or reset;

2>
for each cell that is included in the neighbouringMeasResults, include the physicalCellIdentity;

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
stop the periodical reporting timer, if running;

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
else if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is equal to the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasurementReports for this measId;
1>
if the measured results are for CDMA HRPD:

2>
set the hrpdPreRegistrationStatus to the UE’s CDMA upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA 1xRTT:

2>
set the hrpdPreRegistrationStatus to `0’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.2.8.3
Test description

8.3.2.8.3.1
Pre-test conditions

System Simulator:

· Cell 1 is high quality cell on E-UTRA
· Cell 15 and Cell 16 are high quality cell on HRPD
· System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is brought to state Generic RB Established (state 3) according to [18] on Cell 1

8.3.2.8.3.2
Test procedure sequence

Table 8.3.2.8.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.8.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Cell 16
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	Power levels shall be such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-5
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-6
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-5
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-6
	-6
	

	T2
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-20
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-20
	-6
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.8.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup measurements and periodical reporting for HRPD cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm measurement on Cell 15.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 3 and 4, the steps specified in table 8.3.2.8.3.2-3 shall take place
	-
	-
	-
	-

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	4
	SS sets the cell-specific reference signal levels for Cell 1, Cell 15 and Cell 16 according to row "T1" in table 8.3.2.8.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 6 to 7 the steps specified in table 8.3.2.8.3.2-4 shall take place
	-
	-
	-
	-

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	7
	SS sets the cell-specific reference signal levels for Cell 1, Cell 15 according to row "T2" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 9 to 10 the steps specified in table 8.3.2.8.3.2-5 shall take place
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measConfig to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-


Table 8.3.2.8.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 15?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.8.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 15 and Cell 16?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.8.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 16?
	-->
	MeasurementReport
	1, 2
	P


8.3.2.8.3.3
Specific message contents

Table 8.3.2.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-2: MeasConfig (Table 8.3.2.8.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT- PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.4.3.3-2)

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrier Freq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    bandClassfrequency
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList CHOICE {}
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.8.3.3-4: MeasurementReport (step 1 Table 8.3.2.8.3.2-3, Table 8.3.2.8.3.2-4, Table 8.3.2.8.3.2-5)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.8.3.2-3

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	Table 8.3.2.8.3.2-4

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	                physCellId[2]
	PhysicalCellIdentity of Cell 16
	
	

	                cgi-Info[2]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.8.3.2-5

	                physCellId[1]
	PhysicalCellIdentity of Cell 16
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-5: RRCConnectionReconfiguration (step 10, Table 8.3.2.8.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.2.8.3.3-6: MeasConfig (Table 8.3.2.8.3.3-5)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.9
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells)

8.3.2.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }
(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }
(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig
…
2>else
:
…
3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

…

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfign for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT  for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT  for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Mn.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the globalCellIdentity for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.9.3
Test description

8.3.2.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 19 and Cell 20. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.9.3.2
Test procedure sequence

Table 8.3.2.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1", “T2”, "T3" and “T4” are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.9.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Cell 20
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot _Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T1” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 19, not including Cell 20?
	-->
	MeasurementReport
	2
	P

	6
	Void
	-
	-
	-
	-

	7
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T2” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T3” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 19, not including Cell 20?
	-->
	MeasurementReport
	2
	P

	11
	Void
	-
	-
	-
	-

	12
	The SS changes Cell 1, Cell 19 and Cell20 parameters according to row “T4” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	13
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	14
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-


8.3.2.9.3.3
Specific message contents

Table 8.3.2.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.9.3.3-2: MeasConfig (Table 8.3.2.9.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.9.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.9.3.3-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.9.3.3-3: MeasurementReport (steps 5 and 10, Table 8.3.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResults NeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.10
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of 1xRTT cells

8.3.2.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of 1xRTT cells }

ensure that {

  when { The UE receives reference signal power for cells on the 1xRTT frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these 1xRTT cells }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of 1xRTT cells on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported 1xRTT frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available 1xRTT cells }

             }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of 1xRTT cells ongoing}

ensure that {

  when { The UE receives an RRCConnectionReconfiguration message removing the measID of periodic reporting of 1xRTT cells }

   then { UE stops sending MeasurementReport message for 1xRTT cells }

            }

8.3.2.10.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

…

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

…

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
…

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

…

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

…

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.10.3
Test description

8.3.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 19 and Cell 20. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.

8.3.2.10.3.2
Test procedure sequence

Table 8.3.2.10.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.10.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Cell 20
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	Power levels shall be such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	0
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-10
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-15
	-0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-10
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measurementConfiguration to setup measurements and periodical reporting for 1xRTT cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 3 to 4, the steps specified in table 8.3.2.10.3.2-3 shall take place.
	-
	-
	-
	-

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1
	-

	4
	SS sets the cell-specific reference signal levels and switches Cell 20 on according to row "T1" in table 8.3.2.10.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 6 to 7, the steps specified in table 8.3.2.10.3.2-4 shall take place.
	-
	-
	-
	-

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1, 2
	-

	7
	SS sets the cell-specific reference signal levels and switches Cell 19 off according to row "T2" in table 8.3.2.10.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 9 to 10, the steps specified in table 8.3.2.10.3.2-5 shall take place.
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1, 2
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measurementConfiguration to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-


Table 8.3.2.10.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 19?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.10.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 20 and Cell20?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.10.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 20?
	-->
	MeasurementReport
	1, 2
	P


8.3.2.10.3.3
Specific message contents

Table 8.3.2.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.10.3.3-2: MeasConfig (step 1, Table 8.3.2.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.10.3.3-3: MeasObjectCDMA2000 (step 1, Table 8.3.2.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.10.3.3-4: RRCConnectionReconfiguration (step 10, Table 8.3.2.10.3.2-2)

	Derivation path: 36.508 table 4.6.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measIdToRemoveList::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId[1]
	1
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.10.3.3-5: MeasurementReport (step 1, Table 8.3.2.10.3.2-3, Table 8.3.2.10.3.2-4, Table 8.3.2.10.3.2-5)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.10.3.2-3

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cfg-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	Table 8.3.2.10.3.2-4

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	                physCellId[2]
	PhysicalCellIdentity of Cell 20
	
	

	                cgi-Info[2]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.10.3.2-5

	                physCellId[1]
	PhysicalCellIdentity of Cell 20
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.3
Measurements for self optimized networks
8.3.3.1
Measurement configuration control and reporting / SON / ANR / CGI reporting of E-UTRAN cell

8.3.3.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport for event A3 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the neighbour cell }

   then { UE determines the global cell identity of the cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport }

}

8.3.3.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3.1, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.2.3]

The UE shall:

...

The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;

2>
else:

3>
add a new entry  for this measId within the VarMeasConfig ;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘typeHRPD’:

3>
try to acquire the Sector ID in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘type1XRTT’:

3>
try to acquire the BASE ID, SID and NID in the concerned cell;
...

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of  cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
[TS 36.331, clause 5.5.5]
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
...

8.3.3.1.3
Test description

8.3.3.1.3.1
Pre-test conditions

System Simulator:

- Cell 1 and Cell 2

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
8.3.3.1.3.2
Test procedure sequence

Table 8.3.3.1.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.1.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2
(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Power levels shall be such that entry condition for event A3 is not satisfied: 
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Power levels shall be such that entry condition for event A3 is satisfied: 
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Table 8.3.3.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A3 (intra frequency measurement) and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.1.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 2 and sufficient idle periods for UE to acquire the relevant system information from Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 2 within 1 sec.
	-->
	MeasurementReport
	2
	P


8.3.3.1.3.3
Specific message contents

Table 8.3.3.1.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-1A: SystemInformationBlockType1 for Cell 2 (preamble and all steps, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The PLMN Identity list broadcasted on the BCCH in Cell 2 shall be configured as defined in the table below.

Table 8.3.3.1.3.3-1B: PLMN Identity List broadcasted for Cell 2
	Cell
	PLMN Identity (1)
	PLMN Identity (2)

	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	2
	PLMN 1
	PLMN 1
	PLMN 2
	PLMN 2


The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	0
	0
	1
	0
	1
	-

	2
	0
	0
	1
	0
	2
	-


NOTE: “–“ (dash) denotes “not present”
Table 8.3.3.1.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.1.3.3-3 MeasConfig (step 1, Table 8.3.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-4 ReportConfig-A3-H (step 1, Table 8.3.3.1.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.3.1.3.3-5 MeasurementReport (step 4, Table 8.3.3.1.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	PhysCellId of the Cell 2.
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.1.3.3-7 MeasConfig (step 5, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-A3
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfig-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-8: MeasObjectEUTRA-CGI (step 5, Table 8.3.3.1.3.2-2) 

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN for f1
	
	

	  cellForWhichToReportCGI
	PhysCellId of the Cell 2.
	
	

	}
	
	
	


Table 8.3.3.1.3.3-9: ReportConfig-CGI (step 5, Table 8.3.3.1.3.2-2) 
	Derivation Path: 36.508, Table 4.6.6-7

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    reportQuantity
	sameAsTriggerQuantity
	
	

	    reportAmount
	r1
	
	

	  }
	
	
	


Table 8.3.3.1.3.3-10: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf1280
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.1.3.3-11: MeasurementReport (step 7, Table 8.3.3.1.3.2-2) 
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 2
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalIdof formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ Cell 2
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 2
	
	

	                plmn-IdentityList {}
	List of identities starting from the second entry of plmn-IdentityList of Cell 2 
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	 Not present
	
	

	                rsrqResult
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.3.2
Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell

8.3.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells with the purpose of SON }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(UTRAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(UTRAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport message}

}

8.3.3.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3, 5.5.4.1and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...

[TS 36.331, clause 5.5.2.3]

The UE shall:

...

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

…
2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

…
2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:
3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;
…
8.3.3.2.3
Test description

8.3.3.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5. 

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.3.2.3.2
Test procedure sequence

Table 8.3.3.2.3.2-1 illustrates the downlink power levels to be applied for cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.2.3.2-1: Time instance of cell power levels

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	

	
	CPICH_Ec
	dBm/3.84MHz
	-
	Off
	For Cell 5 is a UTRA FDD Cell

	
	P-CCPCH
	dBm/1.28 MHz
	
	Off
	For Cell 5 is a UTRA TDD Cell

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	

	
	CPICH_Ec
	dBm/3.84MHz
	-
	-75
	For Cell 5 is a  UTRA FFDD Cell

	
	P-CCPCH
	dBm/1.28 MHz
	
	-78
	For Cell 5 is  a UTRA TDD Cell


Table 8.3.3.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement for the purpose of SON and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 5 power level according to the row "T1" in table 8.3.3.2.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report the measured result for Cell 5?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 5 and sufficient idle periods for UE to acquire the relevant system information from Cell 5.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 5 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.2.3.3
Specific message contents
Table 8.3.3.2.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Configuration
	PCCH-Configuration-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Configuration-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.2.3.3-1A: Master Information Block for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0a.3

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock ::= SEQUENCE {
	
	
	

	  plmn-Type ::= CHOICE {
	
	
	

	    gsm-MAP SEQUENCE { 
	
	
	

	      plmn-Identity SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.2.3.3-2B
	(SIZE (3)) OF Digit
	

	        mnc
	See Table 8.3.3.2.3.3-2B
	(SIZE (2..3)) OF Digit
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  v690NonCriticalExtensions SEQUENCE {
	
	
	

	    masterInformationBlock-v690ext SEQUENCE {
	
	
	

	      multiplePLMN-List SEQUENCE {
	
	
	

	        mibPLMN-Identity
	TRUE
	
	

	        multiplePLMNs SEQUENCE (SIZE (1..5)) OF SEQUENCE {
	1 entry
	
	

	          mcc
	See Table 8.3.3.2.3.3-2B
	(SIZE (3)) OF Digit
	

	          mnc
	See Table 8.3.3.2.3.3-2B
	(SIZE (2..3)) OF Digit
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The MIB PLMN Identity and PLMN codes broadcasted on the BCCH in Cell 5 shall be configured as defined in the table below.

	Cell
	MIB PLMN Identity
	PLMN Identity
	Multiple PLMNs (1)

	
	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	5
	TRUE
	PLMN 3
	PLMN 3
	PLMN 2
	PLMN 2


Table 8.3.3.2.3.3-2B: PLMN Identity List broadcasted for Cell 5

The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	0
	0
	1
	0
	1
	-

	2
	0
	0
	1
	0
	2
	-

	3
	0
	0
	1
	0
	3
	-


NOTE: “–“ (dash) denotes “not present”

Table 8.3.3.2.3.3-1C: System Information Block type 1 for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0b with Condition A1 "UTRAN cell environment"


Table 8.3.3.2.3.3-1D: System Information Block type 3 (FDD) for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0b


Table 8.3.3.2.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.2.3.3-3 MeasConfig (step 1, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-P-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.3.2.3.3-4 MeasObjectUTRA-f8 (step 1, Table 8.3.3.2.3.2-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.3.2.3.3-5: ReportConfigInterRAT-P-UTRA (step 1, Table 8.3.2.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCellsForSON
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	  }
	
	
	


Table 8.3.3.2.3.3-6 MeasurementReport (step 4, Table 8.3.3.2.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 5
	

	              physCellId
	PhysicalCellIdentity of the Cell 5.
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                  utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                  utra-EcN0
	(0..49)
	
	UTRA-FDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.3.2.3.3-7: RRCConnectionReconfiguration (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfiguration
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.2.3.3-8 MeasConfig (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigUTRA-CGI
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.2.3.3-9: MeasObjectUTRA-CGI (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq
	Downlink UARFCN of f8
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of the Cell 5.
	
	

	}
	
	
	


Table 8.3.3.2.3.3-10: ReportConfigUTRA-CGI (step 5, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.2.3.3-11: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.2.3.3-12: MeasurementReport (step 7, Table 8.3.3.2.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 5
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from ’PLMN Identity’ and ’Cell identity’ of Cell 5
	
	

	                locationAreaCode
	locationAreaCode of Cell 5
	
	

	                routingAreaCode
	routingAreaCode of Cell 5
	
	

	                plmn-IdentityList
	'Multiple PLMN List’ of Cell 5
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	 Not present
	
	UTRA-TDD

	                utra-EcN0
	 Not present
	
	UTRA-FDD

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


8.3.3.3
Measurement configuration control and reporting / SON / ANR / CGI reporting of GERAN cell
8.3.3.3.1
Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }
(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(GERAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(GERAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport }

}

8.3.3.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

 [TS 36.331, clause 5.5.2.3]

The UE shall:

...

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

 [TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

...

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:
3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.3.3
Test description

8.3.3.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 24.
-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.3.3.3.2
Test procedure sequence

Table 8.3.3.3.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 24 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.3.3.2-1: Time instances of cell power levels

	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Power levels are shall be such that entry condition for event B2 is not satisfied:

	
	RSSI
	dBm
	-
	-85
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	[-80]
	-
	Power levels are shall be such that entry condition for event B2  is satisfied:

	
	RSSI
	dBm
	-
	-65
	


Table 8.3.3.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter-RAT measurements and reporting for event B2 and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.3.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 24?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 24 and sufficient idle periods for UE to acquire the relevant system information from Cell 24.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 24 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.3.3.3
Specific message contents
Table 8.3.3.3.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Configuration
	PCCH-Configuration-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Configuration-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.3.3.3-3: MeasConfig (step 1, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, -79)
	EUTRA-Thres = -69;

GERAN-Thres = -79;

threshold-RSRP =  EUTRA-Thres+140 = 71;

b2-Threshold2GERAN =  GERAN-Thres + 110 = 31.
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11 
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.3.3.3.3-4: MeasObjectGERAN-GENERIC(f11) (step 1, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.6-2A

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreqs SEQUENCE {
	
	
	

	    startingARFCN
	Same as Cell 24
	
	

	    bandIndicator 
	Same as Cell 24
	
	

	    followingARFCNs CHOICE {
	
	
	

	      explicitListOfARFCNs
	Same as Cell 24
	
	

	    }
	
	
	

	  }
	
	
	

	  ncc-Permitted
	11111111
	
	

	}
	
	
	


Table 8.3.3.3.3.3-5: Void

Table 8.3.3.3.3.3-6: MeasurementReport (step 4, Table 8.3.3.3.3.2-2)

	Derivation path: 36.508, Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 24
	

	              carrierFreq[1] SEQUENCE {
	
	CarrierFreq of Cell 24
	

	                arcfn
	Downlink arcfn of Cell 24
	
	

	                bandIndicator
	Same bandindicator as Cell 24
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24.
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE{
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-7: RRCConnectionReconfiguration (step 5, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.3.3.3-8: MeasConfig (step 5, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectGERAN
	MeasObjectGERAN-CGI
	
	

	    }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigGERAN
	ReportConfigGERAN-CGI
	
	

	    }
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-9: MeasObjectGERAN-CGI (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.308, Table 4.6.6-2A

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreqs SEQUENCE {
	
	
	

	    startingARFCN
	Same as Cell 24
	
	

	    bandIndicator 
	Same as Cell 24
	
	

	    followingARFCNs CHOICE {
	
	
	

	      explicitListOfARFCNs
	Same as Cell 24
	
	

	     }
	
	
	

	   }
	
	
	

	  offsetFreq
	Not present
	
	

	  ncc-Permitted
	11111111
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 24.
	
	

	}
	
	
	


Table 8.3.3.3.3.3-10: ReportConfigGERAN-CGI (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.3.3.3-11: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.3.3.3-12: MeasurementReport (step 7, Table 8.3.3.3.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 24
	

	              carrierFreq[1] SEQUENCE {
	
	CarrierFreq of Cell 24
	

	                arcfn
	Downlink arcfn of Cell 24
	
	

	                bandIndicator
	Same bandIndicator as Cell 24
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId SEQUENCE {
	CellGlobalIdentity of Cell 24
	
	

	                  plmn-Identity
	PLMN Identity of Cell 24
	
	

	                  locationAreaCode
	Location Area Code of Cell 24
	
	

	                  cellIdentity
	Cell Identity of Cell 24
	
	

	                }
	
	
	

	                routingAreaCode
	Routing Area Code of Cell 24
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.3.4
Measurement configuration control and reporting / SON / ANR / CGI reporting of HRPD cell

8.3.3.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }



 }

8.3.3.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses  5.3.5.3, 5.5.2.3, 5.5.3.1 , 5.5.4.1, 5.5.4.8, 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.3]

The UE shall:

1>
for each measId included in the received measIdToAddModList:
2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘typeHRPD’:

3>
try to acquire the Sector ID in the concerned cell;

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled apply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled apply inequality B3-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any cell individual offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets neighbouring inter RAT cell.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRATthe VarMeasurementConfiguration for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbouring inter RAT cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as MndBm in case Ms is expressed in dBm; otherwise it is expressed in dB.
Thresh2 is expressed in the same unit as MndBm in case Mn is expressed in dBm; otherwise it is expressed in dB.
[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.4.3
Test description

8.3.3.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 15
-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

UE:

None.

8.3.3.4.3.2
Test procedure sequence

Table 8.3.3.4.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 15 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.4.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied:
Inequality B2-1 (Entering condition 1)
Ms Hys > Thresh1
Inequality B2-2 (Entering condition 2)
Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-20
	

	
	Ioc
	dBm/1.23MHz
	-
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied:
Inequality B2-1 (Entering condition 1)
Ms HysThresh1
Inequality B2-2 (Entering condition 2)
Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23MHz
	-
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS


Table 8.3.3.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement and reporting for event B2 and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.4.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 on Cell 15?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 15 and sufficient idle periods for UE to acquire the relevant system information from Cell 15.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 15 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.4.3.3
Specific message contents

Table 8.3.3.4.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.4.3.2-2)
	Derivation Path: TS 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.4.3.3-3: MeasConfig (step 1, Table 8.3.3.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-4: MeasObjectCDMA2000-GENERIC (step 1, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	}
	
	
	


Table 8.3.3.4.3.3-5 MeasurementReport (step 4, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	TRUE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysCellId of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.4.3.3-7 MeasConfig (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    measObject[1]
	MeasObjectCDMA2000-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigCDMA2000-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-7A: MeasObjectCDMA2000-CGI (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 15
	
	

	}
	
	
	


Table 8.3.3.4.3.3-8: ReportConfigCDMA2000-CGI (step 5, Table 8.3.3.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.4.3.3-9: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.4.3.2-2)
	Derivation Path: TS 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	 infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.4.3.3-10: MeasurementReport (step 7, Table 8.3.3.4.3.2-2)
	Derivation path: TS 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServing SEQUENCE {
	
	Report Cell 15
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	TRUE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1] CHOICE {
	
	
	

	                  cellGlobalIdHRPD
	cellGlobalId of Cell 15
	
	

	                }
	
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.3.5
Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell

8.3.3.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }




}

8.3.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses  5.3.5.3, 5.5.2.3, 5.5.3.1 , 5.5.4.1, 5.5.4.8, 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.3]

The UE shall:

1>
for each measId included in the received measIdToAddModList:
2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘type1XRTT’:

3>
try to acquire the BASE ID, SID and NID in the concerned cell;

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled apply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled apply inequality B3-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)


[image: image63.wmf]1

Thresh

Hys

Ms

>

-


Inequality B2-4 (Leaving condition 2)


[image: image64.wmf]2

Thresh

Hys

Ofn

Mn

<

+

+


The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any cell individual offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets neighbouring inter RAT cell.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRATthe VarMeasurementConfiguration for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbouring inter RAT cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as MndBm in case Ms is expressed in dBm; otherwise it is expressed in dB.
Thresh2 is expressed in the same unit as MndBm in case Mn is expressed in dBm; otherwise it is expressed in dB.
[TS 36.331, clause 5.5.5]  

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.5.3
Test description

8.3.3.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18]. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

8.3.3.5.3.2
Test procedure sequence

Table 8.3.3.5.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 19 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 are not satisfied:
Inequality B2-1 (Entering condition 1)
Ms Hys > Thresh1
Inequality B2-2 (Entering condition 2)
Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-15
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 are satisfied:
Inequality B2-1 (Entering condition 1)
Ms HysThresh1

Inequality B2-2 (Entering condition 2)
Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS


Table 8.3.3.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement and reporting for event B2 and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.5.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 on Cell 19?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 19 and sufficient idle periods for UE to acquire the relevant system information from Cell 19.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 19 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.5.3.3
Specific message contents

Table 8.3.3.5.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.5.3.2-2)
	Derivation Path: TS 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.5.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.5.3.3-3: MeasConfig (step 1, Table 8.3.3.5.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-4: MeasObjectCDMA2000-GENERIC (step 1, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	}
	
	
	


Table 8.3.3.5.3.3-5 MeasurementReport (step 4, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysCellId of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.5.3.3-7 MeasConfig (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	   measObjectId[1]
	IdMeasObject-f17
	
	

	   measObject[1]
	MeasObjectCDMA2000-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigCDMA2000-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-7A: MeasObjectCDMA2000-CGI (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 19
	
	

	}
	
	
	


Table 8.3.3.5.3.3-8: ReportConfigCDMA2000-CGI (step 5, Table 8.3.3.5.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.5.3.3-9: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.5.3.2-2)
	Derivation Path: TS 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.5.3.3-10: MeasurementReport (step 7, Table 8.3.3.5.3.2-2)
	Derivation path: TS 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServing SEQUENCE {
	
	Report Cell 19
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1] CHOICE {
	
	
	

	                  cellGlobalId1XRTT
	GlobalCellId of Cell 19
	
	

	                }
	
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.4
System Information reading on CSG, Hybrid and Open cells

8.3.4.1
Intra-frequency SI acquisition / CSG cell and non-CSG cell

8.3.4.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to acquire the System Information of a neighbour member CSG cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity, the TAI, the CSG ID and its membership status in the MeasurementReport }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to acquire the System Information of a neighbour non-member CSG cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity, the TAI and the CSG ID in the MeasurementReport }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to acquire the System Information of a neighbour non-CSG cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity and the TAI in the MeasurementReport }

}

8.3.4.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.5.2.3, 5.5.3.1 and 5.5.5, and TS 36.133, clause 8.1.2.2.3.1.

[TS 36.331, clause 5.5.2.3]

...

The UE shall:

...

2>
if the triggerType is set to 'periodical' and the purpose is set to 'reportCGI' in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:

4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
start timer T321 with the timer value set to 150 ms for this measId;

...

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.3.1]

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to 'reportCGI':

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;
...

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

...

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else if the purpose is set to 'reportCGI':

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to 'member' if the CSG identity is included in the UE’s CSG whitelist;

...

[TS 36.133, clause 8.1.2.2.3.1]

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, intra = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -127 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -126 dBm for Band 9 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -125 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -124 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -6 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,.intra is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.

…
8.3.4.1.3
Test description

8.3.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 4 and Cell 11.

-
Cell 1 and Cell 11 are not CSG cells.

-
Cell 2 and Cell 4 are CSG cells.

-
System information combination 7 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 2 and Cell 4.

UE:

-
the UE’s Allowed CSG list contains the CSG ID of Cell 2.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.4.1.3.2
Test procedure sequence

Table 8.3.4.1.3.2-1 illustrates the downlink power levels to be applied for Cell 1,Cell 2, Cell 4 and Cell 11 at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.4.1.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2

(DL only)
	Cell 4

(DL only)
	Cell 11

(DL only)
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Off
	Off
	Power levels are such that entry condition for event A3 on Cell 2 is satisfied: 
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	-79
	Off
	Power levels are such that entry condition for event A3 on Cell 4 is satisfied: 
[image: image67.wmf]Off

Ocs

Ofs

Ms

Hys

Ocn

Ofn

Mn

+

+

+

>

-

+

+



	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	Off
	-79
	Power levels are such that entry condition for event A3 on Cell 11 is satisfied: 
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Table 8.3.4.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A3 (intra frequency measurement) and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 8.3.4.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message to report event A3 with the measured RSRP value for Cell 2.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 2 within 150 ms?
	-->
	MeasurementReport
	1
	P

	8
	The SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.4.1.3.2-1.
	-
	-
	-
	-

	9
	The UE transmits a MeasurementReport message to report event A3 with the measured RSRP value for Cell 4.
	-->
	MeasurementReport
	-
	-

	10
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 4.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 4 within 150 ms?
	-->
	MeasurementReport
	2
	P

	13
	The SS re-adjusts the cell-specific reference signal level according to row "T3" in table 8.3.4.1.3.2-1.
	-
	-
	-
	-

	14
	The UE transmits a MeasurementReport message to report event A3 with the measured RSRP value for Cell 11.
	-->
	MeasurementReport
	-
	-

	15
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 11.
	<--
	RRCConnectionReconfiguration
	-
	-

	16
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	17
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 11 within 150 ms?
	-->
	MeasurementReport
	3
	P


8.3.4.1.3.3
Specific message contents

Table 8.3.4.1.3.3-1: Conditions for Tables 8.3.4.1.3.3-2 and 8.3.4.1.3.3-3
	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 2
	This condition applies to system information transmitted on Cell 2.

	Cell 4
	This condition applies to system information transmitted on Cell 4.

	Cell 11
	This condition applies to system information transmitted on Cell 11.


Table 8.3.4.1.3.3-2: SystemInformationBlockType1 for Cells 1, 2, 4 and 11 (preamble and all steps, Table 8.3.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    csg-Indication
	FALSE
	
	Cell1

Cell 11

	
	TRUE
	
	Cell 2

Cell 4

	    csg-Identity
	Not present
	
	Cell 1

Cell 11

	
	'000 0000 0000 0000 0000 0000 0010'B
	
	Cell 2

	
	'000 0000 0000 0000 0000 0000 0100'B
	
	Cell 4

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-3: SystemInformationBlockType4 for Cells 2 and 4 (preamble and all steps, Table 8.3.4.1.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3, Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  csg-PhysCellIdRange ::= SEQUENCE {
	
	
	

	    Start
	2
	
	

	    Range
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-4: RRCConnectionReconfiguration (Step 1, Table 8.3.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.4.1.3.3-5: MeasConfig (Step 1, Table 8.3.4.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-6: ReportConfig-A3-H (Step 1, Table 8.3.4.1.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.4.1.3.3-7 MeasurementReport (Step 4, Table 8.3.4.1.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	PhysCellId of Cell 2
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-8: RRCConnectionReconfiguration (Steps 5, 10 and 15, Table 8.3.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.4.1.3.3-9: MeasConfig (Steps 5, 10 and 15, Table 8.3.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-A3
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfig-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-10: MeasObjectEUTRA-CGI (Step 5, Table 8.3.4.1.3.2-2) 

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN for f1
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 2
	
	

	}
	
	
	


Table 8.3.4.1.3.3-11: ReportConfig-CGI (Steps 5, 10 and 15, Table 8.3.4.1.3.2-2) 
	Derivation Path: 36.508, Table 4.6.6-7

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportCGI
	
	

	    }
	
	
	

	    reportQuantity
	sameAsTriggerQuantity
	
	

	    reportAmount
	r1
	
	

	    si-RequestForHO                                                                                                                                                                                                                                                                                                                                                                
	setup
	
	

	  }
	
	
	


Table 8.3.4.1.3.3-12: MeasurementReport (Step 7, Table 8.3.4.1.3.2-2) 
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 2
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ of Cell 2
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 2
	
	

	                plmn-IdentityList  
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	Not present
	
	

	                rsrqResult
	Not present
	
	

	       csg-MemberStatus
	member
	
	

	       csg-Identity
	'000 0000 0000 0000 0000 0000 0010'B
	CSG ID of Cell 2
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-13: MeasurementReport (Step 9, Table 8.3.4.1.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 4
	

	              physCellId
	PhysCellId of Cell 4
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-14: MeasObjectEUTRA-CGI (Step 10, Table 8.3.4.1.3.2-2) 

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN for f1
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 4
	
	

	}
	
	
	


Table 8.3.4.1.3.3-15: MeasurementReport (Step 12, Table 8.3.4.1.3.2-2) 
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 4
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ of Cell 4
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 4
	
	

	                plmn-IdentityList  
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	Not present
	
	

	                rsrqResult
	Not present
	
	

	       csg-MemberStatus
	Not present
	
	

	       csg-Identity
	'000 0000 0000 0000 0000 0000 0100'B
	CSG ID of Cell 4
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-16: MeasurementReport (Step 14, Table 8.3.4.1.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 11
	

	              physCellId
	PhysCellId of Cell 11
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.1.3.3-17: MeasObjectEUTRA-CGI (Step 15, Table 8.3.4.1.3.2-2) 

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN for f1
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 11
	
	

	}
	
	
	


Table 8.3.4.1.3.3-18: MeasurementReport (Step 17, Table 8.3.4.1.3.2-2) 
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 11
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ of Cell 11
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 11
	
	

	                plmn-IdentityList  
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	Not present
	
	

	                rsrqResult
	Not present
	
	

	       csg-MemberStatus
	Not present
	
	

	       csg-Identity
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.4.2
Inter-frequency SI acquisition / Non-member hybrid cell

8.3.4.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to acquire the System Information of a neighbour non-member hybrid cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity, the TAI and the CSG ID in the MeasurementReport }

}

8.3.4.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.5.2.3, 5.5.3.1 and 5.5.5, and TS 36.133, clause 8.1.2.2.3.1.

[TS 36.331, clause 5.5.2.3]

...

The UE shall:

...

2>
if the triggerType is set to 'periodical' and the purpose is set to 'reportCGI' in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:

4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
start timer T321 with the timer value set to 150 ms for this measId;

...

[TS 36.331, clause 5.5.3.1]

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to 'reportCGI':

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;

...

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

4>
if si-RequestForHO is not configured for the associated reportConfig:

5>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.5]

...

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

...

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else if the purpose is set to 'reportCGI':

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to 'member' if the CSG identity is included in the UE’s CSG whitelist;

5>
if the 'si-RequestForHO' is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired, except for the plmn-IdentityList;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired;

...

[TS 36.133, clause 8.1.2.2.3.1]

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, intra = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -127 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -126 dBm for Band 9 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -125 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -6 dB,
-
SCH_RP|dBm > -124 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -6 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,.intra is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.

…
8.3.4.2.3
Test description

8.3.4.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 3 are E-UTRA cells.

-
Cell 1 is a non CSG cell.

-
Cell 3 is a hybrid cell.

- 
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 1.

-
System information combination 13 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 3.

UE:

-
The UE’s Allowed CSG list is empty.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.4.2.3.2
Test procedure sequence

Table 8.3.4.2.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 3 at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.4.2.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3

(DL only)
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	Power levels are such that entry condition for event A3 on Cell 3 is satisfied: 
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Table 8.3.4.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A3 (inter frequency measurement) and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 8.3.4.2.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message to report event A3 with the measured RSRP value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 3 within 150 ms?
	-->
	MeasurementReport
	1
	P


8.3.4.2.3.3
Specific message contents

Table 8.3.4.2.3.3-1: Conditions for Tables 8.3.4.2.3.3-2
	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 3
	This condition applies to system information transmitted on Cell 3.


Table 8.3.4.2.3.3-2: SystemInformationBlockType1 for Cells 1 and 3 (preamble and all steps, Table 8.3.4.2.3.2-2)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    csg-Indication
	FALSE
	
	

	    csg-Identity
	Not present
	
	Cell 1

	
	'000 0000 0000 0000 0000 0000 0010'B
	
	Cell 3

	  }
	
	
	

	}
	
	
	


Table 8.3.4.2.3.3-3: SystemInformationBlockType4 for Cell 3 (preamble and all steps, Table 8.3.4.2.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3, Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  csg-PhysCellIdRange ::= SEQUENCE {
	
	
	

	    start
	4
	
	

	    range
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.2.3.3-4: RRCConnectionReconfiguration (Step 1, Table 8.3.4.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.4.2.3.3-5: MeasConfig (Step 1, Table 8.3.4.2.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1 with condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.2.3.3-6: ReportConfig-A3-H (Step 1, Table 8.3.4.2.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.4.2.3.3-7: MeasurementReport (Step 4, Table 8.3.4.2.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	PhysCellId of Cell 3
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.2.3.3-8: RRCConnectionReconfiguration (Step 5, Table 8.3.4.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.4.2.3.3-9: MeasConfig (Step 5, Table 8.3.4.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    measObject[1]
	MeasObjectEUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-A3
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfig-CGI
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.2.3.3-10: MeasObjectEUTRA-CGI (Step 5, Table 8.3.4.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN of Cell 3
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 3
	
	

	}
	
	
	


Table 8.3.4.2.3.3-11: ReportConfig-CGI (Step 5, Table 8.3.4.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	      }
	
	
	

	    }
	
	
	

	    reportQuantity
	sameAsTriggerQuantity
	
	

	    reportAmount
	r1
	
	

	    si-RequestForHO
	setup
	
	

	  }
	
	
	


Table 8.3.4.2.3.3-12: MeasurementReport (Step 7, Table 8.3.4.2.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 3
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ of Cell 3
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 3
	
	

	                plmn-IdentityList
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	Not present
	
	

	                rsrqResult
	Not present
	
	

	                additionalSI-Info-r9 SEQUENCE {
	
	
	

	         csg-MemberStatus
	Not present
	
	

	         csg-Identity
	'000 0000 0000 0000 0000 0000 0010'B
	CSG ID of Cell 3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.4.3
Inter-frequency SI acquisition / Member hybrid cell
8.3.4.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state}

ensure that {
  when { UE is commanded to acquire the System Information of a neighbour member hybrid cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity, the TAI, the MemberStatus and the CSG ID in the MeasurementReport}

}

8.3.4.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.5.2.3, 5.5.3.1, 5.5.5 and TS 36.133, clause 8.1.2.3.5.1.

[TS 36.331, clause 5.5.2.3]

...

The UE shall:

...

2>
if the triggerType is set to 'periodical' and the purpose is set to 'reportCGI' in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:

4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
start timer T321 with the timer value set to 150 ms for this measId;

...

[TS 36.331, clause 5.5.3.1]

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to 'reportCGI':

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;

...

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

4>
if si-RequestForHO is not configured for the associated reportConfig:

5>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.5]

...

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

...

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else if the purpose is set to 'reportCGI':

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to 'member' if the CSG identity is included in the UE’s CSG whitelist;

5>
if the 'si-RequestForHO' is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired, except for the plmn-IdentityList;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired;

...

[TS 36.133, clause 8.1.2.3.5.1]

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where

Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -124 dBm for Band 9 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -123 dBm for Bands 2, 5, 7 and SCH Ês/Iot > -4 dB,
-
SCH_RP|dBm > -122 dBm for Bands 3, 8, 12, 13, 14, 17, 20 and SCH Ês/Iot > -4 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [2] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall have more than [60] ACK/NACK transmitted during identification of a new CGI of E-UTRA cell.
8.3.4.3.3
Test description

8.3.4.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 3 are E-UTRA cells.

-
Cell 1 is a non CSG cell.

-
Cell 3 is a hybrid cell.

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 1.

-
System information combination 13 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 3.

UE:

-
The UE’s Allowed CSG list contains the CSG ID of the Cell 3.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.4.3.3.2
Test procedure sequence

Table 8.3.4.3.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 3 at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.4.3.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3

(DL only)
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	Power levels are such that entry condition for event A3 on Cell 3 is satisfied: 
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Table 8.3.4.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A3 (inter frequency measurement) and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 8.3.4.3.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message to report event A3 with the measured RSRP value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 3 within 150 ms?
	-->
	MeasurementReport
	1
	P


8.3.4.3.3.3
Specific message contents

Table 8.3.4.3.3.3-1: Conditions for Tables 8.3.4.3.3.3-2
	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 3
	This condition applies to system information transmitted on Cell 3.


Table 8.3.4.3.3.3-2: SystemInformationBlockType1 for Cells 1 and 3 (preamble and all steps, Table 8.3.4.3.3.2-2)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    csg-Indication
	FALSE
	
	

	    csg-Identity
	Not present
	
	Cell 1

	
	'000 0000 0000 0000 0000 0000 0010'B
	
	Cell 3

	  }
	
	
	

	}
	
	
	


Table 8.3.4.3.3.3-3: SystemInformationBlockType4 for Cell 3 (preamble and all steps, Table 8.3.4.2.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3, Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  csg-PhysCellIdRange ::= SEQUENCE {
	
	
	

	    start
	4
	
	

	    range
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.3.3.3-4: RRCConnectionReconfiguration (Step 1, Table 8.3.4.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.4.3.3.3-5: MeasConfig (Step 1, Table 8.3.4.3.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1 with condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.3.3.3-6: ReportConfig-A3-H (Step 1, Table 8.3.4.3.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.4.3.3.3-7: MeasurementReport (Step 4, Table 8.3.4.3.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	PhysCellId of Cell 3
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.3.3.3-8: RRCConnectionReconfiguration (Step 5, Table 8.3.4.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.4.3.3.3-9: MeasConfig (Step 5, Table 8.3.4.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    measObject[1]
	MeasObjectEUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-A3
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfig-CGI
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.3.3.3-10: MeasObjectEUTRA-CGI (Step 5, Table 8.3.4.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN of Cell 3
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 3
	
	

	}
	
	
	


Table 8.3.4.3.3.3-11: ReportConfig-CGI (Step 5, Table 8.3.4.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportCGI
	
	

	      }
	
	
	

	    }
	
	
	

	    reportQuantity
	sameAsTriggerQuantity
	
	

	    reportAmount
	r1
	
	

	    si-RequestForHO
	setup
	
	

	  }
	
	
	


Table 8.3.4.3.3.3-12: MeasurementReport (Step 7, Table 8.3.4.3.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 3
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ of Cell 3
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 3
	
	

	                plmn-IdentityList  
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	Not present
	
	

	                rsrqResult
	Not present
	
	

	                additionalSI-Info-r9 SEQUENCE {
	
	
	

	         csg-MemberStatus
	member
	
	

	         csg-Identity
	'000 0000 0000 0000 0000 0000 0010'B
	CSG ID of Cell 3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.4.4
Inter-RAT SI acquisition / RRC_CONNECTED / UMTS member CSG cell

8.3.4.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to acquire the System Information of a neighbour UTRA member CSG cell }

   then { UE acquires the System Information of the cell included in the associated measurement object and reports the global cell identity, the LAC, the RAC, the CSG ID and its membership status in the MeasurementReport }

}

8.3.4.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.5.2.3, 5.5.3.1 and 5.5.5.

[TS 36.331, clause 5.5.2.3]

...

The UE shall:

...

2>
if the triggerType is set to 'periodical' and the purpose is set to 'reportCGI' in the reportConfig associated with this measId:
…

3>
else if the measObject associated with this measId concerns UTRA:
4>
if the si-RequestForHO is included in the reportConfig associated with this measId:

5>
start timer T321 with the timer value set to [1 second] for this measId;

...

[TS 36.331, clause 5.5.3.1]

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to 'reportCGI':

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;

...

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

4>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.5]

...

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

...

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else if the purpose is set to 'reportCGI':

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to 'member' if the CSG identity is included in the UE’s CSG whitelist;

5>
if the 'si-RequestForHO' is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired, except for the plmn-IdentityList;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired;

...

8.3.4.4.3
Test description

8.3.4.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is E-UTRA cell.

-
Cell 5 is UTRA cell.

-
Cell 1 is a non CSG cell.

-
Cell 5 is a CSG cell.

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell.

UE:

-
The UE’s Allowed CSG list contains the CSG ID of Cell 5.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.4.4.3.2
Test procedure sequence

Table 8.3.4.4.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 5 at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.4.4.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 5

(DL only)
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-12.5
	Power levels are such that entry condition for event B2 on Cell 5 is satisfied.


Table 8.3.4.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement and reporting for event B2 and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 8.3.4.4.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message to report event B2 for Cell 5.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI and si-RequestForHO for Cell 5.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with the System Information acquired on Cell 5 within [1] s?
	-->
	MeasurementReport
	1
	P


8.3.4.4.3.3
Specific message contents

Table 8.3.4.4.3.3-1: Master Information Block for Cell 5 (preamble and all steps, Table 8.3.4.4.3.2-2)
	Derivation Path: 34.108 clause 6.1.0a.3

	Information Element
	Value/remark
	Comment
	Condition

	- CSG Indicator
	TRUE
	
	


Table 8.3.4.4.3.3-2: System Information Block type 3 for Cell 5 (preamble and all steps, Table 8.3.4.4.3.2-2)
	Derivation Path: 34.108 clause 6.1.0b

	Information Element
	Value/remark
	Comment
	Condition

	- CSG Identity
	'000 0000 0000 0000 0000 0000 0010'B
	
	

	- CSG PSC Split Information
	
	
	

	 - Start PSC
	104
	
	

	 - Number of PSCs
	5
	
	

	 - PSC Range 2 Offset
	Not present
	
	


Table 8.3.4.4.3.3-3: RRCConnectionReconfiguration (Step 1, Table 8.3.4.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.4.4.3.3-4: MeasConfig (Step 1, Table 8.3.4.4.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1 with condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-UTRA(-69,-18)
	
	

	  }
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.4.3.3-5: MeasObjectUTRA-f8 (Step 1, Table 8.3.4.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.4.4.3.3-6: ReportConfigInterRAT-B2-UTRA (Step 1, Table 8.3.4.4.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-8 ReportConfigInterRAT-B2-UTRA(-69,-18)


Table 8.3.4.4.3.3-7: MeasurementReport (Step 4, Table 8.3.4.4.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 5
	

	              physCellId[1]
	PhysCellId of Cell 5
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE{
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.4.4.3.3-8: RRCConnectionReconfiguration (Step 5, Table 8.3.4.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.4.4.3.3-9: MeasConfig (Step 5, Table 8.3.4.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-B2-UTRA
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigUTRA-CGI
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.4.3.3-10: MeasObjectUTRA-CGI (Step 5, Table 8.3.4.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN of Cell 5
	
	

	  cellForWhichToReportCGI
	PhysCellId of Cell 5
	
	

	}
	
	
	


Table 8.3.4.4.3.3-11: ReportConfigUTRA-CGI (Step 5, Table 8.3.4.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	      }
	
	
	

	    }
	
	
	

	    reportAmount
	r1
	
	

	    si-RequestForHO
	setup
	
	

	  }
	
	
	


Table 8.3.4.4.3.3-12: MeasurementReport (Step 7, Table 8.3.4.4.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 5
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalId formed from ‘PLMN Identity’ and ‘Cell Identity’ of Cell 5
	
	

	                locationAreaCode
	locationAreaCode of Cell 5
	
	

	                routingAreaCode
	routingAreaCode of Cell 5
	
	

	                plmn-IdentityList  
	Not present
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	Not present
	
	

	                utra-EcN0
	Not present
	
	

	                additionalSI-Info-r9 SEQUENCE {
	
	
	

	         csg-MemberStatus
	member
	
	

	         csg-Identity
	'000 0000 0000 0000 0000 0000 0010'B
	CSG ID of Cell 5
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4
Inter-RAT handover
8.4.1
Inter-RAT handover E-UTRA to UTRA
8.4.1.1
Void
8.4.1.2
Inter-RAT handover / From E-UTRA to UTRA PS / Data
8.4.1.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message and a DPCH PS RAB combination is configured for an UTRA cell}

    then { UE transmits a HANDOVER TO UTRAN COMPLETE message on the utra cell}

            }

8.4.1.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

8.4.1.2.3
Test description

8.4.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.1.2.3.2
Test procedure sequence

Table 8.4.1.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA PS RB.
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P

	4
	The SS transmits a SECURITY MODE COMMAND message on Cell 5 in order to activate integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	5
	The UE transmits a SECURITY MODE COMPLETE message on Cell 5.
	-->
	SECURITY MODE COMPLETE
	-
	-

	6
	The SS transmits an UTRAN MOBILITY INFORMATION message to notify CN information on Cell 5.
	<--
	UTRAN MOBILITY INFORMATION
	-
	-

	7
	The UE transmits an UTRAN MOBILITY INFORMATION CONFIRM message on Cell 5.
	-->
	UTRAN MOBILITY INFORMATION CONFIRM
	-
	-


8.4.1.2.3.3
Specific message contents

Table 8.4.1.2.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.2.3.2-1)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.2.3.3-2: HANDOVER TO UTRAN COMMAND (Table 8.4.1.2.3.3-1)

	Derivation Path: 36.508 table 4.7B.1-1, condition UTRA PS RB


Table 8.4.1.2.3.3-3: SECURITY MODE COMMAND (step 4, Table 8.4.1.2.3.2-1)

	Derivation Path: 34.108 clause 9.1.1 (SECURITY MODE COMMAND message)

	Information Element
	Condition
	Value/remark

	Ciphering mode info
	
	Not Present


Table 8.4.1.2.3.3-4: UTRAN MOBILITY INFORMATION (step 6, Table 8.4.1.2.3.2-1)

	Derivation Path: 34.108 clause 9.1.1 (UTRAN MOBILITY INFORMATION message)

	Information Element
	Value/remark

	CN information info
	

	  - PLMN identity
	

	    - MCC
	001

	    - MNC
	01

	  - CN common GSM-MAP NAS system information
	00 01H

	  - CN domain information list full
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	01 00H

	    - DRX cycle length coefficient
	7

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	1E 01H

	    - DRX cycle length coefficient
	7


8.4.1.3
Void
8.4.1.4
Inter-RAT handover / From E-UTRA to UTRA HSDPA / Data
8.4.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message and a DPCH and HS-PDSCH PS RAB combination is configured for an UTRA cell}

    then { UE transmits a HANDOVER TO UTRAN COMPLETE message on the utra cell}

            }
8.4.1.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

8.4.1.4.3
Test description

8.4.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.1.4.3.2
Test procedure sequence

Table 8.4.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA HSDPA RB..
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P


8.4.1.4.3.3
Specific message contents

Table 8.4.1.4.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.4.3.2-1)

	Derivation Path: 36.508t able 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.4.3.3-2: HANDOVER TO UTRAN COMMAND (Table 8.4.1.4.3.3-1)

	Derivation Path: 36.508 table 4.7B.1-1, condition UTRA HSDPA RB


8.4.1.5
Inter-RAT Handover / from E-UTRA to UTRA(HSUPA/HSDPA) / Data
8.4.1.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message and a E-DCH and HS-DSCH PS RAB combination is configured for an UTRA cell}

    then { UE transmits a HANDOVER TO UTRAN COMPLETE message on the utra cell}

            }

8.4.1.5.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

8.4.1.5.3
Test description

8.4.1.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.1.5.3.2
Test procedure sequence

Table 8.4.1.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA HSUPA/HSDPA RB.
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P


8.4.1.5.3.3
Specific message contents

Table 8.4.1.5.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.5.3.2-1)

	Derivation Path: 36.508t able 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.5.3.3-2: HANDOVER TO UTRAN COMMAND (Table 8.4.1.5.3.3-1)

	Derivation Path: 36.508 table 4.7B.1-1, condition UTRA HSUPA/HSDPA RB


8.4.2
Inter-RAT handover UTRA to E-UTRA
8.4.2.1
Void
8.4.2.2
Inter-RAT handover / From UTRA PS to E-UTRA / Data
8.4.2.2.1
Test Purpose (TP)

(1)

with { UE in UTRA CELL_DCH(PS-DCCH+DTCH_DCH) state }

ensure that {

  when { UE receives a HANDOVER FROM UTRAN COMMAND message including the eutra-Message }

    then { UE transmits an RRCConnectionReconfigurationComplete message and enters E-UTRA RRC_CONNECTED state }

            }
8.4.2.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.2.3.

[TS 36.331, clause 5.4.2.3]

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;
8.4.2.2.3
Test description

8.4.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 (serving cell) according to [18].
8.4.2.2.3.2
Test procedure sequence
Table 8.4.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 8.4.2.2.3.2-2.
Table 8.4.2.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-90
	-
	The power level values are assigned to satisfy Threshx,high < Srxlevcell 5.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-65
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering conditions for event 3a are satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-100
	


Table 8.4.2.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	Wait for 6 s for UE to receive system information.
	-
	-
	-
	-

	1
	The SS changes Cell 1 and Cell 5 level according to the row "T1" in table 8.4.2.2.3.2-1.
	-
	-
	-
	-

	2
	Generic test procedure in TS 36.508 subclause 6.4.2.8 is performed on Cell 5.

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	-
	-

	3-4
	Void
	-
	-
	-
	-

	4A-4E
	Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5 using the UTRA reference radio bearer parameters and combination “UTRA PS RB” according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

NOTE: The UE performs Network initiated RAB re-establishment in a UTRAN cell.
	-
	-
	-
	-

	-
	For UTRAN FDD, EXCEPTION: Steps 5a1 to 5a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
For UTRAN TDD, goto step8.
	-
	-
	-
	-

	5a1
	IF pc_UTRA_CompressedModeRequired THEN the SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	5a2
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	6-7
	Void
	-
	-
	-
	-

	8
	The SS transmits a MEASUREMENT CONTROL message to setup inter-RAT measurement on Cell 5.
	<--
	MEASUREMENT CONTROL
	-
	-

	9
	The SS changes Cell 1 and Cell 5 level according to the row "T2" in table 8.4.2.2.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MEASUREMENT REPORT message on Cell 5 including the E-UTRA event results.
	-->
	MEASUREMENT REPORT
	-
	-

	11
	The SS transmits a HANDOVER FROM UTRAN COMMAND message on Cell 5.
	<--
	HANDOVER FROM UTRAN COMMAND
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	12A
	Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.
NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.
	-
	-
	-
	-

	13-19
	Void
	-
	-
	-
	-

	20
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC CONNECTED state on Cell 1?
	-
	-
	1
	-


8.4.2.2.3.3
Specific message contents

Table 8.4.2.2.3.3-1: Void
Table 8.4.2.2.3.3-2: SystemInformationBlockType6 for Cell 1 (preamble, Table 8.4.2.2.3.2-2)
	Derivation Path: 36.508, Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[1]
	0
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	The same number of entries as the configured UTRA TDD carriers
	
	UTRA-TDD

	    carrierFreq[1]
	Same downlink ARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.4.2.2.3.3-3: Void
Table 8.4.2.2.3.3-4: Void
Table 8.4.2.2.3.3-5: HANDOVER FROM UTRAN COMMAND (step 11, Table 8.4.2.2.3.2-2)
	Derivation Path: 36.508, Table 4.7B.1-2


Table 8.4.2.2.3.3-6: RRCConnectionReconfiguration (Table 8.4.2.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO-TO-EUTRA(1,0)


Table 8.4.2.2.3.3-7: MobilityControlInfo (Table 8.4.2.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.2.2.3.3-8: SecurityConfigHO (Table 8.4.2.2.3.3-5)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    interRAT SEQUENCE {
	
	
	

	      securityAlgorithmConfig SEQUENCE {
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity algorithm
	
	

	      }
	
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.

Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.

Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.

Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.
Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.

Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm
Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.

Bits 1 to 4 of octet 6 include the NAS key set identifier.
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.2.3
Void
8.4.2.4
Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
8.4.2.4.1
Test Purpose (TP)

(1)

with { UE in UTRA CELL_DCH(PS-DCCH+DTCH_HS-DSCH) state }

ensure that {

  when { UE receives a HANDOVER FROM UTRAN COMMAND message including the eutra-Message }

    then { UE transmits an RRCConnectionReconfigurationComplete message and enters E-UTRA RRC_CONNECTED state }

            }

8.4.2.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.2.3.

[TS 36.331, clause 5.4.2.3]

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;
8.4.2.4.3
Test description

8.4.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 (serving cell) according to [18].
8.4.2.4.3.2
Test procedure sequence
Table 8.4.2.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 8.4.2.4.3.2-2.
Table 8.4.2.4.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-90
	-
	The power level values are assigned to satisfy Threshx,high < Srxlevcell 5.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-65
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering conditions for event 3a are satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-100
	


Table 8.4.2.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 5 level according to the row "T1" in table 8.4.2.4.3.2-1.
	-
	-
	-
	-

	2
	Generic test procedure in TS 36.508 subclause 6.4.2.8 is performed on Cell 5.

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	-
	-

	3-4
	Void
	-
	-
	-
	-

	4A-4E
	Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5 using the UTRA reference radio bearer parameters and combination “UTRA HSDPA RB” according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

NOTE: The UE performs Network initiated RAB re-establishment in a UTRAN cell.
	-
	-
	-
	-

	-
	UTRAN FDD: EXCEPTION: Steps 5a1 to 5a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
UTRAN TDD : go to step 8
	-
	-
	-
	-

	5a1
	IF pc_UTRA_CompressedModeRequired THEN the SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	5a2
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	6-7
	Void
	-
	-
	-
	-

	8
	The SS transmits a MEASUREMENT CONTROL message to setup inter-RAT measurement on Cell 5.
	<--
	MEASUREMENT CONTROL
	-
	-

	9
	The SS changes Cell 1 and Cell 5 level according to the row "T2" in table 8.4.2.4.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MEASUREMENT REPORT message on Cell 5 including the E-UTRA event results.
	-->
	MEASUREMENT REPORT
	-
	-

	11
	The SS transmits a HANDOVER FROM UTRAN COMMAND message on Cell 5.
	<--
	HANDOVER FROM UTRAN COMMAND
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	12A
	Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.
	-
	-
	-
	-

	13-19
	Void
	-
	-
	-
	-

	20
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC CONNECTED state on Cell 1?
	-
	-
	1
	-


8.4.2.4.3.3
Specific message contents

Table 8.4.2.4.3.3-1: Void
Table 8.4.2.4.3.3-2: SystemInformationBlockType6 for Cell 1 (preamble, Table 8.4.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.4.2.4.3.3-3: Void
Table 8.4.2.4.3.3-4: Void
Table 8.4.2.4.3.3-5: HANDOVER FROM UTRAN COMMAND (step 11, Table 8.4.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.7B.1-2


Table 8.4.2.4.3.3-6: RRCConnectionReconfiguration (Table 8.4.2.4.3.3-5)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO-TO-EUTRA(1,0)


Table 8.4.2.4.3.3-7: MobilityControlInfo (Table 8.4.2.4.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.2.4.3.3-8: SecurityConfigHO (Table 8.4.2.4.3.3-5)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    interRAT SEQUENCE {
	
	
	

	      securityAlgorithmConfig SEQUENCE {
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity algorithm
	
	

	      }
	
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.

Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.

Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.

Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.
Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.

Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm
Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.

Bits 1 to 4 of octet 6 include the NAS key set identifier.
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.2.5
Void
8.4.2.6
Void
8.4.3
Inter-RAT mobility E-UTRA to GERAN
8.4.3.1
Inter-RAT handover / From E-UTRA to GPRS / PS HO

8.4.3.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including radio resources that have been allocated for the UE in the target cell }

    then { UE successfully completes the handover and leaves the RRC_CONNECTED, enter the GPRS_Packet_Transfer_Mode}

            }
8.4.3.1.2
Conformance requirements [D]

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.3.4.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to ‘geran’:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

[TS 36.331, clause 5.4.3.4]

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

1>
stop timer T304, if running;

8.4.3.1.3
Test description

8.4.3.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1and Cell 24 - Cell 1 is an E-UTRAN cell, Cell 24 is a GERAN cell.

-
All cells belong to the same PLMN.

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

-
None.
Preamble:
-
UE is in state3 (Generic RB Established) in cell 1 as specified in clause 4.5.3 of TS 36.508.

8.4.3.1.3.2
Test procedure sequence
Table 8.4.3.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial condition after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.3.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-

	
	RSSI 
	dBm
	-
	[-65]
	


Table 8.4.3.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures cell 1 and GERAN cell 24 according to the row “T1” in Table 8.4.3.1.3.2-1
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO GERAN COMPLETE message on cell 24?
	-->
	HANDOVER TO GERAN COMPLETE
	1
	P


8.4.1.2.3.3
Specific message contents

Table 8.4.1.2.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.2.3.2-1)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	      CS-FallbackIndicator
	false
	Applies only for Rel.9
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	geran
	
	

	            targetRAT-MessageContainer
	PS HANDOVER COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	
	
	UTRAGERAN

	            systemInformation
	PSI-GERAN
	
	PS HO

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.2.3.3-2: PS HANDOVER COMMAND (Table 8.4.1.2.3.3-1)

	Derivation Path: FFS


8.4.3.2
Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC

8.4.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
8.4.3.2.2
Conformance requirements[D]

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.3.4.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to ‘geran’:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

NOTE 2:
The systemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

[TS 36.331, clause 5.4.3.4]

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

1>
stop timer T304, if running;

8.4.3.2.3
Test description

8.4.3.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1and Cell 24 - Cell 1 is an E-UTRAN cell, Cell 24 is a GERAN cell.

-
All cells belong to the same PLMN.
-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

-
None.
Preamble:
-
UE is in state3 (Generic RB Established)in cell 1 as specified in clause 4.5.3 of TS 36.508.

8.4.3.2.3.2
Test procedure sequence
Table 8.4.3.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial condition after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.3.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-

	
	RSSI 
	dBm
	-
	[-65]
	


Table 8.4.3.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1and Cell 24 parameters according to the row "T1" in table 8.4.3.2.3.2-1.
	-
	-
	-
	-

	4
	The UE transmit a MeasurementReport message to report the event B2 for Cell 24.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	P


8.4.3.2.3.3
Specific message contents

Table 8.4.3.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.3.2.3.3-2: MeasConfig (step 1, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.2.3.3-3: MobilityFromEUTRACommand (step 5, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8::=SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE {
	
	
	

	          cellChangeOrder::= SEQUENCE {
	
	
	

	            t304
	ms1000
	
	

	            targetRAT-Type CHOICE{
	
	
	

	              geran::= SEQUENCE {
	
	
	

	                physCellId
	0001H
	
	

	                carrierFreq
::= SEQUENCE {
	
	
	

	                  arfcn
	Downlink ARFCN of Cell 24
	
	

	                  bandIndicator
	The same band indicator of the Cell 24
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.3.3
Inter-RAT cell change order / From E-UTRA data to GPRS / With NACC

8.4.3.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
8.4.3.3.2
Conformance requirements[D]

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.3.4.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to ‘geran’:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

NOTE 2:
The systemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

[TS 36.331, clause 5.4.3.4]

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

1>
stop timer T304, if running;

8.4.3.3.3
Test description

8.4.3.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1and Cell 24 - Cell 1 is an E-UTRAN cell, Cell 24 is a GERAN cell.

-
All cells belong to the same PLMN. 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

-
None.

Preamble:
-
UE is in state3 (Generic RB Established)in cell 1 as specified in clause 4.5.3 of TS 36.508.

8.4.3.3.3.2
Test procedure sequence
Table 8.4.3.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.3.3.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-

	
	RSSI 
	dBm
	-
	[-65]
	


Table 8.4.3.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1and Cell 24 parameters according to the row "T1" in table 8.4.3.3.3.2-1.
	
	
	-
	-

	4
	The UE transmit a MeasurementReport message to report the event B2 for Cell 24.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	P


8.4.3.3.3.3
Specific message contents

Table 8.4.3.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.3.3.3.3-2: MeasConfig (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.3.3.3-3: MobilityFromEUTRACommand (step 5, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8::=SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE {
	
	
	

	          cellChangeOrder::= SEQUENCE {
	
	
	

	            t304
	ms1000
	
	

	            targetRAT-Type CHOICE{
	
	
	

	              geran::= SEQUENCE {
	
	
	

	                physCellId
	0001H
	
	

	                  carrierFreq
::= SEQUENCE {
	
	
	

	                    arfcn
	Downlink ARFCN of Cell 24
	
	

	                    bandIndicator
	The same band indicator of the Cell 24
	
	

	                    }
	
	
	

	                  networkControlOrder
	00
	NC0: MS controlled cell re-selection, no measurement reporting
	

	                   SI-OrPSI-GERAN::= CHOICE{
	
	
	PS HO

	                            SystemInfoListGERAN ::= SEQUENCE{
	
	
	

	                              SYSTEM INFORMATION TYPE 1
	Set according to clause 4.4.5 in TS36.508.
	
	

	                              SYSTEM INFORMATION TYPE 3
	Set according to clause 4.4.5 in TS36.508.
	
	

	                              SYSTEM INFORMATION TYPE 13
	Set according to clause 4.4.5 in TS36.508.
	
	

	                  }
	
	
	

	                 }
	
	
	

	                }
	
	
	

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.4
Inter-RAT handover GERAN to E-UTRA
8.4.4.1
Inter-RAT PS Handover / from GPRS Packet_transfer to E-UTRA cell

8.4.4.1.1
Test Purpose (TP)

(1)

with { UE in GPRS Registered state with active packet data transfer in NC2 mode }

ensure that {

  when { UE receives a PS HANDOVER COMMAND message configured for a EUTRAN Cell.Blind PS HANDOVER sceanrio }

    then { UE transmits a RRCConnectionReconfigurationComplete message and performs Tracking Area update on EUTRAN cell to continue the data transfer }

            }

8.4.4.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 43.129, clause 5.3a. 

[TS 43.129, clause 5.3a]

For performing the inter-RAT handover from GERAN A/Gb mode to E-UTRAN the pre-conditions are:

-
The MS is in packet transfer mode (GERAN A/Gb mode);

-
The MS has at least one PDP Context established;

-
The BSS supports PFM (Packet Flow Management) procedures.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.2.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.3.

8.4.4.1.3
Test description

8.4.4.1.3.1
Pre-test conditions

System Simulator:

-
2 cells, one GSM and one E-UTRA cell: 

-
Cell 24 GSM serving cell 

-
Cell 1 suitable neighbour E-UTRA Cell 1 is off.
UE:

None.

Preamble:

-
The UE is GPRS attached and the PDP context 2 activated according to [23].

8.4.4.1.3.2
Test procedure sequence

Table 8.4.4.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.4.1.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	Parameter
	Unit
	Cell 1
	Remark

	Cell-specific RS EPRE
	dBm/15kHz
	-70
	

	Srxlev*
	dB
	36
	

	Note: Srxlev is calculated in the UE


Table 8.4.4.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	UE is brought into downlink packet transfer mode 
	-
	-
	-
	-

	2
	SS sends downlink data
	-
	-
	-
	-

	3
	SS adjusts power level for Cell 1 according to table 8.4.4.1.3.2-1 
	-
	-
	-
	-

	4
	SS sends downlink data
	-
	-
	-
	-

	5
	The SS transmits PS HANDOVER COMMAND on Cell24
	<--
	PS HANDOVER COMMAND
	-
	-

	6
	Check : Does the UE moves to E-UTRAN and performs access procedure ?
	-->
	PRACH
	1
	P

	7
	Check: Does the UE transmit a RRCConnectionReconfigurationComplete message on cell 1?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause FFS indicate that the UE performs Tracking Area update in E-UTRAN Cell 1 and continues with data transfer?
	-
	-
	1
	


8.4.4.1.3.3
Specific message or IE contents
Table 8.4.4.1.3.3-1: PS HANDOVER COMMAND [Table 8.4.4.1.3.2-1, Step 5]

	Derivation Path: 44.060, Table 11.2.43.1

	Information Element
	Value/remark
	Comment
	Condition

	PAGE MODE 
	‘00’B
	Normal Paging
	

	Global TFI
	TFI of the downlink TBF
	
	

	CONTAINER_ID
	0
	
	

	PS Handover to E-UTRAN Payload
	‘10’B
	
	

	   RRC Container IE
	
	
	

	      RRC_CONTAINER_LENGTH
	Length of the container data
	
	

	      RRC_CONTAINER_DATA
	
	
	

	         RRCConnectionReconfiguration message
	
	
	HO-TO-EUTRA

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	Derivation Path: 36.331 clause 6.2.2

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	        mobilityControlInfo
	MobilityControlInfo
	
	HO-TO-EUTRA

Ref Table 8.4.4.1.3.3-2

	        dedicatedInfoNASList
	Not present
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	        securityConfigHO
	SecurityConfigHO
	
	HO-TO-EUTRA

Ref Table 8.4.4.1.3.3-3

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.4.1.3.3-2: MobilityControlInfo (Table 8.4.4.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo 
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq 
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  carrierBandwidth 
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  additionalSpectrumEmission
	1
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.4.1.3.3-3: SecurityConfigHO (Table 8.4.4.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO 
	
	
	

	  handoverType
	
	
	

	    interRAT 
	
	
	

	      securityAlgorithmConfig 
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity algorithm
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.
Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.
Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.
Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.

Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.
Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm

Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.
Bits 1 to 4 of octet 6 include the NAS key set identifier.
	


8.4.4.2
Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to E-UTRA cell (CCN mode)

8.4.4.2.1
Test Purpose (TP)

(1)

with { UE in GPRS Registered state with active packet data transfer in NC1 mode }

ensure that {

  when { UE enters CCN mode by transmitting Packet Cell Change Notification message and subsequently receives PS HANDOVER COMMAND message configured for already synchronised Target EUTRAN Cell,indicating CCN support}

    then { UE performs Tracking Area update on EUTRAN cell and continues data transfer }

            }

8.4.4.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 43.129, clause 5.3a, TS 44.060, clause 5.5.1.1a.2 and TS 45.008, clause 10.1.4.

[TS 43.129, clause 5.3a]

For performing the inter-RAT handover from GERAN A/Gb mode to E-UTRAN the pre-conditions are:

-
The MS is in packet transfer mode (GERAN A/Gb mode);

-
The MS has at least one PDP Context established;

-
The BSS supports PFM (Packet Flow Management) procedures.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.2.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.3.

[TS 44.060, section 5.5.1.1a.2]

A mobile station, which has CCN Enabled, can enter CCN Mode.

The mobile station shall enable CCN when the following criteria are fulfilled:

-
the mobile station is camping on a cell (see 3GPP TS 45.008); and

-
the network indicates CCN ACTIVE/3G CCN ACTIVE/E-UTRAN CCN ACTIVE either in system information to all mobile stations in the cell or in an individual order to a certain mobile station; and

-
the mobile station is neither in dedicated mode nor Dual Transfer Mode; and

-
the mobile station is in NC0 or in NC1 mode; and

-
the mobile station is in Packet Transfer mode.

The CCN procedures and the criteria for entering and leaving CCN mode are specified in sub-clauses 8.8.2 and 8.8.3.

[TS 45.008, clause 10.1.4]

The network may request measurement reports from the MS and control its cell re‑selection. This is indicated by the parameter NETWORK_CONTROL_ORDER. The meaning of the different parameter values is specified as follows:

...

NC1
MS control with measurement reports 

The MS shall send measurement reports to the network as defined in subclause 10.1.4.1.
The MS shall perform autonomous cell re-selection.

8.4.4.2.3
Test description

8.4.4.2.3.1
Pre-test conditions

System Simulator:

-
2 cells, one GSM and one E-UTRA cell: 

-
Cell 24 GSM serving cell 

-
Cell 1 is suitable neighbour E-UTRAN Cell

UE:

None.

Preamble:

-
The UE is GPRS attached and the PDP context 2 activated according to [23].

8.4.4.2.3.2
Test procedure sequence

Table 8.4.4.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.4.2.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell24
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	No change
	The power level is such that SrxlevCell 1 > 0

	Note: Srxlev is calculated in the UE
	


Table 8.4.4.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Uplink dynamic allocation two phase access according to TS 51.010 clause 40.4.3.9 using n=5000 octets of data
	-
	-
	-
	-

	2
	UE continues data transfer and send measurement reports for cell 1 in PACKET MEASUREMENT REPORT in parallel to data transfer.
	-
	-
	-
	-

	3
	SS adjusts power level for Cell 1 according to table 8.4.4.2.3.2-1 
	-
	-
	-
	-

	4
	UE transmits PACKET CELL CHANGE NOTIFICATION to E_UTRA cell on cell 24. PCCN message should be received with in 15 s after step 3.
In parallel the UE continues data transfer and send measurement reports for cell 1 in PACKET MEASUREMENT REPORT. 
	-->
	PACKET CELL CHANGE NOTIFICATION
	-
	-

	5
	The SS transmits PS HANDOVER COMMAND on Cell24, with CCN enabled towards target cell.
	<--
	PS HANDOVER COMMAND
	-
	-

	6
	Check: Does the UE moves to EUTRAN and performs RRC procedure on cell 1?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause FFS indicate that the UE performs Tracking Area update in E-UTRAN Cell 1 and continues with data transfer?
	-
	-
	1
	-


8.4.4.2.3.3
Specific message or IE contents

Table 8.4.4.2.3.3-1: Repeated E-UTRAN Neighbour Cells structure of SI2Quater for Cell 24[Preamble]

	Derivation Path: 36.508 table 4.4.5-1

	Information Element
	Value/remark
	Comment
	Condition

	E-UTRAN Parameters Description
	1
	Present
	

	E-UTRAN_CCN_ACTIVE
	1
	CCN is enabled in the cell
	


Table 8.4.4.2.3.3-2: Message ATTACH REQUEST (Preamble)

	Derivation Path: Table 9.4.1/3GPP TS 24.008

	Information Element
	Value/remark
	Comment
	Condition

	MS Radio Access capability
	
	
	

	  GERAN to E-UTRA support in GERAN packet transfer mode
	 ‘11’B
	PS Handover to E-UTRAN supported
	


Table 8.4.4.2.3.3-3: PS HANDOVER COMMAND [Table 8.4.4.2.3.2-2, Step 5]

	Derivation Path: 44.060, Table 11.2.43.1

	Information Element
	Value/remark
	Comment
	Condition

	PAGE MODE 
	‘00’B
	Normal Paging
	

	Global TFI
	TFI of the downlink TBF
	
	

	CONTAINER_ID
	0
	
	

	PS Handover to E-UTRAN Payload
	‘10’B
	
	

	   RRC Container IE
	
	
	

	      RRC_CONTAINER_LENGTH
	Length of the container data
	
	

	      RRC_CONTAINER_DATA
	
	
	

	         RRCConnectionReconfiguration message
	
	
	HO-TO-EUTRA

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	Derivation Path: 36.331 clause 6.2.2

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	        mobilityControlInfo
	MobilityControlInfo
	
	HO-TO-EUTRA

Ref Table 8.4.4.2.3.3-4

	        dedicatedInfoNASList
	Not present
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	        securityConfigHO
	SecurityConfigHO
	
	HO-TO-EUTRA

Ref Table 8.4.4.2.3.3-5

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.4.2.3.3-4: MobilityControlInfo (Table 8.4.4.2.3.3-3)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq 
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  carrierBandwidth 
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  additionalSpectrumEmission
	1
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.4.2.3.3-5: SecurityConfigHO (Table 8.4.4.2.3.3-3)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO 
	
	
	

	  handoverType
	
	
	

	    interRAT 
	
	
	

	      securityAlgorithmConfig 
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity algorithm
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.
Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.
Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.
Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.

Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.
Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm

Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.
Bits 1 to 4 of octet 6 include the NAS key set identifier.
	


8.4.4.3
Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to  E-UTRA cell (NC2 mode)

8.4.4.3.1
Test Purpose (TP)

(1)

with { UE in GPRS Registered state with active packet data transfer in NC2 mode }

ensure that {

  when { UE receives a PS HANDOVER COMMAND message configured for already synchronised EUTRAN Cell}

    then { UE performs Tracking Area update on EUTRAN cell and continues data transfer }

            }

8.4.4.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 43.129, clause 5.3a and TS 45.008 clause 10.1.4. 

[TS 43.129, clause 5.3a]

For performing the inter-RAT handover from GERAN A/Gb mode to E-UTRAN the pre-conditions are:

-
The MS is in packet transfer mode (GERAN A/Gb mode);

-
The MS has at least one PDP Context established;

-
The BSS supports PFM (Packet Flow Management) procedures.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.2.

The detailed signalling flows are specified in 3GPP TS 23.401 [33] in sub-clause 5.5.2.4.3.

[TS 45.008, clause 10.1.4]

The network may request measurement reports from the MS and control its cell re‑selection. This is indicated by the parameter NETWORK_CONTROL_ORDER. The meaning of the different parameter values is specified as follows:

...

NC2
Network control
The MS shall send measurement reports to the network as defined in subclause 10.1.4.1.
The MS shall only perform autonomous cell re-selection when the reselection is triggered by a downlink signalling failure as defined in subclause 6.5 or a random access failure as defined in 3GPP TS 44.018 and 3GPP TS 44.060 or if the cell is barred or the C1 criterion falls below zero. The MS shall only determine whether the cell is barred once camped on the cell.

8.4.4.3.3
Test description

8.4.4.3.3.1
Pre-test conditions

System Simulator:

-
2 cells, one GSM and one E-UTRA cell: 

-
Cell 24 GSM serving cell 

-
Cell 1 suitable neighbour E-UTRA Cell 1.
UE:

None.

Preamble:

-
The UE is GPRS attached and the PDP context 2 activated according to [23].

8.4.4.3.3.2
Test procedure sequence

Table 8.4.4.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.4.3.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell24
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	No change
	The power level is such that SrxlevCell 1 > 0

	Note: Srxlev is calculated in the UE
	


Table 8.4.4.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Uplink dynamic allocation two phase access according to TS 51.010 clause 40.4.3.9 using n=5000 octets of data
	-
	-
	-
	-

	2
	MS continues data transfer and send measurement reports for cell 1 in PACKET MEASUREMENT REPORT in parallel to data transfer.
	-
	-
	-
	-

	3
	SS adjusts power level for Cell 1 according to table 8.4.4.3.3.2-1 
	-
	-
	-
	-

	4
	The SS transmits PS HANDOVER COMMAND on Cell24
	<--
	PS HANDOVER COMMAND
	   -
	-

	5
	Check: Does the UE moves to EUTRAN and performs RRC procedure on cell 1?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause FFS indicate that the UE performs Tracking Area update in E-UTRAN Cell 1 and continues with data transfer?
	-
	-
	1
	-


8.4.4.3.3.3
Specific message or IE contents

Table 8.4.4.3.3.3-1: Message ATTACH REQUEST (Preamble)

	Derivation Path: Table 9.4.1/3GPP TS 24.008

	Information Element
	Value/remark
	Comment
	Condition

	MS Radio Access capability
	
	
	

	  GERAN to E-UTRA support in GERAN packet transfer mode
	 ‘11’B
	PS Handover to E-UTRAN supported 
	


Table 8.4.4.3.3.3-2: PS HANDOVER COMMAND [Table 8.4.4.3.3.2-2, Step 5]

	Derivation Path: 44.060, Table 11.2.43.1

	Information Element
	Value/remark
	Comment
	Condition

	PAGE MODE 
	‘00’B
	Normal Paging
	

	Global TFI
	TFI of the downlink TBF
	
	

	CONTAINER_ID
	0
	
	

	PS Handover to E-UTRAN Payload
	‘10’B
	
	

	   RRC Container IE
	
	
	

	      RRC_CONTAINER_LENGTH
	Length of the container data
	
	

	      RRC_CONTAINER_DATA
	
	
	

	         RRCConnectionReconfiguration message
	
	
	HO-TO-EUTRA

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	Derivation Path: 36.331 clause 6.2.2

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	        mobilityControlInfo
	MobilityControlInfo
	
	HO-TO-EUTRA

Ref Table 8.4.4.3.3.3-3

	        dedicatedInfoNASList
	Not present
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	        securityConfigHO
	SecurityConfigHO
	
	HO-TO-EUTRA

Ref Table 8.4.4.3.3.3-4

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.4.3.3.3-3: MobilityControlInfo (Table 8.4.4.3.3.3-2)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo 
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq 
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  carrierBandwidth 
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  additionalSpectrumEmission
	1
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.4.3.3.3-4: SecurityConfigHO (Table 8.4.4.3.3.3-2)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO 
	
	
	

	  handoverType
	
	
	

	    interRAT 
	
	
	

	      securityAlgorithmConfig 
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity algorithm
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.
Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.
Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.
Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.

Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.
Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm

Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.
Bits 1 to 4 of octet 6 include the NAS key set identifier.
	


8.4.5
Inter-RAT handover E-UTRA to HRPD

8.4.5.1
Void
8.4.5.2
Void
8.4.5.3
Void
8.4.5.4
Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
8.4.5.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘HRPD’ }

    then { UE transmits a ULHandoverPreparationTransfer message containing tunneled HRPD ConnectionRequest and RouteUpdate messages }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing tunneled HRPD TrafficChannelAssignment, HRPDSilenceParameters and HRPDOpenLoopParameters messages }

    then { UE transmits a TrafficChannelComplete message on the target HRPD cell }

            }

8.4.5.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.4.3, 5.4.5.1 and 5.4.5.3, TS 23.402, clause 9.3.2 and 3GPP2 X.S0057-0, clause 13.1.2. 

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

…

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

[TS 36.331, clause 5.4.4.3]

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to ‘type1XRTT’:

2>
forward the rand and the mobilityParametersCDMA2000 to the CDMA2000 upper layers;

[TS 36.331, clause 5.4.5.1]
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Figure 5.4.5.1-1: UL handover preparation transfer

The purpose of this procedure is to tunnel the handover related CDMA2000 dedicated information from UE to E-UTRAN when requested by the higher layers. The procedure is triggered by the higher layers on receipt of HandoverFromEUTRAPreparationRequest message. This procedure applies to CDMA2000 capable UEs only.

[TS 36.331, clause 5.4.5.3]

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfoCDMA2000;

1>
if the cdma2000-Type is set to ‘type1XRTT’:

2>
include the meid and set it to the value received from the CDMA2000 upper layers;

1>
submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;

[TS 23.402, clause 9.3.2]

Figure 9.3.2-1 illustrates a high-level call flow for the optimised E-UTRAN to HRPD handover procedure, Handover phase. The prerequisite of the handover phase is the successfully performed Pre-registration phase as it is specified in clause 9.3.1.
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Figure 9.3.2-1: E-UTRAN to HRPD handover

[3GPP2 X.S0057-0, clause 13.1.2]
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Figure 9.3.2-2

8.4.5.4.3
Test description

8.4.5.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 15. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3B) on Cell 1 according to [18].

-
The UE has performed HRPD pre-registration on Cell 15.

8.4.5.4.3.2
Test procedure sequence
Table 8.4.5.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.5.4.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 on Cell 15 are satisfied.

	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.5.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 15.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 15 parameters according to row “T1” in table 8.4.5.4.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 15, 
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	-
	-

	6
	Check: Does the UE transmit tunnelled HRPD Connection Request and Route Update messages contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	1
	P

	7
	The SS transmits tunnelled HRPD Traffic Channel Assignment, HRPD Silence Parameters and HRPD Open Loop Parameters messages contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 15.
	<--
	MobilityFromEUTRACommand
	-
	-

	8
	The UE tunes to HRPD radio.
	-
	-
	-
	-

	9
	Check: Does the UE transmit a Traffic Channel Complete message on Cell 15?
	-->
	Traffic Channel Complete
	2
	P


8.4.5.4.3.3
Specific message contents

Table 8.4.5.4.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.5.4.3.3-2: MeasConfig (step 1, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-3: MeasObjectCDMA2000-GENERIC (step 1, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	Cell 15
	Listed cell parameters to be reported
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.5.4.3.3-4: MeasurementReport (step 4, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	TRUE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Note 1
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-5: HandoverFromEUTRAPreparationRequest (step 5, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        rand
	Not present
	
	

	        mobilityParameters
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-6: ULHandoverPreparationTransfer (step 6, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        meid
	Not present
	
	

	        dedicatedInfo
	Set according to Table 8.4.5.4.3.3-7
	HRPD Connection Request and Route Update
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-7: HRPD Connection Request (step 6, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘0’B
	SAP Header
	

	SessionConfigurationToken
	16 bits, Set by UE
	
	

	ConnectionLayerFormat
	1 bit, Set by UE
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	MessageID
	‘0000001’
	Connection Request
	

	TransactionID
	Any allowed value
	8 bit field
	

	RequestReason
	‘0000’
	Access Terminal Initiated
	


Table 8.4.5.4.3.3-7A: HRPD Route Update (step 6, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘0’B
	SAP Header
	

	SessionConfigurationToken
	16 bits, Set by UE
	
	

	ConnectionLayerFormat
	1 bit, Set by UE
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	MessageID
	‘0000000’B
	Route Update
	

	MessageSequence
	8 bits, Set by UE
	
	

	ReferencePilotPN
	9 bits, Set by UE
	
	

	ReferencePilotStrength
	6 bits, Set by UE
	
	

	ReferenceKeep
	‘1’B
	
	

	NumPilots
	‘0000’B
	
	

	CompatibleReserved
	‘0’B
	
	

	ReferencePilotChannelIncluded
	‘1’B
	
	

	ReferencePilotChannel
	24 bits, Set by UE
	
	

	ReferencePilotArrivalIncluded
	‘1’B
	
	

	ReferencePilotArrival
	15 bits, Set by UE
	
	

	Reserved
	0-7 bits, Set all 0s by UE
	
	


Table 8.4.5.4.3.3-8: MobilityFromEUTRACommand (step 7, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	cdma2000-HRPD
	
	

	            targetRAT-MessageContainer
	Set according to Table 8.4.5.4.3.3-8
	HRPD Traffic Channel Assignment, HRPD Silence Parameters and HRPD Open Loop Parameters
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-9: HRPD Traffic Channel Assignment (step 7, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘1’B
	SAP Header
	

	SessionConfigurationToken
	‘0’B
	
	

	ConnectionLayerFormat
	1 bit, Set by SS
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	
	
	
	

	MessageID
	‘00000001’B
	Traffic Channel Assignment
	

	MessageSequence
	Set by SS
	8 bit field
	

	ChannelIncluded
	‘1’B
	Channel record included
	

	Channel
	‘000000000000000001111010’B
	channel record for Cell 15
	

	FrameOffset
	‘1010’B
	frame offset for Cell 15
	

	DRCLength
	‘01’B
	DRCLength for Cell 15
	

	DRCChannelGainBase
	‘111101’B
	ratio of the power level of the DRC Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	ACKChannelGain
	‘000110’B
	ratio of the power level of the Ack Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	NumPilots
	‘1’B
	
	

	  PilotPN
	‘000110010’B 
	PN Offset of target sector (Cell 15)
	

	  SofterHandoff
	‘0’B
	Set to ‘0’since only 1 pilot included in message
	

	  MACIndexLSBs
	Set by SS
	6 least significant bits of the MACIndex assigned to UE
	

	  DRCCover
	‘001’B
	index of the DRC cover associated with target sector (Cell 15)
	

	  RABLength
	‘01’B
	2 bit field
	

	  RABOffset
	‘010’B
	3 bit field
	


Table 8.4.5.4.3.3-9A: HRPD Silence Parameters (step 7, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘0’B 
	SAP Header
	

	SessionConfigurationToken
	16 bits, Set by UE
	
	

	ConnectionLayerFormat
	1 bit, Set by SS
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	MessageID
	‘00000010’B
	
	

	ReverseLinkSilenceDuration
	2 bits, Set by SS
	
	

	ReverseLinkSilencePeriod
	2 bits, Set by SS
	
	

	Reserved
	0-7 bits, Set all 0s by SS
	
	


Table 8.4.5.4.3.3-9B: HRPD Open Loop Parameters (step 7, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘0’B 
	SAP Header
	

	SessionConfigurationToken
	16 bits, Set by UE
	
	

	ConnectionLayerFormat
	1 bit, Set by SS
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	MessageID
	‘00000111’B
	
	

	NumPilots
	‘0001’B
	
	

	PilotPN
	9 bits, Set by SS
	
	

	OpenLoopAdjust
	8 bits, Set by SS
	
	

	InitialAdjust
	5 bits, Set by SS
	
	

	PilotStrengthIncluded
	1 bit, Set by SS
	
	

	PilotStrengthNominal
	3 bits, Set by SS
	
	

	PilotStrengthCorrectionMin
	3 bits, Set by SS
	
	

	PilotStrengthCorrectionMax
	3 bits, Set by SS
	
	

	Reserved
	0-7 bits, Set all 0s by SS
	
	


Table 8.4.5.4.3.3-10: HRPD Traffic Channel Complete (step 9, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000010’
	
	

	MessageSequence
	Same value as MessageSequence in HRPD Traffic Channel Assignment message (Table 8.4.5.4.3.3-9)
	
	


8.4.6
Inter-RAT handover HRPD to E-UTRA8.4.7
Inter-RAT handover E-UTRA to 1xRTT

8.4.7.1
Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
8.4.7.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘type1XRTT’ }

    then { UE transmits an ULHandoverPreparationTransfer message containing a tunneled 1xRTT Origination message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled 1xRTT Handoff Direction message }

    then { UE transmits a 1xRTT Handoff Completion message on the target 1xRTT cell }

            }

8.4.7.1.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.4.3, 5.4.5.1 and 5.4.5.3, TS 23.216, clause 6.1.3 and 3GPP2 X.S0042-A, clause 4.5.1. 

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

…

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

[TS 36.331, clause 5.4.4.3]

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to ‘type1XRTT’:

2>
forward the rand and the mobilityParametersCDMA2000 to the CDMA2000 upper layers;

[TS 36.331, clause 5.4.5.1]


[image: image76.emf] 

ULHandoverPreparationTransfer  

UE   EUTRAN  


Figure 5.4.5.1-1: UL handover preparation transfer

The purpose of this procedure is to tunnel the handover related CDMA2000 dedicated information from UE to E-UTRAN when requested by the higher layers. The procedure is triggered by the higher layers on receipt of HandoverFromEUTRAPreparationRequest message. This procedure applies to CDMA2000 capable UEs only.

[TS 36.331, clause 5.4.5.3]

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfoCDMA2000;

1>
if the cdma2000-Type is set to ‘type1XRTT’:

2>
include the meid and set it to the value received from the CDMA2000 upper layers;

1>
submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;

[TS 23.216, clause 6.1.3]

Figure 6.1.3-1 illustrates a high-level call flow for the E-UTRAN-to-1x voice service continuity procedure.
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Figure 6.1.3-1: LTE VoIP-to-1x CS voice service continuity

1.
Ongoing VoIP session over the IMS access leg established over EPS/E‑UTRAN access.

2.
1xCS SRVCC UE sends measurement reports to eNodeB.

3.
The E‑UTRAN (e.g., based on some trigger, measurement reports) makes a determination to initiate an inter‑technology handover to cdma2000 1xRTT.

4.
The E‑UTRAN signals the UE to perform an inter‑technology handover by sending a Handover from EUTRA Preparation Request (3G1x Overhead Parameters, RAND value) message.

5.
The UE initiates signalling for establishment of the CS access leg by sending a UL handover preparation message containing the 1xRTT Origination message.

6.
The E‑UTRAN sends an Uplink S1 cdma2000 Tunnelling (MEID, RAND, 1x Origination, Reference CellID) message to the MME. The eNodeB will also include CDMA2000 HO Required Indication IE to Uplink S1 CDMA2000 Tunnelling message, which indicates to the MME that the handover preparation has started.

7.
Upon reception of the Uplink S1 cdma2000 Tunnelling message, the MME selects a 3GPP2 1xCS IWS based on Reference CellID and encapsulates the 1x Origination Message along with the MEID and RAND in a S102 Direct Transfer message (as "1x Air Interface Signalling").

8.
The traffic channel resources are established in the 1x RTT system and 3GPP2 1xCS procedures for initiation of Session Transfer are performed as per 3GPP2 X.S0042 [4].

NOTE 1:
Step 9 and 3GPP2 1xCS procedures in step 8 are independent of each other.

NOTE 2:
The "VDN" parameter referred to in 3GPP2 X.S0042 [4] corresponds to the STN-SR parameter defined in TS 23.237 [14].

9.
The 3GPP2 1xCS IWS creates a 1x message and encapsulates it in a S102 Direct Transfer message (1x , Handover indication). If the 3GPP2 access was able to allocate resources successfully, the 1x message is a 1x Handover Direction message and the handover indicator indicates successful resource allocation. Otherwise, the handover indicator indicates to the MME that handover preparation failed and the embedded 1x message indicates the failure to the UE.

10.
The MME sends the 1x message and CDMA2000 HO Status IE in a Downlink S1 cdma2000 Tunnelling message to the E‑UTRAN. The CDMA2000 HO Status IE is set according to the handover indicator received over the S102 tunnel.

11.
If the CDMA2000 HO Status IE indicates successful handover preparation, the E‑UTRAN forwards the 1x Handoff Direction message embedded in a Mobility from EUTRA Command message to the UE. This is perceived by the UE as a Handover Command message. If handover preparation failed, DL Information transfer message will be sent instead, with the embedded 1xRTT message that indicates the failure to the UE.

12.
Once the UE receives the traffic channel information from the cdma2000 1xRTT system, the UE retunes to the 1xRTT radio access network and performs traffic channel acquisition with the 1xRTT CS access (e.g., 1xRTT BSS).

13.
The UE sends a 1xRTT handoff completion message to the 1xRTT CS access (e.g., 1xRTT BSS).

14.
The 1xRTT CS Access sends message to 1xRTT MSC to indicate of handoff done. The resources between 1x CS IWS and 1xRTT MSC may be released at this step.

15.
Ongoing voice call over the CS access leg established over 1xRTT access. The E‑UTRAN/EPS context may be released based on the normal E‑UTRAN/EPS procedure.

16.
The eNodeB sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates the S1 release procedure is caused by handover from E-UTRAN to 1xRTT.

17.
The MME exchanges Suspend Request/ Acknowledge messages with the Serving GW. The S1-U bearers are released for all EPS bearers and the GBR bearers are deactivated by the MME. The non-GBR bearers are preserved and are marked as suspended in the S‑GW. Upon receipt of downlink data the S‑GW should not send a downlink data notification message to the MME.

18.
S1 UE Context in the eNodeB is released as specified in TS 23.401 [2].

[3GPP2 X.S0042-A, clause 4.5.1]

Figure 16 illustrates a detailed call flow for the single radio VoIP-to-1x CS voice DT procedure.
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Pre-condition:

It is assumed that initially there is an IMS VoIP call setup between a single radio, dual mode UE 1 and the Other End Point (OEP). SIP call dialog 1 for this voice call is illustrated by a heavy dashed double arrow between the VCC AS and the OEP. SIP call dialog 2 for this voice call is illustrated by a heavy dashed double arrow between the VCC AS and UE 1. The voice bearer path is illustrated by a heavy solid double arrow between UE 1 and the OEP.

1.
UE 1 and the packet data AN interact to initiate a DT. See [A.S0008] and [A.S0009] or SRVCC] for signalling details.

2.
UE 1 sends a 1x call origination to the MSC/VLR via the packet data AN (and optionally, the 1x BS) and includes the VDN. The specific messages and any acknowledgements are not shown for brevity. See [A.S0008] and [A.S0009] or [SRVCC] for signalling details.

NOTE 1: steps 3-6 are optional, depending on whether the UE 1 has previously been 1xCS registered and authenticated.

3.
The Visited MSC/VLR may initiate a 1x registration procedure on behalf of UE 1. The Visited MSC sends a MAP AUTHREQ message to UE 1’s HLR to authenticate UE 1 prior to allowing registration and prior to allocating a 1x traffic channel to UE 1.

4.
UE 1’s HLR responds by sending an MAP authreq message to the Visited MSC.

5.
The Visited MSC sends an MAP REGNOT message to UE 1’s HLR.

6.
UE 1’s HLR responds by sending an MAP REGNOT message to the Visited MSC.

NOTE 2: Steps 7-8 are shown using the MAP ORREQ operation. Optionally, a post digit analysis trigger using the MAP ANLYZD operation may be used instead to obtain routing information for the DT.

NOTE 3: If either origination triggers are not supported by the MSC/VLR or origination triggers are not armed for this subscriber, proceed to Step 9.

7.
Once the visited MSC/VLR has obtained the service profile for the originating subscriber (i.e., by Step 4), the Visited MSC/VLR invokes a call origination trigger to obtain routing information. The Visited MSC/VLR sends a MAP RREQ message to the WIN SCP (or to the HLR), containing the Calling Party Number (MDN) of UE 1 (derived from the IMSI) and the Called Party Number from the call origination. The WIN SCP (or HLR) sends the ORREQ message on to the VCC AS. Optionally, the Visited MSC/VLR may send the ORREQ message directly to a VCC AS that has an integrated WIN SCP function.

8.
The VCC AS determines that this is a DT scenario based on the VDN in the Called Party Number (and the Calling Party Number) in the ORREQ message, and then allocates an IMS Routing Number, which is an E.164 temporary routing number associated with this DT. The VCC AS then sends back the MAP ORREQ message to WIN SCP (or HLR), which returns the ORREQ message to the MSC/VLR. Optionally, the VCC AS has an integrated WIN SCP function and sends the ORREQ message directly to the MSC/VLR.

9.
Anytime after Step 2 the MSC/VLR sends a 1x traffic assignment/handoff initiation to UE 1 via the packet data AN and the packet data air interface. This instructs UE 1 to perform the handoff and acquire the 1x traffic channel. See [A.S0008] and [A.S0009] or [SRVCC] for signalling details.

10.
The 1x BS acquires UE 1’s reverse traffic channel and the voice path is established with the MSC.

8.4.7.1.3
Test description

8.4.7.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.7.1.3.2
Test procedure sequence
Table 8.4.7.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.7.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	Cell 19 is off.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 on Cell 19 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 19.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 19 parameters according to row “T1” in table 8.4.7.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 19, 
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	-
	-

	6
	Check: Does the UE transmit a tunnelled 1xRTT Origination message contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	1
	P

	7
	The SS transmits a tunnelled 1xRTT Handoff Direction message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 19.
	<--
	MobilityFromEUTRACommand
	-
	-

	8
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	9
	Check: Does the UE transmit a 1xRTT Handoff Completion message on Cell 19?
	-->
	Handoff Completion
	2
	P


8.4.7.1.3.3
Specific message contents

Table 8.4.7.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.7.1.3.3-2: MeasConfig (step 1, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-3: MeasObjectCDMA2000-GENERIC (step 1, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.7.1.3.3-4: MeasurementReport (step 4, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-5: HandoverFromEUTRAPreparationRequest (step 5, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Rand
	Set by SS
	Random Challenge Data as broadcast on Cell 19
	

	        mobilityParameters
	Set according to Table 8.4.7.1.3.3-6
	3G1x Overhead Parameters
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-6: mobilityParameters (step 5, Table 8.4.7.1.3.2-2)
	Field
	Value/remark
	Comment
	Condition

	SIDIncluded
	FFS
	
	

	SID
	FFS
	
	

	NIDIncluded
	FFS
	
	

	NID
	FFS
	
	

	REG_ZONEIncluded
	FFS
	
	

	REG_ZONE 
	FFS
	
	

	TOTAL_ZONESIncluded
	FFS
	
	

	TOTAL_ZONES 
	FFS
	
	

	ZONE_TIMERIncluded
	FFS
	
	

	ZONE_TIMER
	FFS
	
	

	PACKET_ZONE_IDIncluded
	FFS
	
	

	PACKET_ZONE_ID
	FFS
	
	

	PZIDHystParametersIncluded
	FFS
	
	

	PZ_HYST_ENABLED
	FFS
	
	

	PZ_HYST_INFO_INCL
	FFS
	
	

	PZ_HYST_LIST_LEN
	FFS
	
	

	PZ_HYST_ACT_TIMER
	FFS
	
	

	PZ_HYST_TIMER_MUL
	FFS
	
	

	PZ_HYST_TIMER_EXP
	FFS
	
	

	P_REVIncluded
	FFS
	
	

	P_REV 
	FFS
	
	

	NEG_SLOT_CYCLE_INDEX_SUPIncluded
	FFS
	
	

	NEG_SLOT_CYCLE_INDEX_SUP
	FFS
	
	

	ENCRYPT_MODEIncluded
	FFS
	
	

	ENCRYPT_MODE
	FFS
	
	

	ENC_SUPPORTEDIncluded
	FFS
	
	

	ENC_SUPPORTED
	FFS
	
	

	SIG_ENCRYPT_SUPIncluded
	FFS
	
	

	SIG_ENCRYPT_SUP
	FFS
	
	

	MSG_INTEGRITY_SUPIncluded
	FFS
	
	

	MSG_INTEGRITY_SUP
	FFS
	
	

	SIG_INTEGRITY_SUP_INCLIncluded
	FFS
	
	

	SIG_INTEGRITY_SUP_INCL
	FFS
	
	

	SIG_INTEGRITY_SUPIncluded
	FFS
	
	

	SIG_INTEGRITY_SUP
	FFS
	
	

	AUTHIncluded
	FFS
	
	

	AUTH
	FFS
	
	

	MAX_NUM_ALT_SOIncluded
	FFS
	
	

	MAX_NUM_ALT_SO
	FFS
	
	

	USE_SYNC_IDIncluded
	FFS
	
	

	USE_SYNC_ID
	FFS
	
	

	MS_INIT_POS_LOC_SUP_INDIncluded
	FFS
	
	

	MS_INIT_POS_LOC_SUP_IND
	FFS
	
	

	MOB_QOSIncluded
	FFS
	
	

	MOB_QOS 
	FFS
	
	

	BAND_CLASS_INFO_REQIncluded
	FFS
	
	

	BAND_CLASS_INFO_REQ
	FFS
	
	

	ALT_BAND_CLASSIncluded
	FFS
	
	

	ALT_BAND_CLASS
	FFS
	
	

	MAX_ADD_SERV_INSTANCEIncluded
	FFS
	
	

	MAX_ADD_SERV_INSTANCE
	FFS
	
	

	HOME_REGIncluded
	FFS
	
	

	HOME_REG
	FFS
	
	

	FOR_SID_REGIncluded
	FFS
	
	

	FOR_SID_REG
	FFS
	
	

	FOR_NID_REGIncluded
	FFS
	
	

	FOR_NID_REG
	FFS
	
	

	POWER_UP_REGIncluded
	FFS
	
	

	POWER_UP_REG
	FFS
	
	

	POWER_DOWN_REGIncluded
	FFS
	
	

	POWER_DOWN_REG
	FFS
	
	

	PARAMETER_REGIncluded
	FFS
	
	

	PARAMETER_REG
	FFS
	
	

	REG_PRDIncluded
	FFS
	
	

	REG_PRD
	FFS
	
	

	REG_DISTIncluded
	FFS
	
	

	REG_DIST
	FFS
	
	

	PREF_MSID_TYPEIncluded
	FFS
	
	

	PREF_MSID_TYPE
	FFS
	
	

	EXT_PREF_MSID_TYPEIncluded
	FFS
	
	

	EXT_PREF_MSID_TYPE
	FFS
	
	

	MEID_REQDIncluded
	FFS
	
	

	MEID_REQD
	FFS
	
	

	MCCIncluded
	FFS
	
	

	MCC
	FFS
	
	

	IMSI_11_12Included
	FFS
	
	

	IMSI_11_12
	FFS
	
	

	IMSI_T_SUPPORTEDIncluded
	FFS
	
	

	IMSI_T_SUPPORTED
	FFS
	
	

	RECONNECT_MSG_INDIncluded
	FFS
	
	

	RECONNECT_MSG_IND
	FFS
	
	

	RER_MODE_SUPPORTEDIncluded
	FFS
	
	

	RER_MODE_SUPPORTED
	FFS
	
	

	TKZ_MODE_SUPPORTEDIncluded
	FFS
	
	

	TKZ_MODE_SUPPORTED
	FFS
	
	

	TKZ_IDIncluded
	FFS
	
	

	TKZ_ID
	FFS
	
	

	PILOT_REPORTIncludedPILOT_REPORT
	FFS
	
	

	PILOT_REPORT
	FFS
	
	

	SDB_SUPPORTEDIncluded
	FFS
	
	

	SDB_SUPPORTED
	FFS
	
	

	AUTO_FCSO_ALLOWEDIncluded
	FFS
	
	

	AUTO_FCSO_ALLOWED
	FFS
	
	

	SDB_IN_RCNM_INDIncluded
	FFS
	
	

	SDB_IN_RCNM_IND
	FFS
	
	

	FPC_FCH_Included
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC3
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC4
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC5
	FFS
	
	

	T_ADD_Included
	FFS
	
	

	T_ADD
	FFS
	
	

	PILOT_INC_Included
	FFS
	
	

	PILOT_INC
	FFS
	
	


Table 8.4.7.1.3.3-7: ULHandoverPreparationTransfer (step 6, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Meid
	UE’s meid
	
	

	        dedicatedInfo
	Set according to Table 8.4.7.1.3.3-8
	1xRTT Origination message
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-8: 1xRTT Origination (step 6, Table 8.4.7.1.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	1xCircuitService message
	

	GCSNARevision
	FFS
	
	

	MessageSequence
	Any allowed value
	
	

	1xLogicalChannel
	‘0’B
	
	

	PDU
	
	1x LAC encapsulated PDU
	

	  MSG_ID
	‘000100’B
	Origination Message
	

	  SPECIAL_SERVICE
	‘1’B
	
	

	  SERVICE_OPTION
	Any value mapping to a voice service option
	
	


Table 8.4.7.1.3.3-9: MobilityFromEUTRACommand (step 7, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	cdma2000-1XRTT
	
	

	            targetRAT-MessageContainer
	Set according to Table 8.4.7.1.3.3-10
	1xRTT Handoff Direction message
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-10: 1xRTT Handoff Direction (step 7, Table 8.4.7.1.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	1xCircuitService message
	

	GCSNARevision
	FFS
	
	

	MessageSequence
	Set by SS
	
	

	1xLogicalChannel
	‘1’B
	
	

	PDU
	
	1x LAC encapsulated PDU
	

	  MSG_ID
	‘00010001’B
	Extended Handoff Direction Message
	

	  USE_TIME
	‘0’B
	
	

	  ACTION_TIME
	‘000000’B
	
	

	  HDM_SEQ
	Set by SS
	
	

	  SEARCH_INCLUDED
	‘0’B
	
	

	  HARD_INCLUDED
	‘1’B
	
	

	  FRAME_OFFSET
	Set by SS
	Forward and Reverse Traffic Channel frame offset on Cell 19
	

	  PRIVATE_LCM
	‘0’B
	
	

	  RESET_L2
	‘1’B
	
	

	  RESET_FPC
	‘1’B
	
	

	  SERV_NEG_TYPE
	‘0’B
	Service option negotiation
	

	  ENCRYPT_MODE
	Set by SS
	
	

	  NOM_PWR_EXT
	‘0’B
	
	

	  NOM_PWR
	Set by SS
	Correction factor to be used by UE in open loop power estimate
	

	  NUM_PREAMBLE
	Set by SS
	Traffic Channel Preamble length to be used by UE
	

	  BAND_CLASS
	Band class of Cell 19
	Band class for f17
	

	  CDMA_FREQ
	CDMA channel number of Cell 19
	CDMA channel number for f17
	

	  ADD_LENGTH
	‘000’B
	
	

	  PILOT_PN
	Set by SS
	Pilot PN sequence offset for Cell 19
	

	  PWR_COMB_IND
	‘0’B
	
	

	  CODE_CHAN
	Set by SS
	Code channel index to be used by UE as the Forward Fundamental Channel associated with pilot on Cell 19
	


Table 8.4.7.1.3.3-11: 1xRTT Handoff Completion (step 9, Table 8.4.7.1.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001010’
	
	

	LAST_HDM_SEQ
	Same value as HDM_SEQ in 1xRTT Handoff Direction message at Step 7
	
	

	PILOT_PN
	Same value as PILOT_PN included in 1xRTT Handoff Direction message at Step 7
	
	


8.4.7.2
Void
8.4.7.3
Pre-registration at 1xRTT and inter-RAT Handover / CS fallback from E-UTRA RRC_IDLE to 1xRTT
8.4.7.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having completed the 1xRTT CS pre-registration procedure and having received a DLInformationTransfer message containing a 1xRTT CS Paging message }

ensure that {
  when { CS paging for the CS Fallback to 1xRTT is accepted at the UE }

    then { UE transmits an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” in response to a 1xRTT CS Paging message }

ensure that {
  when { SS transmits an RRCConnectionRelease message with redirection to 1xRTT }

    then { UE tunes to 1xRTT cell and transmits a 1xRTT Page Response message on 1xRTT cell }

            }

8.4.7.3.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.3.

[TS 23.272, clause B.2.3]

This clause describes the mobile terminating call procedures when the UE accepts or rejects CS paging for the CS Fallback to 1xRTT.

When the 1x MSC receives a registration from a UE, it makes note of the RAN equipment from which it received the registration. Subsequent paging activities may thus be directed toward that RAN equipment. However, paging activities by the 1xMSC are not limited to the single RAN equipment from which the registration was received. The MSC may choose to page a wider area, including inter‑system paging. If the 1xMSC has direct interfaces to 1xCS IWS, as well as to 1xRTT access, the MSC may choose to do direct paging activities to both E‑UTRAN and 1x RAN equipments in its attempts to contact the UE.

The 1x paging request sent by the 1xMSC to the 1xCS IWS is delivered to the UE via the tunnel. The UE tunes to 1xRTT access, acknowledges the 1x page and performs the 1xCS procedures for mobile terminated call. 

The detailed procedure is described in figure B.2.3‑1.
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Figure B.2.3-1: CS MT call using fallback to CDMA 1x RTT network

1.
UE is E-UTRAN attached and pre-registered with 1xRTT CS as defined in clause B.2.1.1.

2.
1xMSC sends a paging request to the 1xCS IWS node with Caller Line Identification if available.

3.
1xCS IWS node forwards the 1x RTT CS paging request with Caller Line Identification if available via the S102 tunnel to the MME.

4.
If the UE is in idle state, the MME performs the network initiated Service Request procedure in order to bring the UE to active state prior to tunnelling of the 1x RTT CS paging request toward the UE.

5.
MME forwards the 1xRTT CS paging request to the UE.

6a.
Void.
6b.
If the UE accepts CS paging for the CS Fallback to 1xRTT, the UE sends an Extended Service Request (CS Fallback Indicator) to the MME and proceeds with step 7 to step 15 below.

7.
MME sends S1-AP: UE Context Modification (UE capabilities, CS Fallback Indicator) to indicate the E‑UTRAN to move the UE to 1xRTT.

8.
E-UTRAN may optionally solicit a measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed.

9.
E-UTRAN triggers RRC connection release with redirection to 1xCS.

10.
E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT.

11.
MME sets the UE context to suspended status and sends to the S-GW a Suspend Request (IMSI) message that requests the suspension of EPS bearers for the UE. The S1-U bearers are released for all EPS bearers by the MME and all GBR bearers are deactivated. The non-GBR bearers are preserved and are marked as suspended in the S-GW.

12.
S-GW acknowledges the Suspend Request message and marks the UE as suspended. When a downlink data arrives at the S-GW, the S-GW should not send a downlink data notification message to the MME if the UE is marked as suspended.

13.
S1 UE Context in the E-UTRAN is released as specified in TS 23.401 [2].

14.
UE tunes to 1xRTT and acknowledges the page by transmitting a 1xRTT Paging Response message over the 1x Access Channel.

15.
Subsequently UE performs the procedure for mobile terminated call establishment as specified in 3GPP2 A.S0013 [18].

8.4.7.3.3
Test description

8.4.7.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode pre-registered on 1xRTT (state 2C) on Cell 1 according to [18].

-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.
8.4.7.3.3.2
Test procedure sequence
Table 8.4.7.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.3.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-8
	Steps 2 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	
	
	
	

	9
	The SS changes the cell power levels according to “T1” in Table 8.4.7.3.3.2-1.
	
	
	
	

	10
	The SS transmits a DLInformationTransfer containing a 1x RTT GCSNA encapsulated General Page message on Cell 1.
	<--
	DLInformationTransfer
	-
	-

	11
	The CS paging for the CS Fallback to 1xRTT is accepted at the UE.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	13
	The SS transmits an RRCConnectionRelease message on Cell 1 redirecting the UE to Cell 19.
	<--
	RRCConnectionRelease
	-
	-

	14
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	15
	Check: Does the UE transmit a Page Response message on Cell 19?
	-->
	Page Response
	2
	P

	16
	The SS transmits an Extended Channel Assignment message on Cell 19.
	<--
	Extended Channel Assignment
	-
	-

	17
	After the SS detects that Traffic Channel Initialization is successful, it transmits an Acknowledgement Order message on Cell 19. 
	<--
	Acknowledgement Order
	-
	-

	18
	The SS transmits a Service Connect message on Cell 19.
	<--
	Service Connect
	-
	-

	19
	The UE transmits a Service Connect Completion message on Cell 19.
	-->
	Service Connect Completion
	-
	-


8.4.7.3.3.3
Specific message contents

Table 8.4.7.3.3.3-1: Void
Table 8.4.7.3.3.3-2: Void
Table 8.4.7.3.3.3-3: DLInformationTransfer (step 10, Table 8.4.7.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoCDMA2000-1XRTT
	Set according to Table 8.4.7.3.3.3-4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-4: 1xRTT GCSNA encapsulated General Page message (step 10, Table 8.4.7.3.3.2-2)
	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B 
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	6 bits, Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00010001’B
	General Page Message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	Service_Option
	16 bits, Set by SS
	
	


Table 8.4.7.3.3.3-5: ULInformationTransfer (step 12, Table 8.4.7.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.3.3.3-6
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-6: EXTENDED SERVICE REQUEST (step 12, Table 8.4.7.3.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0001'B
	mobile terminating CS fallback or 1xCS fallback
	

	CSFB response
	’001’B
	CS fallback accepted by the UE
	


Table 8.4.7.3.3.3-7: RRCConnectionRelease (step 13, Table 8.4.7.3.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo ::= CHOICE {
	
	
	

	            cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-8: Page Response (step 15, Table 8.4.7.3.3.2-2)

	FIeld
	Value/remark
	Comment
	Condition

	PD
	‘01’B
	
	

	MSG_ID
	‘000101’B
	Page Response Message
	

	LAC Length Field
	5 bits, Set by UE
	
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	‘1’B
	
	

	VALID_ACK
	‘1’B
	
	

	ACK_TYPE
	’010’B
	
	

	MSID_TYPE
	3 bits, Set by UE
	
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	LAC Padding Field
	0 to 7, Set by UE
	
	

	ACTIVE_PILOT_STRENGTH
	6 bits, set by UE
	
	

	FIRST_IS_ACTIVE
	1 bit, set by UE
	
	

	FIRST_IS_PTA
	1 bit, set by UE
	
	

	NUM_ADD_PILOTS
	‘0’B
	
	

	MOB_TERM
	‘1’B
	
	

	SLOT_CYCLE_INDEX
	’010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	’001’B
	
	

	SERVICE_OPTION
	16 bits, Set by UE
	
	

	PM
	’0’B
	
	

	NAAR_AN_CAP
	’0’B
	
	

	NUM_ALT_SO
	’000’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’01’B
	
	

	OTD_SUPPORTED
	’1’B
	
	

	QPCH_SUPPORTED
	’1’B
	
	

	ENHANCED_RC
	’1’B
	
	

	FOR_RC_PREF
	‘00011’B
	
	

	REV_RC_PREF
	‘00011’B
	
	

	FCH_SUPPORTED
	’1’B
	
	

	FCH_FRAME_SIZE
	‘0’B
	
	

	FOR_FCH_LEN
	3 bits, Set by UE
	
	

	FOR_FCH_RC_MAP
	Variable, Set by UE
	
	

	REV_FCH_LEN
	3 bits, Set by UE
	
	

	REV_FCH_RC_MAP
	Variable, Set by UE
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 8.4.7.3.3.3-9: Extended Channel Assignment (step 16, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00010101’B
	Extended Channel Assignment Message
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	‘0’B
	
	

	VALID_ACK
	‘1’B
	
	

	ADDR_TYPE
	3 bits, Set by UE
	
	

	ADDR_LEN
	4 bits, Set by UE
	
	

	ADDRESS
	Variable, Set by UE
	
	

	RESERVED_1
	‘0’B
	
	

	ADD_RECORD_LEN
	8 bits, Set by UE
	
	

	ASSIGN_MODE
	‘100’B
	Traffic Channel Assignment
	

	RESERVED_2
	‘00000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	BYPASS_ALERT_ANSWER
	’1’B
	
	

	GRANTED_MODE
	’10’B
	
	

	DEFAULT_CONFIG
	‘100’B
	
	

	FOR_RC
	’00011’B
	
	

	REV_RC
	’00011’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	ENCRYPT_MODE
	’00’B
	
	

	FPC_SUBCHAN_GAIN
	’00001’B
	
	

	RLGAIN_ADJ
	0000’B
	
	

	NUM_PILOTS
	’000’B
	
	

	CH_IND
	‘01’B
	
	

	CH_RECORD_LEN
	5 bits, Set by SS
	
	

	CH_RECORD_FIELDS
	Variable, Set by SS
	
	

	REV_FCH_GATING_MODE
	‘0’B
	
	

	RESERVED
	0 – 7 bits, Set by UE
	
	

	PDU_PADDING
	0 – 7 bits, Set by UE
	
	


Table 8.4.7.3.3.3-10: Acknowledgment Order (step 17, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00000001’B
	Order Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	‘1’B
	
	

	ENCRYPTION
	‘00’B
	
	

	ORDER
	‘010000’B
	Base Station Acknowledgment Order
	

	ORDQ
	‘00000000’B
	
	


Table 8.4.7.3.3.3-11: Service Connect (step 18, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00010100’B
	Service Connect Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	1’B
	
	

	ENCRYPTION
	’00’B
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	SERV_CON_SEQ
	Set by SS
	
	

	RESERVED
	‘00000’B
	
	

	RECORD_TYPE
	’00000111’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	RECORD_TYPE
	’00010011’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	PDU PADDING
	0-7 bits, Set by SS
	
	


Table 8.4.7.3.3.3-12: Service Connect Completion (step 19, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00001110’B
	Service Connect Completion Message
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	RESERVED
	‘0’B
	
	

	SERV_CON_SEQ
	Same value as SERV_CON_SEQ received in Service Connect Message (Table 8.4.7.3.3.3-11)
	
	

	PDU_PADDING
	0-7 bits, Set by UE
	
	


8.4.7.4
Pre-registration at 1xRTT and inter-RAT handover / CS fallback caused by addition of CS service / From E-UTRA (Data) to 1xRTT
8.4.7.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and having completed the 1xRTT CS pre-registration procedure }

ensure that {
  when { a voice call is originated at the UE }

    then { UE transmits an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

ensure that {
  when { SS transmits a RRCConnectionRelease message with redirection to 1xRTT }

    then { UE tunes to 1xRTT cell and transmits a 1xRTT Origination message on 1xRTT cell }

            }

8.4.7.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.2.

[TS 23.272, clause B.2.2]

This clause describes the mobile originating call procedures for the CS Fallback to 1xRTT.
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Figure B.2.2-1: CS MO call using fallback to CDMA 1x RTT network

1.
UE is E‑UTRAN attached and registered with 1xRTT CS as defined in clause B.2.1.1.

2.
UE makes a decision to perform a mobile originated CS call.

3.
UE sends an Extended Service Request (CS Fallback Indicator) to the MME.

4.
MME sends S1-AP: UE Context Modification (UE capabilities, CS Fallback Indicator) to indicate the E‑UTRAN to move the UE to 1xRTT.

5.
E-UTRAN may optionally solicit a measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed.

6.
E-UTRAN triggers RRC connection release with redirection to 1xCS.

7.
E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT.

8.
MME sets the UE context to suspended status and sends to the S-GW a Suspend Request (IMSI) message that requests the suspension of EPS bearers for the UE. The S1-U bearers are released for all EPS bearers by the MME and all GBR bearers are deactivated. The non-GBR bearers are preserved and are marked as suspended in the S-GW.

9.
S-GW acknowledges the Suspend Request message and marks the UE as suspended. When a downlink data arrives at the S-GW, the S-GW should not send a downlink data notification message to the MME if the UE is marked as suspended.

10.
S1 UE Context in the E-UTRAN is released as specified in TS 23.401 [2].

11.
UE moves to 1xRTT and performs the procedure for mobile originating call as specified in 3GPP2 A.S0013 [18].

8.4.7.4.3
Test description

8.4.7.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1.
-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established, pre-registered on 1xRTT  (state 3C) on Cell 1 according to [18].

-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.
8.4.7.4.3.2
Test procedure sequence
Table 8.4.7.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.4.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	A voice call is originated at the UE
	-
	-
	-
	-

	2
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	3
	The SS changes the cell power levels according to “T1” in Table 8.4.7.3.3.2-1 and waits for 2 seconds.
	-
	-
	-
	-

	4
	The SS transmits an RRCConnectionRelease message on Cell 1 redirecting the UE to Cell 19.
	<--
	RRCConnectionRelease
	-
	-

	5
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an Origination message on Cell 19?
	-->
	Origination
	2
	P

	7
	The SS transmits an Extended Channel Assignment message on Cell 19.
	<--
	Extended Channel Assignment
	-
	-

	8
	After the SS detects that Traffic Channel Initialization is successful, it transmits an Acknowledgement Order message on Cell 19. 
	<--
	Acknowledgement Order
	-
	-

	9
	The SS transmits a Service Connect message on Cell 19.
	<--
	Service Connect
	-
	-

	10
	The UE transmits a Service Connect Completion message on Cell 19.
	-->
	Service Connect Completion
	-
	-


8.4.7.4.3.3
Specific message contents

Table 8.4.7.4.3.3-1: Void
Table 8.4.7.4.3.3-2: Void
Table 8.4.7.4.3.3-3: ULInformationTransfer (step 2, Table 8.4.7.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.4.3.3-4
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.4.3.3-4: EXTENDED SERVICE REQUEST (step 2, Table 8.4.7.4.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0000'B
	mobile originating CS fallback or 1xCS fallback
	

	CSFB response
	Not present
	
	


Table 8.4.7.4.3.3-5: RRCConnectionRelease (step 4, Table 8.4.7.4.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo ::= CHOICE {
	
	
	

	            cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.4.3.3-6: Origination (step 6, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	PD
	‘00’B
	
	

	MSG_ID
	‘000100’B
	Origination Message
	

	LAC Length Field
	5 bits, Set by UE
	
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	’1’B
	
	

	VALID_ACK
	’0’B
	
	

	ACK_TYPE
	’010’B
	
	

	MSID_TYPE
	3 bits, Set by UE
	
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	LAC Padding Field
	0 to 7, Set by UE
	
	

	ACTIVE_PILOT_STRENGTH
	6 bits, set by UE
	
	

	FIRST_IS_ACTIVE
	1 bit, set by UE
	
	

	FIRST_IS_PTA
	1 bit, set by UE
	
	

	NUM_ADD_PILOTS
	‘0’B
	
	

	MOB_TERM
	’1’B
	
	

	SLOT_CYCLE_INDEX
	’010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	’001’B
	
	

	SPECIAL_SERVICE
	‘1’B
	
	

	SERVICE_OPTION
	16 bits, Any value mapping to a voice service option
	
	

	PM
	’0’B
	
	

	DIGIT_MODE
	’0’B
	
	

	NUMBER_TYPE
	3 bits, Set by UE
	
	

	NUMBER_PLAN
	4 bits, Set by UE
	
	

	MORE_FIELDS
	’0’B
	
	

	NUM_FIELDS
	8 bits, Set by UE
	
	

	CHARi
	Variable, Set by UE
	
	

	NAR_AN_CAP
	’0’B
	
	

	PACA_REORIG
	’0’B
	
	

	RETURN_CAUSE
	’0000’B
	
	

	MORE_RECORDS
	’0’B
	
	

	ENCRYPTION_SUPPORTED
	’0000’B
	
	

	PACA_SUPPORTED
	’0’B
	
	

	NUM_ALT_SO
	’000’B
	
	

	DRS
	’1’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’01’B
	
	

	SR_ID
	3 bits, Set by UE
	
	

	OTD_SUPPORTED
	’1’B
	
	

	QPCH_SUPPORTED
	’1’B
	
	

	ENHANCED_RC
	’1’B
	
	

	FOR_RC_PREF
	‘00011’B
	
	

	REV_RC_PREF
	‘00011’B
	
	

	FCH_SUPPORTED
	’1’B
	
	

	FCH_FRAME_SIZE
	‘0’B
	
	

	FOR_FCH_LEN
	3 bits, Set by UE
	
	

	FOR_FCH_RC_MAP
	Variable, Set by UE
	
	

	REV_FCH_LEN
	3 bits, Set by UE
	
	

	REV_FCH_RC_MAP
	Variable, Set by UE
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	RESERVED
	‘0’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 8.4.7.4.3.3-7: Extended Channel Assignment (step 7, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘010101’B
	Extended Channel Assignment Message
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	‘0’B
	
	

	VALID_ACK
	‘1’B
	
	

	ADDR_TYPE
	3 bits, Set by UE
	
	

	ADDR_LEN
	4 bits, Set by UE
	
	

	ADDRESS
	Variable, Set by UE
	
	

	RESERVED_1
	‘0’B
	
	

	ADD_RECORD_LEN
	8 bits, Set by UE
	
	

	ASSIGN_MODE
	‘100’B
	Traffic Channel Assignment
	

	RESERVED_2
	‘00000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	BYPASS_ALERT_ANSWER
	’1’B
	
	

	GRANTED_MODE
	’10’B
	
	

	DEFAULT_CONFIG
	‘100’B
	
	

	FOR_RC
	’00011’B
	
	

	REV_RC
	’00011’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	ENCRYPT_MODE
	’00’B
	
	

	FPC_SUBCHAN_GAIN
	’00001’B
	
	

	RLGAIN_ADJ
	0000’B
	
	

	NUM_PILOTS
	’000’B
	
	

	CH_IND
	‘01’B
	
	

	CH_RECORD_LEN
	5 bits, Set by SS
	
	

	CH_RECORD_FIELDS
	Variable, Set by SS
	
	

	REV_FCH_GATING_MODE
	‘0’B
	
	

	RESERVED
	0 – 7 bits, Set by UE
	
	

	PDU_PADDING
	0 – 7 bits, Set by UE
	
	


Table 8.4.7.4.3.3-8: Acknowledgment Order (step 8, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00000001’B
	Order Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	ORDER
	‘010000’B
	Base Station Acknowledgment Order
	

	ORDQ
	‘00000000’B
	
	


Table 8.4.7.4.3.3-9: Service Connect (step 9, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00010100’B
	Service Connect Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	SERV_CON_SEQ
	Set by SS
	
	

	RESERVED
	‘00000’B
	
	

	RECORD_TYPE
	’00000111’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	RECORD_TYPE
	’00010011’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	PDU PADDING
	0-7 bits, Set by SS
	
	


Table 8.4.7.4.3.3-10: Service Connect Completion (step 10, Table 8.4.7.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00001110’B
	Service Connect Completion Message
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	RESERVED
	‘0’B
	
	

	SERV_CON_SEQ
	Same value as SERV_CON_SEQ received in Service Connect Message (Table 8.4.7.4.3.3-9
	
	

	PDU_PADDING
	0-7 bits, Set by UE
	
	


8.4.7.5
Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_IDLE to 1xRTT/MT call

8.4.7.5.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_IDLE state having completed the 1xRTT CS pre-registration procedure and having received a DLInformationTransfer message containing a 1xRTT GCSNA Encapsulated Paging message }

ensure that {
  when { CS paging for the CS Fallback to 1xRTT is accepted at the UE }

    then { UE transmits an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” in response to a 1xRTT CS Paging message }

ensure that {
  when { SS transmits HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘type1XRTT’ }

    then { UE transmits an ULHandoverPreparationTransfer message containing a tunneled 1xRTT GCSNA Encapsulated Page Response message }

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled 1xRTT GCSNA Encapsulated Handoff Direction message }

    then { UE transmits a 1xRTT Handoff Completion message on the target 1xRTT cell }

            }
8.4.7.5.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.3a.4.

[TS 23.272, clause B.2.3a.4]
The following figure describes the mobile terminating call procedures for the enhanced CS Fallback to 1xRTT with concurrent non-optimised PS handover or optimised idle-mode PS handover, or without PS handover, in the normal case. Clause B.2.3b describes the procedure when the procedure is rejected by the MME.


[image: image81.emf] 

1  xCS   

CSFB  

UE  

E  -  

UTRAN  

MME  

1  xCS  

IWS  

1  xRTT  

MSC  

1  .   UE is E  -  UTRAN attached and registered with    1  xRTT  CS  

UE indicates that it supports enhanced    1  xCSFB procedure  

8  .   Optional measurement report    

solicitation  

Step   2  -  7  ,   same as in Figure Figure B  .  2  .  3  -  1  .  

9  .   HOfromEUTRAPrep   .   Request  

(  3  G  1  x parameter   ,   RAND  ,   con  -  HRPD HO  indication   )  

10  .   UL HO prepXfer  

(  MEID  ,    1  xPageResponse   )  

11  .   UL S  1   cdma   2000    tunneling  

(  …  )  

12  .   S  102   Direct Transfer   ,   and   1  xMSC interworking  

13  .   DL S  1   cdma   2000    tunneling  
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14  .   MobiiityFromEUTRA    (  e  1  xCSFB ind   ,  1  xRTT  parameters   ,   hrpd redirection info   )  

HRPD  

1  7  .   HRPD PS HO as   

per TS   23  .  402  .   
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15  a  .   S  1   UE context Release Request  

S  -  GW  /  

P  -  GW  

15b Suspend Notification / Ac knowledge  

15c. S1 UE Context Release  


Figure B.2.3a.4-1: Enhanced CS fallback to 1xRTT MT call without PS handover, or with concurrent non-optimised PS handover or optimised idle-mode PS handover

1.
UE is E‑UTRAN attached and pre-registered with 1xRTT CS as defined in clause B.2.1.1 with enhanced CS fallback to 1xRTT capability indication to the network. The UE may also indicate that it supports concurrent 1xRTT and HRPD capability The UE may also be pre-register with HRPD access using procedures defined in TS 23.402 [27], clause 9.3.1.

2-7.
Same as step 2-7 in figure B.2.3-1.

8-17.
Same as steps 5 – 12 of Figure B.2.3a.2-1, with the modification that the 1x message in step 7 of Figure B.2.3a.2-1 provided by the UE to the E-UTRAN is a 1xPage Response message and 1x messages in step 9a of Figure B.2.3.a.2-1 (step 14a of Figure B.2.3a.4-1) provided by the E-UTRAN to UE may also contain Alert With Information message to provide caller line Identification and alerting trigger with 1x channel assignment message.
8.4.7.5.3
Test description

8.4.7.5.3.1
Pre-test conditions
System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode pre-registered on 1xRTT  (state 2C) on Cell 1 according to [18].
-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.

8.4.7.5.3.2
Test procedure sequence

Table 8.4.7.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.5.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-8
	Steps 2 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	
	
	
	

	9
	The SS changes the cell power levels according to “T1” in Table 8.4.7.5.3.2-1.
	
	
	
	

	10
	The SS transmits a DLInformationTransfer containing a 1x RTT GCSNA Encapsulated General Page message on Cell 1.
	<--
	DLInformationTransfer
	-
	-

	11
	The CS paging for the CS Fallback to 1xRTT is accepted at the UE.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	13
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 19.
	<--
	RRCConnectionReconfiguration
	
	

	14
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	
	

	15
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 19, 
	-->
	MeasurementReport
	
	

	16
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	
	

	17
	Check: Does the UE transmit a tunnelled 1xRTT GCSNA Encapsulated Page Response message contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	2
	P

	18
	The SS transmits a tunnelled 1xRTT GCSNA Encapsulated Handoff Direction message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 19.
	<--
	MobilityFromEUTRACommand
	
	

	19
	The UE tunes to 1xRTT radio.
	
	
	
	

	20
	Check: Does the UE transmit a 1xRTT Handoff Completion message on Cell 19?
	-->
	Handoff Completion
	3
	P

	21
	The SS transmits an Alert With Information message.
	<--
	Alert With Information
	
	

	22
	The UE transmits a Connect Order.
	-->
	Connect Order
	
	


8.4.7.5.3.3
Specific message contents

Table 8.4.7.5.3.3-1: DLInformationTransfer (Step 10, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoCDMA2000-1XRTT
	Set according to Table 8.4.7.3.3.3-2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-2: 1xRTT GCSNA Encapsulated General Page (Step 10, Table 8.4.7.5.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	Set by UE
	
	

	MsgType
	‘00010001’B
	General Page Message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	PDU
	
	1x L3 PDU
	

	Service_Option
	16 bits, Set by SS
	
	


Table 8.4.7.5.3.3-3: ULInformationTransfer (Step 12, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.3.3.3-6
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-4: EXTENDED SERVICE REQUEST (Step 12, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0001'B
	mobile terminating CS fallback or 1xCS fallback
	

	CSFB response
	’001’B
	CS fallback accepted by the UE
	


Table 8.4.7.5.3.3-5: RRCConnectionReconfiguration (Step 13, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.7.5.3.3-6: MeasConfig (Step 13, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	    measObjectId[2]
	IdMeasObject-f1
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotPnPhaseAndPilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-7: MeasObjectCDMA2000-GENERIC (Step 13, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	Cell 19
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.7.5.3.3-8: MeasurementReport (Step 15, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotPnPhase
	(0..32767)
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-9: HandoverFromEUTRAPreparationRequest (Step 16, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Rand
	Set by SS
	Random Challenge Data as broadcast on Cell 19
	

	        mobilityParameters
	Set according to 36.508 Table 4.5.2C.4-6
	CDMA2000Parameters
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-10: ULHandoverPreparationTransfer (Step 17, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Meid
	UE’s meid
	
	

	        dedicatedInfo
	Set according to Table 8.4.7.5.3.3-11
	1xRTT GCSNA Encapsulated Page Response message
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-11: 1xRTT GCSNA Encapsulated Page Response (Step 17, Table 8.4.7.5.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	6 bits, Set by UE
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00000101’B
	Page Response message
	

	NumTLACHeaderRecords
	‘0001’B
	
	

	TLACHeaderRecordType
	‘0000’B
	
	

	TLACHeaderRecordLength
	8 bits, Set by UE
	
	

	MSID_TYPE
	3 bits, Set by UE
	Should be matched with PREF_MSID_TYPE
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	Reserved
	‘0000000’B
	
	

	1xL3PDULength
	16 bits, Set by UE
	
	

	MOB_TERM
	‘1’B
	
	

	SLOT_CYCLE_INDEX
	’010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	’001’B
	
	

	SERVICE_OPTION
	16 bits, Set by UE
	
	

	PM
	’0’B
	
	

	NAR_AN_CAP
	’0’B
	
	

	ENCRYPTION_SUPPORTED
	’0000’B
	
	

	NUM_ALT_SO
	‘000’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’0’B
	
	

	OTD_SUPPORTED
	’0000’B
	
	

	QPCH_SUPPORTED
	’0’B
	
	

	ENHANCED_RC
	’0’B
	
	

	FOR_RC_PREF
	’0000’B
	
	

	REV_RC_PREF
	’0’B
	
	

	FCH_SUPPORTED
	’0’B
	
	

	FCH Capability Type-specific fields
	Variable
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 8.4.7.5.3.3-12: MobilityFromEUTRACommand (Step 18, Table 8.4.7.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r9 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	           e-CSFB-r9 SEQUENCE {
	
	
	

	      
	
	
	

	            messageContCDMA2000-1XRTT-r9
	Set according to Table 8.4.7.5.3.3-13
	1xRTT GCSNA Encapsulated Handoff Direction message
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.5.3.3-13: 1xRTT GCSNA Encapsulated Handoff Direction (Step 18, Table 8.4.7.5.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘1’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00100010’B
	Universal Handoff Direction message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	HDM_SEQ
	2 bits, Set by SS
	
	

	PARMS_INCL
	’1’B
	
	

	P_REV
	‘00000110’B
	
	

	SERV_NEG_TYPE
	’1’B
	
	

	SEARCH_INCLUDED
	’1’B
	
	

	SRCH_WIN_A
	’1000’B
	
	

	SRCH_WIN_N
	’1001’B
	
	

	SRCH_WIN_R
	’1011’B
	
	

	T_ADD
	’010100’B
	
	

	T_DROP
	’011110’B
	
	

	T_COMP
	’1010’B
	
	

	T_TDROP
	’0100’B
	
	

	SOFT_SLOPE
	’000000’B
	
	

	ADD_INTERCEPT
	’000000’B
	
	

	DROP_INTERCEPT
	’000000’B
	
	

	EXTRA_PARMS
	’1’B
	
	

	PACKET_ZONE_ID
	’00000000’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	PRIVATE_LCM
	’0’B
	
	

	RESET_L2
	’1’B
	
	

	RESET_FPC
	’1’B
	
	

	ENCRYPT_MODE
	’00’B
	
	

	NOM_PWR_EXT
	’0’B
	
	

	NOM_PWR
	’0000’B
	
	

	RLGAIN_TRAFFIC_PILOT
	’000000’B
	
	

	DEFAULT_RLAG
	’1’B
	
	

	NUM_PREAMBLE
	’000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	RETURN_IF_HANDOFF_FAIL
	’0’B
	
	

	PERIODIC_SEARCH
	’0’B
	
	

	SCR_INCLUDED
	’1’B
	
	

	NNSCR_INCLUDED
	’1’B
	
	

	USE_PWR_CNTL_STEP
	’0’B
	
	

	CLEAR_RETRY_DELAY
	’0’B
	
	

	SCH_INCL
	’1’B
	
	

	FPC_SUBCHAN_GAIN
	’01010’B
	
	

	USE_PC_TIME
	’0’B
	
	

	CH_IND
	’101’B
	
	

	ACTIVE_SET_REC_LEN
	8 bits, Set by SS
	
	

	NUM_PILOTS
	’001’B
	
	

	SRCH_OFFSET_INCL
	’1’B
	
	

	PILOT_PN
	’000000000’B
	
	

	SRCH_OFFSET
	’010’B
	
	

	ADD_PILOT_REC_INCL
	’0’B
	
	

	PWR_COMB_IND
	’0’B
	
	

	CODE_CHAN_FCH
	11 bits, Set by SS
	
	

	QOF_MASK_ID_FCH
	’00’B
	
	

	RESERVED
	0-7 bits
	
	

	REV_FCH_GATING_MODE
	’0’B
	
	


Table 8.4.7.5.3.3-14: 1xRTT Handoff Completion (Step 20, Table 8.4.7.5.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001010’
	LAC
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, set by UE
	
	

	ACK_REQ
	‘1’B
	
	

	ENCRYPTION
	‘00’B
	
	

	RESERVED
	‘0’B
	
	

	LAST_HDM_SEQ
	Same value as HDM_SEQ in 1xRTT Handoff Direction message at Step 9
	1xRTT L3 PDU
	

	PILOT_PN
	Same value as PILOT_PN included in 1xRTT Handoff Direction message at Step 9
	
	

	PDU_PADDING
	0 -7 bits, set by UE
	
	


Table 8.4.7.5.3.3-15: 1xRTT Alert With Information (Step 21, Table 8.4.7.5.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00000011’B
	LAC
	

	ACK_SEQ
	FFS
	
	

	MSG_SEQ
	3 bits, set by UE
	
	

	ACK_REQ
	‘1’B
	
	

	ENCRYPTION
	‘00’B
	
	

	RECORD_TYPE
	‘00000011’
	1xRTT L3 PDU
	

	RECORD_LEN
	8bits, Set by SS
	
	

	NUMBER_TYPE
	3bits, Set by SS
	
	

	NUMBER_PLAN
	4bits, Set by SS
	
	

	CHARi
	Variable, set by SS
	
	

	RESERVED
	‘0’B
	
	

	PDU_PADDING
	0 -7 bits, set by UE
	
	


Table 8.4.7.5.3.3-16: 1xRTT Connect Order (Step 22, Table 8.4.7.5.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00000001’B
	LAC
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, set by UE
	
	

	ENCRYPTION
	‘00’B
	
	

	RESERVED
	‘0’B
	
	

	ORDER
	‘011000’B
	1xRTT L3 PDU
	

	ADD_RECORD_LEN
	‘000’B
	
	

	PDU_PADDING
	0 -7 bits, set by UE
	
	


8.4.7.6
Pre-registration at 1xRTT and inter-RAT handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/MO call

8.4.7.6.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_CONNECTED state and having completed the 1xRTT CS pre-registration procedure }

ensure that {
  when { a voice call is originated at the UE }

    then { UE transmits an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

ensure that {

  when { SS transmits HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘type1XRTT’ }

    then { UE transmits an ULHandoverPreparationTransfer message containing a tunneled 1xRTT GCSNA Encapsulated Origination message }

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled 1xRTT GCSNA Encapsulated Handoff Direction message }

    then { UE transmits a 1xRTT Handoff Completion message on the target 1xRTT cell }

            }
8.4.7.6.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.3a.2.

[TS 23.272, clause B.2.3a.2]
The following figure describes the mobile originating call procedures for the enhanced CS Fallback to 1xRTT with concurrent non-optimised PS handover or optimised idle-mode PS handover, or without concurrent PS handover, in the normal case. Clause B.2.3b describes the procedure when the procedure is rejected by the MME.
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10  a  .   S  1   UE context Release Request  

10b Suspend Notification / Acknowledge  

4. UE Context Modification  Response /  Initial UE Context Response  

10c. S1 UE Context Release  


Figure B.2.3a.2-1: Enhanced CS fallback to 1xRTT MO Call with no PS handover, or with concurrent non-optimised PS handover or optimised idle-mode PS handover

1.
UE is E UTRAN attached and registered with 1xRTT CS as defined in clause B.2.1.1 with enhanced CS fallback to 1xRTT capability indication to the network. The UE may also indicate that it supports concurrent 1xRTT and HRPD capability.. The UE may also be pre-registered with HRPD access using procedures defined in TS 23.402 [27], clause 9.3.1.

2.
UE makes a decision to perform a mobile originated CS call.

3.
UE sends an Extended Service Request (CS Fallback Indicator) to the MME.

4.
For a UE in active mode, MME sends UE Context Modification Request (CS Fallback Indicator) to E-UTRAN. CS Fallback Indicator indicates to the E UTRAN to move the UE to 1xRTT.
E-UTRAN responds with UE Context Modification Response.


For a UE in idle mode, MME sends Initial UE Context Request (CS Fallback Indicator) to E-UTRAN. CS Fallback Indicator indicates to the E‑UTRAN to move the UE to 1xRTT. E-UTRAN responds with Initial UE Context Response.

5.
E-UTRAN may optionally solicit a 1xRTT measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed.


If the network supports PS handover procedure to HRPD then E-UTRAN may optionally solicit an HRPD measurement report from the UE to determine whether the target HRPD candidates exist or not. If the network does not support PS handover procedure to HRPD or if no target HRPD candidates exist then E-UTRAN shall release the S1 UE context (see step 10a/b) after executing the enhanced CS fallback to 1xRTT procedure.

6.
E-UTRAN sends a HandoverFromE-UTRAPreparation Request message to the UE to start the enhanced 1xCS fallback procedure. It includes 3G1x Overhead Parameters and RAND value. This message also includes an indication that concurrent HRPD handover preparation is not required.

7.
The UE initiates signalling for establishment of the CS access leg by sending UL HandoverPreparation Transfer message which contains the 1xRTT Origination message with called party number.

8.
Messages between MME and 1xIWS are tunnelled using the S102 interface. The 1xRTT MSC initiates the call with the called party number carried in the 1xRTT Origination message.

9.
The E UTRAN sends Mobility from EUTRA Command to the UE with indication that this is for enhanced 1x CS Fallback operation, 1xRTT related information, and optionally the HRPD redirection information. The 1xRTT information contains 1xRTT messages related to 1x channel assignment and cause the UE to tune to and acquire this 1x channel. This is perceived by the UE as a Handover Command message to 1xRTT. If 1xRTT CS network cannot support this CSFB request (for example due to resource availability), the DL information transfer message is sent instead, with an embedded 1x message that indicates failure to the UE.

-
For either concurrent non-optimised PS handover procedure or optimised idle-mode PS handover procedure along with enhanced CS fallback to 1xRTT, E-UTRAN may also redirect the UE to HRPD as part of this procedure. This is indicated by the HRPD redirection information in the Mobility from EUTRA Command.

10a/b/c.
If PS handover procedure is not performed then E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT. The S1-U bearers are released and the MME starts the preservation and suspension of non-GBR bearers and the deactivation of GBR bearers towards S-GW and P-GW(s). The MME sets the UE context to suspended status.

11.
UE retunes to the 1xRTT radio access network and performs 1xchannel acquisition with the 1xRTT CS access (e.g. 1xRTT BSS).

12.
UE and Network follow the appropriate procedure for handling non-optimised PS handover procedure or optimised idle-mode PS handover as defined in TS 23.402 [27] if performed. S1 UE Context release procedure is as specified in TS 23.402 [27] for non-optimised PS handover (clause 8.2.2) or optimised idle-mode PS handover (clause 9.4). This step occurs in parallel with step 11.
8.4.7.6.3
Test description

8.4.7.6.3.1
Pre-test conditions
System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established, pre-registered on 1xRTT  (state 3C) on Cell 1 according to [18].
-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.

8.4.7.6.3.2
Test procedure sequence

Table 8.4.7.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.6.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	A voice call is originated at the UE
	-
	-
	-
	-

	2
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	3
	The SS changes the cell power levels according to “T1” in Table 8.4.7.6.3.2-1.
	
	
	
	

	4
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 19.
	<--
	RRCConnectionReconfiguration
	
	

	5
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	
	

	6
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 19, 
	-->
	MeasurementReport
	
	

	7
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	
	

	8
	Check: Does the UE transmit a tunnelled 1xRTT GCSNA Encapsulated Origination message contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	2
	P

	9
	The SS transmits a tunnelled 1xRTT GCSNA Encapsulated Handoff Direction message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 19.
	<--
	MobilityFromEUTRACommand
	
	

	10
	The UE tunes to 1xRTT radio.
	
	
	
	

	11
	Check: Does the UE transmit a 1xRTT Handoff Completion message on Cell 19?
	-->
	Handoff Completion
	3
	P


8.4.7.6.3.3
Specific message contents

Table 8.4.7.6.3.3-1: ULInformationTransfer (Step 2, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.4.3.3-2
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-2: EXTENDED SERVICE REQUEST (Step 2, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0000'B
	mobile originating CS fallback or 1xCS fallback
	

	CSFB response
	Not present
	
	


Table 8.4.7.6.3.3-3: RRCConnectionReconfiguration (Step 4, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.7.6.3.3-4: MeasConfig (Step 4, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	    measObjectId[2]
	IdMeasObject-f1
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotPnPhaseAndPilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-5: MeasObjectCDMA2000-GENERIC (Step 4, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	Cell 19
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.7.6.3.3-6: MeasurementReport (Step 6, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotPnPhase
	(0..32767)
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-7: HandoverFromEUTRAPreparationRequest (Step 7, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Rand
	Set by SS
	Random Challenge Data as broadcast on Cell 19
	

	        mobilityParameters
	Set according to 36.508 Table 4.5.2C.4-6
	CDMA2000Parameters
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-8: ULHandoverPreparationTransfer (Step 8, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Meid
	UE’s meid
	
	

	        dedicatedInfo
	Set according to Table 8.4.7.1.3.3-9
	1xRTT GCSNA Encapsulated Origination message
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-9: 1xRTT GCSNA Encapsulated Origination (Step 8, Table 8.4.7.6.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by UE
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00000100’B
	Origination message
	

	NumTLACHeaderRecords
	‘0001’B
	
	

	TLACHeaderRecordType
	‘0000’B
	
	

	TLACHeaderRecordLength
	4 bits, Set by UE
	
	

	MSID_TYPE
	3 bits, Set by UE
	Should be matched with PREF_MSID_TYPE
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	Reserved
	‘0000000’B
	
	

	1xL3PDULength
	16 bits, Set by UE
	
	

	MOB_TERM
	‘1’B
	
	

	SLOT_CYCLE_INDEX
	‘010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	‘001’B
	
	

	SPECIAL_SERVICE
	‘1’B
	
	

	SERVICE_OPTION
	16 bits, any value mapping to a voice service option
	
	

	PM
	‘0’B
	
	

	DIGIT_MODE
	‘0’B
	
	

	NUMBER_TYPE
	3 bits, Set by UE
	
	

	NUMBER_PLAN
	4 bits, Set by UE
	
	

	MORE_FIELDS
	‘0’B
	
	

	NUM_FIELDS
	8 bits, Set by UE
	
	

	CHARi
	Variable, Set by UE
	
	

	NAR_AN_CAP
	‘0’B
	
	

	PACA_REORIG
	’0’B
	
	

	RETURN_CAUSE
	’0000’B
	
	

	MORE_RECORDS
	’0’B
	
	

	ENCRYPTION_SUPPORTED
	’0000’B
	
	

	PACA_SUPPORTED
	’0’B
	
	

	NUM_ALT_SO
	’000’B
	
	

	DRS
	’1’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’01’B
	
	

	SR_ID
	3 bits, Set by UE
	
	

	OTD_SUPPORTED
	’1’B
	
	

	QPCH_SUPPORTED
	’1’B
	
	

	ENHANCED_RC
	’1’B
	
	

	FOR_RC_PREF
	’00011’B
	
	

	REV_RC_PREF
	’00011’B
	
	

	FCH_SUPPORTED
	’1’B
	
	

	FCH Capability Type-specific fields
	Variable
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	RESERVED
	‘0’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 8.4.7.6.3.3-10: MobilityFromEUTRACommand (Step 9, Table 8.4.7.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r9 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	           e-CSFB-r9 SEQUENCE {
	
	
	

	            
	
	
	

	             messageContCDMA2000-1XRTT-r9
	Set according to Table 8.4.7.6.3.3-11
	1xRTT GCSNA Encapsulated Handoff Direction message
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.6.3.3-11: 1xRTT GCSNA Encapsulated Handoff Direction (Step 9, Table 8.4.7.6.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘1’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00100010’B
	Universal Handoff Direction message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	HDM_SEQ
	2 bits, Set by SS
	
	

	PARMS_INCL
	’1’B
	
	

	P_REV
	‘00000110’B
	
	

	SERV_NEG_TYPE
	’1’B
	
	

	SEARCH_INCLUDED
	’1’B
	
	

	SRCH_WIN_A
	’1000’B
	
	

	SRCH_WIN_N
	’1001’B
	
	

	SRCH_WIN_R
	’1011’B
	
	

	T_ADD
	’010100’B
	
	

	T_DROP
	’011110’B
	
	

	T_COMP
	’1010’B
	
	

	T_TDROP
	’0100’B
	
	

	SOFT_SLOPE
	’000000’B
	
	

	ADD_INTERCEPT
	’000000’B
	
	

	DROP_INTERCEPT
	’000000’B
	
	

	EXTRA_PARMS
	’1’B
	
	

	PACKET_ZONE_ID
	’00000000’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	PRIVATE_LCM
	’0’B
	
	

	RESET_L2
	’1’B
	
	

	RESET_FPC
	’1’B
	
	

	ENCRYPT_MODE
	’00’B
	
	

	NOM_PWR_EXT
	’0’B
	
	

	NOM_PWR
	’0000’B
	
	

	RLGAIN_TRAFFIC_PILOT
	’000000’B
	
	

	DEFAULT_RLAG
	’1’B
	
	

	NUM_PREAMBLE
	’000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	RETURN_IF_HANDOFF_FAIL
	’0’B
	
	

	PERIODIC_SEARCH
	’0’B
	
	

	SCR_INCLUDED
	’1’B
	
	

	NNSCR_INCLUDED
	’1’B
	
	

	USE_PWR_CNTL_STEP
	’0’B
	
	

	CLEAR_RETRY_DELAY
	’0’B
	
	

	SCH_INCL
	’1’B
	
	

	FPC_SUBCHAN_GAIN
	’01010’B
	
	

	USE_PC_TIME
	’0’B
	
	

	CH_IND
	’101’B
	
	

	ACTIVE_SET_REC_LEN
	8 bits, Set by SS
	
	

	NUM_PILOTS
	’001’B
	
	

	SRCH_OFFSET_INCL
	’1’B
	
	

	PILOT_PN
	’000000000’B
	
	

	SRCH_OFFSET
	’010’B
	
	

	ADD_PILOT_REC_INCL
	’0’B
	
	

	PWR_COMB_IND
	’0’B
	
	

	CODE_CHAN_FCH
	11 bits, Set by SS
	
	

	QOF_MASK_ID_FCH
	’00’B
	
	

	RESERVED
	0-7 bits
	
	

	REV_FCH_GATING_MODE
	’0’B
	
	


Table 8.4.7.6.3.3-12: 1xRTT Handoff Completion (Step 11, Table 8.4.7.6.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001010’
	
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	‘1’B
	
	

	ENCRYPTION
	‘00’B
	
	

	RESERVED
	‘0’B
	
	

	LAST_HDM_SEQ
	Same value as HDM_SEQ in 1xRTT Handoff Direction message at Step 9
	
	

	PILOT_PN
	Same value as PILOT_PN included in 1xRTT Handoff Direction message at Step 9
	
	


8.5
RRC others
8.5.1
Radio link failure
8.5.1.1
Radio link failure / RRC connection re-establishment success

8.5.1.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE detecting physical layer problems}

   then { UE shall start timer T310 and UE does not initiate any RRC Connection re-establishment procedure before expiring of timer T310}
}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE detecting radio link failure on expiring of timer T310 }

   then { UE starts timer T311 and UE initiates the RRC Connection re-establishment procedure }
}

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE sucsessfully completes the RRC Connection re-establishment procedure }

   then { UE is in E-UTRA RRC_CONNECTED state }
}

8.5.1.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in TS 36.331, clauses 5.3.7.2, 5.3.10.1, 5.3.10.3 and 5.3.10.4.

[TS 36.331 clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1> start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

[TS 36.331 clause 5.3.11.1]

The UE shall:

1>
upon receiving N310 consecutive "out-of-sync" indications from lower layers while neither T300, T301, T304 nor T311 is running:

2>
start timer T310;

[TS 36.331 clause 5.3.11.3]

The UE shall:

1>
upon T310 expiry; or

1>
upon random access problem indication from MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from RLC that the maximum number of retransmissions has been reached:

2>
consider radio link failure to be detected;

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7;

8.5.1.1.3
Test description

8.5.1.1.3.1
Pre-test conditions

System Simulator:

-
2 cells on same E-UTRA frequency:

-
Cell 1 (default parameters) serving cell

-
Cell 2 intra-frequency cell

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on cell 1.
8.5.1.1.3.2
Test procedure sequence
Table 8.5.1.1.3.2-0: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	-85

	Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.5.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 8.5.1.1.3.2-0 in order that the radio link quality of Cell 1 is degraded and cell 2 is suitable for camping.
	-
	-
	-
	-

	2
	Check: Does the UE initiate an RRC connection re-establishment procedure on Cell 1 or Cell 2. This is checked during the time T=T310.
	-
	-
	1
	F

	3
	Check: Does the UE send RRCConnectionReestablishmentRequest message on Cell 2?
	-->
	RRCConnectionReestablishmentRequest 
	2
	P

	4
	The SS transmits RRCConnectionReestablishment message.
	<--
	RRCConnectionReestablishment
	-
	-

	5
	The UE transmits RRCConnectionReestablishmentComplete message.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	
	3
	P


8.5.1.1.3.3
Specific message contents

Table 8.5.1.1.3.3-1: RRCConnectionReestablishmentRequest (step 3, Table 8.5.1.1.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	      }
	
	
	

	      reestablishmentCause
	otherFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.1.1.3.3-2: RRCConnectionReconfiguration (step 6, Table 8.5.1.1.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.5.1.2
Radio link failure / T301 expiry

8.5.1.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE having sent an RRCConnectionReestablishmentRequest message on starting of timer T301 }

   then { UE goes to RRC_IDLE state after timer T301 is expired and trigger TAU procedure in order to recover RRC connection}
}

8.5.1.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in TS 36.331, clauses 5.3.7.2, 5.3.7.3, 5.3.7.7, 5.3.11.1 and 5.3.11.3. The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331 clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

[TS 36.331 clause 5.3.7.3]

Upon selecting a suitable E-UTRA cell, the UE shall:

1>
stop timer T311;

1>
start timer T301;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE:
This procedure applies also if the UE returns to the source cell.

Upon selecting an inter-RAT cell, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

[TS 36.331 clause 5.3.7.7]

The UE shall:

1>
if timer T301 expires; or

1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in TS 36.304 [4]:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
[TS 36.331 clause 5.3.11.1]
The UE shall:

1>
upon receiving N310 consecutive "out-of-sync" indications from lower layers while neither T300, T301, T304 nor T311 is running:

2>
start timer T310;
[TS 36.331 clause 5.3.11.3]
The UE shall:

1>
upon T310 expiry; or

1>
upon random access problem indication from MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from RLC that the maximum number of retransmissions has been reached:

2>
consider radio link failure to be detected;

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7;
8.5.1.2.3
Test description

8.5.1.2.3.1
Pre-test conditions

System Simulator:

· 2 cells on same E-UTRA frequency: 

-
Cell 1 (default parameters) serving cell 

-
Cell 2 intra-frequency cell 
UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.5.1.2.3.2
Test procedure sequence

Table 8.5.1.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes the power level of Cell 1 to non-suitable “Off” and changes the power level of Cell 2 to suitable according to TS 36.508 subclause 6.2.2.1 in order that the radio link quality of Cell 1 is degraded.
	-
	-
	-
	-

	2
	The UE sends RRCConnectionReestablishmentRequest message on Cell 2.
	-->
	RRCConnectionReestablishmentRequest 
	-
	-

	3
	The SS does not respond to any RRCConnectionReestablishmentRequest message for 2s (T301).
	-
	-
	-
	-

	4-8
	The UE will perform TAU procedure based on steps 1 to 5 of subclause 6.4.2.7 in TS 36.508 on Cell 2.

NOTE: The UE performs a TAU procedure due to NAS signalling connection recovery.
	-
	- 
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-


8.5.1.2.3.3
Specific message contents
Table 8.5.1.2.3.3-1: SystemInformationBlockType2 for Cell 2 (all steps)
	Derivation path: 36.508 table 4.4.3.3-1

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants SEQUENCE {
	
	
	

	    t301
	ms2000
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.1.2.3.3-2: RRCConnectionReestablishmentRequest (step 2, Table 8.5.1.2.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	     rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	      }
	
	
	

	      reestablishmentCause
	otherFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.5.1.3
Radio link failure / T311 expiry
8.5.1.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with default bearer established and radio link failure was detected and UE attempts to select a suitable E-UTRA cell to re-establish the RRC connection }

ensure that {
  when { UE can not find a suitable cell within T311 }

    then { UE does not try to re-establish the RRC connection and goes to RRC_IDLE state after T311 expired }

            }

8.5.1.3.2
Conformance requirements

The conformance requirements covered in the current test case are specified in TS 36.331 clause 5.3.7.2, 5.3.7.6 and 5.3.12.

[TS 36.331 clause 5.3.7.2]

...

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

...

[TS 36.331 clause 5.3.7.6]

Upon T311 expiry, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC connection failure’.

[TS 36.331 clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;
1>
indicate the release of the RRC connection to upper layers with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

8.5.1.3.3
Test description

8.5.1.3.3.1
Pre-test conditions

System simulator:

2 cells on same E-UTRA frequency:

-
Cell 1 (default parameters) serving cell

-
Cell 11 intra-frequency cell
UE:

None.

Preamble:

-
The UE is in Generic RB Established (state 3) according to [18] on Cell 1.

8.5.1.3.3.2
Test procedure sequence

Table 8.5.1.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes the power level of Cell 1 to non-suitable “Off” according to TS 36.508 subclause 6.2.2.1 in order that the radio link quality of Cell 1 is degraded.
	-
	-
	-
	-

	2
	Wait for 12s (T311 (10s) is transmitted in SIB2).
	-
	-
	-
	-

	3
	The SS changes the power level of Cell 11 to “Serving Cell” according to TS 36.508 subclause 6.2.2.1.
	-
	-
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 11?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	1
	-


8.5.1.3.3.3
Specific message contents

None.

8.5.1.4
Radio link failure / RRC connection re-establishment reject
8.5.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with default bearer established and radio link failure was detected and UE initiates the re-establishment procedure}

ensure that {
  when { the UE receives a RRCConnectionReestablishmentReject message }

    then { UE goes to RRC_IDLE and trigger TAU procedure in order to recover RRC connection }

            }

8.5.1.4.2
Conformance requirements

The conformance requirements covered in the current test case are specified in TS 36.331 clause 5.3.7.8 and 5.3.12.

 [TS 36.331 clause 5.3.7.8]

Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC connection failure’.

[TS 36.331 clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;
1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4];
8.5.1.4.3
Test description

8.5.1.4.3.1
Pre-test conditions

System simulator:

-
2 cells on same E-UTRA frequency:

-
Cell 1(default parameters) serving cell
-
Cell 2 intra-frequency cell

UE:

None.

Preamble:

-
The UE is in Generic RB Established (state 3) according to [18] on Cell 1.

8.5.1.4.3.2
Test procedure sequence

Table 8.5.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes the power level of Cell 1 to non-suitable “Off” cell according to TS 36.508 subclause 6.2.2.1 in order that the radio link quality of Cell 1 is degraded and set the power level of Cell 2 to suitable cell.
	-
	-
	-
	-

	2
	The UE transmits an RRCConnectionReestablishmentRequest message on Cell 2.
	-->
	RRCConnectionRestablishmentRequest
	-
	-

	3
	The SS transmits a RRCConnectionReestablishmentReject message
	<--
	RRCConnectionReestablishmentReject
	-
	-

	4-8
	The UE will perform TAU procedure based on steps 1 to 5 of subclause 6.4.2.7 in TS 36.508 on Cell 2.

NOTE: The UE performs a TAU procedure due to NAS signalling connection recovery.
	-
	-
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-


8.5.1.4.3.3
Specific message contents

None.

8.5.1.5
Radio link failure / Radio link recovery while T310 is running

8.5.1.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE detecting physical layer recovery while T310 was running }

    then { the UE resumes the RRC connection without explicit signalling }

            }

8.5.1.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331 clause 5.3.11.1 and 5.3.11.2.

 [TS 36.331, clause 5.3.11.1]

The UE shall:
1>
upon receiving N310 consecutive "out of sync" indications from lower layers while neither T300, T301, T304 nor T311 is running:

2>
start timer T310.

[TS 36.331, clause 5.3.11.2]

 Upon receiving N311 consecutive "in-sync" indications from lower layers while T310 is running, the UE shall:1> 


stop timer T310.
NOTE 1:

In this case, the UE resumes the RRC connection without explicit signalling, i.e. the UE resumes the entire radio resource configuration.

NOTE 2:

Periods in time where neither "in-sync" nor "out-of-sync" is reported by layer 1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications
8.5.1.5.3
Test description

8.5.1.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.5.1.5.3.2
Test procedure sequence
Table 8.5.1.5.3.2-1 illustrates the downlink power level to be applied for the cell at various time instants of the test execution. Row marked "T0" denotes the initial condition, while column marked "T1"is applied according the procedure. 
Table 8.5.1.5.3.2-1: Time instances of cell power level
	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	RS EPRE
	dBm/15kHz
	Pdefault
	Power level from 36.508 clause 6.2.2.1. Pdefault as serving cell. 

	T1
	RS EPRE
	dBm/15kHz
	Poff
	Poff as non-suitable “Off” cell.


Table 8.5.1.5.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	SS wait for the 660ms to ensure that DL Timing Advance is sent at least once and UE apply the value of timeAlignmentTimerDedicated which is updated during the preamble.
	-
	-
	-
	-

	1
	The SS changes Cell 1 level according to the row "T1" in table 8.5.1.5.3.2-1.
	-
	-
	-
	-

	2
	SS waits for 1.5s. The T310 is 2s.
	-
	-
	-
	-

	3
	 The SS changes Cell 1 level according to the row "T0" in table 8.5.1.5.3.2-1.
	-
	-
	-
	-

	4
	SS waits for 5s.
Check: Does the UE transmit any signalling message?
	-
	-
	1
	F

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.5.1.5.3.3

Specific message contents

Table 8.5.1.5.3.3-1: SystemInformationBlockType2 (preamble and all steps, Table 8.5.1.5.3.2-2)
	Derivation path: 36.508 table 4.4.3.3-1

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants SEQUENCE {
	
	
	

	    t310
	ms2000
	
	

	 }
	
	
	

	}
	
	
	


Table 8.5.1.5.3.3-2: RRCConnectionReconfiguration (preamble: Table 4.5.3.3-1 [18], step 8)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


NOTE: As per test model SS is not configured to transmit PDCCH orders and it expects UE to be PUCCH synchronized throughout the test sequence.
8.5.2
Redirection to E-UTRAN
8.5.2.1
Redirection to E-UTRAN / From UTRAN upon reception of RRC CONNECTION REJECT
8.5.2.1.1
Test Purpose (TP)

(1)

with { UE in UTRA Idle state }

ensure that {

  when { UE is requested to make an outgoing PS call }

   then { UE includes in the RRC CONNECTION REQUEST the IE Pre-Redirection info" }
            }

(2)

with { UE in UTRA CELL_DCH state }

ensure that {

  when { UE receives an RRC CONNECTION REJECT message including an IE Redirection info with E-UTRA target info E-UTRA frequency }

   then { UE enters RRC_IDLE state on E-UTRAN Carrier included in IE Redirection info }
            }

8.5.2.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 25.331, clause  8.1.3.3, 8.1.4.3 and clause 8.5.2. 

[TS 25.331, clause 8.1.3.3]

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
if the UE supports E-UTRA:

2>
if the variable EUTRA_FREQUENCY_INFO_LIST contains no E-UTRA frequencies:
3>
include the IE "Pre-Redirection info";

3>
if the UE supports E-UTRA FDD:

4>
set the IE "Support of E-UTRA FDD" to TRUE.
3>
if the UE supports E-UTRA TDD:

4>
set the IE "Support of E-UTRA TDD" to TRUE.
2>
if the UE supports any of the bands that the E-UTRA frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

3>
include the IE "Pre-Redirection info";
3>
if the UE supports any of the bands that the E-UTRA FDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA FDD" to TRUE.

3>
if the UE supports any of the bands that the E-UTRA TDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA TDD" to TRUE.

[TS 25.331, clause 8.1.3.9]

When the UE receives an RRC CONNECTION REJECT message on the downlink CCCH, it shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION REJECT message with the value of the variable INITIAL_UE_IDENTITY:

…

1>
if the IE "inter-RAT info" is present:

2>
if the IE "wait time" = '0':
3>
the UE behaviour is not specified.
2>
if V300 is equal to or smaller than N300:

3>
if the IE "GSM target cell info" is present:

4>
attempt to camp on a suitable cell of the list of cells indicated for that RAT;

4>
if the UE selects and camps on one of the cells indicated for that RAT:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

4>
if the UE cannot find any suitable cell from the indicated ones within 10s, the UE is allowed to camp on any suitable cell on that RAT.

5>
after having selected and camped on a suitable cell on the designated RAT:

6>
the UE may disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

3>
if the IE "E-UTRA target info" is present:

4>
attempt to camp on a suitable cell on one of the frequencies indicated for that RAT, excluding any cell indicated in the list of not allowed cells for that RAT (e.g. the "E-UTRA Target Cell Blacklist" for E-UTRA), if present;

4>
if the UE selects and camps on one such cell:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

4>
if the UE cannot find any suitable cell on the indicated frequencies within 10s, the UE is allowed to camp on any suitable cell on that RAT:

5>
after having selected and camped on a suitable cell on the designated RAT:

6>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

8.5.2.1.3
Test description

8.5.2.1.3.1
Pre-test conditions

System Simulator:

-
2 cells, one UTRA and one E-UTRA cell: 

-
Cell 5 UTRA serving cell (priority 4 default)

-
Cell 1 suitable neighbour E-UTRA cell (priority 3)

UE:

UTRAN Idle state
Preamble:

State 3 or state 7 as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

8.5.2.1.3.2
Test procedure sequence

Table 8.5.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE initiate an outgoing PS call.
	-
	-
	-
	-

	2
	Check: does the UE include the IE Pre-redirection info with Support of E-UTRA set to TRUE?
	-->
	RRC CONNECTION REQUEST
	1
	P

	3
	The SS transmit a RRC CONNECTION REJECT
	<--
	RRC CONNECTION REJECT
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-2 indicate that the UE is camped on E-UTRAN Cell 1?
	-
	-
	2
	-


8.5.2.1.3.3
Specific message or IE contents

Table 8.5.2.1.3.3-1 System Information Block type 19 for cell 5 (preamble and all steps, Table 8.5.2.1.3.2-1)

	Derivation Path: 36.508 table Table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	4
	
	

	      }
	
	
	

	      eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	1 entry
	
	

	        earfcn[1]
	Downlink EARFCN of Cell 1
	
	

	        priority[1]
	3
	
	

	    }
	
	
	

	}
	
	
	


Table 8.5.2.1.3.3-2: RRC CONNECTION REQUEST (UTRA Rel-8)
	Derivation path: 34.108 default RRC CONNECTION REQUEST in section 9.1.1 for UTRA FDD or 9.1.2 for UTRA TDD

	Information Element
	Value/Remark
	Comment
	Condition

	Pre-redirection info
	
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to
	

	
	
	
	

	  Support of E-UTRA FDD
	TRUE
	
	E-UTRA-FDD

	  Support of E-UTRA TDD
	TRUE
	
	E-UTRA-TDD

	Domain indicator 


	PS domain
	
	


Table 8.5.2.1.3.3-2: RRC CONNECTION REJECT (UTRA Rel-8)
	Derivation path: 34.108 default RRC CONNECTION REJECT in section 9.1.1 for UTRA FDD or 9.1.2 for UTRA TDD

	Information Element
	Value/Remark
	Comment
	Condition

	Wait Time
	15
	
	

	Redirection info
	
	
	

	  Inter-RAT info
	E-UTRA
	
	

	    E-UTRA target info
	
	
	

	      E-UTRA Target Frequency Info List
	1 Entry
	
	

	        DL Carrier frequency
	EARFCN of the downlink Cell 1 carrier frequency
	
	


8.5.3
Void

8.5.4
UE capability transfer

8.5.4.1
UE capability transfer / Success

8.5.4.1.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state }

ensure that {

  when { UE receives an UECapabilityEnquiry message before AS security is activated }

    then { UE transmits an UECapabilityInformation message including UE radio access capability information corresponding to the ue-CapabilityRequest variable }

            }

(2)

with { UE in RRC_CONNECTED state }

ensure that {

  when { UE receives an UECapabilityEnquiry message after AS security is activated }

    then { UE transmits an UECapabilityInformation message including UE radio access capability information corresponding to the ue-CapabilityRequest variable }

            }

8.5.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.6.3.3.

[TS 36.331, clause 5.6.3.3]

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes ‘eutra’:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to ‘eutra’;

2>
if the ue-CapabilityRequest includes ‘geran-cs’ and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to ‘geran-cs’;

2>
if the ue-CapabilityRequest includes ‘geran-ps’ and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to ‘geran-ps’;

2>
if the ue-CapabilityRequest includes ‘utra’ and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ueCapabilityRAT-Container and with the rat-Type set to ‘utra’;

2>
if the ue-CapabilityRequest includes ‘cdma2000-1XRTT’ and if the UE supports CDMA2000-1xRTT:

3>
include the UE radio access capabilities for CDMA 2000 within a ueCapabilityRAT-Container and with the rat-Type set to ‘cdma2000-1XRTT’;

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.

8.5.4.1.3
Test description

8.5.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

8.5.4.1.3.2
Test procedure sequence

Table 8.5.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS transmits an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	4
	The UE transmits an RRCConnectionSetupComplete.
This message includes an ATTACH REQUEST and a PDN CONNECTIVITY REQUEST message.
	-->
	RRCConnectionSetupComplete
	-
	-

	5
	The SS transmits a DLInformationTransfer message.

This message includes an AUTHENTICATION REQUEST message.
	<--
	DLInformationTransfer
	-
	-

	6
	The UE transmits a ULInformationTransfer message.
This message includes an AUTHENTICATION RESPONSE message.
	-->
	ULInformationTransfer
	-
	-

	7
	The SS transmits a DLInformationTransfer message.

This message includes a SECURITY MODE COMMAND message.
	<--
	DLInformationTransfer
	-
	-

	8
	The UE transmits a ULInformationTransfer message.
This message includes a SECURITY MODE COMPLETE message.
	-->
	ULInformationTransfer
	-
	-

	9
	The SS transmits a UECapabilityEnquiry message to request UE radio access capability information for E UTRA only.
	<--
	UECapabilityEnquiry
	-
	-

	10
	Check: Does the UE transmit a UECapabilityInformation message?
	-->
	UECapabilityInformation
	1
	P

	11
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	SecurityModeCommand
	-
	-

	12
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	SecurityModeComplete
	-
	-

	-
	EXCEPTION: Steps 13a1 to 13a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred after SECURITY MODE COMPLETE message.
	-
	-
	-
	-

	13a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits a DLInformationTransfer message.

This message includes an ESM INFORMATION REQUEST message.
	<--
	DLInformationTransfer
	-
	-

	13a2
	The UE transmits a ULInformationTransfer message.
This message includes an ESM INFORMATION RESPONSE message.
	-->
	ULInformationTransfer
	-
	-

	14
	The SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	15
	The UE transmits an RRCConnectionReconfigurationComplete.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	16
	The UE transmits a ULInformationTransfer message.
This message includes an ATTACH COMPLETE message.
	-->
	ULInformationTransfer
	-
	-

	17
	The SS transmits a UECapabilityEnquiry message to request UE radio access capability information for E UTRA only.
	<--
	UECapabilityEnquiry
	-
	-

	18
	Check: Does the UE transmit a UECapabilityInformation message?
	-->
	UECapabilityInformation
	2
	P

	-
	EXCEPTION: Steps 19a1 to 19a2 describe behaviour that depends on the UE capability.
	-
	-
	-
	-

	19a1
	IF pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR, pc_GERAN, pc_1xRTT or pc_HRPD THEN the SS transmits a UECapabilityEnquiry message to request UE radio access capability information for every other supported RATs.
	<--
	UECapabilityEnquiry
	-
	-

	19a2
	Check: Does the UE transmit a UECapabilityInformation message?
	-->
	UECapabilityInformation
	2
	P


8.5.4.1.3.3
Specific message contents

Table 8.5.4.1.3.3-1: UEcapabilityEnquiry (step 9 and 17, Table 8.5.4.1.3.2-1)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-22

	Information Element
	Value/Remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	E-UTRA only
	

	          RAT-Type[1]
	eutra
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.1.3.3-2: UECapabilityInformation (step 10 and 18, Table 8.5.4.1.3.2-1)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-23

	Information Element
	Value/Remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE { SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry only
	
	

	        rat-Type[1]
	eutra
	E-UTRA only
	

	        ueCapabilitiesRAT-Container[1] OCTET STRING {
	
	
	

	          UE-EUTRA-Capability SEQUENCE {
	
	
	

	            accessStratumRelease
	rel8
	Release 8 only
	

	            ue-Category
	 px_eUE_Category_Type
	
	

	            pdcp-Parameters
	Not checked
	
	

	            phyLayerParameters SEQUENCE {
	
	
	

	              ul-AntennaSelectionSupported
	Not checked
	
	

	              ue-SpecificRefSigsSupported
	Not checked
	
	

	            }
	
	
	

	            rf-Parameters SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	
	
	

	              supportedEUTRA-BandList SEQUENCE {
	n entries where n is the sum of pc_eBandα_Supp for α= 1 to 64 
	n is the number of supported EUTRA bands
	

	                eutra-Band[α = 1..n]
	Any value β such that pc_eBandβ_Supp is TRUE and different from all eutra-Band[k] where k = 1 to α - 1
	
	

	                halfDuplex[α = 1..n]
	Not checked
	
	

	              }
	
	
	

	            }
	
	
	

	            measurementParameters SEQUENCE {
	
	
	

	              eutra-BandList SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	
	
	

	                interFreqEUTRA-BandList SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	same number of entries like in supportedEUTRA-BandList
	
	

	                  interFreqNeedForGaps[1..n]
	Not checked
	
	

	                }
	
	
	

	                interRAT-BandList SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	m entries (contents not checked, but m shall be equal to the number of bands listed in each IE present in interRAT-Parameters)
	
	

	                  interRAT-NeedForGaps[1..m]
	Not checked
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            featureGroupIndicators
	shall be set according to the corresponding PICS items
	
	

	            interRAT-Parameters SEQUENCE {
	m elements are present
	
	

	              utraFDD
	Present but value not checked
	
	pc_FDD

	              utraTDD128
	Present but value not checked
	
	pc_TDD_LCR

	              utraTDD384
	Present but value not checked
	
	pc_TDD_HCR

	              utraTDD768
	Present but value not checked
	
	pc_TDD_VHCR

	              geran
	Present but value not checked
	
	pc_GERAN

	              cdma2000-HRPD
	Present but value not checked
	
	pc_HRPD

	              cdma2000-1xRTT
	Present but value not checked
	
	pc_1xRTT

	            }
	
	
	

	            nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.1.3.3-3: UEcapabilityEnquiry (step 19a1, Table 8.5.4.1.3.2-1)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-22

	Information Element
	Value/Remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	Numbering of entries is according to conditions met
	According to inter-RAT capabilities of  UE
	

	        ue-RadioAccessCapRequest[i1]
	utran
	This entry is present if the UE is capable of any mode (FDD/TDD) in UMTS.
	pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR

	        ue-RadioAccessCapRequest[i2]
	geran-cs
	
	pc_GERAN and pc_CS

	        ue-RadioAccessCapRequest[i3]
	geran-ps
	
	pc_GERAN and pc_PS

	        ue-RadioAccessCapRequest[i4]
	cdma2000-1XRTT
	
	pc_1xRTT,pc_HRPD

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.1.3.3-4: UECapabilityInformation (step 19a2, Table 8.5.4.1.3.2-1)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-23

	Information Element
	Value/Remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE { SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	
	Stated capability shall be compatible with 3GPP TS 36.523-2 (ICS statements) and the user settings
	

	         rat-Type[i1]
	utran
	
	pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR

	         ueCapabilitiesRAT-Container[i1] OCTET STRING {}
	ueCapabilitiesRAT-Container-UTRAN
	Encoded as an INTER RAT HANDOVER INFO messages as defined in 3GPP TS 25.331 [17].
	pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR

	         rat-Type[i2]
	geran-cs
	
	pc_GERAN and pc_CS

	         ueCapabilitiesRAT-Container [i2] OCTET STRING {}
	ueCapabilitiesRAT-Container-GERAN-CS
	Encoded as the concatenation of IEs MS classmark 2 and MS classmark 3 as defined in 3GPP TS 24.008 [32].
	pc_GERAN and pc_CS

	         rat-Type[i3]
	geran-ps
	
	pc_GERAN and pc_PS

	         ueCapabilitiesRAT-Container [i2] OCTET STRING {}
	ueCapabilitiesRAT-Container-GERAN-PS
	Encoded as MS radio access capability IE as defined in 3GPP TS 24.008 [32].
	pc_GERAN and pc_PS

	         rat-Type[i4]
	cdma2000-1XRTT
	
	pc_1xRTT, pc_HRPD

	         ueCapabilitiesRAT-Container [i3] OCTET STRING {}
	Not checked
	Encoded as A21 Mobile Subscription Information as defined in 3GPP2 A.S0008 [33].
	pc_1xRTT, pc_HRPD

	         nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.1.3.3-5: ueCapabilitiesRAT-Container-UTRAN

	Derivation path: 25.331 clause 11.2

	Information Element
	Value/Remark
	Comment
	Condition

	ueCapabilitiesRAT-Container-UTRAN ::= SEQUENCE {
	
	
	

	  predefinedConfigStatusList CHOICE {
	
	
	

	    absent
	NULL
	
	

	  }
	
	
	

	  uE-SecurityInformation
	Not checked
	The value of start CS is not used for LTE to UMTS handover in Rel-8
	

	  ue-CapabilityContainer CHOICE {
	
	
	

	    present
	Not checked
	Container including UE radio access capability
	

	  }
	
	
	

	  v390NonCriticalExtensions CHOICE {
	
	
	

	    present SEQUENCE {
	
	
	

	      interRATHandoverInfo-v390ext
	Not checked
	Positioning capability and dummy field
	

	      v3a0NonCriticalExtensions SEQUENCE  {
	
	
	

	        interRATHandoverInfo-v3a0ext
	Not checked
	Positioning capability
	

	        laterNonCriticalExtensions SEQUENCE {
	
	
	

	          interRATHandoverInfo-v3d0ext
	Not checked
	Deprecated information
	

	          interRATHandoverInfo-r3-add-ext
	Not checked
	UE radio access capability for bands VIII to XIV, UE radio access capability extension, support of 2 DRX schemes in CELL_PCH, support of E-DPDCH power interpolation
	

	          v3g0NonCriticalExtensions SEQUENCE {
	
	
	

	            interRATHandoverInfo-v3g0ext
	Not checked
	Positioning capability extension
	

	            v4b0NonCriticalExtensions SEQUENCE {
	
	
	

	              interRATHandoverInfo-v4b0ext
	Not checked
	Access Stratum Release indicator
	

	              v4d0NonCriticalExtensions SEQUENCE {
	
	
	

	                interRATHandoverInfo-v4d0ext
	Not checked
	LCR TDD UE capability
	

	                v590NonCriticalExtensions SEQUENCE {
	
	
	

	                  interRATHandoverInfo-v590ext
	Not checked
	Predefined configuration status information compressed, UE radio access capability compressed
	

	                  v690NonCriticalExtensions SEQUENCE {
	
	
	

	                    interRATHandoverInfo-v690ext SEQUENCE {
	
	
	

	                     ue-SecurityInformation2
	 Not checked
	START PS
	pc_Featr Grp_8

	                     ue-RadioAccessCapabilityComp
	Not checked
	RF capability for bands VIII to XIV
	

	                     ue-RadioAccessCapabilityComp2
	Not checked
	UE radio access capability comp 2
	

	                   }
	
	
	

	                    v6b0NonCriticalExtensions SEQUENCE {
	
	
	

	                      interRATHandoverInfo-v6b0ext
	Not checked
	Support for SIB11bis
	

	                      v6e0NonCriticalExtensions SEQUENCE {
	
	
	

	                        interRATHandoverInfo-v6e0ext
	Not checked
	Support of FDPCH
	

	                        v770NonCriticalExtensions SEQUENCE {
	
	
	

	                          interRATHandoverInfo-v770ext
	Not checked
	TDD RF and physical channel capability extensions in Rel-7, support of GANSS, support of MAC-ehs, LCR TDD UE specific capability information
	

	                          v790nonCriticalExtensions SEQUENCE {
	
	
	

	                            interRATHandoverInfo-v790ext
	Not checked
	Support of E-DPCCH power boosting
	

	                            v860NonCriticalExtensions SEQUENCE {
	
	
	

	                              interRATHandoverInfo-v860ext
	Not checked
	UE radio access capability for additional bands, Rel-8 HS-DSCH physical layer category, support of MAC-iis
	

	                              v880NonCriticalExtensions
	
	
	

	  SEQUENCE {
	
	
	

	                                interRATHandoverInfo-v880ext
	Not checked
	Support for priority reselection in UTRAN, Rel-8 radio access capability extensions for LCR TDD (e.g. multi-carrier operation)
	

	                                nonCriticalExtensions
	
	
	

	                                  SEQUENCE {}
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.1.3.3-6: ueCapabilitiesRAT-Container-GERAN-CS

	Derivation path: 25.331 clause 11.2

	Information Element
	Value/Remark
	Comment
	Condition

	Mobile Station Classmark 2
	First byte is 33H

Second byte is 3.

Third, Fourth and Fifth bytes are ignored.
	
	

	Mobile Station Classmark 3
	CSN.1 decoding shall be successful and the contents shall indicate that E-UTRA FDD or EUTRA TDD or both is supported.

Other values are not checked.
	
	


Table 8.5.4.1.3.3-7: ueCapabilitiesRAT-Container-GERAN-PS

	Derivation path: 25.331 clause 11.2

	Information Element
	Value/Remark
	Comment
	Condition

	MS Radio Access Capability
	CSN.1 decoding shall be successful and the contents shall indicate that E-UTRA FDD or EUTRA TDD or both is supported.

Other values are not checked.
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