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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies and establishes the characteristics of the physicals layer procedures for control operations in 5G-NR.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 38.201: “NR; Physical Layer – General Description”

[3]
3GPP TS 38.202: “NR; Services provided by the physical layer”

[4]
3GPP TS 38.211: “NR; Physical channels and modulation”

[5]
3GPP TS 38.212: “NR; Multiplexing and channel coding”

[6]
3GPP TS 38.214: “NR; Physical layer procedures for data”

[7]
3GPP TS 38.215: “NR; Physical layer measurements”

[8] 
3GPP TS 38.101: “NR; User Equipment (UE) radio transmission and reception”

[9]
3GPP TS 38.104: “NR; Base Station (BS) radio transmission and reception”

[10] 
3GPP TS 38.133: “NR; Requirements for support of radio resource management”

[11] 
3GPP TS 38.321: “NR; Medium Access Control (MAC) protocol specification”

[12] 
3GPP TS 38.331: “NR; Radio Resource Control (RRC); Protocol specification”

[13]

3GPP TS 36.213: “"Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures"

3
Definitions, symbols and abbreviations
3.1
Definitions
For the purposes of the present document, the terms and definitions given in [1, TR 21.905] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in [1, TR 21.905].

3.2
Symbols

For the purposes of the present document, the following symbols apply:
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in [1, TR 21.905].
BWP



Bandwidth part

CB




Code block

CBG



Code block group

CCE



Control channel element

CRC



Cyclic redundancy check 
CSI



Channel state information

DCI



Downlink control information

HARQ-ACK

Hybrid automatic repeat request acknowledgement 

MCG



Master cell group
MCS



Modulation and coding scheme

PBCH 


Physical broadcast channel

PDCCH


Physical downlink control channel

PDSCH


Physical downlink shared channel

PRACH


Physical random access channel

PSS



Primary synchronization signal

PUCCH


Physical uplink control channel

PUSCH


Physical uplink shared channel

QCL



Quasi-collocation

RB




Resource block

RE




Resource element 

REG



Resource element group

RI




Rank indication

RS




Reference signal 
RSRP



Reference signal received power
SCG



Secondary cell group
SR




Scheduling request
SRS



Sounding reference signal

SSS



Secondary synchronization signal

TAG



Timing advance group 
UCI



Uplink control information

UE




User equipment 
UL




Uplink
UL-SCH


Uplink shared channel
4
Synchronization procedures

4.1


Cell search
Cell search is the procedure by which a UE acquires time and frequency synchronization with a cell and detects the physical layer Cell ID of that cell.  

A UE receives the following synchronization signals (SS) in order to perform cell search: the primary synchronization signal (PSS) and secondary synchronization signal (SSS) as defined in [4, TS 38.211]. 

A UE shall assume that reception occasions of a physical broadcast channel (PBCH), PSS, and SSS are in consecutive OFDM symbols, as defined in [4, TS 38.211], and form a SS/PBCH block. 

For a half frame with SS/PBCH blocks, the number and first OFDM symbol indexes for candidate SS/PBCH blocks are as follows. 
-
15 KHz subcarrier spacing: the first OFDM symbols of the candidate SS/PBCH blocks have indexes of {2, 8} + 14*n. For carrier frequencies smaller than or equal to 3 GHz, n=0, 1. For carrier frequencies larger than 3 GHz and smaller than or equal to 6 GHz, n=0, 1, 2, 3.

-
30 KHz subcarrier spacing: the first OFDM symbols of the candidate SS/PBCH blocks have indexes {4, 8, 16, 20} + 28*n . For carrier frequencies smaller than or equal to 3 GHz, n=0. For carrier frequencies larger than 3 GHz and smaller than or equal to 6 GHz, n=0, 1.
-
30 KHz subcarrier spacing: the first OFDM symbols of the candidate SS/PBCH blocks have indexes {2, 8} + 14*n. For carrier frequencies smaller than or equal to 3 GHz, n=0, 1. For carrier frequencies larger than 3 GHz and smaller than or equal to 6 GHz, n=0, 1, 2, 3.
-
120 KHz subcarrier spacing: the first OFDM symbols of the candidate SS/PBCH blocks have indexes {4, 8, 16, 20} + 28*n. For carrier frequencies larger than 6 GHz, n=0, 1, 2, 3, 5, 6, 7, 8, 10, 11, 12, 13, 15, 16, 17, 18.

-
240 KHz subcarrier spacing: the first OFDM symbols of the candidate SS/PBCH blocks have indexes {8, 12, 16, 20, 32, 36, 40, 44} + 56*n. For carrier frequencies larger than 6 GHz, n=0, 1, 2, 3, 5, 6, 7, 8.
The candidate SS/PBCH blocks in a half frame are indexed in an ascending order in time from 0 to 
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 or for 
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, a UE shall respectively determine the 2 or 3 LSB bits of a SS/PBCH block index per [half frame] from a one-to-one mapping with an index of the DMRS sequence transmitted in the PBCH. For 
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, the UE shall determine the 3 MSB bits of the SS/PBCH block index per [half frame] from higher layer parameter [SSB-index-explicit]. 

A UE can be configured per serving cell by [higher layer parameter] [SSB-timing] a periodicity of the half frames for receptions of SS/PBCH blocks per serving cell. If the UE is not configured a periodicity of the half frames for receptions of SS/PBCH blocks, the UE shall assume a periodicity of a half frame. A UE shall assume that the periodicity is same for all SS/PBCH blocks in the serving cell.

For initial cell selection, a UE may assume that half frames with SS/PBCH blocks occur with a periodicity of 2 frames.
4.2


Transmission timing adjustments

4.3
Timing for secondary cell activation / deactivation

5
Radio link monitoring
The downlink radio link quality of the primary cell shall be monitored by the UE for the purpose of indicating out-of-sync/in-sync status to higher layers. 

If the UE is configured with a SCG, as described in [12, TS 38.331], and the parameter [rlf-TimersAndConstantsSCG] is provided by the higher layers and is not set to release, the downlink radio link quality of the PSCell of the SCG shall be monitored by the UE for the purpose of indicating out-of-sync/in-sync status to higher layers.

A UE can be configured with either a set of CSI-RS resource configurations or a set of SS/PBCH block indexes for radio link monitoring on a serving cell. The UE shall assume non-zero transmission power for CSI-RS. Parameters configured via higher layer signaling for each CSI-RS resource configuration include:
-
[resource configuration], 
-
[periodicity],
-
[antenna ports],

-
[transmission power],

-
[pseudo-random sequence generator parameter],

-
[QCL parameters],

-
[…]
In non-DRX mode operation, the physical layer in the UE shall [in every frame] assess the radio link quality, evaluated over the previous time period defined in [10, TS 38.133] against thresholds (Qout and Qin) configured by higher layers [10, TS 38.133].

In DRX mode operation, the physical layer in the UE shall at least once every DRX period assess the radio link quality, evaluated over the previous time period defined in [10, TS 38.133], against thresholds (Qout and Qin) configured by higher layers [10, TS 38.133]. 

If higher-layer signalling indicates certain [slots xor subframes] for restricted radio link monitoring, the radio link quality shall not be monitored in any [slot xor subframe] other than those indicated.

The physical layer in the UE shall in frames where the radio link quality is assessed indicate out-of-sync to higher layers when the radio link quality is worse than the threshold Qout. When the radio link quality is better than the threshold Qin, the physical layer in the UE shall in frames where the radio link quality is assessed indicate in-sync to higher layers.
6
[Link reconfiguration procedures]
A UE can be configured with either a set of CSI-RS resource configurations or a set of SS/PBCH block indexes for radio link quality [RSRP xor SINR] measurements on a serving cell. The UE shall assume non-zero transmission power for CSI-RS. Parameters configured via higher layer signaling for each CSI-RS resource configuration include:
-
[resource configuration], 
-
[periodicity],
-
[antenna ports],

-
[transmission power],

-
[pseudo-random sequence generator parameter],

-
[QCL parameters],

-
[…]

In non-DRX mode operation [and per X frames], or in DRX operation and at least once every DRX period, the physical layer in the UE shall assess the radio link quality for a set 
[image: image7.wmf]q

 of quasi-collocation configurations, for either respective SS/PBCH block indexes or respective CSI-RS configurations, against thresholds (Qout,QCL and Qin,QCL) configured by higher layers [10, TS 38.133]. 
The physical layer in the UE shall, in frames where the radio link quality for the set 
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 of quasi-collocation configurations is assessed, indicate link reconfiguration request to higher layers when the radio link quality for each quasi-collocation configuration in a subset 
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 of the set 
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 of quasi-collocation configurations that is configured to the UE for monitoring PDCCH, as described in Subclause 10.2, is worse than the threshold Qout,QCL and the radio link quality for each quasi-collocation configuration in a subset 
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 of the set 
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 of quasi-collocation configurations is better than the threshold Qin,QCL.
The physical layer in the UE shall, in frames where the radio link quality for the set 
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 of quasi-collocation configurations is assessed, not indicate link reconfiguration request to higher layers when the radio link quality for each quasi-collocation configuration in the subset 
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 of the set 
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 of quasi-collocation configurations is worse than the threshold Qout,QCL and the radio link quality for any quasi-collocation configuration from the set 
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 of quasi-collocation configurations is not better than the threshold Qin,QCL.

[If higher-layer signalling indicates certain [slots xor subframes] for restricted radio link monitoring, the radio link quality for the set of quasi-collocation configurations shall not be monitored in any [slot xor subframe] other than those indicated.]
In response to the indication for link reconfiguration to higher layers, the UE receives from higher layers a configuration for a PRACH transmission as described in Subclause 8.1
. The UE monitors a PDCCH
 within a random access response window, as described in Subclause 8.2, according to the subset 
[image: image17.wmf]1
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 of the set of quasi-collocation configurations.
7
Uplink Power control
Uplink power control controls the transmit power of the different uplink physical channels or signals. 

For PUSCH, the linear value 
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 on serving cell 
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 with path-loss determined according to antenna port quasi-collocation configuration 
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 is first scaled by the ratio of the number of antenna ports with a non-zero PUSCH transmission to the number of configured antenna ports for the transmission scheme. The resulting scaled power is then split equally across the antenna ports on which the non-zero PUSCH is transmitted. 

[For SRS, the linear value 
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 is split equally across the configured antenna ports for SRS].

7.1



Physical uplink shared channel

7.1.1
UE behaviour

If a UE transmits a PUSCH on serving cell 
[image: image25.wmf]c

 
using antenna port quasi-collocation configuration 
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 for downlink path-loss measurement, the UE shall determine the PUSCH transmission power 
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is the configured UE transmit power defined in [8, TS 38.133] for serving cell 
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 is the downlink path-loss estimate in dB calculated by the UE for serving cell 
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 according to antenna port quasi-collocation configuration 
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 and 
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 – higher layer filtered RSRP, where referenceSignalPower is provided by higher layers and RSRP is defined in [7, TS 38.215] for the reference serving cell and the higher layer filter configuration is defined in [12, TS 38.331] for the reference serving cell. For 
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, referenceSignalPower is configured by higher layer parameter [SS/PBCHBlockPower]. [For 
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, referenceSignalPower is configured by either higher layer parameter [SS/PBCHBlock-Power] or, when periodic CSI-RS transmission is configured, by higher layer parameter [CSI-RS-Power].]
-
[If serving cell 
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 belongs to a TAG containing the primary cell then, for the uplink of the primary cell, the primary cell is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. For the uplink of the secondary cell, the serving cell configured by the higher layer parameter pathlossReferenceLinking defined in [12, TS 38.331] is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. 
-
If serving cell 
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 belongs to a TAG containing the PSCell then, for the uplink of the PSCell, the PSCell is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP; for the uplink of the secondary cell other than PSCell, the serving cell configured by the higher layer parameter pathlossReferenceLinking defined in [12, TS 38.331] is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. 

-
If serving cell 
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 belongs to a TAG not containing the primary cell or PSCell then serving cell 
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 is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP.]
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 is a correction value, also referred to as a TPC command, and is included in PDCCH with DCI format X for serving cell 
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 [or jointly coded with other TPC commands in PDCCH with DCI format Y
 having CRC parity bits are scrambled with TPC-PUSCH-RNTI]. The PUSCH power control adjustment state for serving cell 
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 if accumulation is enabled based on the parameter Accumulation-enabled provided by higher layers, [or if the TPC command 
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is signalled on PDCCH with DCI format X [or PDCCH with DCI format Y
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 is provided by higher layers and corresponds to the total power ramp-up requested by higher layers from the first to the last preamble in the serving cell 
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[Table 7.1.1-1: Mapping of TPC Command Field
 in DCI format X to absolute and accumulated 
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[If a UE does not transmit PUSCH on serving cell 
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7.1.2
Power headroom

7.2



Physical uplink control channel

7.2.1
UE behaviour
7.3



Sounding reference signals
7.4



Physical random access channel

A UE determines a transmission power for a physical random access channel (PRACH) on serving cell 
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 is the configured UE transmission power defined in [8, TS 38.133] for serving cell 
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 = SS/PBCHBlockPower – higher layer filtered RSRP, where SS/PBCHBlockPower is provided by [SystemInformationBlockType1], RSRP is defined in [7, TS 38.215], and the higher layer filter configuration is defined in [12, TS 38.331].

If within a random access response window, as described in Subclause 8.2, the UE does not receive a random access response that contains a preamble identifier corresponding to the preamble sequence transmitted by the UE, the UE shall determine a transmission power for a subsequent PRACH transmission, if any, as described in [11, TS 38.321].
7.5 



Carrier aggregation

7.6



Dual connectivity
If a UE is configured with a MCG using LTE radio access and with a SCG using NR radio access, [the UE is configured by higher layer parameter [p-MCG] a fraction 
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 that the UE calculates according to [13, TS 36.213] for the MCG and according to Subclauses 7.1 through 7.5 for transmissions on the MCG and on the SCG, respectively, [and if the UE is not configured for operation with shortened TTI and processing time on the MCG], the UE sets 
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8
Random access procedure
Prior to initiation of the physical random access procedure, Layer 1 shall receive from higher layers a set of SS/PBCH block indexes and shall provide to higher layers a corresponding set of RSRP measurements.
Prior to initiation of the physical random access procedure, Layer 1 shall receive the following information from the higher layers:

-
Configuration of physical random access channel (PRACH) transmission parameters (PRACH preamble format, time resources, and frequency resources for PRACH transmission).
-
Parameters for determining the root sequences and their cyclic shifts in the PRACH preamble sequence set (index to logical root sequence table, cyclic shift (
[image: image178.wmf]CS

N

), and set type (unrestricted or restricted set)).

From the physical layer perspective, the L1 random access procedure encompasses the transmission of random access preamble (Msg1) in a PRACH, random access response (RAR) in a PDSCH (Msg2), Msg3 PUSCH, and Msg4 PDSCH.
8.1


Random access preamble

Layer 1 procedure is triggered upon request of a PRACH transmission by higher layers. A configuration by higher layers for a PRACH transmission includes the following:
-
A configuration for PRACH transmission provided by higher layer parameter [PRACH-config] [4, TS 38.211].  
-
A serving cell index provided by higher layer parameter [PRACH-cell-idx] for the PRACH transmission.  
-
A preamble index, a PRACH format, 
[image: image179.wmf]target

PRACH,

P

, a corresponding RA-RNTI, and a PRACH resource. 
-
[A number of repetitions for a PRACH transmission is also indicated by higher layers as part of the request.]  
A PRACH format is selected from the preamble sequence set for the corresponding preamble sequence length using the preamble index.

A preamble is transmitted using the selected PRACH format with transmission power 
[image: image180.wmf]PRACH

P

, as described in Subclause 7.4, on the indicated PRACH resource.
8.1.1
Timing
8.2


Random access response

A UE attempts to detect a PDCCH with the indicated RA-RNTI during a window controlled by higher layers [11, TS 38.321]. The window starts at the symbol of the earliest control resource set the UE is configured for Type1-PDCCH common search space, as defined in Subclause 10.1, that is [X symbols] after the last symbol of the preamble sequence transmission. The length of the window is provided by higher layer parameter [rar-windowlength]. 

If the UE detects the PDCCH with the indicated RA-RNTI and a corresponding DL-SCH transport block within the window, the UE passes the transport block to higher layers. The higher layers parse the transport block and indicate the uplink grant to the physical layer. If the UE does not detect the PDDCH or a corresponding DL-SCH transport block within the window, the UE procedure is as described in [11, TS 38.321].  
When the UE detects the PDCCH with the indicated RA-RNTI and the corresponding DL-SCH transport block within the window, higher layers indicate an uplink grant of [XX] bits to the physical layer. This is referred to as random access response (RAR) grant in the physical layer. A UE shall receive the PDCCH and the PDSCH that includes the DL-SCH transport block with same subcarrier spacing and same cyclic prefix as for the reception of a PDSCH that includes [SystemInformationBlockType1]. The content of the [XX] bits starting with the MSB and ending with the LSB are as follows:
[…]

8.3


Msg3 PUSCH

Higher layer parameter [msg3-tp] indicates to a UE whether or not the UE shall apply transform precoding, as described in [4, TS 38.211], for a Msg3 PUSCH transmission. 
The subcarrier spacing for Msg3 PUSCH transmission is provided by higher layer parameter [msg3-scs]. 

A UE shall transmit PRACH and Msg3 PUSCH on a same serving cell. 

8.4


Msg4 PDSCH

The subcarrier spacing for Msg4 PDSCH transmission is same as for the PDSCH providing the random access response.  

9
UE procedure for reporting control information
If a UE is configured with a SCG, the UE shall apply the procedures described in this subclause for both MCG and SCG.

-
When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.

-
When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

If the UE is configured with a PUCCH-SCell, the UE shall apply the procedures described in this clause for both primary PUCCH group and secondary PUCCH group
-
When the procedures are applied for the primary PUCCH group, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the primary PUCCH group respectively.

-
When the procedures are applied for secondary PUCCH group, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including the PUCCH-SCell), serving cell, serving cells belonging to the secondary PUCCH group respectively. The term ‘primary cell’ in this clause refers to the PUCCH-SCell of the secondary PUCCH group.
9.1
Control information MCS offset determination in PUSCH
Offset values are defined for single codeword PUSCH transmission and multiple codeword PUSCH transmission. The offset values are signalled to a UE either by a DCI format scheduling the PUSCH transmission or by higher layers.

For offset values signalled to the UE by higher layers, single codeword PUSCH transmission offsets 
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shall be configured to values according to Table 9.1-1,2 with the higher layer signalled indexes 
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, respectively. [Single codeword PUSCH transmission offset 
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Multiple codeword PUSCH transmission offsets 
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, respectively. [Multiple codeword PUSCH transmission offset 
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[For offset values signalled to the UE by the DCI format scheduling the PUSCH transmission, the UE is configured by higher layers a set of [four] 
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 indexes from Table 9.1-1,2, respectively, for single codeword PUSCH transmission. The UE is also configured a set of [four] 
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 indexes from Table 9.1-1,2, respectively, for multiple codeword PUSCH transmission. A [UCI offset indicator] field in the DCI format scheduling the PUSCH transmission indicates a 
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[Table 9.1-1: Mapping of HARQ-ACK offset values and the index signalled by higher layers
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Table 9.1-2: Mapping of CSI offset values and the index signalled by higher layers
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Table 9.1-3: Mapping of [UCI offset indicator] values to offset indexes
	[UCI offset indicator]
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	'00'
	1st offset index configured by higher layers

	'01'
	2nd offset index configured by higher layers

	'10'
	3rd offset index configured by higher layers

	'11'
	4th offset index configured by higher layers


]
9.2
UE procedure for HARQ-ACK codebook determination

9.2.1
CBG-based HARQ-ACK codebook determination

If a UE is configured [per serving cell] with higher layer parameter [CBG-DL], the UE receives PDSCH transmissions that include code block groups (CBGs) of a transport block. 

If the UE is configured by higher layer parameter [CBG-DL] to receive PDSCH transmissions that include CBGs of a transport block , the UE is configured by higher layer parameter [CBGs_per_TB] [per serving cell] a maximum number 
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 HARQ-ACK information bits through a one-to-one mapping with the 
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A retransmission of a transport block to a UE, corresponding to a same HARQ process as a previous transmission of the transport block to the UE, includes the same CBs in a CBG as the initial transmission of the transport block. 

If a DCI format scheduling the retransmission of the transport block includes a CBG transmission indication (CBGTI)] field of 
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 bits of the CBGTI field have a one-to-one mapping with the 
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 CBGs, [the UE determines whether or not a CBG is retransmitted based on a corresponding value of the CBGTI field]
.  [If a UE is configured with higher layer parameter [cbgcodebooksizeDetermination = cc
]], the HARQ-ACK codebook includes the 
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 HARQ-ACK information bits. If the UE generates a HARQ-ACK codebook in response to a retransmission of a transport block, corresponding to a same HARQ process as a previous transmission of the transport block, the UE generates an ACK for each CBG that the UE correctly decoded in a previous transmission of the transport block.  

If a UE is not configured with higher layer parameter [CBG-DL], the UE generates a HARQ-ACK information bit for each transport block. 
9.3
UE procedure for reporting HARQ-ACK

9.3.1
HARQ-ACK reporting in physical uplink shared channel
9.3.2
HARQ-ACK reporting in physical uplink control channel

If a UE is not configured for simultaneous PUSCH and PUCCH transmissions, and the UE is not transmitting PUSCH, and the UE does not transmit CSI, the UE shall transmit HARQ-ACK and, when any, positive/negative SR
· on PUCCH format 0 if 
· the transmission is over 1 symbol or 2 symbols,
· the number of HARQ-ACK information bits is 1 or 2  
· on PUCCH format 1 if 
· the transmission is over 4 or more symbols,
· the number of HARQ-ACK information bits is 1 or 2  
· on PUCCH format 2 if 
· the transmission is over 1 symbol or 2 symbols,
· the number of HARQ-ACK information bits is more than 2  
· on PUCCH format 3 if 
· the transmission is over 4 or more symbols,
· the number of HARQ-ACK information bits is more than [2] 
PUCCH can only be transmitted on one antenna port (
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A UE transmits one or more PUCCHs within a slot of 
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 symbols as defined in [4, TS 38.211]. With reference to slots for PUCCH transmissions, if the UE detects a DCI format in a PDCCH that schedules a PDSCH reception over a number of symbols where the last symbol is within slot 
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, the UE shall provide corresponding HARQ-ACK information in a PUCCH transmission within slot 
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 is a number of slots and is indicated by the [DL-data-DL-acknowledgement] field in the DCI format.  The [DL-data-DL-acknowledgement] field values map to values for a number of slots as defined in Table 9.3.2-1.
[

Table 9.3.2-1: Mapping of [DL-data-DL-acknowledgement] values to numbers of slots

	[DL-data-DL-acknowledgement]
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	'00'
	1st value for a number of slots configured by higher layers

	'01'
	2nd value for a number of slots configured by higher layers

	'10'
	3rd value for a number of slots configured by higher layers

	'11'
	4th value for a number of slots configured by higher layers


]
9.3.2.1
HARQ-ACK procedures for one configured serving cell
9.3.2.2
HARQ-ACK procedures for more than one configured serving cell
9.4
UE procedure for reporting SR

9.5
UE procedure for reporting multiple UCI types
9.6
UCI repetition procedure
10
UE procedure for receiving control information
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

-
When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.

-
When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

A UE shall monitor a set of PDCCH candidates in one or more control resource sets on one or more activated serving cells or BWPs according to corresponding search spaces where monitoring implies decoding each PDCCH candidate according to the monitored DCI formats.
10.1
UE procedure for determining physical downlink control channel assignment in common search space

A UE shall monitor PDCCH candidates in one or more of the following search spaces

-
a Type0-PDCCH common search space for a DCI format scrambled by a [SI-RNTI] on a primary cell
-
a Type1-PDCCH common search space for a DCI format scrambled by a [RA-RNTI] on a primary cell
-
a Type2-PDCCH common search space for a DCI format scrambled by a [INT-RNTI]
A UE is configured the serving cell[s] for monitoring Type2-PDCCH common search space.
[A UE shall monitor PDCCH candidates in a common search space without a carrier indicator field.]
If a UE is configured by higher layers to decode a DCI format with CRC scrambled by an [INT-RNTI]
, the UE is also configured [per serving cell] [a set] of PRBs
 and a monitoring period for the DCI format by higher layer parameter [INT-RNTI-monitor-period]. If the UE detects the DCI format with CRC scrambled by the [INT-RNTI], the UE may assume that no transmission to the UE is present in PRBs and in OFDM symbols, from [the set] of PRBs and the OFDM symbols of the [last] monitoring period that are indicated by the DCI format. The UE is configured the indication granularity for the PRBs by higher layer parameter [int-PRBs-unit].The UE is configured the indication granularity for the OFDM symbols by higher layer parameter [int-symbols-unit].The UE is configured by higher layer parameter [Num-PDCCH-cand] a number of PDCCH candidates per CCE aggregation level for the DCI format with CRC scrambled by the [INT-RNTI]. 

10.2
UE procedure for determining physical downlink control channel assignment in UE-specific search space

For each serving cell, higher layer signalling configures a UE with 
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 control resource sets. For control resource set 
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, the configuration includes:

· a first OFDM symbol provided by higher layer parameter [CORESET-start-symb], 

· a number of consecutive OFDM symbols provided by higher layer parameter [CORESET-time-duration], 

· a set of resource blocks provided by higher layer parameter [CORESET-freq-dom],

· a CCE-to-REG mapping provided by higher layer parameter [CORESET-trans-type].
· a REG bundle size, in case of interleaved CCE-to-REG mapping, provided by higher layer parameter [CORESET-REG-bundle-size
]
· [antenna port quasi-collocation provided by higher layer parameter [CORESET-QCL-ConfigId]]
· .



Each control resource set includes a set of CCEs numbered from 0 to 
[image: image247.wmf]1

,

CCE

-

q

N

 where 
[image: image248.wmf]q

N

,

CCE

 is the number of CCEs in control resource set 
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The sets of PDCCH candidates that a UE monitors are defined in terms of PDCCH UE-specific search spaces. A PDCCH UE-specific search space at CCE aggregation level 
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 is defined by a set of PDCCH candidates for CCE aggregation level 
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. For a DCI format, a UE is configured [per serving cell] by higher layer parameter [Num-PDCCH-cand] a number of PDCCH candidates per CCE aggregation level 
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In non-DRX mode operation, a UE monitors PDCCH candidates in control resource set 
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 according to a periodicity of 
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 symbols that is configured by higher layer parameter [CORESET-monitor-period
] for control resource set 
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For the serving cell on which a UE monitors PDCCH candidates in a UE-specific search space, if the UE is not configured with a carrier indicator field, the UE shall monitor the PDCCH candidates without carrier indicator field. For the serving cell on which a UE monitors PDCCH candidates in a UE-specific search space, if a UE is configured with a carrier indicator field, the UE shall monitor the PDCCH candidates with carrier indicator field.

A UE is not expected to monitor PDCCH candidates on a secondary cell if the UE is configured to monitor PDCCH candidates with carrier indicator field corresponding to that secondary cell in another serving cell. [For the serving cell on which the UE monitors PDCCH candidates, the UE shall monitor PDCCH candidates at least for the same serving cell.] 
11
Slot format configuration 
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

-
When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.

-
When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.
A slot format includes downlink symbols, uplink symbols, and flexible symbols. 

For each serving cell

If the UE is not configured with the higher layer parameter [SlotFormat-MainConfig], 

-
the UE shall set the slot format per slot over a number of slots to be equal to the slot format per slot over the number of slots as indicated by higher layer parameter [SlotFormat-assignmentSIB1].
 If the UE is additionally provided higher layer parameter [SlotFormat-assignment] for the slot format per slot over the number of slots, the parameter [SlotFormat-assignment] overrides only flexible symbols per slot over the number of slots as provided by [SlotFormat-assignmentSIB1].

-
the UE shall set flexible symbols in a slot to downlink symbols or to uplink symbols in the slot when the UE detects a DCI format scheduling PDSCH reception or PUSCH transmission, respectively, by the UE in the flexible symbols of the slot.  

-
the UE shall not receive or transmit in flexible symbols of a slot when the UE does not detect a DCI format scheduling PDSCH reception or PUSCH transmission, respectively, by the UE in the flexible symbols of the slot.  
If the UE is configured by higher layers with the parameter [SlotFormat-MainConfig], the UE shall determine the slot format for each slot over a number of slots as described in Subclause 11.1. 
11.1
UE procedure for determining slot format configuration
12
Bandwidth part operation 

A UE configured for operation in bandwidth parts (BWPs) of a serving cell, is configured by higher layers for the serving cell a set of bandwidth parts (BWPs) for receptions by the UE (DL BWP set) or a set of BWPs for transmissions by the UE (UL BWP set). For each DL BWP or UL BWP in a set of DL BWPs or UL BWPs, respectively, the UE is configured the following for the serving cell as defined in [4, TS 38.211]:
· a subcarrier spacing provided by higher layer parameter [DL-BWP-micro] or [UL-BWP-micro]
· a cyclic prefix provided by higher layer parameter [DL-BWP-CP] or [UL-BWP-CP],
· a number of contiguous PRBs provided by higher layer parameter [DL-BWP-BW] or [UL-BWP-BW], 

· [an offset of the first PRB in the number of  contiguous PRBs relative to the first PRB by higher layer parameter [DL-BWP-loc] or [UL-BWP-loc]], 
· 
[image: image256.wmf]Q

 control resource sets, as described in Subclause 10.2, if the BWP is a DL BWP

A UE receives PDCCH and PDSCH in a DL BWP according to a configured subcarrier spacing and CP length for the DL BWP. A UE transmits PUCCH and PUSCH in an UL BWP according to a configured subcarrier spacing and CP length for the UL BWP. 
A UE can be configured, by higher layer parameter [activated-DL-BWP], a DL BWP from a configured DL BWP set for DL receptions. A UE can be configured by higher layer parameter [activated-UL-BWP] an UL BWP from a configured UL BWP set for UL transmissions. If a [DL-BWP index] field is configured in a DCI format scheduling PDSCH reception to a UE, the [DL-BWP index] field value indicates the DL BWP, from the configured DL BWP set, for DL receptions. If an [UL-BWP index] field is configured in a DCI format scheduling PUSCH transmission from a UE, the [UL-BWP index] field value indicates the UL BWP, from the configured UL BWP set, for UL transmissions. 

For TDD, a UE can expect that the center frequency for the DL BWP is same as the center frequency for the UL BWP. 

A UE is not expected to monitor PDCCH when the UE performs measurements over a bandwidth that is not within the DL BWP for the UE.

13
Configurations and assumptions independent of physical channels or signals 
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�Overlaps with 38.211


�The agreement is unclear about the case that � EMBED Equation.3 ��� has fewer elements than � EMBED Equation.3 ��� and about how different elements (QCLs) from � EMBED Equation.3 ��� are assigned to potentially different CORESET monitoring periodicities for elements of � EMBED Equation.3 ���. 


�Placeholder text for SRS – single port transmission for PUCCH in this release.


�Current agreements are only applicable to slot-based PUSCH transmission (e.g. for TPC commands). 


�No dependence is assumed on DL/UL bandwidth parts (i.e. DL/UL BWPs of a cell are assumed to be same/equivalent with respect to UL power control).


�The case of >6 GHz is FFS pending RAN4 input. 


�Sum of a cell-specific component and a UE-specific component is assumed (was not explicitly agreed).


�The linkage of QCL configuration q to � EMBED Equation.3 ��� is FFS. 


�It is tentatively assumed that a same number of cell-specific and UE-specific Po values is configured.


�If after RRC configuration, a SS/PBCH block can be used for path-loss measurement (in addition to CSI-RS), the type of RS for path-loss measurement will need to be additionally defined, e.g. according to q or j, 


�This is DCI 3/3A in LTE. Its support in NR has not yet been discussed.


�DCI format scheduling Msg3 (re)transmissions. Probably need to define a reference k index for Msg3.  


�May need to be different DCI formats for different service types, or same DCI format for different slot sets in dynamic TDD, etc. Will be clarified as specifics are decided.


�Need to define slot types with PUSCH transmission in 38.211


�It is currently FFS whether accumulation is reset or kept when � EMBED Equation.3 ��� is changed by higher layers or by L1. 


�It is FFS how the first value is set (reset/kept) and how this relates to � EMBED Equation.3 ��� change (e.g. by higher layers for same j or by L1 for different j).  


�Placeholder text. No decision yet if mapping is same for all j and k parameters. No decision yet on the number of TPC command bits for different k values, etc.


�This is DCI 3/3A in LTE


�To be defined by RAN4.


�A different term may be used once NR UL power control is specified. 


�Text remains in brackets pending RAN4 feedback on Pcmax. 


�RI and 1st CW CQI are jointly encoded in NR and there are at least 2 CSI parts.


�It is tentatively assumed that each UCI part will have its own offset as in LTE. Need decision on whether the two CSI parts ({RI+CQI for 1st CW, remaining CSI}) have same or separately configured offsets.


It is also FFS whether for type-II CSI, there are 2 or 3 CSI parts. 


Unclear how to interpret agreement that “Resource allocation for CSI reporting should take into account the payload difference between RI=1 and RI=2” for multiplexing in PUSCH (i.e. whether it means different offsets).


�In LTE, two separate configurations of offset indexes apply depending on the HARQ-ACK payload. No decision exists to have the same behavior in NR, or to have more than two offsets, or to extent this behavior to CSI.


�It is tentatively assumed that 


 offset indexes for single-CW and multi-CW PUSCH are separately configured.


UCI payload range dependent offset indexes are not configured due to dynamic indication but such separate configurations of offset indexes are also possible. 


(c) there are no separate fields in the DCI for the offset of each UCI type. 


Keeping relevant text in [ ] until corresponding decisions are made.   �


�The actual number of bits to report can be different – e.g. with bundling.


�For retransmissions, decisions are needed for dynamic/semi-static HARQ-ACK codebook determination and for possible DCI indications.


�No decision currently exists for 2 TBs (e.g. same number for both TBs, separately configured number per TB).


�Placeholder text – will be modified once the specifics for the operation of the CBGTI field are decided.


�LTE terminology for indicating semi-static codebook (can be modified once RRC terminology is finalized). Statement in brackets will be removed if only semi-static codebook determination is supported for CBG-based HARQ-ACK.


�Dynamic indication of symbols within a slot or joint indication of time/frequency/code PUCCH resources is not precluded pending specific RAN1 agreements


��Will replace by the name eventually given to that DCI format in 38.212


�FFS if the configuration of PRBs is a separate one or if it is derived by the configured BWP.


�A new value of ‘CORESET-REG-bundle-size’ can be used to indicate wideband RS. 


�Overlaps with 38.211.


�FFS whether monitoring periodicity for CORESET q is per DCI format or per search space.


�Need to define a reference timing (e.g. SFN 0).
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