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<END OF MODIFIED SECTION>
<START OF MODIFIED SECTION>
Table 4.5A.14.4-3: Message ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT (step 12, Table 4.5A.14.3-1)

	Derivation path: Table 4.7.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	7
	Same value as in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	

	Procedure transaction identity
	0
	No procedure transaction identity assigned
	


4.5A.15
Generic Test Procedure for EPS Bearer Deactivaton
4.5A.15.1
Initial conditions

The EPS bearer to be deactivated has been established before. The EPS bearer has to be specified.
4.5A.15.2
Definition of system information messages

The system information messages applicable in the test case are used.

4.5A.15.3
Procedure

Table 4.5A.15.3-1: Procedure for EPS Bearer Deactivation
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits an RRCConnectionReconfiguration message to deactivate an EPS Bearer.
	<--
	RRC: RRCConnectionReconfiguration
NAS: DEACTIVATE EPS BEARER CONTEXT REQUEST

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the deactivation of EPS  bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete

	3
	The UE transmits an  ULInformationTransfer
Message to accept deactivation of the EPS bearer.
	-->
	RRC: ULInformationTransfer
NAS: DEACTIVATE EPS BEARER CONTEXT ACCEPT


4.5A.15.4
Specific message contents

Table 4.5A.15.4-1: Message DEACTIVATE EPS BEARER CONTEXT REQUEST (step 1, Table 4.5A.15.3-1)

	Derivation path: Table 4.7.3-12 and table 4.6.1-8 with condition and condition NETWORK-INITIATED

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	EPS bearer identity
	Same value as in the activation message.
	

	ESM cause
	00100100
	regular deactivation 
	


Table 4.5A.15.4-2: Message DEACTIVATE EPS BEARER CONTEXT ACCEPT (step 2, Table 4.5A.15.3-1)
	Derivation Path:Table 4.7.3-11

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	EPS bearer identity
	The same value as the value set in DEACTIVATE EPS BEARER CONTEXT REQUEST message.
	

	Procedure transaction identity
	0
	No procedure transaction identity assigned
	


4.6
Default RRC message and information elements contents
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