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Introduction

Total Number of CRs agreed for this WI: 30. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.114 - 
  0 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  2 CR(s)

· 34.123-2 - 
  0 CR(s)

· 34.122 - 
  0 CR(s)

· 34.229-1 - 
  1 CR(s)

· 34.229-2 - 
  0 CR(s)

· 34.229-3 - 
  0 CR(s)

· 36.508 - 
  3 CR(s)

· 36.521-1 - 
  7 CR(s)

· 36.521-2 - 
  2 CR(s)

· 36.521-3 - 
  4 CR(s)

· 36.523-1 - 
  3 CR(s)

· 36.523-2 - 
  2 CR(s)

· 36.523-3 - 
  1 CR(s)

· 36.903 - 
  1 CR(s)

· 37.901 - 
  4 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-140088
	36.521-3
	0855
	-
	F
	Rel-12
	12.0.0
	Corrections to UE Transmit Timing minimum requirements
	TEI11_Test

	R5-140089
	36.521-3
	0856
	-
	F
	Rel-12
	12.0.0
	Corrections to measurements of the SCC with deactivated SCell
	TEI11_Test

	R5-140113
	37.901
	0031
	-
	F
	Rel-11
	11.9.0
	Update References and Definitions in TR 37.901
	TEI11_Test

	R5-140123
	34.229-1
	0502
	-
	F
	Rel-11
	11.0.0
	Removal of technical content in 34.229-1 v11.0.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140124
	36.508
	0483
	-
	F
	Rel-11
	11.3.0
	Removal of technical content in 36.508 v11.3.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140125
	36.521-1
	1263
	-
	F
	Rel-11
	11.3.0
	Removal of technical content in 36.521-1 v11.3.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140126
	36.521-2
	0142
	-
	F
	Rel-11
	11.3.0
	Removal of technical content in 36.521-2 v11.3.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140127
	36.521-3
	0858
	-
	F
	Rel-11
	11.3.0
	Removal of technical content in 36.521-3 v11.3.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140128
	36.523-1
	2557
	-
	F
	Rel-11
	11.5.0
	Removal of technical content in 36.523-1 v11.5.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140129
	36.523-2
	0487
	-
	F
	Rel-11
	11.5.0
	Removal of technical content in 36.523-2 v11.5.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140131
	36.903
	0112
	-
	F
	Rel-11
	11.0.0
	Removal of technical content in 36.903 v11.0.0 and substitution with pointer to the next Release
	TEI11_Test

	R5-140321
	34.123-1
	3444
	-
	F
	Rel-11
	11.1.0
	Correction of 8.1.5.7 and enhancement to Rel-11
	TEI11_Test

	R5-141055
	37.901
	0032
	-
	F
	Rel-11
	11.9.0
	Missing uplink reference channel for uplink tests
	TEI11_Test

	R5-141054
	37.901
	0033
	-
	F
	Rel-11
	11.9.0
	Beamforming model and power allocation for DL performance tests with user specific reference symbols
	TEI11_Test

	R5-140569
	37.901
	0034
	-
	F
	Rel-11
	11.9.0
	Correction to Mapping of UE reported CQI and MCS (LTE)
	TEI11_Test

	R5-140680
	34.123-1
	3466
	-
	F
	Rel-11
	11.1.0
	Update of eMDT test cases 8.6.2.1a
	TEI11_Test

	R5-140744
	36.508
	0494
	-
	F
	Rel-12
	12.0.0
	Correction of CA band combinations CA_1A_18A and CA_11A_18A
	TEI11_Test

	R5-140776
	36.523-1
	2597
	-
	F
	Rel-12
	12.0.0
	Optimise UTRA test frequency allocation in 8.6.5.1a
	TEI11_Test

	R5-140783
	36.523-2
	0491
	-
	F
	Rel-12
	12.0.0
	Addition of the applicability of eMDT test cases
	TEI11_Test

	R5-140787
	36.523-3
	1894
	-
	F
	Rel-12
	11.2.0
	Addition to test execution guidelines for EUTRA CA inter-band test cases for band combination with 29A
	TEI11_Test

	R5-140800
	36.521-1
	1282
	-
	F
	Rel-12
	12.0.0
	Corrections to NS signaling for CA refsens
	TEI11_Test

	R5-140802
	36.521-1
	1284
	-
	F
	Rel-12
	12.0.0
	Additions to combinations of channel model parameters
	TEI11_Test

	R5-140803
	36.521-1
	1285
	-
	F
	Rel-12
	12.0.0
	Addition of a Fixed Reference Channel two antenna ports
	TEI11_Test

	R5-140804
	36.521-1
	1286
	-
	F
	Rel-12
	12.0.0
	Corrections to TDD eDL-MIMO test cases
	TEI11_Test

	R5-140847
	36.521-1
	1321
	-
	F
	Rel-12
	12.0.0
	Corrections to test configutation notes of CA soft buffer
	TEI11_Test

	R5-140927
	36.523-1
	2605
	-
	F
	Rel-12
	12.0.0
	Correction of Rel-11 MDT parameter
	TEI11_Test

	R5-140998
	36.508
	0501
	-
	F
	Rel-12
	12.0.0
	Addition of Rel11 reverse band combinations CA_2A-29A, CA_4A-5A, CA_4A-29A, CA_5A-17A
	TEI11_Test

	R5-141020
	36.521-2
	0154
	-
	F
	Rel-12
	12.0.0
	Addition of test applicability of WB-RSRQ measurement
	TEI11_Test

	R5-141022
	36.521-3
	0902
	-
	F
	Rel-12
	12.0.0
	Addition of WB-RSRQ measurement test cases
	TEI11_Test

	R5-141029
	36.521-1
	1353
	-
	F
	Rel-12
	12.0.0
	Corrections to TM9 test to verify correct SNR estimation
	TEI11_Test
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