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	Reason for change:
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	As per agreed R5-140394, two ofdm symbols shall be allocated for the PDCCH in a MBSFN subframe. Also, the CCE allocation is updated in R5-141113 accordingly.
In Table 4.4.3.3-13: SystemInformationBlockType13, the non-MBSFNregionLength is currently set to 1, ie. One OFDM symbol, which is not consistant with the above agreed CR. 

	
	

	Summary of change:
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	Updated the Table 4.4.3.3-13: SystemInformationBlockType13, with non-MBSFNregionLength set to 2
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	The Sib13 signalling does not match the cell configuration on MBSFN subframes.
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SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

Table 4.4.3.3-13: SystemInformationBlockType13
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType13 ::= SEQUENCE {
	
	
	

	  MBSFN-AreaInfo-r9 SEQUENCE (SIZE(1..maxMBSFN-Area)) OF SEQUENCE {
	
	
	

	    mbsfn-AreaId-r9
	0
	
	

	    non-MBSFNregionLength
	2
	
	

	    notificationIndicator-r9
	0
	
	

	    mcch-Config-r9 SEQUENCE {
	
	
	

	      mcch-RepetitionPeriod-r9
	rf32
	
	

	      mcch-Offset-r9
	1
	
	FDD

	
	0
	
	TDD

	      mcch-ModificationPeriod-r9
	rf512
	
	

	      sf-AllocInfo-r9
	‘100000’
	
	FDD

	
	‘000010’
	
	TDD

	      signallingMCS-r9
	n2
	
	

	    }
	
	
	

	  }
	
	
	

	  MBMS-NotificationConfig-r9 ::= SEQUENCE {
	
	
	

	    notificationRepetitionCoeff-r9
	n4 
	
	

	    notificationOffset-r9
	1
	
	FDD

	
	0
	
	TDD

	    notificationSF-Index-r9
	1
	Subframe #1
	FDD

	
	4
	Subframe #8
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment
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