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	Reason for change:
	In RAN3#83 CR 1151r6 vs. 36.413 was agreed. The CR introduced the support for load reporting between LTE and eHRPD. Among others, a new eHRPD Sector ID IE was introduced. The IE is defined as OCTET STRING (without length definition) and includes the eHRPD Sector ID defined in the 3GPP2 C.S0024-B.
Since the eHRPD Sector ID represents an IPv6 address (and therefore it has a fixed length of 128 bits), its definition should be changed to OCTET STRING (SIZE(16)).

	
	

	Summary of change:
	The definition of the eHRPD Sector ID IE has been changed from OCTET STRING to OCTET STRING (SIZE(16))
This is a non backward compatible change. However the eHRPD Sector ID IE was introduced in RAN3#83 and Rel-12 is not frozen yet, therefore the impact is minimal.
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	Other comments:
	


BEGINNING OF CHANGES
9.2.3.25
RIM Routing Address

This IE identifies the destination node where the RIM Information needs to be routed by the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE RIM Routing Address
	
	
	
	
	
	

	>GERAN-Cell-ID
	
	
	
	
	-
	

	>>LAI
	M
	
	9.2.3.1
	
	-
	

	>>RAC
	M
	
	9.2.3.2
	
	-
	

	>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>Target RNC-ID
	
	
	
	
	-
	

	>>LAI
	M
	
	9.2.3.1
	
	-
	

	>>RAC
	O
	
	9.2.3.2
	
	-
	

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	If the Extended RNC-ID IE is included in the Target ID IE, the RNC-ID IE shall be ignored.
	-
	

	>>Extended RNC-ID
	O
	
	9.2.1.14
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	-
	

	>eHRPD Sector ID
	
	
	
	
	-
	

	>>eHRPD Sector ID
	M
	
	OCTET STRING (SIZE(16))
	Contains the eHRPD Sector ID as defined in 3GPP2 C.S0024-B [27] sub-section 13.9.
	-
	


NEXT CHANGE
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<<< skipped unchanged ASN.1 >>>
RIMTransfer ::= SEQUENCE {


rIMInformation


RIMInformation,


rIMRoutingAddress

RIMRoutingAddress

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { RIMTransfer-ExtIEs} }
OPTIONAL,

...

}

RIMTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

RIMInformation ::= OCTET STRING

RIMRoutingAddress ::= CHOICE {


gERAN-Cell-ID


GERAN-Cell-ID,


...,


targetRNC-ID


TargetRNC-ID,


eHRPD-Sector-ID


OCTET STRING (SIZE(16))
}

ReportArea ::= ENUMERATED {


ecgi,


...

}

RepetitionPeriod ::= INTEGER (0..4095)

NEXT CHANGE
B.1.18
eHRPD Sector ID
This IE contains the eHRPD Sector ID.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	eHRPD Sector ID
	M
	
	OCTET STRING (SIZE(16))
	Defined in 3GPP2 C.S0024-B [27] sub-section 13.9


NEXT CHANGE
B.2
ASN.1 definition

-- **************************************************************

--

-- IE definitions for the SON Transfer application
-- The IEs in this ASN.1 module shall be defined and encoded

-- using the same rules as applicable for the S1AP-IEs module.

-- 

-- **************************************************************

SonTransfer-IEs

SKIP UNCHANGED TEXT
EHRPD-Sector-ID ::= OCTET STRING (SIZE (16))
END OF CHANGES
