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	Reason for change:
	The feICIC demodulation tests state the requirement as “Fraction of Maximum Throughput (%)”, and quote a Reference Chanel such as R.11-4 FDD. However the Maximum Throughput averaged over 1 frame quoted in the definition of R.11-4 FDD cannot be applied for feICIC, because the throughput is measured only in subframes that overlap with ABS of the aggressor cell, and should be selectively calculated according to the ABS pattern.

The statement “PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel” modifies the Reference channel that should be transmitted for cell 1.   
Additional information is necessary to define how the Maximum Throughput is calculated, and to avoid contradictions in how the Reference channel is transmitted.

In Table 8.2.1.2.3A-2, Note 3 is missing the symbol “
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	Summary of change:
	Move the statement “PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel” to be a new note explaining how the Reference channel is modified for cell 1.
To calculate the Maximum Throughput, it is necessary to combine the ABS pattern with knowledge of which subframes in the Fixed Reference Channel carry payload data, and the size of the payload. The resulting pattern repeats over 40 subframes (40ms) for FDD, and 20 subframes (20ms) for TDD.
In each table where feICIC throughput requirement is defined, add a note stating how many subframes contribute to throughput. Using the payload size in the relevant subframe and the overall pattern length allows the Maximum Throughput to be calculated.
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	The figure for Max. Throughput averaged over 1 frame is misleading when applied to feICIC Test Cases. It would be necessary to go back to the original simulations to understand how the Maximum Throughput should be calculated. The method of T-put calculation will not be clear to RAN5, and incorrect test limits may be applied.
A contradiction would remain on how the Reference channel is transmitted for cell 1.
Isolated impact analysis:

Clarification of requirements, no impact to UE itself.
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<< Unchanged sections omitted >>
8.2.1.2.3A
Minimum Requirement 2 Tx Antenna Ports (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured)
The requirements are specified in Table 8.2.1.2.3A-2, with the addition of parameters in Table 8.2.1.2.3A-1. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cells with CRS assistance information. In Table 8.2.1.2.3A-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 and Cell 3.

Table 8.2.1.2.3A-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table8.2.1.2.3A-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	11000000 

11000000 

11000000 

11000000 

11000000
	11000000 

11000000 

11000000 

11000000 

11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	2
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
[image: image9.wmf]1

=

B

P

.

Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.

Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.2.3A-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11-4 FDD Note 4
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EVA5
	EVA5
	EVA5
	2x2 Medium
	70
	3.4
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to 
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 of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
The maximum Throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


<< Unchanged sections omitted >>
8.2.1.3.4
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured)
The requirements for non-MBSFN ABS are specified in Table 8.2.1.3.4-2, with the addition of parameters in Table 8.2.1.3.4-1. The purpose is to verify the performance of large delay CDD with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cells with CRS assistance information. In Table 8.2.1.3.4-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 ad Cell3.

Table 8.2.1.3.4-1: Test Parameters for Large Delay CDD (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	[image: image11.wmf]A
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A

	[image: image13.wmf]oc

N

at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A

	
	[image: image16.wmf]3

oc

N


	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.1.3.4-2
	Reference Value in Table 8.2.1.3.4-2
	Reference Value in Table 8.2.1.3.4-2

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	1
	126

	ABS pattern (Note 5)
	
	N/A
	11000000 

11000000 

11000000 

11000000 

11000000
	11000000 

11000000 

11000000 

11000000 

11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	3
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
[image: image18.wmf]1

=

B

P

.

Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.

Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.
Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.3.4-2: Minimum Performance Large Delay CDD (FRC) – Non-MBSFN ABS
	Test Number
	Reference Channel 
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	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11 FDD Note 4
	9
	7
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	13.9
	≥2

	2
	R.35 FDD Note 4
	9
	1
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	22.6
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.
Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 
Note 3:
SNR corresponds to [image: image20.wmf]2
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of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
The maximum Throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


<< Unchanged sections omitted >>
8.2.1.4.1C
Minimum Requirement Single-Layer Spatial Multiplexing 2 Tx Antenna Ports (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured)

The requirements are specified in Table 8.2.1.4.1C-2, with the addition of parameters in Table 8.2.1.4.1C-1. The purpose is to verify the closed loop rank-one performance with wideband precoding if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell with CRS assistance information. In Table 8.2.1.4.1C-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 and Cell 3.

Table 8.2.1.4.1C-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	[image: image21.wmf]A
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A

	[image: image27.wmf]2

oc

s

N

E

)


	dB
	 Reference Value in Table 8.2.1.4.1C-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	11000000 

11000000 

11000000 

11000000 

11000000
	11000000 

11000000 

11000000 

11000000 

11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	6
	Note 9
	Note 9

	Precoding granularity
	PRB
	50
	N/A
	N/A

	PMI delay (Note 10)
	ms
	8
	N/A
	N/A

	Reporting interval
	ms
	1
	N/A
	N/A

	Peporting mode
	
	PUSCH 3-1
	N/A
	N/A

	CodeBookSubsetRestriction bitmap
	
	1111
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.

Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.

Note 10:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 11:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 12:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.4.1C-2: Minimum Performance Single-Layer Spatial Multiplexing (FRC)– Non-MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11 FDD Note 4
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EPA5
	EPA5
	EPA5
	2x2 High
	70
	6.1
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.
Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.
Note 3:
SNR corresponds to [image: image29.wmf]2
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of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
The maximum Throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


<< Unchanged sections omitted >>
8.2.2.2.3A
Minimum Requirement 2 Tx Antenna Ports (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured) 
The requirements are specified in Table 8.2.2.2.3A-2, with the addition of parameters in Table 8.2.2.2.3A-1. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell with CRS assistance information. In Table 8.2.2.2.3A-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 and Cell 3.

Table 8.2.2.2.3A-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.2.2.3A-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	0000000001
 0000000001
	0000000001
 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001

0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	2
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
[image: image37.wmf]1

=

B

P

.

Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.

Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.
Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.2.2.3A-2: Minimum Performance Transmit Diversity (FRC)
	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11-4 TDD Note 4
	OP.1TDD
	OP.1TDD
	OP.1TDD
	EVA5
	EVA5
	EVA5
	2x2 Medium
	70
	3.5
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.
Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3..
Note 3:
SNR corresponds to [image: image38.wmf]2
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of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
The maximum Throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


<< Unchanged sections omitted >>
8.2.2.3.4
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured)
The requirements for non-MBSFN ABS are specified in Table 8.2.2.3.4-2, with the addition of parameters in Table 8.2.2.3.4-1. The purpose is to verify the performance of large delay CDD with 2 transmitter antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell with CRS assistance information. In Table 8.2.2.3.4-1, Cell 1 is the serving cell, and Cell 2 and Cell3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 and Cell 3.

Table 8.2.2.3.4-1: Test Parameters for Large Delay CDD (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration 
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.2.3.4-2
	Reference Value in Table 8.2.2.3.4-2
	Reference Value in Table 8.2.2.3.4-2

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	1
	126

	ABS pattern (Note 5)
	
	N/A
	0000000001
 0000000001
	0000000001
 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	3
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.

Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.
Note 10:
The number of the CRS ports in Cell1, Cell2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell2 and Cell 3 in this test.


Table 8.2.2.3.4-2: Minimum Performance Large Delay CDD (FRC) – Non-MBSFN ABS
	Test Number
	Reference Channel 
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	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11 TDD Note 4
	9
	7
	OP.1TDD
	OP.1TDD
	OP.1TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	14.2
	≥2

	2
	R.35 TDD Note 4
	9
	1
	OP.1 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	22.7
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.
Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 
Note 3:
SNR corresponds to [image: image48.wmf]2
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of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum Throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


<< Unchanged sections omitted >>
8.2.2.4.1C
Minimum Requirement Single-Layer Spatial Multiplexing 2 Tx Antenna Ports (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured)

The requirements are specified in Table 8.2.2.4.1C-2, with the addition of parameters in Table 8.2.2.4.1C-1. The purpose is to verify the closed loop rank-one performance with wideband precoding if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell with CRS assistance information. In Table 8.2.2.4.1C-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [7] includes Cell 2 and Cell 3.

Table 8.2.2.4.1C-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration 
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)
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	dB
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	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.2.4.1C-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1 

	ABS pattern (Note 5)
	
	N/A
	0000000001 0000000001
	0000000001
0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feeback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	6
	Note 9
	Note 9

	Precoding granularity
	PRB
	50
	N/A
	N/A

	PMI delay (Note 10)
	ms
	10 or 11
	N/A
	N/A

	Reporting interval
	ms
	1 or 4 (Note 11)
	N/A
	N/A

	Peporting mode
	
	PUSCH 3-1
	N/A
	N/A

	CodeBookSubsetRestriction bitmap
	
	1111
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9].
Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].
Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.

Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.

Note 10:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 11:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.

Note 12:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 13:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.2.4.1C-2: Minimum Performance Single-Layer Spatial Multiplexing (FRC)– Non-MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) Note 5
	SNR (dB) (Note 3)
	

	1
	R.11 TDD Note 4
	OP.1TDD
	OP.1FDD
	OP.1TDD
	EPA5
	EPA5
	EPA5
	2x2 High
	70
	6.4
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.
Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 
Note 3:
SNR corresponds to [image: image57.wmf]2
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of cell 1.
Note 4:
Cell 1 Reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum Throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


<< End of changes >>
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