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Introduction

Total Number of CRs agreed for this WI: 53. TSs being affected:

· 34.108 
  0 CR(s)

· 34.121-1 
  0 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
  0 CR(s)

· 34.123-2
  0 CR(s)

· 34.123-3
  0 CR(s)

· 34.229-1
22 CR(s)

· 34.229-2
  4 CR(s)

· 34.229-3
  1 CR(s)

· 36.508 
  4 CR(s)

· 36.509 
  0 CR(s)

· 36.521-1
15 CR(s)

· 36.521-2
  3 CR(s)

· 36.521-3
  4 CR(s)

· 36.523-1
  0 CR(s)

· 36.523-2
  0 CR(s)

· 36.523-3
  0 CR(s)

· 36.903 
  0 CR(s)

· 37.571-1
  0 CR(s)

· 37.571-2
  0 CR(s)

· 37.571-3
  0 CR(s)

· 37.571-4
  0 CR(s)

· 37.571-5
  0 CR(s)

· 37.901 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-144131
	34.229-1
	0563
	-
	F
	Rel-12
	12.2.0
	Update the default security-client header field
	TEI8_Test

	R5-144335
	34.229-1
	0565
	-
	F
	Rel-12
	12.2.0
	Corrections of test case 15.21
	TEI8_Test

	R5-144402
	34.229-1
	0566
	-
	F
	Rel-12
	12.2.0
	Corrections of SDP s= and o= lines in DL
	TEI8_Test

	R5-144556
	34.229-1
	0568
	-
	F
	Rel-12
	12.2.0
	New test case 15.19a Inviting user to conference by sending a REFER request to the conference focus / Video
	TEI8_Test

	R5-144561
	34.229-1
	0569
	-
	F
	Rel-12
	12.2.0
	New generic procedure C.A for Generic test procedure for Inviting user to Video conference by sending a REFER request to the conference focus
	TEI8_Test

	R5-144564
	34.229-1
	0570
	-
	F
	Rel-12
	12.2.0
	New generic procedure C.Z for Generic test procedure for MTSI Video conference creation
	TEI8_Test

	R5-144595
	34.229-1
	0572
	-
	F
	Rel-12
	12.2.0
	Correct video profile-level-id
	TEI8_Test

	R5-144601
	34.229-1
	0573
	-
	F
	Rel-12
	12.2.0
	Refining Record-Route header in MT re-INVITE requests
	TEI8_Test

	R5-144686
	34.229-1
	0574
	-
	F
	Rel-12
	12.2.0
	Correction to C.24 for SRVCC media removal
	TEI8_Test

	R5-144687
	34.229-1
	0575
	-
	F
	Rel-12
	12.2.0
	Addition of Generic test procedures C.34 and C.35 for removal of early dailog for originating call and incoming call for aSRVCC
	TEI8_Test

	R5-144689
	34.229-1
	0577
	-
	F
	Rel-12
	12.2.0
	Add XUI requirements
	TEI8_Test

	R5-144690
	34.229-1
	0578
	-
	F
	Rel-12
	12.2.0
	New test case 15.11a MO Video Call Hold without announcement
	TEI8_Test

	R5-144691
	34.229-1
	0579
	-
	F
	Rel-12
	12.2.0
	New test case 15.12a MT Video Call Hold without announcement
	TEI8_Test

	R5-144693
	34.229-1
	0580
	-
	F
	Rel-12
	12.2.0
	New test case 15.21b Joining a conference after being invited to it / Video
	TEI8_Test

	R5-144695
	34.229-1
	0581
	-
	F
	Rel-12
	12.2.0
	New test case 15.21c Three way session creation / Video
	TEI8_Test

	R5-144700
	34.229-1
	0582
	-
	F
	Rel-12
	12.2.0
	Bandwidth values in SDP offered by SS
	TEI8_Test

	R5-144701
	34.229-1
	0583
	-
	F
	Rel-12
	12.2.0
	Correction to Initial registration using GIBA test case 8.10
	TEI8_Test

	R5-144709
	34.229-1
	0584
	-
	F
	Rel-12
	12.2.0
	Removal of px_pcscf
	TEI8_Test

	R5-144752
	34.229-1
	0586
	-
	F
	Rel-12
	12.2.0
	Reverting the coding changes to P-Asserted-Service and P-Preferred-Service
	TEI8_Test

	R5-144753
	34.229-1
	0587
	-
	F
	Rel-12
	12.2.0
	On SDP in re-INVITE requests in IMS test cases 15.11 and 15.12
	TEI8_Test

	R5-144754
	34.229-1
	0588
	-
	F
	Rel-12
	12.2.0
	Synch failure in IMS TC 9.2: Revisited
	TEI8_Test

	R5-144755
	34.229-1
	0589
	-
	F
	Rel-12
	12.2.0
	Clarification for SDP session-version field in Annex C.27
	TEI8_Test

	R5-144130
	34.229-2
	0125
	-
	F
	Rel-12
	12.1.0
	Editorial correction of the 16.4 test case title
	TEI8_Test

	R5-144531
	34.229-2
	0126
	-
	F
	Rel-12
	12.1.0
	Add XCAP capabilities
	TEI8_Test

	R5-144559
	34.229-2
	0127
	-
	F
	Rel-12
	12.1.0
	Editorial correction of codec table number
	TEI8_Test

	R5-144698
	34.229-2
	0130
	-
	F
	Rel-12
	12.1.0
	Addition of applicability statements for new IMS Video test cases
	TEI8_Test

	R5-144747
	34.229-3
	0197
	-
	F
	Rel-10
	10.3.0
	Routine maintenance and updates
	TEI8_Test

	R5-144370
	36.508
	0525
	-
	F
	Rel-12
	12.2.0
	IMS APN pre-configured IR.92 devices
	TEI8_Test

	R5-144459
	36.508
	0526
	-
	F
	Rel-12
	12.2.0
	Removal of transition period for Band 28 test frequency definition in 36.508
	TEI8_Test

	R5-144750
	36.508
	0533
	-
	F
	Rel-12
	12.2.0
	Clarification on the default setting of Security header type in SECURITY PROTECTED NAS MESSAGE
	TEI8_Test

	R5-144797
	36.508
	0534
	-
	F
	Rel-12
	12.2.0
	Support of 2nd PDN connectivity at UE registration
	TEI8_Test

	R5-144174
	36.521-1
	1543
	-
	F
	Rel-12
	12.2.0
	RF: Missing test coverage for Band 31
	TEI8_Test

	R5-144244
	36.521-1
	1545
	-
	F
	Rel-12
	12.2.0
	Correction of clause 6.2.4.5 in 36.521-1
	TEI8_Test

	R5-144283
	36.521-1
	1547
	-
	F
	Rel-12
	12.2.0
	Add static propagation condition matrix for 1 x 2
	TEI8_Test

	R5-144393
	36.521-1
	1559
	-
	F
	Rel-12
	12.2.0
	RF: Corrections to A-MPR test requirements
	TEI8_Test

	R5-144436
	36.521-1
	1562
	-
	F
	Rel-12
	12.2.0
	Update of test applicabilities for TDD PDSCH Transmit Diversity
	TEI8_Test

	R5-144808
	36.521-1
	1576
	-
	F
	Rel-12
	12.2.0
	Correction to the test cases 8.3.2.1.1, 8.3.2.1.2, 8.3.2.1.3 and 8.3.2.2.1
	TEI8_Test

	R5-144873
	36.521-1
	1599
	-
	F
	Rel-12
	12.2.0
	Correction of clause 6.3.4.1.4 in 36.521-1
	TEI8_Test

	R5-144874
	36.521-1
	1600
	-
	F
	Rel-12
	12.2.0
	Removal of transition period for Band 28 test frequency definition
	TEI8_Test

	R5-144896
	36.521-1
	1609
	-
	F
	Rel-12
	12.2.0
	Correct errors in TDD PDSCH Single Antenna Port Performance test case
	TEI8_Test

	R5-144904
	36.521-1
	1617
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.3.1 TDD PDSCH Open Loop Spatial Multiplexing 2x2
	TEI8_Test

	R5-144905
	36.521-1
	1618
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.3.2 TDD PDSCH Open Loop Spatial Multiplexing 4x2
	TEI8_Test

	R5-144906
	36.521-1
	1619
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.4 TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 and 4x2
	TEI8_Test

	R5-144907
	36.521-1
	1620
	-
	F
	Rel-12
	12.2.0
	Updates to 9.2.x CQI Reporting under AWGN conditions
	TEI8_Test

	R5-144938
	36.521-1
	1637
	-
	F
	Rel-12
	12.2.0
	Updates to TC 8.2.2.1 TDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols) related test cases
	TEI8_Test

	R5-144939
	36.521-1
	1638
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.2 TDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
	TEI8_Test

	R5-144245
	36.521-2
	0186
	-
	F
	Rel-12
	12.2.0
	Corrections to applicability conditions for RRM test cases
	TEI8_Test

	R5-144329
	36.521-2
	0187
	-
	F
	Rel-12
	12.2.0
	Update of FGI definitions in TS 36.521-2
	TEI8_Test

	R5-144871
	36.521-2
	0196
	-
	F
	Rel-12
	12.2.0
	Correction to Merge UE category tables
	TEI8_Test

	R5-144169
	36.521-3
	0962
	-
	F
	Rel-12
	12.2.1
	RRM: Corrections to TCs 9.2.18.x (5MHz)
	TEI8_Test

	R5-144171
	36.521-3
	0964
	-
	F
	Rel-12
	12.2.1
	RRM: Removal of redundant (time limited) editor's notes
	TEI8_Test

	R5-144810
	36.521-3
	0981
	-
	F
	Rel-12
	12.2.1
	Antenna correlation for RRM Test cases
	TEI8_Test

	R5-144833
	36.521-3
	0986
	-
	F
	Rel-12
	12.2.1
	Uncertainties and Test Tolerances update for Test cases 8.3.3+8.4.3
	TEI8_Test
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