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	Reason for change:
	Function f_IMS_CC_TriggerDedicatedBearerActivation sends out the trigger to activate the dedicated bearer and then waits for the response to come in. In testcase 16.2 (and test cases 16.3 and 16.4), the UE can send 180 Ringing right after having sent 183 Session Progress. So, it can happen that 180 Ringing comes in between the bearer request and the bearer confirm, leading to a mismatch.

	
	

	Summary of change:
	Added a Boolean parameter to f_IMS_CC_TriggerDedicatedBearerActivation (with default value true) such that the function will not wait for the bearer confirmation to come in. 

	
	

	Consequences if not approved:
	Test case will occasionally fail depending on timing
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	TC 16.2 of TTCN-3 code
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	Other comments:
	This is also applicable to test cases 16.3 and 16.3
The same issue had already been reported in R5s131028 (which was withdrawn because TC 16.1 was deleted)


This section describes the TTCN changes required to ‘iwd-TTCN-B2013-03_D14wk24’ release.
Change 1 – fl_TC_16_X_CommonProcedure
	Function name
	 fl_TC_16_X_CommonProcedure

	Reason for change
	Function f_IMS_CC_TriggerDedicatedBearerActivation sends out the trigger to activate the dedicated bearer and then waits for the response to come in. In testcase 16.2 (and test cases 16.3 and 16.4), the UE can send 180 Ringing right after having sent 183 Session Progress. So, it can happen that 180 Ringing comes in between the bearer request and the bearer confirm, leading to a mismatch.

	Summary of change
	Added a Boolean parameter to f_IMS_CC_TriggerDedicatedBearerActivation (with default value true) such that the function will not wait for the bearer confirmation to come in.

	TTCN module
	IMS/16/IMS_CC_CodecSelecting

	MCC160 Comment
	


Before change

    function fl_TC_16_X_CommonProcedure(template (value)   SDP_Message p_SDP_Message_Invite,

                                      template (present) SDP_Message p_SDP_Message_183,

                                      template (present) SDP_Message p_SDP_Message_180or200) runs on IMS_PTC
…

        f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MT_SpeechCall);
…
After change

     function fl_TC_16_X_CommonProcedure(template (value)   SDP_Message p_SDP_Message_Invite,

                                      template (present) SDP_Message p_SDP_Message_183,

                                      template (present) SDP_Message p_SDP_Message_180or200) runs on IMS_PTC
…

       f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MT_SpeechCall, false);
…
Change 2 – f_IMS_CC_TriggerDedicatedBearerActivation
	Function name
	f_IMS_CC_TriggerDedicatedBearerActivation

	Reason for change
	See Change 1

	Summary of change
	See Change 1

	TTCN module
	IMS/Common/IMS_CC_CommonFunctions

	MCC160 Comment
	


Before change

    function f_IMS_CC_TriggerDedicatedBearerActivation(IMS_TestProcedure_Type p_TestProcedure) runs on IMS_PTC

  {

    select (p_TestProcedure) {

      case (IPCAN_MO_SpeechCall, IPCAN_MO_VideoCall) {

        f_IMS_IPCAN_SendCoOrdMsg(IPCAN);       // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

      }

      case (IPCAN_MT_SpeechCall, IPCAN_MT_VideoCall) {

        f_IMS_IPCAN_SendCoOrdMsg(IPCAN);       // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

        f_IMS_IPCAN_WaitForTrigger(IPCAN);     // wait for completion of RRC/NAS signalling

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

  }
After change

   function f_IMS_CC_TriggerDedicatedBearerActivation(IMS_TestProcedure_Type p_TestProcedure, boolean WaitForConfirm := true) runs on IMS_PTC //#UE=2#TC=16_1#AU=HR#CR=R5s131028#PU=fx#BZ=50371#BZ=50369 added bool param

  {

    select (p_TestProcedure) {

      case (IPCAN_MO_SpeechCall, IPCAN_MO_VideoCall) {

        f_IMS_IPCAN_SendCoOrdMsg(IPCAN);       // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

      }

      case (IPCAN_MT_SpeechCall, IPCAN_MT_VideoCall) {

        f_IMS_IPCAN_SendCoOrdMsg(IPCAN);       // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

        if (WaitForConfirm) 

        {
        f_IMS_IPCAN_WaitForTrigger(IPCAN);     // wait for completion of RRC/NAS signalling

        }
      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

  }
