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8.2.1.3.3_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.2.1.3.3_E.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm3
	11
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.3.3_E.1.4.3-2: RadioResourceConfigDedicated-SRB2-DRB(n, m): Additional FDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘1000000010000000

1000000010000000

10000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.3.3_E.1.4.3-3: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH open loop spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.1.3.3_E.1.4.3-4: CQI-ReportConfig-r10-DEFAULT: Additional FDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'11000000 11000000 11000000 11000000 11000000'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'00111111 00111111 00111111 00111111 00111111'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


-------------------------------------------------- NEXT CHANGED SECTION -------------------------------------------------------
8.2.2.3.3_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.2.2.3.3_E.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: 36508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3 
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm3
	11 
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.3_E.1.4.3-2: RadioResourceConfigDedicated-SRB2-DRB(n, m): Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘00000000010000000001’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.3_E.1.4.3-3: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.2.3.3_E.1.4.3-4: CQI-ReportConfig-r10-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'00000100010000000001'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'11001010001100111000'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


--------------------------- NEXT CHANGED SECTION --------------------------------------
8.2.1.4.1_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.2.1.4.1_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m): Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘1000000010000000

1000000010000000

10000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-3: CQI-ReportConfig-r10-DEFAULT: Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'11000000 11000000 11000000 11000000 11000000'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'00111111 00111111 00111111 00111111 00111111'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6 
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm6
	1111 
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


--------------------------------- NEXT CHANGED SECTION -----------------------------
8.2.2.4.1_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.2.2.4.1_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m): Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘0000000001 0000000001’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.2.4.1_E.1.4.3-3: CQI-ReportConfig-r10-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'0000000001 0000000001'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'1100111000 1100111000'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6 
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm6
	1111 
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-3-5: TDD-Config-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 8.2.1.4.1_E.1.4.3-3-6: PUCCH-ConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation
	Derivation Path: 36.508 clause4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	
	

	}
	
	
	


--------------------------------- NEXT CHANGED SECTION -----------------------------
8.4.1.2.3_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.4.1.2.3_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘00000100 00000100 00000100 00000100 00000100’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.2.3_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT: 

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.4.1.2.3_E.1.4.3-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'00000100 00000100 00000100 00000100 00000100'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'11111011 11111011 11111011 11111011 11111011'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


--------------------------------- NEXT CHANGED SECTION -----------------------------
8.4.1.2.3_E.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.4.1.2.3_E.2.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0001000000100000010 00000010000000000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.2.3_E.2.4.3-2: PhysicalConfigDedicated-DEFAULT: 

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.4.1.2.3_E.2.4.3-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'00010000000100000010 00000010000000000000'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'11101111111011111101 11111101111111111111'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


--------------------------------- NEXT CHANGED SECTION -----------------------------
8.4.2.2.3_E.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.4.2.2.3_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘0000000001 0000000001’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.2.2.3_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT: 

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.4.2.2.3_E.1.4.3-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'0000000001 0000000001'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'1100111000 1100111000'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.2.2.3_E.1.4.3-2-4: TDD-Config-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 8.4.2.2.3_E.1.4.3-2-5: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	
	

	}
	
	
	


--------------------------------- NEXT CHANGED SECTION -----------------------------
8.4.2.2.3_E.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 8.4.2.2.3_E.2.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘0000000001000000001’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.2.2.3_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT: 

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.4.2.2.3_E.2.4.3-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'00000000010000000001'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'11001110001100111000'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.2.2.3_E.2.4.3-4: TDD-Config-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 8.4.2.2.3_E.2.4.3-5: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	
	

	}
	
	
	


