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8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

Unchanged parts omitted

[1.28Mcps TDD – E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the Need for Idle Interval IE and the first instance of the IE is set to “TRUE”, if supported, the DRNC shall include the Idle Interval Information IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the first instance of the Need for Idle Interval IE is set to “FALSE”, the DRNC shall delete the configuration related to E-UTRAN Inter-RAT measurement. ]
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]

[1.28Mcps TDD – If the RADIO LINK RECONFIGURATION REQUESTmessage includes the DCH Measurement Type indicator IE, if supported, the DRNS shall include the Measurement purpose IE and the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE in the RADIO LINK RECONFIGURATION RESPONSE message to configure the measurement occasion pattern(s) indicated by the DCH Measurement Type indicator IE.]

Unchanged parts omitted

9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

Unchanged parts omitted

9.1.16.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information To Modify
	
	0..<maxNrOfCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS 
	O
	
	9.2.1.63
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Applicable to

1.28Mcps TDD only.
	YES
	reject

	UL CCTrCH Information to Delete
	
	0..<maxNrOfCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH Information To Modify
	
	0..<maxNrOfCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	
	–
	

	DL CCTrCH Information to Delete
	
	0..<maxNrOfCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs To Modify
	O
	
	TDD DCHs To Modify

9.2.3.8B
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxNrOfDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxNrOfRLs>
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	>Need for Idle Interval
	O
	
	ENUMERATED (True, False)
	TDD only.
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information9.2.3.3aa
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.30NA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.30OA
	
	YES
	reject



	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only.
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.40
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Serving RL
	O
	
	RL ID

9.2.1.49
	3.84Mcps TDD only.
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only.
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.51
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only.
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.38
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.40a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.42
	
	–
	

	
	
	
	
	
	
	

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.61
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.62
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.64
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.65
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.70
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.67
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.71
	
	_
	

	RNTI Allocation Indicator
	O
	
	ENUMERATED (True)
	1.28 Mcps TDD only.
	YES
	ignore

	DCH Measurement Type indicator
	O
	
	9.2.3.76
	1.28 Mcps TDD only.
	YES
	reject

	Multi-Carrier E-DCH Information Reconf
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only.
	YES
	reject

	>CHOICE continue,Setup or Change 
	M
	
	
	
	–
	

	>>continue
	
	
	
	
	–
	

	>>Setup
	
	
	
	
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.79
	
	–
	

	>>>Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.77
	
	–
	

	>>Change
	
	
	
	
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	O
	
	9.2.3.79
	
	–
	

	>>>Multi-Carrier E-DCH Information LCR
	O
	
	9.2.3.77
	
	–
	

	>>>Removal UL Multi-Carrier info
	
	0..<maxNrOfULCarriersLCR-1>
	
	
	–
	

	>>>>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt TS 25.105 [17].
	–
	

	MU-MIMO Indicator
	O
	
	9.2.3.82
	1.28 Mcps TDD only.
	YES
	reject

	UE support of non-rectangular resource allocation
	O
	
	ENUMERATED (support)
	1.28 Mcps TDD only.

The absence of this IE indicates that the UE does not support the non-rectangular resource allocation.
	YES
	ignore


	Range Bound
	Explanation

	maxNrOfCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxNrOfDCHs
	Maximum number of DCHs for one UE.

	maxNrOfRLs
	Maximum number of RLs for one UE

	maxNrOfULCarriersLCR
	Maximum number of uplink frequencis in Multi-Carrier E-DCH Operation.
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