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<start of modification>
8.1.1.3
Reception of SYSTEM INFORMATION messages by the UE
The UE shall read SYSTEM INFORMATION messages broadcast on a BCH transport channel in idle mode and in the connected mode in states CELL_FACH, CELL_PCH, URA_PCH and CELL_DCH (TDD only).
If the IE "SB3 information" is present in the Master Information Block and the UE supports second system information broadcast channel, the UE shall read SYSTEM INFORMATION 2 messages broadcast on a BCH transport channel in idle mode and in the connected mode in states CELL_FACH, CELL_PCH, URA_PCH.
In idle mode and connected mode different combinations of system information blocks are valid. The UE shall acquire the system information blocks that are needed according to table 8.1.1. However, when the variable READY_FOR_COMMON_EDCH is set to TRUE and IE "UL interference for common E-DCH" is included in SIB 5/5bis, the UE shall acquire the system information block 7 upon entering a new cell and shall consider the content of the system information block 7 as always valid and ingore any system information expiry timer.
The UE may store system information blocks with cell, PLMN or Equivalent PLMN area scope (including their value tag if applicable) for different cells and different PLMNs, to be used if the UE returns to these cells.

The UE shall consider all stored system information blocks as invalid after it has been switched off. Some information obtained from system information may be stored by the UE or in the USIM for use in a stored information cell selection.

When selecting a new cell the UE shall consider all current system information blocks with area scope cell to be invalid. If the UE has stored valid system information blocks for the newly selected cell, the UE may set those as current system information blocks.

After selecting a new cell and this cell broadcasts an IE "PLMN Identity" in the MIB which is different from the IE "PLMN Identity" broadcast in the MIB in the previously selected cell, the UE shall consider all current system information blocks with area scope PLMN to be invalid. If the UE has previously stored valid system information blocks for the selected cell of the new PLMN, the UE may set those as current system information blocks.

When NAS informs AS about a new selected PLMN, the UE shall consider all stored system information blocks with area scope Equivalent PLMN to be invalid.

8.1.1.4
Void

8.1.1.5
Actions upon reception of the Master Information Block and Scheduling Block(s)
When selecting a new cell, the UE shall read the master information block. The UE may use the pre-defined scheduling information to locate the master information block in the cell.

Upon reception of the master information block, the UE shall:

1>
if the IE "Multiple PLMN List" is not present in the Master Information Block:

2>
consider the IE "PLMN identity" in the Master Information Block as the PLMN identity of the cell.

1>
else:

2>
consider the PLMN identities in the IE "Multiple PLMN List" as the PLMN identities of the cell;

2>
when reading the "Multiple PLMN List", read all the PLMN identities in the list as follows:

3>
if the IE "MIB PLMN Identity" is set to TRUE:
4>
read the "PLMN identity" IE in the MIB and consider it as a part of the "Multiple PLMN List".
3>
if the IE "MIB PLMN Identity" is set to FALSE:

4>
not consider the "PLMN identity" IE in the MIB as a part of the "Multiple PLMN List";

4>
not consider the IE "PLMN identity" in the MIB as a PLMN identity of the cell;

4>
not forward the PLMN in the IE "PLMN identity" of the MIB to upper layers.
3>
if the MCC is not present when reading a IE "PLMN identity with Optional MCC" in the IE "Multiple PLMN List":

4>
set the MCC of this PLMN identity equal to the MCC of the closest preceding "PLMN identity with Optional MCC" in the "Multiple PLMN List" that includes an MCC;

4>
or, if no such "PLMN identity with Optional MCC" exists, the UE shall set the MCC of this PLMN identity to the MCC of the "PLMN identity" IE in the Master Information Block irrespective of the value of the IE "MIB PLMN Identity".

1>
if the UE is operating in "ANSI-41 mode" and the IE "PLMN Type" has the value "ANSI-41" or "GSM-MAP and ANSI-41":

2>
store the ANSI-41 Information elements contained in the master information block and perform initial process for ANSI-41.
1>
compare the value tag in the master information block with the value tag stored for this cell and this PLMN in the variable VALUE_TAG;

1>
if the value tags differ, or if no IEs for the master information block are stored:

2>
store the value tag into the variable VALUE_TAG for the master information block;

2>
read and store scheduling information included in the master information block.

1>
if the value tags are the same the UE may use stored system information blocks and scheduling blocks using value tag that were stored for this cell and this PLMN as valid system information.

1>
if the IE "SB3 information" is present in the Master Information Block and the UE supports second system information broadcast channel:

2>
configure the second system information broadcast channel with the signalled channelization code value;

2>
acquire Scheduling Block 3 (SB3) on the second system information broadcast channel.

For all system information blocks or scheduling blocks (SB1, SB2 or SB3) that are supported by the UE referenced in the master information block or the scheduling blocks, the UE shall perform the following actions:

1>
for all system information blocks with area scope "PLMN" or "Equivalent PLMN" that use value tags:

2>
compare the value tag read in scheduling information for that system information block with the value stored within the variable VALUE_TAG for that system information block;

2>
if the value tags differ, or if no IEs for the corresponding system information block are stored:

3>
store the value tag read in scheduling information for that system information block into the variable VALUE_TAG;

3>
read and store the IEs of that system information block.

2>
if the value tags are the same the UE may use stored system information blocks using value tag that were stored in this PLMN as valid system information.

1>
for all system information blocks or scheduling blocks with area scope cell that use value tags:

2>
compare the value tag read in scheduling information for that system information block or scheduling block with the value stored within the variable VALUE_TAG for that system information block or scheduling block;
2>
if the value tags differ, or if no IEs for the corresponding system information block or scheduling block are stored:

3>
store the value tag read in scheduling information for that system information block or scheduling block into the variable VALUE_TAG;
3>
read and store the IEs of that system information block or scheduling block.

2>
if the value tags are the same the UE may use stored system information blocks using value tags that were stored for this cell and this PLMN as valid system information.

2>
for any of System Information Block type 11, System Information Block type 11bis or System Information Block type 12, for FDD:

3>
if the value tag read in scheduling information for the system information block differs with the value stored within the variable VALUE_TAG for that system information block; and

3>
if the UE is reading the system information block as a result of receiving the IE "BCCH modification info":

4>
clear the stored IE "Common E-RGCH info FDD", if any.

4>
determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75.

1>
for system information blocks which may have multiple occurrences:

2>
compare the value tag and the configuration or multiple occurrence identity for the occurrence of the system information blocks read in scheduling information with the value tag and configuration or multiple occurrence identity stored within the variable VALUE_TAG:

3>
if the value tags differ, or if no IEs from the occurrence with that configuration or multiple occurrence identity of the system information block are stored:

4>
store the value tag read in scheduling information for that system information block and the occurrence with that configuration or multiple occurrence identity into the variable VALUE_TAG;
4>
read and store the IEs of that system information block.

3>
if the value tags and the configuration or multiple occurrence identity are identical to those stored, the UE may use stored occurrences of system information blocks that were stored for this cell and this PLMN as valid system information.

Upon reception of the master information block or scheduling blocks, the UE shall:
1>
if the variable BCCH_MODIFICATION_ACCESS_PROHIBITION is set to TRUE:
2>
if the value tag of the Master Information Block in the system information is different from the value tag stored in the variable VALUE_TAG; and

2>
the scheduling information of system information block type 3 is present in the master information block and the value tags for system information block type 3 in the master information block are the same:
3>
set the variable BCCH_MODIFICATION_ACCESS_PROHIBITION to FALSE and allow the access on the cell according to 8.1.8.2.
2>
else if the scheduling information of system information block type 3 is present in any of the scheduling blocks:
3>
if the value tags for system information block type 3 in any of the scheduling blocks received after the MIB value tag change are the same:
4>
set the variable BCCH_MODIFICATION_ACCESS_PROHIBITION to FALSE and allow the access on the cell according to 8.1.8.2.
For system information blocks, not supported by the UE, but referenced either in the master information block or in the scheduling blocks, the UE may:

1>
skip reading this system information block;

1>
skip monitoring changes to this system information block.

If the UE:

1>
receives a scheduling block at a position different from its position according to the scheduling information for the scheduling block; or

1>
receives a scheduling block for which scheduling information has not been received:

the UE may:

1>
store the content of the scheduling block with a value tag set to the value NULL; and

1>
consider the content of the scheduling block as valid until it receives the same type of scheduling block in a position according to its scheduling information or at most for 6 hours after reception.

If the UE does not find a scheduling block in a position where it should be according to its scheduling information, but a transport block with correct CRC was found at that position, the UE shall:

1>
read the scheduling information for this scheduling block.

If the UE does not find the master information block in a position fulfilling:


SFN mod 32 = 0

but a transport block with correct CRC was found at that position), the UE shall:

1>
consider the master information block as not found; and

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

NOTE:
This permits a different repetition for the MIB in later versions for FDD. In TDD it allows for a variable SIB_REP in this and future releases.

If the cell is not operating in MBSFN mode (according to Section 8.1.1.6.3) then:

1>
If system information block type 1 is not scheduled on BCH, and system information block type 13 is not scheduled on BCH, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
If the UE only supports GSM-MAP but finds a cell that broadcasts System Information Block type 13 but not System Information Block type 1, the UE shall:

2>
consider the cell barred.

1>
If system information block type 1 is not scheduled on BCH; and

1>
if the UE is operating in "GSM-MAP mode"; and

1>
if the IE "PLMN type" in the Master Information Block has the value "GSM-MAP" or "GSM-MAP and ANSI-41", the UE shall:

2>
indicate to upper layers that no CN system information is available.

1>
If in idle mode and System Information Block type 3 is not scheduled on BCH, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
If in connected mode and System Information Block type 3 is not scheduled on BCH, and System Information Block type 4 is not scheduled on BCH, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
If in idle mode and neither System Information Block type 5 nor type 5bis is scheduled on BCH, or System Information Block type 5 or type 5bis is scheduled but IE "AICH info" (FDD) or IE "PICH info" is not present, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
If in connected mode and neither System Information Block type 5 nor type 5bis is scheduled on BCH, and System Information Block type 6 is not scheduled on BCH, or any of System Information Block type 5, type 5bis or type 6 is scheduled but IE "AICH info" (FDD) or IE "PICH info" is not present, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
If System Information Block type 7 is not scheduled on BCH, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
In 3.84 Mcps TDD and 7.68 Mcps TDD, if System Information Block type 14 is not scheduled on BCH, the UE shall:

2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If the cell is operating in MBSFN mode (according to section 8.1.1.6.3) then:

1>
If neither System Information block type 5 nor System Information Block type 5bis is scheduled on the BCH the UE shall:

2>
not consider this MBSFN cluster as candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures [4]. The UE may choose to not recheck the status of this MBSFN cluster during the time corresponding to the maximum value for Tbarred.

1>
If System Information Block type 11 is not scheduled on the BCH the UE shall:

2> 
not consider this MBSFN cluster as candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures [4]. The UE may choose to not recheck the status of this MBSFN cluster during the time corresponding to the maximum value for Tbarred.

If System Information Block type 5 and System Information Block type 5bis are both scheduled on BCH:

1>
the UE behaviour is unspecified.
<end of modification>
