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{Start of changes}
9.1.6.2
FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation

9.1.6.2.1
Test purpose

To verify that FDD relative RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD relative RSRP accuracy requirements of cells between the primary and secondary component carrier and FDD relative RSRP accuracy between the secondary component carriers.

9.1.6.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and release 11 supporting CA.
{Unchanged sections omitted}
9.1.7.2
TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation

9.1.7.2.1
Test purpose

To verify that TDD relative RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the TDD relative RSRP accuracy requirements of cells between the primary and secondary component carrier and TDD relative RSRP accuracy of cells on the secondary component carriers.

9.1.7.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and release 11 supporting CA.
{Unchanged sections omitted}
9.1.12.2
FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz

9.1.12.2.1
Test purpose

To verify that FDD relative RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD relative RSRP accuracy requirements of cells between the primary and secondary component carrier and FDD relative RSRP accuracy of cells on the secondary component carriers.

9.1.12.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and release 11 supporting CA.
{Unchanged sections omitted}
9.1.13.2
TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
9.1.13.2.1
Test purpose

To verify that TDD relative RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the TDD relative RSRP accuracy requirements of cells between the primary and secondary component carrier and TDD relative RSRP accuracy of cells on the secondary component carriers.

9.1.13.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and release 11 supporting CA.
{Unchanged sections omitted}
9.1.20.2
FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth

9.1.20.2.1
Test purpose

Same test purpose as in clause 9.1.6.2.1.

9.1.20.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and release 11 supporting CA.

{Unchanged sections omitted}
9.1.21.2
TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz

9.1.21.2.1
Test purpose

Same test purpose as in clause 9.1.7.2.1.

9.1.21.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and release 11 supporting CA.

{Unchanged sections omitted}
9.1.24.2
TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz

9.1.24.2.1
Test purpose

Same test purpose as in clause 9.1.7.2.1.

9.1.24.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and release 11 supporting CA.

{End of changes}
