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<Start of modified section>

4.6.1
Contents of RRC messages

<Skipped Text>
–
SidelinkUEInformation
Table 4.6.1-21A: SidelinkUEInformation
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformation-r12 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      sidelinkUEInformation-r12 SEQUENCE {
	
	
	

	        commRxInterestedFreq-r12
	set according to specific message content.
	INTEGER (0..maxEARFCN2)
	

	        commTxResourceReq-r12 SEQUENCE {
	
	
	

	          carrierFreq-r12
	set according to specific message content.
	INTEGER (0..maxEARFCN2)
	

	          destinationInfoList-r12 SEQUENCE (SIZE (1.. maxSL-Dest-r12) OF SEQUENCE {
	The number of entries is set according to specific message content.
	
	

	            SL-DestinationIdentity-r12
	set according to specific message content
	BIT STRING (SIZE (24))
	

	          }
	
	
	

	        }
	
	
	

	        discRxInterest-r12
	set according to specific message content.
	ENUMERATED {true}
	

	        discTxResourceReq-r12
	set according to specific message content.
	INTEGER (1..63)
	

	        lateNonCriticalExtension
	Not Present
	
	

	        nonCriticalExtension
	Not Present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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