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1. Change

	Function name
	fl_SIP_BuildReferToUri_RX

	Reason for change
	Current implementation of fl_SIP_BuildReferToUri_RX may cause a runtime error:

f_SIP_BuildSipUri_RX initialises v_ReferToUri.urlParameters with *; f_SemicolonParam_List_Add_RX applies lengthof on v_ReferToUri.urlParameters

	Summary of change
	f_SemicolonParam_List_Add_RX replaced by final parameter list

	TTCN module
	IMS_CC_SSConferencingTestcases


	  function fl_SIP_BuildReferToUri_RX(charstring p_ReferToUriString,

                                     boolean p_ReplacesHeaderIsRequired) return template (present) SipUrl

  {

    var template (present) SipUrl v_ReferToUri := f_SIP_BuildSipUri_RX(p_ReferToUriString);

    var template (present) UserInfo v_UserInfo;

    var template (present) UriComponents v_UriComponents;

    var template SemicolonParam_List v_Params;

    if (p_ReplacesHeaderIsRequired) {

      if (ischosen(v_ReferToUri.components.tel)) {

        /* convert tel URI to SIP URI acc. to RFC 3261 clause 19.1.6: */

        v_UserInfo := cr_UserInfo(v_ReferToUri.components.tel.subscriber, omit);


        v_Params := superset(cr_GenericParam_Common("user", cr_GenValueToken("phone")));
        v_UriComponents := cr_SipUriComponent(v_UserInfo, *, *);

        v_ReferToUri := cr_SipUrl_Common(c_sipScheme, v_UriComponents, v_Params);

      }

      v_ReferToUri.headers := {

        cr_GenericParam_Common("Replaces", cr_GenValueToken(?))

      };

    }

    return v_ReferToUri;

  }


