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	Reason for change:
	At step 20, In UEInformationResponse message, UE Can send selectedUTRA_CellId-r11 in IE rlf-Report-r9
According to the spec 36.331V12.8.0, section 5.3.7.3, Actions following cell selection while T311 is running
Upon selecting an inter-RAT cell, the UE shall:

1> if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO,include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;

      # A draft prose CR would be raised for next RAN5 meeting

	
	

	Summary of change:
	1) Changed the IE selectedUTRA_CellId-r11 from “omit” to cr_RLF_Report_selectedUTRA_CellId_r11_FDD in cr_RLF_Report_1Entry()

	
	

	Consequences if not approved:
	A conformant UE will fail the test case
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	Other comments:
	


Change 1
	Function Name
	f_TC_8_6_5_1a_EUTRA() runs on EUTRA_PTC

	Reason for change
	At step 20, In UEInformationResponse message, UE Can send selectedUTRA_CellId-r11 in IE rlf-Report-r9
According to the spec 36.331V12.8.0, section 5.3.7.3, Actions following cell selection while T311 is running
Upon selecting an inter-RAT cell, the UE shall:

1> if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO,include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;
      # A draft prose CR would be raised for next RAN5 meeting

	Summary of change
	Changed the IE selectedUTRA_CellId-r11 from “omit” to cr_RLF_Report_selectedUTRA_CellId_r11_FDD in cr_RLF_Report_1Entry() 

	Source of change
	/LTE_A_IRAT\ 8_6\RRC_LoggedRLF_UG.ttcn

	MCC160
	


Before:
	//@siclog "Step 18" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 12.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell12, v_Auth_Params_Native, v_NasCountInfo);

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true))); //@sic R5s150664 sic@

    //@siclog "Step 20" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 12?

    if (v_UTRAN_FDD_TDD == UTRAN_FDD) {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_FDD(v_UTRAN_PhysChId_Cell9);

      v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f10, v_MeasResultUTRA_PhysCellId, omit, *, *);//@sic R5-155792 sic@

    } else {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_TDD(v_UTRAN_PhysChId_Cell9);

      v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f10, v_MeasResultUTRA_PhysCellId, omit, *, omit);//@sic R5-155792 sic@

    }

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell12,

                                    cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                    cr_RLF_Report_1Entry(?,

                                                                                         *,

                                                                                         cr_MeasResultNeighCells_r9(-, v_MeasResList2UTRA_r9),

                                                                                         *,

                                                                                         (cr_FailedPCellId_CellGlobalId(cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)),

                                                                                          cr_FailedPCellId_Pci_Arfcn(v_PhysCellId_Cell1, v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq)),

                                                                                         omit,

                                                                                         omit,

                                                                                         rlf,

                                                                                         omit,

                                                                                         omit,

                                                                                         cr_RLF_Report_basicFields_r11(?, t310_Expiry, ?),

                                                                                         omit,

                                                                                         omit)))); //@sic R5s150517 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.5.1a Step 20");


After:
	//@siclog "Step 18" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 12.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell12, v_Auth_Params_Native, v_NasCountInfo);

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true))); //@sic R5s150664 sic@

    //@siclog "Step 20" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 12?

    if (v_UTRAN_FDD_TDD == UTRAN_FDD) {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_FDD(v_UTRAN_PhysChId_Cell9);

      v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f10, v_MeasResultUTRA_PhysCellId, omit, *, *);//@sic R5-155792 sic@

    } else {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_TDD(v_UTRAN_PhysChId_Cell9);

      v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f10, v_MeasResultUTRA_PhysCellId, omit, *, omit);//@sic R5-155792 sic@

    }

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell12,

                                    cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                    cr_RLF_Report_1Entry(?,

                                                                                         *,

                                                                                         cr_MeasResultNeighCells_r9(-, v_MeasResList2UTRA_r9),

                                                                                         *,

                                                                                         (cr_FailedPCellId_CellGlobalId(cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)),

                                                                                          cr_FailedPCellId_Pci_Arfcn(v_PhysCellId_Cell1, v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq)),

                                                                                         omit,

                                                                                         omit,

                                                                                         rlf,

                                                                                         omit,

                                                                                         omit,

                                                                                         cr_RLF_Report_basicFields_r11(?, t310_Expiry, ?),

                                                                                         omit,

                                                                                         cr_RLF_Report_selectedUTRA_CellId_r11_FDD)))); //@sic R5s150517 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.5.1a Step 20");


