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Change 1 
	Function name
	fl_TC_9_1_5_1_Body

	Reason for change
	With the current TTCN implementation, at Step 3d1, the TTCN doesn’t handle the ‘Seconds’ value reported by the UE in CTZE_Response and and fails the testcase.

	Summary of change
	Modified the regular expression to handle the ‘seconds’ value reported by the UE.

	TTCN module
	LTE\9_1\NAS_EMMInformationProcedure.ttcn

	MCC160 Comment
	


Before change

   function fl_TC_9_1_5_1_Body() runs on EUTRA_PTC

  {
     …

    //@siclog "Step 3d1" siclog@

    // IF pc_EMM_Information AND pc_UniversalAndLocalTimeZone

    // Check: Does the UE assume that this time zones applies to the tracking area of the current cell and

    // is presented to the MS user at the earliest opportunity?

    // IF Rel-11 and pc_DaylightSavingTime THEN Switch on Time Zone reporting on the UE

    //Operator Action:

    //The use of the supported Fields is checked:

    //Year: 2010

    //Month:  April

    //Day: 12th

    //Hour: 14 Hours

    //Minute: 38 Minutes // contradiction to Note 4 !!, implemented as per Note 4

    //Timezone: GMT+1, checked as part of the hour !!!

    if (pc_UniversalAndLocalTimeZone) {  //@sic R5-153975, R5-153976 sic@

    // AT command +CTZR is assumed to be used for check for Rel-11 onwards. @sic R5-155987 sic@

    // UEs that do not support CTZR should either provide a proprietary solution or the TP will be checked manually. @sic R5-155987 sic@

      if (not pc_DaylightSavingTime) { // CTZE has not been set in step 2Aa1 @sic R5s160005 sic@

        v_AT_CTZE_Response := f_UT_AT_CheckTimezoneReport (UT); // CTZE response expected

      }

      f_AT_ResponseCheck(v_AT_CTZE_Response,

                         "2010/04/12,14:[0-9]#(2)", // TZ GMT+1, dst (1 char) ignored, check date and hour, ignore mins, secs

                         "Test Case 9.1.5.1, Step 3d1",

                         v_Expression_CTZR,

                         2); // @sic R5s160161 sic@

    }  

    ...
 }
After change

   function fl_TC_9_1_5_1_Body() runs on EUTRA_PTC

  {
     …

    //@siclog "Step 3d1" siclog@

    // IF pc_EMM_Information AND pc_UniversalAndLocalTimeZone

    // Check: Does the UE assume that this time zones applies to the tracking area of the current cell and

    // is presented to the MS user at the earliest opportunity?

    // IF Rel-11 and pc_DaylightSavingTime THEN Switch on Time Zone reporting on the UE

    //Operator Action:

    //The use of the supported Fields is checked:

    //Year: 2010

    //Month:  April

    //Day: 12th

    //Hour: 14 Hours

    //Minute: 38 Minutes // contradiction to Note 4 !!, implemented as per Note 4

    //Timezone: GMT+1, checked as part of the hour !!!

    if (pc_UniversalAndLocalTimeZone) {  //@sic R5-153975, R5-153976 sic@

    // AT command +CTZR is assumed to be used for check for Rel-11 onwards. @sic R5-155987 sic@

    // UEs that do not support CTZR should either provide a proprietary solution or the TP will be checked manually. @sic R5-155987 sic@

      if (not pc_DaylightSavingTime) { // CTZE has not been set in step 2Aa1 @sic R5s160005 sic@

        v_AT_CTZE_Response := f_UT_AT_CheckTimezoneReport (UT); // CTZE response expected

      }

      f_AT_ResponseCheck(v_AT_CTZE_Response,

                         "2010/04/12,14:[0-9]#(2):[0-9]#(2)", // TZ GMT+1, dst (1 char) ignored, check date and hour, ignore mins, secs

                         "Test Case 9.1.5.1, Step 3d1",

                         v_Expression_CTZR,

                         2); // @sic R5s160161 sic@

    }  

    …

 }
