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	1.  The future Scell is not turned on before Scell addition in steps 1-2.
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Change 1 
	Function name
	f_TC_8_2_4_17_Common

	Reason for change
	1. The future Scell is not turned on before Scell addition in steps 1-2.

2.  Scell capability in the HO in steps 7-8 is by default UL_DL, yet in this test the required capability is DL only. This change is proposed as an enhancement.


	Summary of change
	1. Power level on the Scell has been set to -91dBm prior beginning of the test body (this is the same level used for the purpose of turning on the Scell prior its addition in other CA tests).

2. Scell capability in HO function in steps 7-8 is changed from DL_UL to DLonly.



	TTCN module
	LTE_A_R10_R11\8_2\RRC_Handover_CA.ttcn

	MCC160 Comment
	


Before change

    function f_TC_8_2_4_17_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

    // Bring UE to initial state

    f_EUTRA_Preamble(p_PCellId, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(p_PCellId);

    f_EUTRA_TestBody_Set(true);

    //@siclog "Step 1 - 2" siclog@

    //Transmit RRCConnectionReconfiguration to add  Scell

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA); // UL CA desired

…

    //@siclog "Step 7 - 8" siclog@

    f_EUTRA_508RRC_IntraLTE_CA_HO_InterCell(p_PCellId, p_SCellId, p_SCellId, p_PCellId, {v_SCellToAddMod}, {1}, v_UL_CA);

    deactivate(v_DefaultRef);

    //@siclog "Step 9" siclog@

    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState(p_SCellId);

    ///////////////////////

    // Postamble

    /////////

    f_EUTRA_TestBody_Set(false);
After change

           function f_TC_8_2_4_17_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

    // Bring UE to initial state

    f_EUTRA_Preamble(p_PCellId, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(p_PCellId);

    f_EUTRA_SetCellPower(p_SCellId, -91);//Make S Cell on
    f_EUTRA_TestBody_Set(true);

    //@siclog "Step 1 - 2" siclog@

    //Transmit RRCConnectionReconfiguration to add  Scell

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA); // UL CA desired
…

    //@siclog "Step 7 - 8" siclog@

    f_EUTRA_508RRC_IntraLTE_CA_HO_InterCell(p_PCellId, p_SCellId, p_SCellId, p_PCellId, {v_SCellToAddMod}, {1}, v_UL_CA, DlOnly);

    deactivate(v_DefaultRef);

    //@siclog "Step 9" siclog@

    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState(p_SCellId);

    ///////////////////////

    // Postamble

    /////////

    f_EUTRA_TestBody_Set(false);

