3GPP TSG RAN Meeting #72






          RP-161058
Busan, Korea, June 13 – 16, 2016 
Agenda item:
10.8.1
Source: 
BlackBerry UK Limited
Title: 
Clarification TP for TS37.144
Document for:
Approval
1. Introduction
During RAN4#79 text proposal R4-164969[1] was agreed capturing outcome of the TRP and TRS minimum requirements and recommended performance for roaming bands for Beside Head and Hand UTRA FDD. Within the agreement additional side conditions were captured to reflect recognised causes of additional loss not accurately accounted for within the requirements. Support for carrier aggregation was one of these side conditions. The term as used in this context is meant to apply to both UMTS aggregated carriers as well as LTE carrier aggregation, as losses from diplexer insertion would apply regardless of the supported technology. In this paper we propose an amendment to the text proposal which clarifies this aspect to avoid any possible future confusion. 
2. Discussion
<========= Start of TP =========>

6.1.2
Beside the head and hand phantom position

Beside the head and hand phantom position is defined in TR 25.914 [6] subclauses 5.1.5 and 5.1.6.

6.1.2.1
UTRA FDD
Handheld UE TRP minimum performance requirements for UTRA FDD in beside the head and hand phantom position and the primary mechanical mode are defined in Table 6.1.2.1-1.

Table 6.1.2.1-1: Handheld UE TRP minimum performance requirement for FDD roaming bands in beside the head and hand phantom position and the primary mechanical mode

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	13,25
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	13,25
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	9,40
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	9,40
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1:
Applicable for dual-mode GSM/UMTS.
NOTE 2:   Applicable for devices narrower than 72mm as defined in TR 25.914.

NOTE 3:   Not applicable for devices supporting CDMA or aggregated carriers (e.g. multi-carrier HSPA, LTE Carrier Aggregation).


<========= Next Change =========>

7.1.2
Beside the head and hand phantoms position

Beside the head and hand phantom position is defined in TR 25.914 [6] subclauses 5.1.5 and 5.1.6.

7.1.2.1
UTRA FDD
Handheld UE TRS minimum performance requirements for UTRA FDD in beside the head and hand phantoms position and the primary mechanical mode for 1% BER with 12.2kbps DL reference channel as defined in Annex C.3 of [2] are defined in Table 7.1.2.1-1.
Table 7.1.2.1-1: Handheld UE TRS minimum requirements for UTRA FDD roaming bands in beside the head and hand phantoms position and the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3,84 MHz
	-101,00
	TBD

	II
	dBm/3,84 MHz
	-99,00
	TBD

	III
	dBm/3,84 MHz
	TBD
	TBD

	IV
	dBm/3,84 MHz
	TBD
	TBD

	V
	dBm/3,84 MHz
	-96,75
	TBD

	VI
	dBm/3,84 MHz
	TBD
	TBD

	VII
	dBm/3,84 MHz
	TBD
	TBD

	VIII
	dBm/3,84 MHz
	-96,75
	TBD

	IX
	dBm/3,84 MHz
	TBD
	TBD

	XIX
	dBm/3,84 MHz
	TBD
	TBD

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE 3: 
Applicable for dual-mode GSM/UMTS.

NOTE 4:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3,84 MHz and max <REFÎor> level of -95 dBm/3,84 MHz shall apply for Band II.

NOTE 5:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3,84 MHz and max <REFÎor> level of -97 dBm/3,84 MHz shall apply for Band IV. 
NOTE 6:   Applicable for devices narrower than 72mm as defined in TR 25.914.

NOTE 7:   Not applicable for devices supporting CDMA or aggregated carriers (e.g. multi-carrier HSPA, LTE Carrier Aggregation).


<========= Next Change =========>

B.2.1.2
Beside the head and hand phantoms position

B.2.1.2.1
UTRA FDD
Table B.2.1.2.1-1: Handheld UE TRP recommended performance for UTRA FDD beside the head and hand phantoms position and the primary mechanical mode
	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Average
	Average

	I
	-
	-
	16,25
	TBD
	TBD

	II
	-
	-
	16,25
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	12,40
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	12,40
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1:
Applicable for dual-mode GSM/UMTS.
NOTE 2:   Applicable for devices narrower than 72mm as defined in TR 25.914.

NOTE 3:   Not applicable for devices supporting CDMA or aggregated carriers (e.g. multi-carrier HSPA, LTE Carrier Aggregation).


<========= Next Change =========>

B.3.1.2
Beside the head and hand phantoms position

B.3.1.2.1
UTRA FDD
Table B.3.1.2.1-1: TRS recommended performance for UTRA FDD in the beside the head and hand phantoms position for the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

Average

	I
	dBm/3,84 MHz
	-104,00

	II
	dBm/3,84 MHz
	-102,00

	III
	dBm/3,84 MHz
	TBD

	IV
	dBm/3,84 MHz
	TBD

	V
	dBm/3,84 MHz
	-99,75

	VI
	dBm/3,84 MHz
	TBD

	VII
	dBm/3,84 MHz
	TBD

	VIII
	dBm/3,84 MHz
	-99,75

	IX
	dBm/3,84 MHz
	TBD

	XIX
	dBm/3,84 MHz
	TBD

	NOTE 1:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -101 dBm/3,84 shall apply for Band II.

NOTE 2:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -103 dBm/3,84 MHz shall apply for Band IV.
NOTE 3:   Applicable for devices narrower than 72mm as defined in TR 25.914
NOTE 4:   Not applicable for devices supporting CDMA or aggregated carriers (e.g. multi-carrier HSPA, LTE Carrier Aggregation).


<=========End of TP=========>

3. Conclusions and recommendations

It is proposed that RAN#72 approves the above amendment to TS37.144 before approving the draft TS 37.144 [2].
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