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	Reason for change:
	Conflict of timers T302 and T308. Upper layers are not indicated about the barring alleviation for ACDC when T302 expires.

	
	

	Summary of change:
	Upper layers are indicated about the ACDC barring alleviation after T302 expiry. The change has been made to the chapter 5.3.3.7.

	
	

	Consequences if not approved:
	Upper layers are not aware of the barring alleviation for ACDC.
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[bookmark: _Toc439068535]5.3.3.7	T302, T303, T305, T306, or T308 expiry or stop
The UE shall:
1>	if timer T302 expires or is stopped:
2>	inform upper layers about barring alleviation for mobile terminating access;
2>	if timer T303 is not running:
3>	inform upper layers about barring alleviation for mobile originating calls;
2>	if timer T305 is not running:
3>	inform upper layers about barring alleviation for mobile originating signalling;
2>	if timer T306 is not running:
3>	inform upper layers about barring alleviation for mobile originating CS fallback;
2>	if timer T308 is not running:
3>	inform upper layers about barring alleviation for ACDC;
1>	if timer T303 expires or is stopped:
2>	if timer T302 is not running:
3>	inform upper layers about barring alleviation for mobile originating calls;
1>	if timer T305 expires or is stopped:
2>	if timer T302 is not running:
3>	inform upper layers about barring alleviation for mobile originating signalling;
1>	if timer T306 expires or is stopped:
2>	if timer T302 is not running:
3>	inform upper layers about barring alleviation for mobile originating CS fallback;
1>	if timer T308 expires or is stopped:
2>	if timer T302 is not running:
3>	inform upper layers about barring alleviation for ACDC;

