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Agenda Item
5.1
Agenda Item
10.3.8

RP-171195
Maintenance of Rel-14 eMBMS enhancements for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	872
	-
	Rel-14
	Correction on UE procedure for receiving PDSCH on FeMBMS/Unicast-mixed carrier in 36.213
	F
	14.2.0
	R1-1705145
	MBMS_LTE_enh2-Core
	


Agenda Item
10.3.13

RP-171204
Maintenance of Rel-14 FeMTC
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	357
	-
	Rel-14
	Correction of reference to PRS occasion group for OTDOA enhancements
	F
	14.2.0
	R1-1706003
	LTE_feMTC-Core
	

	36.211
	358
	-
	Rel-14
	Center frequency for PUSCH allocation in larger bandwidth mode in FeMTC
	F
	14.2.0
	R1-1706292
	LTE_feMTC-Core
	

	36.211
	367
	-
	Rel-14
	Correction on resource mapping in case of retuning in 36.211
	F
	14.2.0
	R1-1708206
	LTE_feMTC-Core
	

	36.211
	374
	-
	Rel-14
	Parallel reception of MPDCCH and PDSCH for BL/CE UE
	F
	14.2.0
	R1-1709448
	LTE_feMTC-Core
	

	36.211
	381
	-
	Rel-14
	Correction on PRS hopping
	F
	14.2.0
	R1-1709717
	LTE_feMTC-Core
	

	36.212
	256
	-
	Rel-14
	Clarification of resource allocation for PDSCH in CE mode B
	F
	14.2.0
	R1-1706293
	LTE_feMTC-Core
	

	36.212
	260
	-
	Rel-14
	Clarification of resource allocation for PDSCH with maximum 5 MHz channel bandwidth in CE mode A
	F
	14.2.0
	R1-1706767
	LTE_feMTC-Core
	

	36.212
	263
	-
	Rel-14
	Corrections on total number of soft channel bits for UE Cat M1 and M2 in 36.212
	F
	14.2.0
	R1-1709385
	LTE_feMTC-Core
	

	36.213
	887
	-
	Rel-14
	Mapping of wideband combination index to allocated widebands in FeMTC
	F
	14.2.0
	R1-1706294
	LTE_feMTC-Core
	

	36.213
	888
	-
	Rel-14
	Clarification of TBS table for PDSCH with maximum 5 MHz channel bandwidth
	F
	14.2.0
	R1-1706299
	LTE_feMTC-Core
	

	36.213
	889
	-
	Rel-14
	UL Type 4 resource allocation
	F
	14.2.0
	R1-1706303
	LTE_feMTC-Core
	

	36.213
	904
	-
	Rel-14
	Clarification of resource allocation for PDSCH in CE mode A
	F
	14.2.0
	R1-1706768
	LTE_feMTC-Core
	

	36.213
	905
	-
	Rel-14
	Corrections on the UL resource allocation type 4 in TS 36.213
	F
	14.2.0
	R1-1706769
	LTE_feMTC-Core
	

	36.213
	926
	-
	Rel-14
	Correction on HARQ-ACK bundling and dynamic HARQ-ACK timing in 36.213
	F
	14.2.0
	R1-1709651
	LTE_feMTC-Core
	


Agenda Item
10.3.14

RP-171205
Maintenance of Rel-14 NB-IoT enhancements for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	356
	-
	Rel-14
	Correction on baseband generation for paging/random access non-anchor carriers
	F
	14.2.0
	R1-1705149
	NB_IOTenh-Core
	

	36.211
	359
	-
	Rel-14
	Clarification of NRS presence
	F
	14.2.0
	R1-1706304
	NB_IOTenh-Core
	

	36.211
	383
	-
	Rel-14
	NRS presence assumptions on unicast non-anchor carriers
	F
	14.2.0
	R1-1709847
	NB_IOTenh-Core
	

	36.213
	873
	-
	Rel-14
	Correction on TBS values
	F
	14.2.0
	R1-1705150
	NB_IoTenh-Core
	

	36.213
	942
	-
	Rel-14
	Timing relationships for 2 HARQ processes
	F
	14.2.0
	R1-1709718
	NB_IOTenh-Core
	


Agenda Item
10.6

RP-171210
Corrections for Rel-14 (36.212/36213)
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	259
	-
	Rel-14
	CR on higher-layer parameters for 36.212
	F
	14.2.0
	R1-1706765
	TEI14
	

	36.213
	892
	-
	Rel-14
	Introduction of new maximum TBS for DL 256QAM
	B
	14.2.0
	R1-1706600
	TEI14
	

	36.213
	903
	-
	Rel-14
	CR on Higher-Layer Parameters for 36.213
	F
	14.2.0
	R1-1706766
	TEI14
	

	36.213
	929
	-
	Rel-14
	Corrections on the numbering of the tables in 8.0
	F
	14.2.0
	R1-1709657
	TEI14
	


Agenda Item
10.7.1

RP-171199
Maintenance of Rel-14 Support for V2V services based on LTE sidelink
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	910
	2
	Rel-14
	Miscellaneous corrections to 36.213
	F
	14.2.0
	R1-1709333
	LTE_SL_V2V-Core
	


Agenda Item
10.7.11

RP-171192
Maintenance of Rel-14 Uplink Capacity Enhancements for LTE

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	365
	-
	Rel-14
	Correction on PUSCH symbol locations in UpPTS for UL capacity enhancement in TS 36.211
	F
	14.2.0
	R1-1706772
	LTE_UL_CAP_enh-Core
	

	36.213
	893
	1
	Rel-14
	Removal of Table 8.6.1-4 in 36.213
	F
	14.2.0
	R1-1706771
	LTE_UL_CAP_enh-Core
	

	36.213
	930
	1
	Rel-14
	Corrections on PRB scaling for PUSCH in UpPTS
	F
	14.2.0
	R1-1709719
	LTE_UL_CAP_enh-Core
	


Agenda Item
10.7.12

RP-171206
Maintenance of Rel-14 Voice and Video enhancement for LTE

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	894
	-
	Rel-14
	Modulation overriding in video-voice enhancements
	F
	14.2.0
	R1-1706649
	LTE_VoLTE_ViLTE_enh-Core
	


Agenda Item
10.7.2
RP-171203
Maintenance of Rel-14 V2X

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	885
	-
	Rel-14
	Correction on tables used for SCI format 1 in 36.213
	F
	14.2.0
	R1-1706289
	LTE_V2X-Core
	

	36.213
	886
	-
	Rel-14
	Alignment with 36.212
	F
	14.2.0
	R1-1706290
	LTE_V2X-Core
	

	36.213
	898
	1
	Rel-14
	Corrections on UE partial sensing behaviour in TS 36.213
	F
	14.2.0
	R1-1706839
	LTE_V2X-Core
	

	36.213
	907
	-
	Rel-14
	CR on subframe indexing in resource reselection
	F
	14.2.0
	R1-1706858
	LTE_V2X-Core
	

	36.213
	916
	-
	Rel-14
	CR for skipped subframe handling for shorter periodicity in PC5-based V2V
	F
	14.2.0
	R1-1709191
	LTE_V2X-Core
	

	36.213
	925
	-
	Rel-14
	Correction of UE behavior to meet Crlimit
	F
	14.2.0
	R1-1709645
	LTE_V2X-core
	

	36.213
	940
	-
	Rel-14
	CR on skipped subframe handling for partial sensing
	F
	14.2.0
	R1-1709332
	LTE_V2X-Core
	

	36.213
	941
	-
	Rel-14
	Correction on abbreviation of Uplink SPS RNTI and Sidelink SPS RNTI in 36.213
	F
	14.2.0
	R1-1709331
	LTE_V2X-Core
	


Agenda Item
10.7.5

RP-171200
Maintenance of Rel-14 SRS (sounding reference signal) switching between LTE component carriers
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	927
	-
	Rel-14
	Corrections on Power Control for SRS Switching
	F
	14.2.0
	R1-1709655
	LTE_SRS_switch-Core
	


Agenda Item
10.7.8
RP-171201
Maintenance of Rel-14 Enhanced LAA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	882
	-
	Rel-14
	CR on two stage grant DCI field definition
	F
	14.2.0
	R1-1706282
	LTE_eLAA-Core
	

	36.213
	883
	-
	Rel-14
	Correction to SRS Triggering for LAA SCells
	F
	14.2.0
	R1-1706283
	LTE_eLAA-Core
	

	36.213
	884
	-
	Rel-14
	Correction for MCOT value on channel access priority class for UL
	F
	14.2.0
	R1-1706284
	LTE_eLAA-Core
	


Agenda Item
10.7.9
RP-171194
Maintenance of Rel-14 eFD-MIMO
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	360
	 
	Rel-14
	CR 36.211 for Clarification and Correction on IFDMA UL-DMRS for eFD-MIMO
	F
	14.2.0
	R1-1706589
	LTE_eFDMIMO-Core
	

	36.211
	364
	 
	Rel-14
	CR 36.211 for Clarification on CDM-8 pattern for 24-ports CSI-RS in DwPTS
	F
	14.2.0
	R1-1706751
	LTE_eFDMIMO-Core
	

	36.211
	375
	-
	Rel-14
	CR for precoding for spatial multiplexing using antenna ports with UE-specific reference signals in 36.211
	F
	14.2.0
	R1-1709648
	LTE_eFDMIMO-Core
	

	36.211
	376
	-
	Rel-14
	Correction to CSI-RS configuration
	F
	14.2.0
	R1-1709649
	LTE_eFDMIMO-Core
	

	36.212
	257
	-
	Rel-14
	Corrections on bit width of UCI fields for advanced CSI reporting in 36.212
	F
	14.2.0
	R1-1706586
	LTE_eFDMIMO-Core
	

	36.212
	258
	 
	Rel-14
	CR 36.212 for Correction on RI and CRI reporting for aperiodic and multi-shot CSI-RS
	F
	14.2.0
	R1-1706752
	LTE_eFDMIMO-Core
	

	36.213
	890
	-
	Rel-14
	Corrections on PUCCH reporting type payload size in 36.213
	F
	14.2.0
	R1-1706587
	LTE_eFDMIMO-Core
	

	36.213
	891
	 
	Rel-14
	CR 36.213 for correction on CSI relaxation for aperiodic CSI-RS
	F
	14.2.0
	R1-1706590
	LTE_eFDMIMO-Core
	

	36.213
	895
	-
	Rel-14
	CR on CSI-RS resource activation
	F
	14.2.0
	R1-1706694
	LTE_eFDMIMO-Core
	

	36.213
	899
	 
	Rel-14
	Corrections to 36.213 for Rel-14 eFD-MIMO
	F
	14.2.0
	R1-1706742
	LTE_eFDMIMO-Core
	

	36.213
	900
	 
	Rel-14
	Corrections to 36.213 for Rel-14 eFD-MIMO CSI collision handling
	F
	14.2.0
	R1-1706743
	LTE_eFDMIMO-Core
	

	36.213
	901
	-
	Rel-14
	Corrections on QCL indication in 36.213
	F
	14.2.0
	R1-1706744
	LTE_eFDMIMO-Core
	

	36.213
	902
	-
	Rel-14
	Corrections on CRI reporting for multi-shot CSI-RS in 36.213
	F
	14.2.0
	R1-1706750
	LTE_eFDMIMO-Core
	

	36.213
	931
	-
	Rel-14
	CR on CSR for CSI feedback for semi-OL transmission
	F
	14.2.0
	R1-1709335
	LTE_eFDMIMO-Core
	


Agenda Item
14.1.5

RP-171202
Maintenance to TR36.873 - Study on 3D channel model for LTE

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.873
	25
	 
	Rel-12
	Correction on site specific effective height for TR36.873
	F
	12.4.0
	R1-1705091
	FS_LTE_3D_channel
	

	36.873
	26
	 
	Rel-12
	TR36.873_CR_Correction_on_Rural_LSP
	F
	12.4.0
	R1-1706375
	FS_LTE_3D_channel
	

	36.873
	27
	-
	Rel-12
	TR36.873_CR_Correction_for_LOS_probability
	F
	12.4.0
	R1-1709140
	FS_LTE_3D_channel
	

	36.873
	28
	-
	Rel-12
	TR36.873_CR_Scaling_factor_notation
	F
	12.4.0
	R1-1709141
	FS_LTE_3D_channel
	

	36.873
	29
	-
	Rel-12
	TR36.873_CR_Notation_of_log-normal_distributed_random_variables
	F
	12.4.0
	R1-1709142
	FS_LTE_3D_channel
	

	36.873
	30
	-
	Rel-12
	TR36.873_CR_Missing_LOS_Doppler
	F
	12.4.0
	R1-1709143
	FS_LTE_3D_channel
	


Agenda Item
14.1.6

RP-171193
Maintenance of Rel-13 LTE carrier aggregation enhancement beyond 5 carriers

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	252
	-
	Rel-13
	CR for applicability of spatial bundling for PUCCH format 3 with FDD PCell
	F
	13.5.0
	R1-1706261
	LTE_CA_enh_b5C-Core
	

	36.212
	253
	-
	Rel-14
	CR for applicability of spatial bundling for PUCCH format 3 with FDD PCell
	A
	14.2.0
	R1-1706262
	LTE_CA_enh_b5C-Core
	

	36.213
	908
	-
	Rel-13
	Determination of PUCCH format selection depending on number of HARQ-ACK, CSI and SR bits
	F
	13.5.0
	R1-1706343
	LTE_CA_enh_b5C-Core
	

	36.213
	909
	-
	Rel-14
	Determination of PUCCH format selection depending on number of HARQ-ACK, CSI and SR bits
	A
	14.2.0
	R1-1706344
	LTE_CA_enh_b5C-Core
	


Agenda Item
14.1.6

RP-171196
Maintenance of Rel-13  Further LTE Physical Layer Enhancements for MTC

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	361
	-
	Rel-13
	CR on correction of PRACH transmission across SFN boundary
	F
	13.5.0
	R1-1706738
	LTE_MTCe2_L1-Core
	

	36.211
	366
	-
	Rel-14
	CR on correction of PRACH transmission across SFN boundary
	A
	14.2.0
	R1-1706783
	LTE_MTCe2_L1-Core
	

	36.211
	377
	-
	Rel-13
	Clarification of frequency hopping for "PDCCH order" initiated PUSCH
	F
	13.5.0
	R1-1709340
	LTE_MTCe2_L1-Core
	

	36.211
	378
	-
	Rel-14
	Clarification of frequency hopping for "PDCCH order" initiated PUSCH
	A
	14.2.0
	R1-1709341
	LTE_MTCe2_L1-Core
	

	36.211
	379
	-
	Rel-13
	Correction on determination of number of repetitions PUCCH format 1
	F
	13.5.0
	R1-1709346
	LTE_MTCe2_L1-Core
	

	36.211
	380
	-
	Rel-14
	Correction on determination of number of repetitions PUCCH format 1
	A
	14.2.0
	R1-1709347
	LTE_MTCe2_L1-Core
	

	36.212
	262
	-
	Rel-13
	Correction on total number of soft channel bits for Cat M1 UE in 36.212
	F
	13.5.0
	R1-1709222
	LTE_MTCe2_L1-Core
	

	36.213
	868
	-
	Rel-13
	Correction on Msg3 PUSCH Repetition for CE mode B
	F
	13.5.0
	R1-1705136
	LTE_MTCe2_L1-Core
	

	36.213
	869
	-
	Rel-14
	Correction on Msg3 PUSCH Repetition for CE mode B
	A
	14.2.0
	R1-1705137
	LTE_MTCe2_L1-Core
	

	36.213
	874
	-
	Rel-13
	Candidate determination for MPDCCH starting in unsupported special subframe for eMTC
	F
	13.5.0
	R1-1706265
	LTE_MTCe2_L1-Core
	

	36.213
	875
	-
	Rel-14
	Candidate determination for MPDCCH starting in unsupported special subframe for eMTC
	A
	14.2.0
	R1-1706266
	LTE_MTCe2_L1-Core
	

	36.213
	876
	-
	Rel-13
	PUCCH resource determination in TDD for eMTC
	F
	13.5.0
	R1-1706267
	LTE_MTCe2_L1-Core
	

	36.213
	877
	-
	Rel-14
	PUCCH resource determination in TDD for eMTC
	A
	14.2.0
	R1-1706268
	LTE_MTCe2_L1-Core
	

	36.213
	878
	-
	Rel-13
	Corrections on UL resource allocation type 0 in TS 36.213
	F
	13.5.0
	R1-1706269
	LTE_MTCe2_L1-Core
	

	36.213
	879
	-
	Rel-14
	Corrections on UL resource allocation type 0 in TS 36.213
	A
	14.2.0
	R1-1706270
	LTE_MTCe2_L1-Core
	

	36.213
	896
	-
	Rel-13
	PUCCH format 2 collision with PDSCH with repetitions
	F
	13.5.0
	R1-1706736
	LTE_MTCe2_L1-Core
	

	36.213
	897
	-
	Rel-13
	CR on MPDCCH PRB Sets
	F
	13.5.0
	R1-1706737
	LTE_MTCe2_L1-Core
	

	36.213
	906
	-
	Rel-14
	PUCCH format 2 collision with PDSCH with repetitions
	A
	14.2.0
	R1-1706817
	LTE_MTCe2_L1-Core
	

	36.213
	917
	-
	Rel-13
	Clarification of the #repetitions used for msg3 retransmissions
	F
	13.5.0
	R1-1709227
	LTE_MTCe2_L1-Core
	

	36.213
	918
	-
	Rel-14
	Clarification of the #repetitions used for msg3 retransmissions
	A
	14.2.0
	R1-1709228
	LTE_MTCe2_L1-Core
	

	36.213
	919
	-
	Rel-14
	CR on MPDCCH PRB Sets - Rel-14
	A
	14.2.0
	R1-1709235
	LTE_MTCe2_L1-Core
	

	36.213
	920
	1
	Rel-13
	Correction of RAR window definition in CE mode B
	F
	13.5.0
	R1-1709352
	LTE_MTCe2_L1-Core
	

	36.213
	921
	1
	Rel-14
	Correction of RAR window definition in CE mode B
	A
	14.2.0
	R1-1709353
	LTE_MTCe2_L1-Core
	

	36.213
	932
	-
	Rel-13
	Clarification of RV Cycling in the presence of invalid SFs
	F
	13.5.0
	R1-1709338
	LTE_MTCe2_L1-Core
	

	36.213
	933
	-
	Rel-14
	Clarification of RV Cycling in the presence of invalid SFs
	A
	14.2.0
	R1-1709339
	LTE_MTCe2_L1-Core
	

	36.213
	934
	-
	Rel-13
	Correction of the calculation of the #RV-blocks for a given PDSCH
	F
	13.5.0
	R1-1709342
	LTE_MTCe2_L1-Core
	

	36.213
	935
	-
	Rel-14
	Correction of the calculation of the #RV-blocks for a given PDSCH
	A
	14.2.0
	R1-1709343
	LTE_MTCe2_L1-Core
	

	36.213
	936
	-
	Rel-13
	Clarification for the overlap of UL TA update and retuning gaps for BL/CE UEs
	F
	13.5.0
	1-17093444
	LTE_MTCe2_L1-Core
	

	36.213
	937
	-
	Rel-14
	Clarification for the overlap of UL TA update and retuning gaps for BL/CE UEs
	A
	14.2.0
	R1-1709345
	LTE_MTCe2_L1-Core
	

	36.213
	938
	-
	Rel-13
	Correction on starting OFDM symbol for MPDCCH and PDSCH in special subframe
	F
	13.5.0
	R1-1709713
	LTE_MTCe2_L1-Core
	

	36.213
	939
	-
	Rel-14
	Correction on starting OFDM symbol for MPDCCH and PDSCH in special subframe
	A
	14.2.0
	R1-1709714
	LTE_MTCe2_L1-Core
	


Agenda Item
14.1.6

RP-171197
Maintenance of Rel-13 NB-IoT feature

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	368
	1
	Rel-13
	Correction on NB-IoT DMRS definition in 36.211
	F
	13.5.0
	R1-1709233
	NB_IOT-Core
	

	36.211
	369
	1
	Rel-14
	Correction on NB-IoT DMRS definition in 36.211
	A
	14.2.0
	R1-1709234
	NB_IOT-Core
	

	36.211
	370
	1
	Rel-13
	Correction on NB-IoT SC-FDMA baseband signal generation in 36.211
	F
	13.5.0
	R1-1709269
	NB_IOT-Core
	

	36.211
	371
	1
	Rel-14
	Correction on NB-IoT SC-FDMA baseband signal generation in 36.211
	A
	14.2.0
	R1-1709270
	NB_IOT-Core
	

	36.211
	372
	-
	Rel-13
	Clarification on the definition of the nprach-NumCBRA-StartSubcarriers
	F
	13.5.0
	R1-1709241
	NB_IOT-Core
	

	36.211
	373
	-
	Rel-14
	Clarification on the definition of the nprach-NumCBRA-StartSubcarriers
	A
	14.2.0
	R1-1709242
	NB_IOT-Core
	

	36.211
	382
	-
	Rel-13
	NRS presence assumptions on unicast non-anchor carriers
	F
	13.5.0
	R1-1709846
	NB_IOT-Core
	

	36.213
	880
	-
	Rel-13
	Timing relationship for RAR monitoring in NB-IoT
	F
	13.5.0
	R1-1706271
	NB_IOT-Core
	

	36.213
	881
	-
	Rel-14
	Timing relationship for RAR monitoring in NB-IoT
	A
	14.2.0
	R1-1706272
	NB_IOT-Core
	

	36.213
	912
	-
	Rel-13
	Correction on 3.75 kHz NPUSCH format 2 transmission
	F
	13.5.0
	R1-1709008
	NB_IOT-Core
	

	36.213
	913
	-
	Rel-14
	Correction on 3.75 kHz NPUSCH format 2 transmission
	A
	14.2.0
	R1-1709009
	NB_IOT-Core
	


Agenda Item
14.1.6

RP-171198
Corrections for Rel-13 (36.211/36213)

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	362
	-
	Rel-13
	Clarification on PDSCH collision with PSS/SSS in TDD
	F
	13.5.0
	R1-1706739
	TEI13
	

	36.211
	363
	-
	Rel-14
	Clarification on PDSCH collision with PSS/SSS in TDD
	A
	14.2.0
	R1-1706740
	TEI13
	

	36.213
	928
	-
	Rel-13
	Corrections on the numbering of the tables in 8.0
	F
	13.5.0
	R1-1709656
	TEI13
	


Agenda Item
14.1.6

RP-171209
Maintenance of Rel-13 Elevation Beamforming/Full-Dimension (FD) MIMO for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	254
	-
	Rel-13
	Corrections on bit width of PMI for wideband CQI reports in 36.212
	F
	13.5.0
	R1-1706263
	LTE_EBF_FDMIMO-Core
	

	36.212
	255
	-
	Rel-14
	Corrections on bit width of PMI for wideband CQI reports in 36.212
	A
	14.2.0
	R1-1706264
	LTE_EBF_FDMIMO-Core
	


Agenda Item
9.4

RP-171207
Maintenance to TR38.900/38.901 related to channel model for frequencies from 0.5 to 100 GHz

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	38.900
	85
	-
	Rel-14
	Correction for scope
	F
	14.2.0
	R1-1708744
	FS_6GHz_CH_model
	

	38.901
	11
	1
	Rel-14
	Clarification for spatial consistency procedure
	F
	14.0.0
	R1-1706382
	FS_6GHz_CH_model
	


Agenda Item
9.4

RP-171208
Maintenance to TR38.802/TR38.901 related to New Radio (NR) Access Technology
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	38.802
	1
	1
	Rel-14
	Correction for channel model references
	F
	14.0.0
	R1-1706355
	FS_NR_newRAT
	

	38.802
	2
	-
	Rel-14
	TR38.802_CR_Section_7.1.6_MIMO calibration
	F
	14.0.0
	R1-1709832
	FS_NR_newRAT
	

	38.802
	3
	-
	Rel-14
	Draft CR on LDPC code [38.802]
	F
	14.0.0
	R1-1709721
	FS_NR_newRAT
	

	38.901
	1
	 
	Rel-14
	Correction on site specific effective height for TR38.901
	F
	14.0.0
	R1-1706182
	FS_NR_newRAT
	

	38.901
	3
	-
	Rel-14
	Correction for LOS probability
	F
	14.0.0
	R1-1705803
	FS_NR_newRAT
	

	38.901
	4
	-
	Rel-14
	Correction for scaling factor for ZOD generation
	F
	14.0.0
	R1-1705804
	FS_NR_newRAT
	

	38.901
	5
	-
	Rel-14
	Correction for modelling of intra-cluster angular and delay spreads
	F
	14.0.0
	R1-1705805
	FS_NR_newRAT
	

	38.901
	7
	-
	Rel-14
	TR38.901_CR_LCS_Radiation_Field_Notation
	F
	14.0.0
	R1-1706096
	FS_NR_newRAT
	

	38.901
	8
	-
	Rel-14
	TR38.901_CR_Mean_angle_definition
	F
	14.0.0
	R1-1706097
	FS_NR_newRAT
	

	38.901
	9
	-
	Rel-14
	TR38.901_CR_O2I_penetration_loss
	F
	14.0.0
	R1-1706098
	FS_NR_newRAT
	

	38.901
	10
	1
	Rel-14
	TR38.901_CR_Correction_on_Rural_LSP
	F
	14.0.0
	R1-1706381
	FS_NR_newRAT
	

	38.901
	13
	-
	Rel-14
	TR38.901_CR_Scenarios_in_Simulation_Assumptions
	F
	14.0.0
	R1-1709137
	FS_NR_newRAT
	

	38.901
	14
	-
	Rel-14
	TR38.901_CR_TDL_Spatial_Filter
	F
	14.0.0
	R1-1709138
	FS_NR_newRAT
	

	38.901
	15
	1
	Rel-14
	Correction of spatial-consistency UE mobility modelling Procedure A
	F
	14.0.0
	R1-1709330
	FS_NR_newRAT
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