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[bookmark: _Toc454817976]5.5.1	Generation of the reference signal sequence



Reference signal sequence  is defined by a cyclic shift  of a base sequence  according to 








where  is the length of the reference signal sequence, ,  is defined in subclause 5.5.2.1.2, and the quantity  when the higher-layer parameter ul-DMRS-IFDMA is set and the most recent uplink-related DCI contains the Cyclic Shift Field mapping table for DMRS bit field which indicates the use of Table 5.5.2.1.1-3for demodulation reference signal associated with PUSCH transmission, and  otherwise. Multiple reference signal sequences are defined from a single base sequence through different values of .













Base sequences  are divided into groups, where  is the group number and  is the base sequence number within the group, such that each group contains one base sequence () of each length  ,  and two base sequences () of each length , . The sequence group number  and the number  within the group may vary in time as described in clauses 5.5.1.3 and 5.5.1.4, respectively. The definition of the base sequence  depends on the sequence length.

[bookmark: _Toc454817977]5.5.1.1	Base sequences of length  or larger


For, the base sequence  is given by



where the  root  Zadoff-Chu sequence is defined by



with  given by




The length  of the Zadoff-Chu sequence is given by the largest prime number such that.

[bookmark: _Toc454817978]
5.5.1.2	Base sequences of length less than 




For , , , and , the base sequence is given by









where the value of  is given by Table 5.5.1.2-1, Table 5.5.1.2-2, Table 5.5.1.2-3, and Table 5.5.1.2-4 for , , , and , respectively. For , the base sequence  is given by





Table 5.5.1.2-1: Definition of  for .
	

	


	0
	-1
	1
	3
	-3
	3
	3
	1
	1
	3
	1
	-3
	3

	1
	1
	1
	3
	3
	3
	-1
	1
	-3
	-3
	1
	-3
	3

	2
	1
	1
	-3
	-3
	-3
	-1
	-3
	-3
	1
	-3
	1
	-1

	3
	-1
	1
	1
	1
	1
	-1
	-3
	-3
	1
	-3
	3
	-1

	4
	-1
	3
	1
	-1
	1
	-1
	-3
	-1
	1
	-1
	1
	3

	5
	1
	-3
	3
	-1
	-1
	1
	1
	-1
	-1
	3
	-3
	1

	6
	-1
	3
	-3
	-3
	-3
	3
	1
	-1
	3
	3
	-3
	1

	7
	-3
	-1
	-1
	-1
	1
	-3
	3
	-1
	1
	-3
	3
	1

	8
	1
	-3
	3
	1
	-1
	-1
	-1
	1
	1
	3
	-1
	1

	9
	1
	-3
	-1
	3
	3
	-1
	-3
	1
	1
	1
	1
	1

	10
	-1
	3
	-1
	1
	1
	-3
	-3
	-1
	-3
	-3
	3
	-1

	11
	3
	1
	-1
	-1
	3
	3
	-3
	1
	3
	1
	3
	3

	12
	1
	-3
	1
	1
	-3
	1
	1
	1
	-3
	-3
	-3
	1

	13
	3
	3
	-3
	3
	-3
	1
	1
	3
	-1
	-3
	3
	3

	14
	-3
	1
	-1
	-3
	-1
	3
	1
	3
	3
	3
	-1
	1

	15
	3
	-1
	1
	-3
	-1
	-1
	1
	1
	3
	1
	-1
	-3

	16
	1
	3
	1
	-1
	1
	3
	3
	3
	-1
	-1
	3
	-1

	17
	-3
	1
	1
	3
	-3
	3
	-3
	-3
	3
	1
	3
	-1

	18
	-3
	3
	1
	1
	-3
	1
	-3
	-3
	-1
	-1
	1
	-3

	19
	-1
	3
	1
	3
	1
	-1
	-1
	3
	-3
	-1
	-3
	-1

	20
	-1
	-3
	1
	1
	1
	1
	3
	1
	-1
	1
	-3
	-1

	21
	-1
	3
	-1
	1
	-3
	-3
	-3
	-3
	-3
	1
	-1
	-3

	22
	1
	1
	-3
	-3
	-3
	-3
	-1
	3
	-3
	1
	-3
	3

	23
	1
	1
	-1
	-3
	-1
	-3
	1
	-1
	1
	3
	-1
	1

	24
	1
	1
	3
	1
	3
	3
	-1
	1
	-1
	-3
	-3
	1

	25
	1
	-3
	3
	3
	1
	3
	3
	1
	-3
	-1
	-1
	3

	26
	1
	3
	-3
	-3
	3
	-3
	1
	-1
	-1
	3
	-1
	-3

	27
	-3
	-1
	-3
	-1
	-3
	3
	1
	-1
	1
	3
	-3
	-3

	28
	-1
	3
	-3
	3
	-1
	3
	3
	-3
	3
	3
	-1
	-1

	29
	3
	-3
	-3
	-1
	-1
	-3
	-1
	3
	-3
	3
	1
	-1





Table 5.5.1.2-2: Definition of  for 
	

	


	0
	-1
	3
	1
	-3
	3
	-1
	1
	3
	-3
	3
	1
	3
	-3
	3
	1
	1
	-1
	1
	3
	-3
	3
	-3
	-1
	-3

	1
	-3
	3
	-3
	-3
	-3
	1
	-3
	-3
	3
	-1
	1
	1
	1
	3
	1
	-1
	3
	-3
	-3
	1
	3
	1
	1
	-3

	2
	3
	-1
	3
	3
	1
	1
	-3
	3
	3
	3
	3
	1
	-1
	3
	-1
	1
	1
	-1
	-3
	-1
	-1
	1
	3
	3

	3
	-1
	-3
	1
	1
	3
	-3
	1
	1
	-3
	-1
	-1
	1
	3
	1
	3
	1
	-1
	3
	1
	1
	-3
	-1
	-3
	-1

	4
	-1
	-1
	-1
	-3
	-3
	-1
	1
	1
	3
	3
	-1
	3
	-1
	1
	-1
	-3
	1
	-1
	-3
	-3
	1
	-3
	-1
	-1

	5
	-3
	1
	1
	3
	-1
	1
	3
	1
	-3
	1
	-3
	1
	1
	-1
	-1
	3
	-1
	-3
	3
	-3
	-3
	-3
	1
	1

	6
	1
	1
	-1
	-1
	3
	-3
	-3
	3
	-3
	1
	-1
	-1
	1
	-1
	1
	1
	-1
	-3
	-1
	1
	-1
	3
	-1
	-3

	7
	-3
	3
	3
	-1
	-1
	-3
	-1
	3
	1
	3
	1
	3
	1
	1
	-1
	3
	1
	-1
	1
	3
	-3
	-1
	-1
	1

	8
	-3
	1
	3
	-3
	1
	-1
	-3
	3
	-3
	3
	-1
	-1
	-1
	-1
	1
	-3
	-3
	-3
	1
	-3
	-3
	-3
	1
	-3

	9
	1
	1
	-3
	3
	3
	-1
	-3
	-1
	3
	-3
	3
	3
	3
	-1
	1
	1
	-3
	1
	-1
	1
	1
	-3
	1
	1

	10
	-1
	1
	-3
	-3
	3
	-1
	3
	-1
	-1
	-3
	-3
	-3
	-1
	-3
	-3
	1
	-1
	1
	3
	3
	-1
	1
	-1
	3

	11
	1
	3
	3
	-3
	-3
	1
	3
	1
	-1
	-3
	-3
	-3
	3
	3
	-3
	3
	3
	-1
	-3
	3
	-1
	1
	-3
	1

	12
	1
	3
	3
	1
	1
	1
	-1
	-1
	1
	-3
	3
	-1
	1
	1
	-3
	3
	3
	-1
	-3
	3
	-3
	-1
	-3
	-1

	13
	3
	-1
	-1
	-1
	-1
	-3
	-1
	3
	3
	1
	-1
	1
	3
	3
	3
	-1
	1
	1
	-3
	1
	3
	-1
	-3
	3

	14
	-3
	-3
	3
	1
	3
	1
	-3
	3
	1
	3
	1
	1
	3
	3
	-1
	-1
	-3
	1
	-3
	-1
	3
	1
	1
	3

	15
	-1
	-1
	1
	-3
	1
	3
	-3
	1
	-1
	-3
	-1
	3
	1
	3
	1
	-1
	-3
	-3
	-1
	-1
	-3
	-3
	-3
	-1

	16
	-1
	-3
	3
	-1
	-1
	-1
	-1
	1
	1
	-3
	3
	1
	3
	3
	1
	-1
	1
	-3
	1
	-3
	1
	1
	-3
	-1

	17
	1
	3
	-1
	3
	3
	-1
	-3
	1
	-1
	-3
	3
	3
	3
	-1
	1
	1
	3
	-1
	-3
	-1
	3
	-1
	-1
	-1

	18
	1
	1
	1
	1
	1
	-1
	3
	-1
	-3
	1
	1
	3
	-3
	1
	-3
	-1
	1
	1
	-3
	-3
	3
	1
	1
	-3

	19
	1
	3
	3
	1
	-1
	-3
	3
	-1
	3
	3
	3
	-3
	1
	-1
	1
	-1
	-3
	-1
	1
	3
	-1
	3
	-3
	-3

	20
	-1
	-3
	3
	-3
	-3
	-3
	-1
	-1
	-3
	-1
	-3
	3
	1
	3
	-3
	-1
	3
	-1
	1
	-1
	3
	-3
	1
	-1

	21
	-3
	-3
	1
	1
	-1
	1
	-1
	1
	-1
	3
	1
	-3
	-1
	1
	-1
	1
	-1
	-1
	3
	3
	-3
	-1
	1
	-3

	22
	-3
	-1
	-3
	3
	1
	-1
	-3
	-1
	-3
	-3
	3
	-3
	3
	-3
	-1
	1
	3
	1
	-3
	1
	3
	3
	-1
	-3

	23
	-1
	-1
	-1
	-1
	3
	3
	3
	1
	3
	3
	-3
	1
	3
	-1
	3
	-1
	3
	3
	-3
	3
	1
	-1
	3
	3

	24
	1
	-1
	3
	3
	-1
	-3
	3
	-3
	-1
	-1
	3
	-1
	3
	-1
	-1
	1
	1
	1
	1
	-1
	-1
	-3
	-1
	3

	25
	1
	-1
	1
	-1
	3
	-1
	3
	1
	1
	-1
	-1
	-3
	1
	1
	-3
	1
	3
	-3
	1
	1
	-3
	-3
	-1
	-1

	26
	-3
	-1
	1
	3
	1
	1
	-3
	-1
	-1
	-3
	3
	-3
	3
	1
	-3
	3
	-3
	1
	-1
	1
	-3
	1
	1
	1

	27
	-1
	-3
	3
	3
	1
	1
	3
	-1
	-3
	-1
	-1
	-1
	3
	1
	-3
	-3
	-1
	3
	-3
	-1
	-3
	-1
	-3
	-1

	28
	-1
	-3
	-1
	-1
	1
	-3
	-1
	-1
	1
	-1
	-3
	1
	1
	-3
	1
	-3
	-3
	3
	1
	1
	-1
	3
	-1
	-1

	29
	1
	1
	-1
	-1
	-3
	-1
	3
	-1
	3
	-1
	1
	3
	1
	-1
	3
	1
	3
	-3
	-3
	1
	-1
	-1
	1
	3





Table 5.5.1.2-3: Definition of  for 
	

	


	0
	-1
	-3
	3
	-3
	3
	-3

	1
	-1
	3
	-1
	1
	1
	1

	2
	3
	-1
	-3
	-3
	1
	3

	3
	3
	-1
	-1
	1
	-1
	-1

	4
	-1
	-1
	-3
	1
	-3
	-1

	5
	1
	3
	-3
	-1
	-3
	3

	6
	-3
	3
	-1
	-1
	1
	-3

	7
	-1
	-3
	-3
	1
	3
	3

	8
	3
	-1
	-1
	3
	1
	3

	9
	3
	-3
	3
	1
	-1
	1

	10
	-3
	1
	-3
	-3
	-3
	-3

	11
	-3
	-3
	-3
	1
	-3
	-3

	12
	3
	-3
	1
	-1
	-3
	-3

	13
	3
	-3
	3
	-1
	-1
	-3

	14
	3
	-1
	1
	3
	3
	1

	15
	-1
	1
	-1
	-3
	1
	1

	16
	-3
	-1
	-3
	-1
	3
	3

	17
	1
	-1
	3
	-3
	3
	3

	18
	1
	3
	1
	1
	-3
	3

	19
	-1
	-3
	-1
	-1
	3
	-3

	20
	3
	-1
	-3
	-1
	-1
	-3

	21
	3
	1
	3
	-3
	-3
	1

	22
	1
	3
	-1
	-1
	1
	-1

	23
	-3
	1
	-3
	3
	3
	3

	24
	1
	3
	-3
	3
	-3
	3

	25
	-1
	-1
	1
	-3
	1
	-1

	26
	1
	-3
	-1
	-1
	3
	1

	27
	-3
	-1
	-1
	3
	1
	1

	28
	-1
	3
	-3
	-3
	-3
	3

	29
	3
	1
	-1
	1
	3
	1





Table 5.5.1.2-4: Definition of  for 
	

	


	0
	-3
	-3
	-3
	-3
	-3
	-1
	1
	-1
	-3
	3
	-1
	3
	-1
	3
	-3
	-1
	-1
	3

	1
	-3
	-3
	-3
	-3
	-3
	-1
	1
	-1
	1
	-3
	-3
	-3
	1
	-1
	3
	-3
	-3
	1

	2
	-3
	-3
	-3
	-3
	-3
	-1
	1
	1
	3
	-3
	1
	1
	-3
	1
	-3
	3
	1
	-1

	3
	-3
	-3
	-3
	-3
	-3
	-1
	1
	3
	-3
	-1
	3
	-1
	3
	1
	-1
	-3
	3
	-3

	4
	-3
	-3
	-3
	-3
	-3
	-1
	3
	-3
	-1
	1
	-1
	-3
	3
	3
	1
	-3
	1
	-1

	5
	-3
	-3
	-3
	-3
	-3
	1
	-3
	-3
	-3
	-3
	1
	1
	1
	-3
	1
	1
	-3
	-3

	6
	-3
	-3
	-3
	-3
	-3
	1
	-3
	-3
	1
	1
	-3
	-3
	-3
	1
	-1
	3
	-1
	3

	7
	-3
	-3
	-3
	-3
	-3
	1
	-3
	-1
	3
	-1
	3
	3
	-1
	-1
	1
	3
	3
	-1

	8
	-3
	-3
	-3
	-3
	-3
	1
	-1
	-1
	-1
	-3
	3
	-1
	3
	-3
	3
	-1
	1
	3

	9
	-3
	-3
	-3
	-3
	-3
	3
	-3
	1
	-1
	3
	-3
	3
	3
	-1
	-3
	1
	1
	-3

	10
	-3
	-3
	-3
	-3
	-3
	3
	-1
	-3
	-3
	1
	1
	3
	-3
	-1
	3
	-1
	3
	1

	11
	-3
	-3
	-3
	-3
	-3
	3
	3
	-1
	-1
	-1
	3
	1
	-3
	3
	-1
	1
	-3
	1

	12
	-3
	-3
	-3
	-3
	-1
	-3
	-3
	-3
	1
	3
	1
	-1
	3
	-3
	-1
	-3
	1
	1

	13
	-3
	-3
	-3
	-3
	-1
	-3
	-3
	1
	-1
	-1
	3
	-3
	-3
	1
	3
	1
	-3
	1

	14
	-3
	-3
	-3
	-3
	-1
	-3
	-3
	1
	3
	-3
	-1
	3
	1
	3
	-1
	3
	-1
	-3

	15
	-3
	-3
	-3
	-3
	-1
	-3
	-1
	3
	-3
	1
	-3
	1
	-1
	-3
	-3
	1
	1
	3

	16
	-3
	-3
	-3
	-3
	-1
	-1
	3
	-3
	3
	-1
	-3
	1
	1
	-1
	-3
	-1
	3
	-3

	17
	-3
	-3
	-3
	-3
	-1
	-1
	3
	-1
	-3
	1
	3
	-1
	-3
	-3
	1
	3
	-1
	1

	18
	-3
	-3
	-3
	-3
	-1
	3
	-1
	-1
	3
	3
	-1
	-3
	1
	1
	1
	-1
	-3
	-1

	19
	-3
	-3
	-3
	-3
	-1
	3
	1
	-3
	-1
	-3
	3
	1
	-1
	3
	-1
	1
	3
	-1

	20
	-3
	-3
	-3
	-3
	1
	-3
	-3
	3
	1
	1
	-3
	-1
	1
	3
	3
	-1
	3
	-1

	21
	-3
	-3
	-3
	-3
	1
	-3
	1
	3
	1
	-1
	-1
	3
	3
	-1
	1
	1
	-3
	3

	22
	-3
	-3
	-3
	-3
	1
	-3
	3
	-3
	-1
	3
	1
	1
	-1
	-1
	3
	3
	-1
	3

	23
	-3
	-3
	-3
	-3
	1
	-3
	3
	-1
	3
	-3
	-1
	-1
	-1
	1
	-3
	-3
	3
	1

	24
	-3
	-3
	-3
	-3
	1
	1
	3
	1
	1
	-1
	3
	1
	1
	3
	-1
	-3
	1
	3

	25
	-3
	-3
	-3
	-3
	1
	3
	3
	3
	1
	-3
	1
	-3
	-3
	3
	-3
	1
	-1
	-3

	26
	-3
	-3
	-3
	-3
	3
	1
	3
	3
	-1
	3
	-3
	-3
	-1
	3
	-1
	-1
	-3
	1

	27
	-3
	-3
	-3
	-1
	-3
	-3
	-1
	-1
	-3
	3
	3
	1
	-3
	-1
	-1
	3
	1
	-3

	28
	-3
	-3
	-3
	-1
	-3
	1
	-1
	1
	-3
	3
	1
	-3
	-1
	1
	3
	1
	-1
	-1

	29
	-3
	-3
	-3
	-1
	-3
	3
	1
	1
	-1
	-1
	1
	3
	1
	-3
	1
	-3
	-1
	1



[bookmark: _Toc454817979]
5.5.1.3	Group hopping




The sequence-group number  in slot  is defined by a group hopping pattern  and a sequence-shift pattern  according to


There are 17 different hopping patterns and 30 different sequence-shift patterns. Sequence-group hopping can be enabled or disabled by means of the cell-specific parameter Group-hopping-enabled provided by higher layers. Sequence-group hopping for PUSCH can be disabled for a certain UE through the higher-layer parameter Disable-sequence-group-hopping despite being enabled on a cell basis unless the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure. 

The group-hopping pattern  may be different for PUSCH, PUCCH and SRS and is given by





where the pseudo-random sequence  is defined by clause 7.2. The pseudo-random sequence generator shall be initialized with  at the beginning of each radio frame where  is given by clause 5.5.1.5.

The sequence-shift pattern  definition differs between PUCCH, PUSCH and SRS.



For PUCCH, the sequence-shift pattern  is given by  where  is given by clause 5.5.1.5.






For PUSCH, the sequence-shift pattern  is given by , where  is configured by higher layers,  if no value for  is provided by higher layers or if the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, otherwise it is given by  with  given by clause 5.5.1.5.



For SRS, the sequence-shift pattern  is given by where  is given by clause 5.5.1.5.
[bookmark: _Toc454817980]
5.5.1.4	Sequence hopping

Sequence hopping only applies for reference-signals of length .



For reference-signals of length , the base sequence number  within the base sequence group is given by .



For reference-signals of length , the base sequence number  within the base sequence group in slot  is defined by



where the pseudo-random sequence  is given by clause 7.2. The parameter Sequence-hopping-enabled provided by higher layers determines if sequence hopping is enabled or not. Sequence hopping for PUSCH can be disabled for a certain UE through the higher-layer parameter Disable-sequence-group-hopping despite being enabled on a cell basis unless the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure. 


For PUSCH or PUCCH format 4 transmission with ≥ 6 RBs, the pseudo-random sequence generator shall be initialized with  at the beginning of each radio frame where  is given by clause 5.5.1.5.



For SRS, the pseudo-random sequence generator shall be initialized with  at the beginning of each radio frame where  is given by clause 5.5.1.5 and  is given by clause 5.5.1.3.
[bookmark: _Toc454817981]5.5.1.5	Determining virtual cell identity for sequence generation

The definition of  depends on the type of transmission.
Transmissions associated with PUSCH:


-	 if no value for  is configured by higher layers or if the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, 

-	 otherwise.
Transmissions associated with PUCCH:


-	 if no value for  is configured by higher layers, 

-	 otherwise.
Sounding reference signals:

-	.
[bookmark: _Toc454817982]
5.5.2	Demodulation reference signal
[bookmark: _Toc454817983]5.5.2.1	Demodulation reference signal for PUSCH
[bookmark: _Toc454817984]5.5.2.1.1	Reference signal sequence


[bookmark: OLE_LINK9][bookmark: OLE_LINK40]The PUSCH demodulation reference signal sequence  associated with layer  is defined by


where 




and  if the higher-layer parameter ul-DMRS-IFDMA is set and the most recent uplink-related DCI contains the Cyclic Shift Field mapping table for DMRS bit field which indicates the use of Table 5.5.2.1.1-3 and  otherwise.





Subclause 5.5.1 defines the sequence  where, for PUSCH demodulation reference signal sequence,  when the higher-layer parameter ul-DMRS-IFDMA is set and the most recent uplink-related DCI contains the Cyclic Shift Field mapping table for DMRS bit field which indicates the use of Table 5.5.2.1.1-3, and  otherwise. The orthogonal sequence  is given by  for DCI format 0 if the higher-layer parameter Activate-DMRS-with OCC is not set or if the temporary C-RNTI was used to transmit the most recent uplink-related DCI for the transport block associated with the corresponding PUSCH transmission. Otherwise,

-	if higher-layer parameter ul-DMRS-IFDMA is not set,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI [3],

 -	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is not present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI,

-	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI when the Cyclic Shift Field mapping table for DMRS bit field indicates the use of Table 5.5.2.1.1-1, and

-	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-3 using the cyclic shift field in the most recent uplink-related DCI when the Cyclic Shift Field mapping table for DMRS bit field indicates the use of Table 5.5.2.1.1-3.






The cyclic shift  in a slot  is given as if the ul-V-SPS-RNTI-r14 was used to transmit the most recent uplink-related DCI for the transport block associated with the corresponding PUSCH transmission. Otherwise, the cyclic shift  in a slot  is given as  with




where the value of  is given by Table 5.5.2.1.1-2 according to the parameter cyclicShift provided by higher layers. For non-BL/CE UEs  is given using the most recent uplink-related DCI 3GPP TS 36.212 [3] for the transport block associated with the corresponding PUSCH transmission as follows:

-	if the higher-layer parameter ul-DMRS-IFDMA is not set,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI, 

-	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is not present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI,

-	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-1 using the cyclic shift field in the most recent uplink-related DCI when the Cyclic Shift Field mapping table for DMRS bit field indicates the use of Table 5.5.2.1.1-1, and

-	if higher-layer parameter ul-DMRS-IFDMA is set and the Cyclic Shift Field mapping table for DMRS bit field is present in the most recent uplink-related DCI,  is given by Table 5.5.2.1.1-3 using the cyclic shift field in the most recent uplink-related DCI when the Cyclic Shift Field mapping table for DMRS bit field indicates the use of Table 5.5.2.1.1-3.

For BL/CE UEs, a cyclic shift field of ‘000’ shall be assumed when determining   from Table 5.5.2.1.1-1.


The first row of Table 5.5.2.1.1-1 shall be used to obtain  and  if there is no uplink-related DCI for the same transport block associated with the corresponding PUSCH transmission, and 
-	if the initial PUSCH for the same transport block is semi-persistently scheduled, or
-	if the initial PUSCH for the same transport block is scheduled by the random access response grant.

The quantity  is given by  









where the pseudo-random sequence  is defined by clause 7.2. The application of  is cell-specific. The pseudo-random sequence generator shall be initialized with  at the beginning of each radio frame. The quantity   is given by  if no value for  is configured by higher layers for PUSCH/PUCCH format 4/PUCCH format 5 or the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, otherwise it is given by .
The vector of reference signals shall be precoded according to



where  is the number of antenna ports used for PUSCH transmission.



For PUSCH transmission using a single antenna port, ,  and .



For spatial multiplexing,  or  and the precoding matrix  shall be identical to the precoding matrix used in clause 5.3.3A.2 for precoding of the PUSCH in the same subframe.



Table 5.5.2.1.1-1: Mapping of Cyclic Shift Field in uplink-related DCI format to  and 
	Cyclic Shift Field in 
uplink-related DCI format [3]
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	000
	0
	6
	3
	9
	

	

	

	


	001
	6
	0
	9
	3
	

	

	

	


	010
	3
	9
	6
	0
	

	

	

	


	011
	4
	10
	7
	1
	

	

	

	


	100
	2
	8
	5
	11
	

	

	

	


	101
	8
	2
	11
	5
	

	

	

	


	110
	10
	4
	1
	7
	

	

	

	


	111
	9
	3
	0
	6
	

	

	

	





Table 5.5.2.1.1-2: Mapping of cyclicShift to values
	cyclicShift
	


	0
	0

	1
	2

	2
	3

	3
	4

	4
	6

	5
	8

	6
	9

	7
	10






Table 5.5.2.1.1-3: Mapping of Cyclic Shift Field in uplink-related DCI format to , , and 
	Cyclic Shift Field in 
uplink-related DCI format [3]
	

	

	


	
	
	
	
	
	
	
	
	
	

	000
	1
	0
	6
	3
	9
	
	
	
	

	001
	1
	6
	0
	9
	3
	
	
	
	

	010
	1
	3
	9
	6
	0
	
	
	
	

	011
	0
	4
	10
	7
	1
	
	
	
	

	100
	0
	2
	8
	5
	11
	
	
	
	

	101
	0
	8
	2
	11
	5
	
	
	
	

	110
	0
	10
	4
	1
	7
	
	
	
	

	111
	1
	9
	3
	0
	6
	
	
	
	



[bookmark: _Toc454817985]5.5.2.1.2	Mapping to physical resources






For each antenna port used for transmission of the PUSCH, the sequence  shall be multiplied with the amplitude scaling factor  and mapped in sequence starting with  to the resource blocks.  when the higher-layer parameter ul-DMRS-IFDMA is set and the most recent uplink-related DCI contains the Cyclic Shift Field mapping table for DMRS bit field which indicates the use of Table 5.5.2.1.1-3, and  otherwise.







If higher-layer parameter ul-DMRS-IFDMA is set and the most recent uplink-related DCI contains the Cyclic Shift Field mapping table for DMRS bit field which indicates the use of Table 5.5.2.1.1-3, the mapping to resource elements , with  for normal cyclic prefix and  for extended cyclic prefix, in the subframe shall be in increasing order of first  for all values of  satisfying , then the slot number. The quantity  is given by Table 5.5.2.1.1-3 using the cyclic shift field in the most recent uplink-related DCI.


For all other cases, the set of physical resource blocks used in the mapping process and the relation between the index  and the antenna port number   shall be identical to the corresponding PUSCH transmission as defined in clause 5.3.4.




The mapping to resource elements , with  for normal cyclic prefix and  for extended cyclic prefix, in the subframe shall be in increasing order of first, then the slot number. No DM-RS shall be transmitted in UpPTS if dmrsLess-UpPts is set to true.
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