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<Start of modified section>
<TEXT OMITTED>
6.5.1.4
OTDOA Location Information 

–
OTDOA-ProvideLocationInformation
The IE OTDOA-ProvideLocationInformation is used by the target device to provide OTDOA location measurements to the location server. It may also be used to provide OTDOA positioning specific error reason.

-- ASN1START

OTDOA-ProvideLocationInformation ::= SEQUENCE {


otdoaSignalMeasurementInformation
OTDOA-SignalMeasurementInformation
OPTIONAL,


otdoa-Error






OTDOA-Error






OPTIONAL,


...,

[[


  otdoaSignalMeasurementInformation-NB
OTDOA-SignalMeasurementInformation-NB
OPTIONAL

]]
}

-- ASN1STOP

6.5.1.5
OTDOA Location Information Elements

–
OTDOA-SignalMeasurementInformation

The IE OTDOA-SignalMeasurementInformation is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:
If there are more than 24 NeighbourMeasurementElement to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under sub-clause 5.3.

NOTE 2:
If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
-- ASN1START

OTDOA-SignalMeasurementInformation ::= SEQUENCE {


systemFrameNumber

BIT STRING (SIZE (10)),


physCellIdRef


INTEGER (0..503),


cellGlobalIdRef


ECGI




OPTIONAL,


earfcnRef



ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef0


referenceQuality

OTDOA-MeasQuality

OPTIONAL,


neighbourMeasurementList
NeighbourMeasurementList,


...,


[[ earfcnRef-v9a0

ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef1


]],


[[ tpIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0


   prsIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1


   additionalPathsRef-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdRef-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Ref-r14







CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT



hyperSFN-r14


BIT STRING (SIZE (10))
OPTIONAL

-- Cond H-SFN

]]
}

NeighbourMeasurementList ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement

NeighbourMeasurementElement ::= SEQUENCE {


physCellIdNeighbour

INTEGER (0..503),


cellGlobalIdNeighbour
ECGI




OPTIONAL,


earfcnNeighbour


ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef2


rstd




INTEGER (0..12711),


rstd-Quality


OTDOA-MeasQuality,


...,


[[ earfcnNeighbour-v9a0
ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef3


]],


[[ tpIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0


   prsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1


   delta-rstd-r14

INTEGER (0..5)


OPTIONAL,


   additionalPathsNeighbour-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Neighbour-r14








CarrierFreqOffsetNB-r14
OPTIONAL

-- Cond NB-IoT

]]
}
AdditionalPathList-r14 ::= SEQUENCE (SIZE(1..maxPaths-r14)) OF AdditionalPath-r14

maxPaths-r14    INTEGER ::= 2
-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The field is absent if the corresponding earfcnRef-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef1
	The field is absent if the corresponding earfcnRef is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The field is absent if the corresponding earfcnNeighbour-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	NotSameAsRef3
	The field is absent if the corresponding earfcnNeighbour is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 


	OTDOA-SignalMeasurementInformation field descriptions

	systemFrameNumber

This field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS occasion group  of the first PRS or NPRS configuration if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed.

	physCellIdRef 

This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef

This field specifies the EARFCN of the RSTD reference cell.

	referenceQuality

This field specifies the target device’s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef , where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell.

	neighbourMeasurementList

This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef

This field specifies the transmission point ID of the RSTD reference cell.

	prsIdRef

This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell.

	additionalPathsRef 

This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef

This field specifies the NPRS-ID of the RSTD reference cell.

	carrierFreqOffsetNB-Ref
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. 

	hyperSFN
This field specifies the hyper SFN as defined in [12] of the RSTD reference cell for the systemFrameNumber. 

	physCellIdNeighbour

This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour

This field specifies the EARFCN of the neighbour cell used for the RSTD measurements.

	rstd

This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in [17]. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.3.

	rstd-Quality

This field specifies the target device’s best estimate of the quality of the measured rstd.

	tpIdNeighbour

This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided.

	prsIdNeighbour

This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided.

	delta-rstd

This field specifies the higher-resolution RSTD RSTD as defined in [18] subclause 9.1.10.4. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.4.

	additionalPathsNeighbour

This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour

This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided.

	carrierFreqOffsetNB-Neighbour
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21].


–
OTDOA-SignalMeasurementInformation-NB
The IE OTDOA-SignalMeasurementInformation-NB is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:
If there are more than 24 NeighbourMeasurementElement-NB to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under sub-clause 5.3.

NOTE 2:
If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
-- ASN1START

OTDOA-SignalMeasurementInformation-NB ::= SEQUENCE {


systemFrameNumber

BIT STRING (SIZE (10)),


physCellIdRef


INTEGER (0..503),


cellGlobalIdRef


ECGI




OPTIONAL,


earfcnRef



ARFCN-ValueEUTRA-r14
OPTIONAL,

-- Cond NotSameAsRef0


referenceQuality

OTDOA-MeasQuality

OPTIONAL,


neighbourMeasurementList
NeighbourMeasurementList,


tpIdRef-r14



INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0


prsIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1


additionalPathsRef-r14
AdditionalPathList-r14
OPTIONAL,


nprsIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2


carrierFreqOffsetNB-Ref-r14







CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT


hyperSFN-r14


BIT STRING (SIZE (10))
OPTIONAL,

-- Cond H-SFN

...
}

NeighbourMeasurementList ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement-NB
NeighbourMeasurementElement-NB ::= SEQUENCE {


physCellIdNeighbour

INTEGER (0..503),


cellGlobalIdNeighbour
ECGI




OPTIONAL,


earfcnNeighbour


ARFCN-ValueEUTRA-r14
OPTIONAL,

-- Cond NotSameAsRef2


rstd




INTEGER (0..12711),


rstd-Quality


OTDOA-MeasQuality,


tpIdNeighbour-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0


prsIdNeighbour-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1


delta-rstd-r14


INTEGER (0..5)


OPTIONAL,


additionalPathsNeighbour-r14









AdditionalPathList-r14
OPTIONAL,


nprsIdNeighbour-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2


carrierFreqOffsetNB-Neighbour-r14








CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT

...
}
-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 


	OTDOA-SignalMeasurementInformation-NB field descriptions

	systemFrameNumber

This field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS positioning occasion if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed.
In case of more than a single PRS configuration on the RSTD reference cell, the first PRS configuration is referenced.

	physCellIdRef 

This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef

This field specifies the EARFCN of the RSTD reference cell.

	referenceQuality

This field specifies the target device’s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef , where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell.

	neighbourMeasurementList

This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef

This field specifies the transmission point ID of the RSTD reference cell.

	prsIdRef

This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell.

	additionalPathsRef 

This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef

This field specifies the NPRS-ID of the RSTD reference cell.

	carrierFreqOffsetNB-Ref
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. 

	hyperSFN
This field specifies the hyper SFN as defined in [12] of the RSTD reference cell for the systemFrameNumber. 

	physCellIdNeighbour

This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour

This field specifies the EARFCN of the neighbour cell used for the RSTD measurements.

	rstd

This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in [17]. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.3.

	rstd-Quality

This field specifies the target device’s best estimate of the quality of the measured rstd.

	tpIdNeighbour

This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided.

	prsIdNeighbour

This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided.

	delta-rstd

This field specifies the higher-resolution RSTD RSTD as defined in [18] subclause 9.1.10.4. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.4.

	additionalPathsNeighbour

This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour

This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided.

	carrierFreqOffsetNB-Neighbour
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21].


–
OTDOA-MeasQuality

-- ASN1START

OTDOA-MeasQuality ::= SEQUENCE {


error-Resolution

BIT STRING (SIZE (2)),


error-Value



BIT STRING (SIZE (5)),


error-NumSamples

BIT STRING (SIZE (3))



OPTIONAL,


...

}

-- ASN1STOP

	OTDOA-MeasQuality field descriptions

	error-Resolution

This field specifies the resolution R used in error-Value field. The encoding on two bits is as follows:


'00'


5   meters


'01'


10 meters


'10'


20 meters


'11'


30 meters.

	error-Value

This field specifies the target device’s best estimate of the uncertainty of the OTDOA (or TOA) measurement.

The encoding on five bits is as follows:


'00000'
0 

to 
 (R*1-1) meters


'00001' 
R*1 
to
 (R*2-1) meters


'00010'
R*2 
to
 (R*3-1) meters


…


'11111'
 R*31 
meters or more;

where R is the resolution defined by error-Resolution field. 

E.g. , R=20 m corresponds to 0-19 m, 20-39 m,…,620+ m. 

	error-NumSamples

If the error-Value field provides the sample uncertainty of the OTDOA (or TOA) measurement, this field specifies how many measurements have been used by the target device to determine this (i.e., sample size). Following 3 bit encoding is used:

‘000’

Not the baseline metric


'001'

5-9


'010'

10-14


'011'

15-24


'100'

25-34


'101'

35-44


'110' 

45-54


'111'

55 or more.

In case of the value ‘000’, the error-Value field contains the target device’s best estimate of the uncertainty of the OTDOA (or TOA) measurement not based on the baseline metric. E.g., other measurements such as signal-to-noise-ratio or signal strength can be utilized to estimate the error-Value.
If this field is absent, the value of this field is ‘000’.


–
AdditionalPath

The IE AdditionalPath is used by the target device to provide information about additional paths in association to the RSTD measurements in the form of a relative time difference and a quality value. The additional path relativeTimeDifference is the detected path timing relative to the detected path timing used for the rstd value [17], and each additional path can be associated with a quality value path-Quality.
-- ASN1START

AdditionalPath-r14 ::= SEQUENCE {


relativeTimeDifference-r14
INTEGER (-256..255),


path-Quality-r14


OTDOA-MeasQuality



OPTIONAL,


...

}

-- ASN1STOP

	AdditionalPath field descriptions

	relativeTimeDifference

This field specifies the additional detected path timing relative to the detected path timing used for the rstd value in units of 0.5 Ts, with Ts=1/(15000*2048) seconds. A positive value indicates that the particular path is later in time than the detected path used for RSTD; a negative value indicates that the particular path is earlier in time than the detected path used for RSTD.

	path-Quality

This field specifies the target device’s best estimate of the quality of the detected timing of the additional path.


<TEXT OMITTED>
<End of modified section>
