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	Reason for change:
	In Table 9.9.1.4.2.4.3-5 the value of csi-ReportMode-r10 is defined as submode1. This causes a registration failure.

According to TS 36.213 clause 7.2.2 the submode 1 can be used either with 8 CSI-RS ports or with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Both statements are invalid in this TC.

	
	

	Summary of change:
	Submode 1 has been removed from the message exceptions.
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9.9.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
< Unchanged Tables omitted >
Table 9.9.1.4.2.4.3-5: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex-r10
	0
	
	

	      cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	      cqi-pmi-ConfigIndex
	3
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	        widebandCQI-r10 SEQUENCE {
	
	
	

	
	
	
	

	      }
	
	
	

	      ri-ConfigIndex
	805
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of changes >


