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	Reason for change:
	The setting of the selected PLMN index should be done before the initiation of the Preamble. This is because, according to TS 36.331 section 5.3.3.4, the UE in its RRC Connection Setup Complete message would be setting the IE selectedPLMN_Identity_r13=2 which would be MCC=001, MNC=01 (second plmn entry in SIB1-NB).
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1. Corrections required

Change 1 – Correction to function ‘f_22_4_2_NBIOT()’
	Function name
	f_22_4_2_NBIOT()

	Reason for change
	The setting of the selected PLMN index should be done before the initiation of the Preamble. This is because, according to TS 36.331 section 5.3.3.4, the UE in its RRC Connection Setup Complete message would be setting the IE selectedPLMN_Identity_r13=2 which would be MCC=001, MNC=01 ( second plmn entry in SIB1-NB)

	Summary of change
	The selected PLMN index is set to 2 before calling function f_NBIOT_Preamble

	TTCN module
	NBIOT_RRC_Paging.ttcn

	MCC160 Comment
	


Before Change:
	<<SKIPPED CODE>>
// This updates SIB1 as per specific message contents
    // Want to page the UE with GUTI of HPLMN
    f_NBIOT_CellInfo_SetPLMN_2Entries (nbiot_Cell1, cs_HPLMN_001_02, cs_HPLMN_Def, 1); // @sic R5-171408 sic@
    v_GutiParameters := f_NBIOT_CellInfo_GetGuti(nbiot_Cell1);
    v_S_TmsiDiff := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});
    //Create and configure all cells
    f_NBIOT_CellConfig_Def(nbiot_Cell1, CONTROL_PLANE);
    //Bring UE to initial state
    f_NBIOT_Preamble(nbiot_Cell1, CONTROL_PLANE, STATE3_NB_IDLEUPDATED);
    f_NBIOT_TestBody_Set(true);
    //@siclog "Step 1-2" siclog@
    f_NBIOT_CellInfo_SetSelectedPlmnIndex (nbiot_Cell1, 2); //  This value is checked in the RRC Conn Setup Complete message @sic R5-171408 sic@
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);  // @sic R5-171408 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    //@siclog "Step 3" siclog@
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
// This updates SIB1 as per specific message contents
    // Want to page the UE with GUTI of HPLMN
    f_NBIOT_CellInfo_SetPLMN_2Entries (nbiot_Cell1, cs_HPLMN_001_02, cs_HPLMN_Def, 1); // @sic R5-171408 sic@
    v_GutiParameters := f_NBIOT_CellInfo_GetGuti(nbiot_Cell1);
    v_S_TmsiDiff := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});
    //Create and configure all cells
    f_NBIOT_CellConfig_Def(nbiot_Cell1, CONTROL_PLANE);
    f_NBIOT_CellInfo_SetSelectedPlmnIndex (nbiot_Cell1, 2); //  This value is checked in the RRC Conn Setup Complete message @sic R5-171408 sic@
    //Bring UE to initial state
    f_NBIOT_Preamble(nbiot_Cell1, CONTROL_PLANE, STATE3_NB_IDLEUPDATED);
    f_NBIOT_TestBody_Set(true);
    //@siclog "Step 1-2" siclog@
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);  // @sic R5-171408 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    //@siclog "Step 3" siclog@
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);
<<SKIPPED CODE>>


