Page 1



3GPP TSG-RAN WG5 Testing 
R5s170282
01 Jan 2017 – 31 Dec 2017

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3656
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to EUTRA<>UTRA test case 6.2.1.3 for multi-PDN UE

	
	

	Source to WG:
	Keysight

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2017-04-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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Change 1 

	Function name
	f_TC_6_2_1_3_EUTRA

	Reason for change
	When run with a MultiPDN UE the current implementation will fail the test case at step 3-17 during the deactivation of additional PDN, because TTCN by default is expecting selectedPLMNidentity as 1 whereas the UE will send selectedPLMNidentity 2 during this step..


	Summary of change
	Corrected the TTCN to set selectedPLMNidentity to 2 so this is expected in RRCConnectionSetupComplete during the function . f_EUTRA_InitialRegistration_Step5_18b1()

	TTCN module
	InterRAT_PLMNSelection.ttcn

	MCC160 Comment
	


Before change

	    function f_TC_6_2_1_3_EUTRA() runs on EUTRA_PTC

  {
….

….

    //@siclog "Step 4" siclog@

    //Receive RRCConnectionSetupComplete with ATTACH REQUEST and piggybacked PDN CONNECTIVITY REQUEST.

    //selectedPLMN-Identity in RRCConnectionSetupComplete shall indicate 2 (PLMN2)

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_Cell1,                                       // @sic R5s120121 MCC160 implementation sic@

                                                       cr_508_RRCConnectionSetupComplete (tsc_RRC_TI_Def, ?, -, 2),   // selectedPLMN_Identity = 2

                                                       cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                         cr_508_ATTACH_REQUEST(v_AttachType,

                                                                                                               v_AdditionalUpdateType),

                                                                                         cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, v_PDNType)));

    //@siclog "Step 5 - 17" siclog@

    //Perform registration on cell 1

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_Cell1, STATE2_IDLEUPDATE, NORMAL, v_NasInd); // @sic R5-160947 sic@
…..

…..

}


After change

	      function f_TC_6_2_1_3_EUTRA() runs on EUTRA_PTC

  {
….

….

    //@siclog "Step 4" siclog@

    //Receive RRCConnectionSetupComplete with ATTACH REQUEST and piggybacked PDN CONNECTIVITY REQUEST.

    //selectedPLMN-Identity in RRCConnectionSetupComplete shall indicate 2 (PLMN2)

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_Cell1,                                       // @sic R5s120121 MCC160 implementation sic@

                                                       cr_508_RRCConnectionSetupComplete (tsc_RRC_TI_Def, ?, -, 2),   // selectedPLMN_Identity = 2

                                                       cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                         cr_508_ATTACH_REQUEST(v_AttachType,

                                                                                                               v_AdditionalUpdateType),

                                                                                         cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, v_PDNType)));

    f_EUTRA_CellInfo_SetSelectedPlmnIndex (eutra_Cell1,2);
    //@siclog "Step 5 - 17" siclog@

    //Perform registration on cell 1

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_Cell1, STATE2_IDLEUPDATE, NORMAL, v_NasInd); // @sic R5-160947 sic@
….

….

}


