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	Reason for change:
	According to LTE_4Rx_AP_DL_CA-UEConTest work plan, the SDR test cases for 4Rx exist in 36.521-1, but are out-of-date. Need to be redefined to cover up to 5CC CA. Therefore, the applicability of SDR test cases for 4Rx is outdated as well.

	
	

	Summary of change:
	The applicability of SDR test cases for 4Rx has been removed.

	
	

	Consequences if not approved:
	Applicabilitiy of SDR test cases for 4Rx will remain in TS 36.521-2, based on an outdated version of TS 36.101.
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	Other comments:
	This is the final outcome of R5-172215


< begin of first modification >
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	
	< many rows skipped >
	
	
	
	
	

	
	
	
	
	
	
	

	8.7.7.2
	TDD sustained data rate performance for Dual Connectivity 256QAM
	Rel-12
	C174
	UE supporting E-UTRA TDD and Dual Connectivity and supporting 256QAM in DL
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.8.1.1
	FDD distributed EPDCCH performance
	Rel-11
	C55
	UE supporting E-UTRA FDD and EPDCCH
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	
	< many rows skipped >
	
	
	
	
	

	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.

Note 2:
For a transition period until RAN5#72, this condition in version 13.0.0 of 36.521-2 shall be used. This is to ensure no test coverage is lost before the UL 64QAM test case becomes available.


< end of first modification >
