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Introduction

Total Number of CRs agreed for this WI: 41. TSs being affected:

· 34.229-1 - 
  8 CR(s)

· 34.229-2 - 
  3 CR(s)

· 34.229-3 - 
  0 CR(s)

· 36.508 - 
  7 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
15 CR(s)

· 36.523-2 - 
  4 CR(s)

· 36.523-3 - 
  1 CR(s)

· 36.903 - 
  3 CR(s)

· 36.905 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-173532
	34.229-1
	1106
	-
	F
	Rel-13
	13.3.0
	Add annex for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173535
	34.229-1
	1108
	-
	F
	Rel-13
	13.3.0
	Add generic procedure MT speech call for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173536
	34.229-1
	1109
	-
	F
	Rel-13
	13.3.0
	Add test case for MO MTSI speech call / UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173537
	34.229-1
	1110
	-
	F
	Rel-13
	13.3.0
	Add test case for MT MTSI speech call / UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173538
	34.229-1
	1111
	-
	F
	Rel-13
	13.3.0
	Add test case for Initial registration / UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173555
	34.229-1
	1112
	-
	F
	Rel-13
	13.3.0
	Add supplementary services test cases for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173605
	34.229-1
	1121
	-
	F
	Rel-13
	13.3.0
	Add emergency service test cases for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-174483
	34.229-1
	1107
	1
	F
	Rel-13
	13.3.0
	Add generic procedure MO speech call for UE category M1 
	LTE_MTCe2_L1-UEConTest

	R5-173539
	34.229-2
	0214
	-
	F
	Rel-13
	13.3.0
	Add applicabilities for UE category M1 test cases
	LTE_MTCe2_L1-UEConTest

	R5-173540
	34.229-2
	0215
	-
	F
	Rel-13
	13.3.0
	Add media requirements for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173556
	34.229-2
	0217
	-
	F
	Rel-13
	13.3.0
	Add supplementary service requirements for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-173636
	36.508
	0974
	-
	F
	Rel-14
	14.2.0
	Remove editor’s note for ATTACH ACCEPT
	LTE_MTCe2_L1-UEConTest

	R5-173794
	36.508
	0985
	-
	F
	Rel-14
	14.2.0
	Correction to default messages for Cat M1
	LTE_MTCe2_L1-UEConTest

	R5-173839
	36.508
	0987
	-
	F
	Rel-14
	14.2.0
	Remove editor’s note for RRC Connection Release
	LTE_MTCe2_L1-UEConTest

	R5-173842
	36.508
	0988
	-
	F
	Rel-14
	14.2.0
	Add generic procedure to check that UE is camped on a new E-UTRAN cell / UP CIoT
	LTE_MTCe2_L1-UEConTest

	R5-174580
	36.508
	1006
	2
	F
	Rel-14
	14.2.0
	Correction to RadioResourceConfigCommonSIB-DEFAULT IE
	LTE_MTCe2_L1-UEConTest

	R5-174649
	36.508
	0968
	1
	F
	Rel-14
	14.2.0
	Update IMS speech procedures for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-175159
	36.508
	1013
	1
	F
	Rel-14
	14.2.0
	Correction to PRACH-Config-v1310-DEFAULT for eMTC TC
	LTE_MTCe2_L1-UEConTest

	R5-173811
	36.523-1
	4129
	-
	F
	Rel-14
	14.1.0
	Correction to GCF WI-254-A eMTC MAC test case 7.1.3.4a
	LTE_MTCe2_L1-UEConTest

	R5-173847
	36.523-1
	4138
	-
	F
	Rel-14
	14.1.0
	Add test case CIoT / RRC connection suspend-resume / Success / different cell
	LTE_MTCe2_L1-UEConTest

	R5-173848
	36.523-1
	4139
	-
	F
	Rel-14
	14.1.0
	Add test case CIoT / RRC connection suspend-resume / Network reject / different cell
	LTE_MTCe2_L1-UEConTest

	R5-174001
	36.523-1
	4151
	-
	F
	Rel-14
	14.1.0
	Correction to (Cat-M1) eMTC MAC test case 7.1.3.5a
	LTE_MTCe2_L1-UEConTest

	R5-174010
	36.523-1
	4153
	-
	F
	Rel-14
	14.1.0
	Correction to (Cat-M1) eMTC MAC test case 7.1.6.1a
	LTE_MTCe2_L1-UEConTest

	R5-174013
	36.523-1
	4155
	-
	F
	Rel-14
	14.1.0
	Correction to (Cat-M1) eMTC MAC test case 7.1.2.3a
	LTE_MTCe2_L1-UEConTest

	R5-174017
	36.523-1
	4159
	-
	F
	Rel-14
	14.1.0
	Correction to (Cat-M1) eMTC MAC test case 7.1.4.24b
	LTE_MTCe2_L1-UEConTest

	R5-174196
	36.523-1
	4184
	-
	F
	Rel-14
	14.1.0
	Correction to EMM test cases 9.2.1.1.20 and 9.2.3.1.22 for CAT-M1 UEs
	LTE_MTCe2_L1-UEConTest

	R5-174485
	36.523-1
	4154
	1
	F
	Rel-14
	14.1.0
	Correction to EUTRA RLC test case 7.2.3.18 for CAT-M1 UE’s
	LTE_MTCe2_L1-UEConTest

	R5-174486
	36.523-1
	4150
	1
	F
	Rel-14
	14.1.0
	Correction to EUTRA RB generic test procedure clause 12.1.1 for PDCP SDU size
	LTE_MTCe2_L1-UEConTest

	R5-174487
	36.523-1
	4178
	1
	F
	Rel-14
	14.1.0
	Addition of new CIoT optimisation test case 23.1.2
	LTE_MTCe2_L1-UEConTest

	R5-174488
	36.523-1
	4180
	1
	F
	Rel-14
	14.1.0
	Update of CIoT CP TC 23.1.1
	LTE_MTCe2_L1-UEConTest

	R5-174489
	36.523-1
	4191
	1
	F
	Rel-14
	14.1.0
	Enabling eDRx Test Case 8.1.1.2a for CAT M1 
	LTE_MTCe2_L1-UEConTest

	R5-174493
	36.523-1
	4116
	1
	F
	Rel-14
	14.1.0
	Correction to EUTRA test case 7.1.2.4 for execution on CAT-M1 UE's
	LTE_MTCe2_L1-UEConTest

	R5-174650
	36.523-1
	4157
	1
	F
	Rel-14
	14.1.0
	Correction to (Cat-M1) eMTC RRC test case 8.2.4.27
	LTE_MTCe2_L1-UEConTest

	R5-173813
	36.523-2
	1037
	-
	F
	Rel-14
	14.2.0
	Correction to applicability of legacy MAC test cases for CAT-M1 Ues
	LTE_MTCe2_L1-UEConTest

	R5-174490
	36.523-2
	1027
	1
	F
	Rel-14
	14.2.0
	Clarify applicability for SCM test cases for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-174492
	36.523-2
	1072
	-
	F
	Rel-14
	14.2.0
	Correction to the applicability of MAC long-DRX test cases for CAT-M1 Ues
	LTE_MTCe2_L1-UEConTest

	R5-174652
	36.523-2
	1035
	1
	F
	Rel-14
	14.2.0
	Applicability of eMTC protocol test cases
	LTE_MTCe2_L1-UEConTest

	R5-174494
	36.523-3
	3849
	1
	F
	Rel-14
	14.0.0
	eMTC: Test Model updates
	LTE_MTCe2_L1-UEConTest

	R5-173844
	36.903
	0359
	-
	F
	Rel-13
	13.2.0
	Test Tolerance: Analysis of Test cases 7.1.14, 7.1.15 and 7.1.16
	LTE_MTCe2_L1-UEConTest

	R5-173906
	36.903
	0360
	-
	F
	Rel-13
	13.2.0
	Test Tolerance analysis for Contention Based Random Access Tests in TS 36.521-3 6.2.10, 6.2.11 and 6.2.12 for Cat-M1 UEs in Normal Coverage Test cases
	LTE_MTCe2_L1-UEConTest

	R5-175164
	36.903
	0357
	1
	F
	Rel-13
	13.2.0
	Test Tolerance analyses for intra frequency case for Cat M1 UE in normal coverage
	LTE_MTCe2_L1-UEConTest
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