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<< Unchanged sections omitted >>
4.4.3.3
Common contents of system information blocks

-
SystemInformationBlockType21
The IE SystemInformationBlockType21 contains the resource pool information for V2X sidelink communication.
Table 4.4.3.3-19: SystemInformationBlockType21
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-CommRxPool-r14
	Not present
	
	

	    v2x-CommTxPoolNormalCommon-r14
	Not present
	
	

	    p2x-CommTxPoolNormalComm-r14
	Not present
	
	

	    v2x-CommTxPoolExceptional-r14
	Not present
	
	

	    v2x-SyncConfig-r14
	Not present
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE (SIZE (0..maxFreqV2X-1-r14)) OF SL-InterFreqInfoV2X-r14 {
	
	1 entry
	

	      SL-InterFreqInfoV2X-r14[1]
	SL-InterFreqInfoV2X-r14-DEFAULT using condition SIB
	
	

	    }
	
	
	

	    v2x-ResourceSelectionConfig-r14
	Not present
	
	

	    zoneConfig-r14 SEQUENCE {}
	Not present
	
	

	    typeTxSync-r14
	enb
	ENUMERATED {gnss, enb, ue, spare1}
	

	    thresSL-TxPrioritization-r14
	Not present
	
	

	    offsetDFN-r14
	Not present
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	BW10
	10 MHz channel bandwidth cell environment

	BW20
	20 MHz channel bandwidth cell environment


<< Unchanged sections omitted >>
4.6.1
Contents of RRC messages

–
RRCConnectionReconfiguration (V2X)

Table 4.6.1-8B: RRCConnectionReconfiguration (V2X)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      sl-V2X-ConfigDedicated-r14 SEQUENCE {
	
	
	

	                        commTxResources-r14 CHOICE {
	
	
	

	                          release
	NULL
	
	RELEASE

	                          setup CHOICE {
	
	
	SETUP

	                            scheduled-r14 SEQUENCE {
	
	
	SCHEDULED

	                              sl-V-RNTI-r14
	sl-V-RNTI used in the source PCell
	BIT STRING (SIZE (16))
	

	                              mac-MainConfig-r14 SEQUENCE {
	
	
	

	                                periodic-BSR-TimerSL
	sf20
	
	

	                                retx-BSR-TimerSL
	sf20
	
	

	                              }
	
	
	

	                              v2x-SchedulingPool-r14
	Not present
	
	

	                              mcs-r14
	Not present
	INTEGER (0..31)
	

	                              logicalChGroupInfoList-r14 SEQUENCE (SIZE (1.. maxLCG-r13)) OF SL-PriorityList-r13
	
	4 entries
	

	                                SL-PriorityList-r13[1] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	                                  SL-Priority-r13[1]
	1
	
	

	                                  SL-Priority-r13[2]
	2
	
	

	                                }
	
	
	

	                                SL-PriorityList-r13[2] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	                                  SL-Priority-r13[1]
	3
	
	

	                                  SL-Priority-r13[2]
	4
	
	

	                                }
	
	
	

	                                SL-PriorityList-r13[3] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	                                  SL-Priority-r13[1]
	5
	
	

	                                  SL-Priority-r13[2]
	6
	
	

	                                }
	
	
	

	                                SL-PriorityList-r13[4] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	                                  SL-Priority-r13[1]
	7
	
	

	                                  SL-Priority-r13[2]
	8
	
	

	                                }
	
	
	

	                            }
	
	
	

	                            ue-Selected-r14 SEQUENCE {
	
	
	UE-SELECTED

	                              v2x-CommTxPoolNormalDedicated-r14 SEQUENCE {
	
	
	

	                                poolToReleaseList-r14
	Not present
	
	

	                                poolToReleaseList-r14
	SL-TxPoolToReleaseListV2X-r14-DEFAULT
	
	POOL_RELEASE

	                                poolToAddModList-r14
	Not present
	
	

	                                poolToAddModList-r14
	SL-TxPoolToAddModListV2X-r14-DEFAULT
	
	POOL_ADD

	                                v2x-CommTxPoolSensingConfig-r14
	Not present
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        v2x-InterFreqInfoList-r14 SEQUENCE (SIZE (0..maxFreqV2X-1-r14)) OF SL-InterFreqInfoV2X-r14 {
	
	
	

	                          SL-InterFreqInfoV2X-r14[1] 
	SL-InterFreqInfoV2X-r14-DEFAULT using condition RRC
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	

	
	
	
	

	
	
	
	

	                        }
	
	
	

	                        thresSL-TxPrioritization-r14
	Not present
	
	

	                        typeTxSync-r14
	enb
	
	

	                      }
	
	
	

	                      sl-P2X-ConfigDedicated-r14
	Not present
	
	

	                      sCellToAddModListExt-v14xy
	Not present
	
	

	                      perCC-GapIndicationRequest-r14
	Not present
	
	

	                      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCHEDULED
	The resources the UE can use are scheduled by the NW.

	UE-SELECTED
	The resources the UE can use are to be selected by the UE from set of resources provided by the NW.

	RELEASE
	Release Communication Resources for V2X Sidelink communication

	SETUP
	Setup Communication Resources for V2X Sidelink communication

	POOL_RELEASE
	Release the resource pool for V2X Communication

	POOL_ADD
	Add the resource pool for V2X Communication


<< Unchanged sections omitted >>
4.6.3
Radio resource control information elements

–
SL-InterFreqInfoV2X-r14-DEFAULT

Table 4.6.3-20E: SL-InterFreqInfoV2X-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.8

	Information Element
	Value/remark
	Comment
	Condition

	SL-InterFreqInfoV2X-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  plmn-IdentityList-r14
	Not present
	
	

	  v2x-CommCarrierFreq-r14
	set according to the specific test configuration
	
	

	  sl-MaxTxPower-r14
	FFS
	INTEGER (-30..33)
	

	  sl-Bandwidth-r14
	n50
	ENUMERATED {n6, n15, n25, n50, n75, n100}
	BW10

	
	n100
	
	BW20

	  v2x-SchedulingPool-r14
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_4

and COND_TX
	
	

	  v2x-UE-ConfigList-r14
	SL-V2X-InterFreqUE-Config-r14-DEFAULT using condition SIB
	
	SIB

	
	SL-V2X-InterFreqUE-Config-r14-DEFAULT using condition RRC
	
	RRC

	}
	
	
	


	Condition
	Explanation

	SIB
	Inter-frequency V2X configuration is set through SIB21

	RRC
	Inter-frequency V2X configuration is set through RRCConnectionReconfiguration


–
SL-V2X-InterFreqUE-Config-r14-DEFAULT

Table 4.6.3-20I: SL-V2X-InterFreqUE-Config-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.8

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-InterFreqUE-Config-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  physCellIdList-r14
	Not present
	
	

	  typeTxSync-r14
	enb
	
	

	  v2x-SyncConfig-r14
	Not present
	
	

	  v2x-CommRxPool-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14 {
	
	
	

	    SL-CommResourcePoolV2X-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_1
	
	

	    SL-CommResourcePoolV2X-r14[2]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_2
	
	

	    SL-CommResourcePoolV2X-r14[3]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_3
	
	

	    SL-CommResourcePoolV2X-r14[4]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_4
	
	

	    SL-CommResourcePoolV2X-r14[5]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_5
	
	

	  }
	
	
	

	  v2x-CommTxPoolNormal-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14 {
	
	
	

	    SL-CommResourcePoolV2X-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_1 and COND_TX
	
	SIB

	
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_5 and COND_TX
	
	RRC

	  }
	
	
	

	  p2x-CommTxPoolNormal-r14
	Not present
	
	

	  v2x-CommTxPoolExceptional-r14
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_3 and COND_TX
	
	

	  v2x-ResourceSelectionConfig-r14
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	  zoneConfig-r14
	Not present
	
	

	offsetDFN-r14
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	SIB
	UE configuration for Sidelink communication mode 4 is set through SIB21

	RRC
	UE configuration for Sidelink communication mode 4 is set through RRCConnectionReconfiguration


<< End of changes >>
