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	Reason for change:
	In R5-174575, new TC 7.1.12.1 “DataInactivityTimer expiry” was added and then new test applicability is required.



	
	

	Summary of change:
	1. Add new test applicability for TC 7.1.12.1 “DataInactivityTimer expiry” into Table 4-1

2. Add new PICS pc_dataInactMon to indicate data inactivity monitoring capability into Table A.4.2.2.1.1-1.
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	Test applicability will be missing.
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	Other comments:
	R5-174576 ( R5-174655

This TC is also applicable for Cat.M1 UEs.


4
Recommended Test Case Applicability

<skip to the change>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT


<skip to the change>
	7.1.11.1
	LAA transmits common control information in PDCCH scrambled with CC-RNTI
	Rel-13
	C280
	UEs supporting E-UTRA and downlink LAA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.12.1
	DataInactivityTimer expiry
	Rel-14
	Cxxx
	UEs supporting E-UTRA and data inactivity monitoring
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.2.2.1
	UM RLC / Segmentation and reassembly / 5-bit SN / Framing Info Field
	Rel-8
	C15F
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C15T
	
	pc_eTDD
	
	
	


<skip to the change>
Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	<skip to the change>

	C288
IF A.4.1-1/8 AND A.4.4-1/132 AND A.4.4-1/136 THEN R ELSE N/A

	C289
IF A.4.1-1/8 AND A.4.4-1/132 AND A.4.4-1/137 THEN R ELSE N/A

	Cxxx
IF(A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/yy THEN R ELSE N/A


<skip to next cchange>
A.4.2.1.1
Bearer Services

Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_Fallback
	The UE supports CS fallback for voice calls. If true, [8] pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.

If pc_CS_Fallback is true, pc_SMS_SGs shall be set to true A UE with the voice domain preference set to (CS Voice only) or (IMS PS voice preferred, CS Voice as secondary) or (CS voice preferred, IMS PS Voice as secondary) shall set this PICS to true.

	2
	Support of SMS over SGs
	24.301
	Rel-8
	pc_SMS_SGs
	The UE supports SMS over SGs and is configured for SMS over SGs.

If it is set to true, at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true.

If it is set to true, pc_Combined_Attach shall be set to true

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	4
	Support of IMS emergency call
	22.101
	Rel-9
	pc_IMS_emergency_call
	For Rel-9 or later releases: mandatory for UEs which supports IMS speech.

	5
	Support of eMBMS
	36.331
	Rel-9
	pc_eMBMS
	The UE supports eMBMS.

	6
	Support of Enhanced 1xCS fallback
	23.272
	Rel-9
	pc_Enhanced_1xCSfallback
	

	7
	Support of eMBMS service continuity
	36.306, 6.3.1

(Note 2)
	Rel-11
	pc_eMBMS_SC
	The UE supports eMBMS service continuity.

	8
	Supports Offload to/from WLAN and supports S2b
	36.304, 5.6.2

24.302, 6.10.4
	Rel-12
	pc_E_UTRA_WLAN_offload
	

	9
	Support of DC Split DRB 
	36.306, 4.3.20.1
	Rel-12
	pc_DC_Split_DRB
	The UE supports dual connectivity and DRB type of Split bearer.

	10
	Support of DC SCG DRB
	36.306, 4.3.20.2
	Rel-12
	pc_DC_SCG_DRB
	The UE supports dual connectivity and DRB type of SCG bearer.

	11
	Support of SC-PTM
	36.306

4.3.22.2
	Rel-13
	pc_SCPTM
	The UE supports SC-PTM

	12
	Support of LTE-WLAN aggregation
	36.306

4.3.25.1
	Rel-13
	pc_LWA
	The UE supports LWA

	13
	Support of LTE/WLAN Radio Level Integration with IPsec Tunnel
	36.306

4.3.24.1
	Rel-13
	pc_LWIP
	The UE supports LWIP

	yy
	Support of data inactivity monitoring
	36.306

4.3.19.9
	Rel-14
	pc_dataInactMon
	The UE supports data inactivity monitoring

	Note 1:
A UE may support one or more of bearer service 1, 2, 3, 4 or 5.

Note 2:
See [19] subclause 17.4 for general assumptions of the MBMS service Continuity test cases.


