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	Other comments:
	


5.3.10.3a3
LWIP specific DRB addition or reconfiguration

For the drb-Identity value for which this procedure is initiated, the UE shall:

1>
if the drb-TypeLWIP is set to lwip:

2>
indicate to higher layers to use LWIP resources in both UL and DL for the DRB associated with the drb-Identity;

2>
if lwip-DL-Aggregation is set to TRUE:
3>
indicate to higher layers to apply decoding of LWIPEP header with GRE sequence number for both LTE and WLAN DL reception for the DRB associated with the drb-Identity;
2>
if lwip-DL-Aggregation is set to FALSE:
3>
indicate to higher layers to stop decoding of LWIPEP header with GRE sequence number for both LTE and WLAN DL reception for the DRB associated with the drb-Identity;
2>
if lwip-UL-Aggregation is set to TRUE:
3>
indicate to higher layers to insert LWIPEP header with GRE sequence number for both LTE and WLAN UL transmissions for the DRB associated with the drb-Identity;
2>
if lwip-UL-Aggregation is set to FALSE:
3>
indicate to higher layers to stop inserting LWIPEP header with GRE sequence number for both LTE and WLAN UL transmissions for the DRB associated with the drb-Identity;
1>
if the drb-TypeLWIP is set to lwip-DL-only:

2>
indicate to higher layers to use LWIP resources in the DL only for the DRB associated with the drb-Identity;

2>
if lwip-DL-Aggregation is set to TRUE:
3>
indicate to higher layers to apply decoding of LWIPEP header with GRE sequence number for both LTE and WLAN DL reception for the DRB associated with the drb-Identity;
1>
if the drb-TypeLWIP is set to lwip-UL-only:

2>
indicate to higher layers to use LWIP resources in the UL only for the DRB associated with the drb-Identity;
2>
if lwip-UL-Aggregation is set to TRUE:
3>
indicate to higher layers to insert LWIPEP header with GRE sequence number for both LTE and WLAN UL transmissions for the DRB associated with the drb-Identity;
1>
if the drb-TypeLWIP is set to eutran:

2>
indicate to higher layers to stop using LWIP resources for the DRB associated with the drb-Identity;
