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V2X requirements in section 13 are valid when the UE is in any of the following states or scenarios:
· In any cell selection state, or,

· Out of coverage on the V2X sidelink carrier and is associated with a serving cell on a non-V2X sidelink carrier

With the second scenario above, it is possible that the UE is in RRC_CONNECTED state and is performing WAN operation on a serving cell on a carrier which is different from the V2X sidelink carrier. A UE which is in RRC_CONNECTED state is required to meet all the requirements specified in section 8. When this UE is performing both WAN and V2X, the UE may have to switch between the V2X and WAN. This means the UE may need to interrupt the V2X sidelink communication in order to meet the measurement requirements specified in section 8.This is interruption behaviour is clarified in this CR.
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Start of Change 1
13
V2X Requirements 

13.1
Introduction

This section contains the requirements for the UE capable of V2X sidelink communication when the UE is out of coverage on the carrier used for V2X sidelink operation, as defined in [1]. The V2X requirements shall apply provided that the sidelink used by the UE for V2X sidelink communication is on the carrier that is preconfigured in the UE for out-of-coverage operation. The requirements apply when the UE is:

-
in any cell selection state, or,

-
out of coverage on the V2X sidelink carrier and is associated with a serving cell on a non-V2X sidelink carrier.

Note:
Any cell selection state refers to a UE that is out of network coverage and is not associated with a serving cell on any carrier [1].
Note: When a UE in RRC_CONNECTED state is performing transmissions and/or reception for V2X sidelink communication, the UE shall meet all the requirements specified in Section 8 assuming that UE has a dedicated RX/TX chain for V2X sidelink communication. Otherwise, the UE may interrup the V2X sidelink communication in order to meet the measurement requirements specified in Section 8.
End of Change 1
