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---Start of changes---

Table 5.5A-3: Intra-band non-contiguous CA operating bands (with two sub-blocks)

	E-UTRA CA Band
	E-UTRA Band

(Table 5.5)

	CA_1-1
	1

	CA_2-2
	2

	CA_3-3
	3

	CA_4-4
	4

	CA_5-5
	5

	CA_7-7
	7

	CA_12-12
	12

	CA_23-23
	23

	CA_25-25
	25

	CA_40-40
	40

	CA_41-41
	41

	CA_42-42
	42

	CA_43-43
	43

	CA_46-46
	46

	CA_48-48
	48

	CA_66-66
	66


---Text omitted---
Table 5.6A.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_1C
	CA_1C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	
	
	5, 10, 15
	20
	
	
	
	40
	1

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_2C
	
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_3B
	
	5
	3
	
	
	
	10
	0

	
	
	3, 5
	5
	
	
	
	
	

	CA_3C
	CA_3C
	5, 10, 15
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_5B
	CA_5B
	5, 10
	10
	
	
	
	20
	0

	
	
	10
	5
	
	
	
	
	

	
	
	3
	5
	
	
	
	8
	1

	
	
	5
	3
	
	
	
	
	

	CA_7B
	
	15
	5
	
	
	
	20
	0

	CA_7C
	CA_7C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	
	
	10
	20
	
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	15
	10, 15
	
	
	
	40
	2

	
	
	20
	15, 20
	
	
	
	
	

	CA_8B
	CA_8B
	5,10
	10
	
	
	
	20
	0

	
	
	10
	5
	
	
	
	
	

	CA_12B
	-
	5
	5, 10
	
	
	
	15
	0

	CA_23B
	-
	10
	10
	
	
	
	20
	0

	
	
	5
	15
	
	
	
	
	

	CA_27B
	-
	1.4, 3, 5
	5
	
	
	
	13
	0

	
	
	1.4, 3
	10
	
	
	
	
	

	CA_38C
	CA_38C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	CA_39C
	CA_39C
	5,10,15
	20
	
	
	
	35
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	CA_40C
	CA_40C
	10
	20
	
	
	
	40
	0

	
	
	15
	15
	
	
	
	
	

	
	
	20
	10, 20
	
	
	
	
	

	
	
	10, 15
	20
	
	
	
	40
	1

	
	
	15
	15
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	CA_40D
	CA_40C, 40D
	10, 15, 20
	20
	20
	
	
	60
	0

	
	
	20
	10, 15
	20
	
	
	
	

	
	
	20
	20
	10, 15
	
	
	
	

	
	
	15, 20
	15, 20
	15, 20
	
	
	60
	1

	CA_40E
	-
	15, 20
	15, 20
	15, 20
	20
	
	80
	0

	CA_41C
	CA_41C
	10
	20
	
	
	
	40
	0

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	5, 10
	20
	
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	
	
	10
	15, 20
	
	
	
	40
	2

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	10
	20
	
	
	
	40
	3

	
	
	20
	20
	
	
	
	
	

	CA_41D
	CA_41C
	10
	20
	15
	
	
	60
	0

	
	
	10
	15, 20
	20
	
	
	
	

	
	
	15
	20
	10, 15
	
	
	
	

	
	
	15
	10, 15, 20
	20
	
	
	
	

	
	
	20
	15, 20
	10
	
	
	
	

	
	
	20
	10, 15, 20
	15, 20
	
	
	
	

	CA_41E
	CA_41C
	15, 20
	15, 20
	15, 20
	20
	
	80
	0

	CA_41F
	CA_41C
	10, 15, 20
	15, 20
	20
	20
	20
	100
	0

	CA_42C
	CA_42C
	5, 10, 15, 20
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	
	
	10, 15, 20
	20
	
	
	
	40
	1

	
	
	20
	10, 15
	
	
	
	
	

	CA_42D
	CA_42C
	5,10,15,20
	20
	20
	
	
	60
	0

	
	
	20
	20
	5,10,15
	
	
	
	

	
	
	10, 15, 20
	20
	20
	
	
	60
	1

	
	
	20
	20
	10, 15
	
	
	
	

	CA_42E
	CA_42C
	5,10,15,20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	5,10,15
	
	
	

	CA_42F
	CA_42C
	5, 10, 15, 20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5, 10, 15, 20
	
	

	CA_43C
	-
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_46C 4
	-
	20
	20
	
	
	
	40
	0

	
	
	20
	10, 20
	
	
	
	40
	1

	
	
	10, 20
	20
	
	
	
	
	

	CA_46D 4
	-
	20
	20
	20
	
	
	60
	0

	
	
	20
	20
	10, 20
	
	
	60
	1

	
	
	10, 20
	20
	20
	
	
	
	

	CA_46E 4
	-
	20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	10, 20
	
	80
	1

	
	
	10
	20
	20
	20
	
	
	

	CA_48C
	-
	5, 10, 15, 20
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	CA_48D
	-
	5,10,15,20
	20
	20
	
	
	60
	0

	
	
	20
	20
	5,10,15
	
	
	
	

	CA_48E
	-
	5,10,15,20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	5,10,15
	
	
	

	CA_48F
	-
	5, 10, 15, 20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5, 10, 15, 20
	
	

	CA_66B
	-
	5
	5, 10, 15
	
	
	
	20
	0

	
	
	10
	5, 10
	
	
	
	
	

	
	
	15 
	5 
	
	
	
	
	

	CA_66C
	-
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_66D
	-
	5
	20
	20
	
	
	60
	0

	
	
	20
	5
	20
	
	
	
	

	
	
	20
	20
	5
	
	
	
	

	
	
	10
	20
	15
	
	
	
	

	
	
	15
	20
	10
	
	
	
	

	
	
	10, 15, 20
	15, 20
	20
	
	
	
	

	
	
	15, 20
	10
	20
	
	
	
	

	
	
	15
	15, 20
	15
	
	
	
	

	
	
	20
	15, 20
	10, 15
	
	
	
	

	
	
	20
	10
	15
	
	
	
	

	CA_70C
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 3: 
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 4: 
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


---Text omitted---
Table 5.6A.1-3: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_1A-1A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_2A-2A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_3A-3A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	
	
	5, 10
	5, 10, 15, 20
	
	
	
	30
	1

	
	
	5
	3
	
	
	
	10
	2

	
	
	3, 5
	5
	
	
	
	
	

	CA_4A-4A
	CA_4A-4A
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	
	
	5, 10
	5, 10
	
	
	
	20
	1

	CA_5A-5A
	-
	5,10
	5,10
	
	
	
	20
	0

	
	
	3
	5
	
	
	
	8
	1

	CA_7A-7A
	-
	5
	15
	
	
	
	40
	0

	
	
	10
	10, 15
	
	
	
	
	

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	
	
	5, 10, 15, 20
	5, 10
	
	
	
	30
	2

	
	
	10, 15, 20
	10, 15, 20
	
	
	
	40
	3

	CA_12A-12A
	-
	5
	5
	
	
	
	10
	0

	CA_23A-23A
	-
	5
	10
	
	
	
	15
	0

	CA_25A-25A
	-
	5, 10
	5, 10
	
	
	
	20
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	CA_40A-40A
	-
	10, 20
	10, 20
	
	
	
	40
	0

	
	
	10,15,20
	10,15,20
	
	
	
	40
	1

	CA_40A-40C
	-
	20
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	20
	
	
	
	

	CA_40C-40C
	-
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	80
	0

	CA_41A-41A
	-
	10, 15, 20
	10, 15, 20
	
	
	
	40
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	CA_41A-41C
	CA_41C
	5, 10, 15, 20
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_41A-41D
	CA_41C
	5, 10, 15, 20
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	
	
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	

	CA_41C-41C
	CA_41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	CA_41C-41D
	CA_41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	CA_42A-42A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_42A-42C
	-
	5, 10, 15, 20
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_42A-42D
	-
	5, 10, 15, 20
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	
	
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	

	CA_42C-42C
	-
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	CA_43A-43A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_46A-46A2
	-
	20
	20
	
	
	
	40
	0

	CA_46A-46C2
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	20
	
	
	
	

	CA_46A-46D2
	-
	20
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	
	
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	20
	
	
	

	CA_48A-48A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_48A-48C
	-
	5, 10, 15, 20
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_48A-48D
	-
	5, 10, 15, 20
	See CA_48D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	
	
	See CA_48D Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	

	CA_48C-48C
	-
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	80
	0

	CA_48C-48D
	-
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_48D Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	See CA_48D Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_48C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_48A-48E
	-
	5, 10, 15, 20
	See CA_48E Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	See CA_48E Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	

	CA_66A-66A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_66A-66B
	-
	5, 10, 15, 20
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	
	40
	0

	
	
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_66A-66C
	-
	5, 10, 15, 20
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	
	60
	0

	
	
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	
	

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications. 

NOTE 2:
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


---Text omitted---
Table 7.6.1.1A-2: In-band blocking

	CA configuration
	Parameter
	 Unit
	Case 1
	Case 2

	
	PInterferer
	 dBm
	-56
	-44

	
	FInterferer

(offset)
	MHz
	=-Foffset– FIoffset,case 1
&

=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&

≥+Foffset + FIoffset,case 2

	CA_1C, CA_2C, CA_3B, CA_3C, CA_5B, CA_7C, CA_8B, CA_12B, CA_23B, CA_27B, CA_38C, CA_39C, CA_40C, CA_40D, CA_40E, CA_41C, CA_41D, CA_41E, CA_41F, CA_42C, CA_42D, CA_42E, CA_42F, CA_43C, CA_48C, CA_48D, CA_48E, CA_48F, CA_66B, CA_66C, CA_70C, CA_66D
	FInterferer (Range)
	MHz
	(NOTE 2)
	FDL_low – 15

to

FDL_high + 15

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 
NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 




a. the carrier frequency -Foffset - FIoffset, case 1 and




b. the carrier frequency +Foffset + FIoffset, case 1
NOTE 3:
Foffset is the frequency offset from the center frequency of the CC being tested to the edge of aggregated channel bandwidth.

NOTE 4:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to 
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---Text omitted---
Table 7.6.2.1A-2: Out of band blocking

	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_1C, CA_2C, CA_3B, CA_3C, CA_5B, CA_7C , CA_8B, CA_12B, CA_23B, CA_27B, CA_38C, CA_40C, CA_40D, CA_40E, CA_41C, CA_41D, CA_41E, CA_41F, CA_42C1, CA_42D1, CA_42E1, CA_42F1, CA_43C1, CA_48C1, CA_48D1, CA_48E1, CA_48F1, CA_66B, CA_66C, CA_66D, CA_70C
	FInterferer (CW)


	MHz


	FDL_low -15 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE 1:
The power level of the interferer (PInterferer) for this CA configuration for Range 3 shall be modified to -20 dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz.


---End of changes---
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